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The 


CORNWELL 
of ber 


DALLAS FACTORY BRANCH 
Cornwell Quality Tools Company 


2560 Irving Bivd. 


Dallas, Texas 75207 


(214) 631-7302 


ATLANTA — (Automotive) 
Clint Morris Tools, Inc. 
2477B Carroll Avenue 
Chamblee, Georgia 30341 
(404) 457-2633 


ATLANTA — (industrial) 
Ziegler Tools, Inc. 

430 Luckie Street, N.W. 

Atlanta, Georgia 30313 

(404) 688-0345 


BALTIMORE 

Cornwell Tools Company 
3021 E. Madison Street 
Baltimore, Maryland 21205 
(301) 675-8811 


BOISE 

Cornwell Tools Company 

119 S. 6th Avenue P.O. Box 126 
Caldwell, Idaho 83605 

(208) 459-9240 


BOSTON 

Cornwell Tools Company 

21 Eliot Street 

South Natick, Massachusetts 01760 
Boston area (617) 237-9050 

Other areas (617) 653-3550 


BUFFALO 

Cornwell Tools Company 
48 Comet Street 

Buffalo, New York 14216 
(716) 876-9675 


CHICAGO 

Tools & Equipment, Inc. 
636 No. lowa Street 
Villa Park, Illinois 60181 
(312) 833-1260 


DENVER 

Cornwell Tools Company 
3475 West 1st Avenue 
Denver, Colorado 80219 
(303) 936-7163 


SALES 
_ INFORMATION 
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CORNWELL 
The Choice of Professionals 


LOS ANGELES FACTORY BRANCH 
Cornwell Quality Tools Company 
8561 Whitaker Avenue 

Buena Park, California 90621 

(714) 523-3320 


DISTRIBUTORS 


DETROIT 

G & G Tools Company 
19720 West Eight Mile Road 
Southfield, Michigan 48075 
(313) 353-5830 


INDIANAPOLIS ; 
Aschinger Tool Sales, Inc. 
3549 Sutherland Avenue 
Indianapolis, Indiana 46218 
(317) 924-4871 


LAKELAND 

A. S. Henry Tools 

1231 East Magnolia Street 
Lakeland, Florida 33801 
(813) 683-9159 


MINNEAPOLIS 

Delegard Tool Company 

3820 East Lake Street 
Minneapolis, Minnesota 55406 
(612) 721-6626 


NEW ORLEANS 

Cornwell Tools Company 
4035 Washington Avenue 
New Orleans, Louisiana 70125 
(504) 822-3374 


OKLAHOMA 

Cornwell Tools Company 

1603 Exchange Avenue 

Oklahoma City, Oklahoma 73108 
(405) 232-4877 


PITTSBURGH 

Cornwell Tools Company 

445 Castle Shannon Blvd. 
Pittsburgh, Pennsylvania 15234 
(412) 561-1665 

(412) 561-4488 


PORTLAND 

Cornwell Tools Company 
6022 S. E. Milwaukie Bivd. 
Portland, Oregon 97202 
(503) 234-6024 


SACRAMENTO 

John Wilbourn Tools, Inc. 
2400 Tower Avenue 
Sacramento, California 95825 
(916) 452-3356 


SEATTLE 

Cornwell Tools Company 
1005 E. Pike Street 
Seattle, Washington 98122 
(206) 322-5100 


@€AN JOSE 

Cornwell Tools Company 
3515 The Alameda 

Santa Clara, California 95050 
(408) 248-8107 


ST. LOUIS — (Automotive) 
John B. Gasperi Tool Company 
3343 Watson Road 

St. Louis, Missouri 63109 
(314) 645-8333 


ST. LOUIS — (Industrial) 

House of Tools & Engineering, Inc. 
436 Anglum Rd. 

Hazelwood, Missouri 63042 

(314) 731-4444 


YAKIMA 

The Branam Tool Company 
1105 Cornell Avenue 
Yakima, Washington 98901 
(509) 452-9859 


EXPORT 

United Export Corporation 
22500 Lincolnway, West 
South Bend, Indiana 46628 
(219) 232-8286 


Cornwell Tools are sold automotively by Dealers who are served 
either by the Factory or by selected Automotive Distributors. 


The industrial market is served by Industrial Distributors. 


For information regarding CORNWELL products 
and sales opportunities write: 


CORNWELL QUALITY TOOLS COMPANY, Mogadore, Ohio 44260 
_ ATT: Sales Dept., Suburb of Akron Telephone (216) 628-2626 
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ZZ-111S MASTER TOOL. SET. Set consists of the foliowing toois: 


Part Number Description 
BEROSK weirs MeO’ OR eM Eww Om 8 eb Flexibie Driver Set 
BaD ue is: Syks eS 8) € E W Hd RS Gow Slime Rae os Hose Ciamp Plier 
pe a ee . Rubber Tipped Blow Gun 
REIS a) inc gues a ty (wen. eM ml wt einem Seley eae at nee ae 8"' Adjustable Wrench 
PAVE oh eye Ke SF POS Ow Sw) BH EBs 12” Adjustable Wrench 
BONO nis ee ee CREM Ew Fw Rw 15” Adjustable Wrench 
(OH (i a re Piston Ring Groove Cleaning Tool 
tS Sr a oa ee er FRaBtRWeGree wus Seas Battery Plier 
Beene eee EM Se SL HOw EG Battery Cable Clamp Spreader 
Bene Oee Ss Siam bore AM a Sow 8 Fm, 3 Battery Post Cleaner (Metal) 
CA-84 ...... a oe) 2 whe we ¥ HS Ge oy . .» Magnetic Screw Driver 
CPSC es hi me Ree shew EE es Oe ee Brass Hammer 
TUES SAA AAG? Sarin Sesh lp Gio. lice olen Wa Fak sow can Bis maine Brake Cylinder Hone 
CF-71 Te a oe ee ee eo ee ee aa Spark Plug Gapping Tool 
lL) ne ee ae a ee Windshield Arm Removing Tool 
GRAtg See a. SF as Sl aw Fo 8 we Bae om Bey ee ee inspection Mirror 
CeetGt a cm a ws TRE RHR PROS PS Magnetic Pickup Tooi 
CRATE eine ws eo a Se me in eo 8 ow we 5-5/8"’ O.A. Screw Starter 
ESO este. eS) Re SR aT HE lee wee me a ape Se fa) Wt yp my Saw ge Nut Hoider 
GENFOS ~geee iss esa eecweaew eRe ws 9 pc. Crowfoot Wrench Set 
MeL) SV a) clave, frre ee ee eee ym Bl we yw, RP SE A $*’ Wiremaster Plier 
Ser eGGr & acts a aR FR @ EA ee Se & 6” Curved L.ong Nose Plier 
GE-A20Gi. wc a we we we RoR Gee ene Mies 9-1/2"" Multi-Purpose Plier 
ME MPMR IRN oS Gop nh as in Ry aia. a Ten wt Ter ee are 7-1/2"" Curved Diagonai Plier 
CL-460G ..... 'CEueD BRS BEM EBs 16” Giant Grip Master Plier 
CheStGG ana sa ee ela we & eA ee @ . 6" Thin Nose, Stip-Joint Plier 
CEs2008. a wo » aie ania Meee Ne a Ol Sw oe a Ge 8 oz. Ball Peen Hammer 
GiveOtS acces HK HSH Ss aor 1 tb. Ball Peen Hammer 
CEeSOUIMG nk we t's oo eo ew Om € S 7-1/2’" Long Nose Plier 
MMAR OB ALOION 4 ays Rb “itu fay Si xR Gh we ae oe Ber el wna eee 8"' Needle Nose Plier 
CLeSAIOG 4 aie ewe ew he we Hw ww eG 8” Slip-Joint Plier with Cutter 
CL-G264 «2 www we afr ca av ow wr ietnet wet cw 4 ib. Blacksmith Hammer 
Gee ial s 6 2% 5 SS KH fe Ba AS G2 AR PR = OS Gx Cotter Pin Puller 
CHAO av eR OS RE SBA S Re Wee Hee oe Qaew ee Creeper 
ont (en or a i eC ee a aCe ee oe ee eee ee Scraper 
GWHTS.. gi we ew Ds + + + + 7 pe. Combination Flex Head Wrench Set 
DEAR a Gia ew oe Ae oe Be Boe Spe He a Flywheel Turner 
IR oe a eR RO HD Ge eo uw Cece Ye) aL in de Door Handie Tool 
Dee naa ke MDP SHREDS HE OBER TE MS we Jab Saw 
DR-370-12 SP a Ga). ening Gane hire Beh iw oe - . Premium 12” Blade Hacksaw 
DWAGFMA «2.81 «see ee His Si Ke ee Ge 1/2" Distributor Wrench 
BW-186) 2... a ws ee ei ee ee » . . 9/16” Distributor Wrench 
BEM AOM are the HS HRSA SS OE SE RADA Ge 14” Pipe Wrench 
So ee 1M a ee WR ew Ss Short Circuit Detector 
RV-LPI2 ws wec enna a aise Sas, Wy oe wes Wi, cal img a 0%; ~ Lock Power Tape 12’ 
oo) PET REL Sw Oe oS 6-12 Volt Timing Light 
PAGO. ein ew i em wie a ee ee Tach-Dwell Voit Ammeter 
See CL Rae SR PRP RA ee ES Remote Starter Switch 
CROC) wae neh eee eek RTS we ew & Putty Knife 
GRECO a ak a mm ew Te ee ee ee ee ee eo ee ee Brake Tool 
JA-1278 ..... PHPCPHRIFHSMRSEeK AS SR Ow S Ble Rethreader Set 
KA-G520 ....... on Cane cw: an Gee a tS) cas Gh ay ne Current Indicator 
Peres vc ot S Me eS VIR a iw se oe 17 pc. Punch and Chisel Set 
MBPERSS: «ss 6 ie Ba we Way w & RK .  « «5 pe. Long Drift Punch Set 
Ee ol 5. bss Roser a. saree a iS Saher im Sums aera Compression Gauge with Adaptor 
ee ws wt ®t we Bs Re Pita Dee eh ow 5 ‘ . . Vacuum Gauge 
an ene ee ee oe ee cw em Bw e Battery Ceili Tester 
My a tas ty Bh facta ay Ya ce ce ey ow, OD Ge ct Pe Wire Stripper 
L22000'm ss cata te RX CLK ER SD EMi ws Oil Filter Wrench 
LSSIBOG we te ws ee ee ee oe ee . .Pipe Cutter 
LS-38000...... ERC CT Re ae ee ee ee a Ridge Reamer 
EGGRIO ash he DT REHRE WE MTB? Ge Sse Speed tex Wrenches 
SOO ins cas int we ow es cewek ee ew ew eS Tube Bender 
MA-A40 ...... SS OW Sm PG ee me me ee ee ee Wire Brush 
RAG: aie oe Oe Tw Oe eam ewe Cleaning Brush 
ML-444K ....... ce eae: Bee we ew oe Retaining Ring Plier Set 
SSA cr eR SHR ET TEE RETR ERAR HRD DED OD Tire Gauge 
COS: clas. Baie SS) SRS Oe wR ww Te ew Fender Cover 
27" x 54” Seat Cover 

PE OR ERAS Ewe wus Brake Tool 

Be oe eae an es & Kw s Brake Tool 

Br Gere ee dey ie ee Bape ee wl ate ey ce. ura . . . . Brake Tool 

7 wm « Brake Tool 

ie Sow LS Oe ke ew 8 Brake Spring Plier 

ee Spring Compressor 

2D TM he ORS S MT Re oe wm Be eS Brake Tool 

‘ . . Muffler Tool 

BE he Oe F-h.8 BAe eG coe kw abe ae we 16"’ Pry Bar 

Pe DSH ee ee ae MS 8" Pry Bar 

en ee ea ee a ee ee ee 24" Pry Bar 

COG 2 es Beye Baw Se yO HER ODS He Pocket Knife 

Le | a ee er re . . « Selecto Lube Set of 3 Oilers 
Lo) TE eee a ee yah Nae ets tahini Plastic Tip Hammer 
PAPO hin st eee eA OS RO el me Wheel Cover Tool 
PU-187 ea p ie ie tae te el a i ew er a Steering Wheel Puller 
PU-241 See Geet hE RARE RARE SARS ou eh orm oe Puller 
Beet Unies ie! dies ct ce ae ee me we He RS - . . Bezel Nut Plier 
ON eae hh ee ek we ww ve in Battery Cable Puller 
BUST Gaccats is 2 sis) os . Sn oe aK ® . . . « BOoublie Flare Tool 
head och Ge SL a a rr rrr aw Tube Cutter 
ig) Gay One ee ae & ESS SWOT CS ws Spark Plug Plier 


eM AO WO ee SS OR Hs Spark Plug Gauge 


RB-FGUS: 2.0 1 se ae he pe ew OL we HE RO 8! Oe Feeler Gauge 
BEEG2S fox cis ie Bem Be ae Oe + + + + « « « « Peeler Gauge 
BE-FGZ6. ga act cham e te Gates e ea ea eS Feeler Gauge 
BOO sie ee ei ee ee 8 ew S 15 pc. Extractor Set 
ORNS Tipe Sy Sie px ORL al eee aate mee we ck valve . . « Rubber Mallet 
SCA-808) 2 a6 he He me we Be ee ee ele oe Awl (plastic) 
Se DRO inca tether fe dar ey Aer eee fe Tare few et & dv ety, ret we Driver Set 
SMPTE ay ea, eR) AUN A SS Be WA) Sa Rh el 8 Snap Gap Set 
SKA*SUIS 6 ow a0 Oe a a Be eh we Tk oy Geek Bah » . Bit Set 
SMK-1016S ..... a Sar ad sary sae (irs ty ha ey eo ce wt . Stud Remover Set 
STEL-75.. «« ir a tay Te Je 7 pc. 3/8"’ Weatherhead Socket Set 
PAG cas Shee TES RE lS oe Check Point Tester 6-12 Volt 
Te is a ie a ts er vet ‘or vein ad we jam (ee aces es ee one Jumpers 
TE-GATO 2s aaa a % ae mo RS we Uh ye es oe Hose Remover 
TS-SSRA 2. css Soe Ha a ws wile ee Glee Torque Wrench 
TR-BWK10S ..... Bap ser caay i sage 10 pc. Multi Spline Wrench Set 
We-O39S' 2.5 6 6 <4)a % . . 39 pc. Master Deluxe 1/4"’ Drive Tool Set 
Wee 9 ey 6 iw eee ee ete ae & 47 pc. Deluxe 3/8’’ Drive Tool Set 
TS SS0. diate he Sw ey one 39 pc. Deluxe 1/2” Drive 1/2” Tool Set 
WS*6348..4 ss @ a % 34 pc. Heavy Duty Deluxe 3/4"’ Drive Tool Set 
PDO AN: ec: eo wee a Mae 21 pc. Deluxe 3/8’ Drive Metric Tool Set 
e22eGLSP 2.2% wa x S 3/8" x 13/16" Spark Plug Universal 6 pt. 
MLAPENTO ior toe ee et ee «+ ++ « Phillips Screw Starter 6” O.A, 
SFE as ok i ro ew ca Yew se ay He Sure cae eae Ring Compressor 
WPORIG + Gt. iy Sl GELS Be Bales - . + 7 pe. Hex Knife Wrench Set 
UPHWK-14S. 2. re ew 14 pc. Hex Socket Screw Wrench Set 
WAS ORO ag Gyr aa skis, cee Bite eae . . 40 pc. Super Mechanics Set 
VSWR fas hae he 6 map ee mR w Oa 5" Vise Grip 
WARTS dt sasha’ ey, pcm area rerthie ee ee ee 7” Vise Grip w/Cutter 
WMO s 6 alts tk ee os wo ale OMe Ge elle 10” Vise Grip 
MIP DS icc enna ne, oat wel oe ee a 8 Gasket Punch Set 
WNW ISOC “sion sa ee ees 2 Sh Sate Universal Puller Set 
VM-V216 te ke a ee 5 Hub and Dust Cap Plier 
WO Ss. co avs: pra ey able es sa a tas 8a hat oe 21 pc. Angle Wrench Set 
WBIRGS os ae a ae 2 8 . .6 pe, Box Wrench Set, Standard 12 pt. 
NMBSS8GS> oa: ea ee a ee ee 6 pc. Short Box Wrench Set 12 pt. 
VEGAS 6 eos xe Ge Re 14 pc. Combination Wrench Set 12 pt. 
WSS a sa a me ely te a Oe So 7 pc. Open End Wrench Set 
WE-DSS0PK 22s ee ee a oom wee om Tt Solder Gun Kit 
WEEE is. wk ee ee wa 8 pc. Combination Flare Nut Wrench Set 
SS ce ss ee we ew 8 we Ew eee Straight Cut Metal Shear 
AED ER |S Gyan A dl Sp eas ee Gk Ua aoe eh ““Impakdriver”’ Set 
SCFCGS Kc es he RE RAG CH Aw wy Sg ee 6 pc. File Set 
MMR EESR ca Gigy hel: “lp ion (Beat Je: tar a ER ‘s 6 pc. Ratcheting Box Wrench Set 
SOUT. 6 Mud SR BS AS-S a we a ae 7 pc. Screw Driver Set 
MEWS «66 nw HS OSS OR eS 13 pc. Ignition Wrench Set 
WA-SKS10 (26 ee ee eae eas 10 Drawer Red Deluxe Chest 
WA-TCSQ0OA 2. cc ccm reese wa 8 Drawer Red Deluxe Cabinet 


_ 


2 TOOL SETS 


A ZZ-251S DELUXE TOOL SET. Set consists of the following tools: 


Part No. Description 
ASE Secs te Em we 8”" Adjustable Wrench 
Rese a Gs i @ RL a whee CMe Se ee a it eR 12”’ Adjustable Wrench 
Bieeae ns Sk ® © ok ee Ome Re ara el a ee at eager . . Battery Plier 
Lat Na POR ae ater Ree cots ee Battery Post Cleaner (Metal) 
BW-1214 . cece ase 3/8" x 7/16” Double Hexagon Offset Box Wrench 
BTS TR Ss Se et rs ae eee le kee ee 1/2" x 9/16" Box Wrench 
BYZOZE oo a oe Rete Ewe WOR RLS  ohe 5/8’ x 11/16” Box Wrench 
BWVs2028 Ss 2 ie wn alk he Che Wa wal st wes 3/4” x 7/8’ Box Wrench 
|= id ak + le em NS a er Laney ge Eo 3 pc. Double Flare Nut Wrench Set 
CRED bi As a 0 & & eo Bea ee ors . «Mirror 1-11/16" x 2-9/16” 
CPs160 sees oe 6 ws 16-3/4” to 26-3/4"" O.A. Magnetic Pickup Tool 
EU a) elle? ceca fer Badan oi 26, ab Sasciae ait ab var eR etaa 7” Diagonal Cutting Plier 
Cope i a a ae a ee » « » « 9-1/2" Multi-Purpose Plier 
CEAGOG ac ek ce woe ee De 16”’ Giant Gripmaster Plier 
ChrS16G 6G. 8 as oe ee ee we ee ee 26" Thin Nose Slip-Joint Plier 
CL=2008) wc a 2 3) eae we ew Peta 8 oz. Ball Peen Hammer 
Coal Bef a a a en re ete 1-1/4 Ib. Ball Peen Hammer 
ie Ee Iota Ie ie dal se el um) Orie wi aa Ge es, ear CL-3017¥%2Gd7-1/2"’ Long Nose Plier 
C6264 tea ne ne cae wae ae we ee ey RD 4 |b. Blacksmith Hammer 
CAG: a a fas Se Soc cal ds 0 cee wm me we ewe Shes et ate a eat ere ae Scraper 
CW IATS “Sra Si cS sae Bia oS ala 7 pc. Combination Flex Head Wrench 
DMAKGTS Osis ee ae we ae Be ate Boe a SS Hose Clamp Plier 
as Se eee eee ee ee ee ae Lock Power Tape 12’ 
GA-O2Z2TO sais & ie be kw et ale a we oe oy 2 eS Putty Knife 
JREESO Gc aklk cs ha we RE BHA RD ee east kee 3/8” Flex Ratchet 
WTS fay ca sas iu wy fa was ws Te Me ee - . . 17 pce. Punch and Chisel Set 
Kees Sacha cac tease wee eb . «.. « «Flex Dr. Compression Tester 
OFY1034 26 hs ee we COT Te Te we Swe we wo wee ee Brake Tool 
OT EO! ay ins. ay tam ey he a Bat ve’ cafes de? tah Rw age Brake Spring Plier 
GCP1044 cht wc StH HET ORE Geeta ecese Spring Compressor 
OFP*7332. ae ee ee Sw ew eee we re a a 5 pc. Screw Extractor 
Be Fics Si al ie os Sasi cal cok Gallatin’ Pa) BIA mye ale ews av seh . 16” Pry Bar 
PIAIG wc gan GER Re Re RA Dees OS a = oy elZ + « « «. Hammer 
PURBE2T ai iii ce ie 2 ae ae ee ee ee ae Battery Cable Puller 
REFORM: 6.8 Sk BF GR ROS BARR Se Oe ee MLE Feeler Gauge 
REFG25 .ane ere Oe De Re He Has He SE EEE Feeler Gauge 
PRS a in, Saran Ge i tah am ta oh Fass lao Uk, "wy WOE ee ieedel WE Sarpy ae ore 3/8" Spinner 
P22208F 506 fh Ram TS RS DEMS aS 3/8" x 5/8"’ Spark Plug Socket 
TQsGSRA ou es oe | we & 2 ei S 5 a - Qe mee te Torque Wrench 
Tees). 5d ay inva) 5d 10) aos oY wma a mma Rw Tew 21 pe. 1/4” Jet Set 
TS21SS cas cco PT PER ET EM VE DE GO Ria 19 pc. 3/8’ Jet Set 
TSS: eh iy tan is dar Genet i) Fate far Winamp Ca a, Wha - 16 pe. 1/2” Jet Set 
TSU227S) ss BASSAS SSS 7 pc. 3/8’ Universal Socket 6 pt. 
UP-HWK-11S ......... 4... 11 pce. Hex Socket Screw Wrench Set 
WIRY faye Gate tat “Sa Gotan’ @) ells in ton Ga eae <P ha Wp gaa alee) eae 7" Vise Grip 
VGAIGR: sss e her i e e OSEAP Rw eww RN 10” Vise Grip 
WUC PNR Sa: se Soneece ee: fal) a taney fon we te 11 pc. Combination Wrench Set 12 pt. 
Z2-F6S i Faw ea ea ws ae FR ew eS & Pe 6 pc. Assorted File Set 
TS aS) sy pany Ge cy ra oat. a a ST Sn we 7 pc. Screw Driver Set 
ZAWISS 25.6 BS Raa H 8 + + + « « «13 pe. Ignition Wrench Set 
WHASIRS SiS: aoe. Bic! Roe! SR Seis aR ei ew We a wt Bite 10 Drawer Red Chest 
B Z2Z-426S BASIC TOOL SET. Set consists of the following tools: 
Part No. Description 
AT2ZB gi Fe KORTE TKRE RSET SD EDS 12” Adjustable Wrench 
BYS14@: Ses 6 owe Rs ws Se ee ee eee ee Battery Plier 
BSS, ~ ih aha) es as aaa. el AE we ea Gr he Battery Post Cleaner (Metal) 
BWel2t4 cmiciraqcene es ma es oa 3/8"’ x 7/16” 12 pt. Box Wrench 
BW-1618 ..... 8 ae aR Sw ee 1/2” x 9/16” 12 pt. Box Wrench 
BWEZO2 2) a Gk Ow we eae 5/8’ x 11/16" 12 pt. Box Wrench 
BW-2428 pki ew ED Ewe Be BE mS 3/4” x 7/8"? 12 pt. Box Wrench 
LBL VEGD occ aes “el cnn tn Gen She 7-1/2” Long Nose Plier with Cutter 
CL-420G6 ogc ater See heen ees «clas « 9-1/2"" Multi-Purpose Plier 
CLA4Z4G: paces eee aw Ew ONS wee 4-1/2” Ignition Plier 
CL-437G ..... ee ee eee ee 7”’ Diagonal Cutting Plier 
Ch-2Z01G scsi RA RS SS RS Hew 1 1b. Ball Peen Hammer 
DReS7O12 wie curata mi va Rema a Premium 12” Blade Hacksaw 
Roce eee” Bikine Gi eHoNe ut St Gr hee +». + 12 pe. Punch and Chisel Set 
MAEAAG dete ee SOR TRS Hs AES ee Wire Brush 
PES ccc et ae td ORD RS BAe. BEERS 16” Pry Bar 
Fee Po ca ee tw sen Gk Gl cay WE Gmy Ba sls Maw SRC Eta: ya he Spark Plug Gauge 
RB-FGZS csc awn ew a PEL OD CECE SD DERE aR Feeler Gauge 
MTSAORNS) iw we x ay ot en wh ee) wee ee ey we 21 pe. 1/4” Jet Set 
TS218S sa te eee we Wem Hw as, Jat SP aye ae ah Cana 19 pc. 3/8” Jet Set 
Sa TGS: ca ae RO Se ay ae ey a ks te eo Se 16 pc. 1/2” Jet Set 
WRG ay al ae ie as te i ok ww 11 pe. Combination Wrench Set 12 pt. 
22-:SO7S) SERED SACRE Rhee ERE & os 7 pc. Screw Driver Set 


ei wt my a ee ay a 6 Drawer Red Chest 


A ZZ-344S STANDARD TOOL SET. Set consists of the following 


tools: 

Part No. Description 
AMCR GQamtiep ce cmas Oe = aes & Rin ew 6” Adjustable Wrench 
Ase CF SHY P DES ROR Se ROSH O Owe @ 8"’ Adjustable Wrench 
APIS a2 ff hb eR CRE He st aes 12” Adjustable Wrench 
Bisse ck & aS oe wal Ae Giles mS . . . . Battery Post Cleaner (Metal) 
RCN SS re ee Sw oe el ws al ws Wh wy oy 3 pc. Double Flare Nut Wrench Set 
Ctt9O7G sie wae ewe a ew Hew <a re ee Battery Plier 
CES37G ck sue ant uemen Swe ew EROS ye Diagonal Cutting Plier 
CL-420G 2.1 ww ee te tt we we ww ws 91/2" Multi-Purpose Plier 
CLA6BG sad we RE HE HEH’ » .« . .16’? Giant Gripmaster Plier 
CLH2008 2. tc he we AS OHS REESE HERS 8 oz. Ball Peen Hammer 
ARE x Guid, Sb Rae & Gute @ Se attay te ere 1-1/2 Ib. Ball Peen Hammer 
CEASOUZG! nlmiie aie lore meme SL AG 6 me ecm we 7-1/2” Long Nose Plier 
CL*G256 www wee oo sak Sei aoea, ‘ns » . «. 3-1/2 Ib. Blacksmith Hammer 
MOS isis iar tite fa ak fa Gah tah tah ovat Fah pore sy eee ww i Rin (iy Say ag co ey Tay ak iy «ff Scraper 
DReS7OE12 sc ae ew SH eH eee Premium 12” Blade Hacksaw 
BRESSO) oie se es ee Se ew ee ee me 3/8”’ Flex Ratchet 
KCRt25 6h Se RET Hew Se RTE Eos 12 pc. Punch & Chisel Set 
MAPASO 2 cca enn were ee eae ee ee Wire Brush 
GE FOSk a.cis co RSS TARDE DSRS EAS Oey Re 2 wo . Brake Tool 
GOF-1040' cg naaekstece snus game oe . .. . « Brake Spring Plier 
DEO ar Gian ae WE Oe SSO Dies &O as . . Spring Compressor 
RES) (2a ie eho fe Gris we Sh Mets Pe ig sncoliet Ya on Saiuabie . . 16” Pry Bar 
Joc oe ee ee ee ee ee ee ee ee ae ee er a 16” Pry Bar 
MEBT21 «dn ke awe ew we Rew ++... . » Battery Cable Puller 
RB-1618 ........... 4... 1/2"x 9/16” Ratcheting Box Wrench 
RB-2024 «ke ta hae RS He Da ws 5/8" x 3/4”’ Ratcheting Box Wrench 
RE-FGS fsb @ Ha @ CHAR BS DAM SS Rw FS Spark Plug Gauge 
PORES GRAN, cfis ier ce: ore Be ae el aw ey en we Gi ew ole ee Feeler Gauge 
RB-FG@25 ..... ee hee ee oe ee ee ee ee Feeler Gauge 
R20 cc revi te kt he We ee ee ww ew hw 3/8"’ Spinner 
T#2e20SP 5 on sa HE Oe Oe OT DE Ds K 3/8” x 5/8’ Spark Plug Socket 
CE-350 wea ae eo 1 Re Dam aR Se . 6-12 Volt Check Point Tester 
TSOAS «<S RRS DROVE TED ORAL ETS ST He 21 pe. 1/4” Jet Set 
cae Ree Ng fevce air ae” Gre ie ake Ge ae wi Mle w iy Soe 19 pc. 3/8” Jet Set 
Meee Res ska: fey Go (a seh Vos (Gan fei a ver WW) Se: cme det awe Se. amy Sooty rar om: 16 pc. 1/2”’ Jet Set 
LY a ee en ee a es . .. 7 pe. Hex Knife Wrench Set 
VGR ‘ac bheaeta morn e wae see @ a oa ae ws 7” Vise Grip 
VG-TOR swe aewa ne ee was + SS ee ae . » « 10” Vise Grip 
WESI6S pate Se DEDEDE DS TH LIS 6 pc. Short Box Wrench Set 12 pt. 
WOT cc as WR Oe i Gem 11 pc. Combination Wrench Set 12 pt. 
WMIRGI GR: Ga Sat vines Ge ants tees Se we er se (ay > wh Sera es oe 7”’ Adjustable Gripping Plier 
CESOIS: sie we Hew ew Re oan we ewe 7 pc. Screw Driver Set 
Z2WISAS cars tae ag de ae we Oe wy ew 8 pc. Ignition Wrench Set 
WA-CL-T125: cea me tates oR SH Se Te 6 Drawer Red Chest 


B ZZ-525 STARTER TOOL SET. Set consists of the following tools: 


Part No. Description 
AGIOB an ie ae Oe ET Hw HSE HS 10” Adjustable Wrench 
CEG876 Gast re ne RS SR DE SAREE Hew 7”’ Diagonal Cutting Plier 
CL420G) 5. bk KK RRR Be VOR Ow ee aoe 9-1/2" Multi-Purpose Plier 
GCUSZONG is Scie ms ee Oe ee ee oe 1 Ib. Ball Peen Hammer 
(eo. ee ee a ee ee ee eo Center Punch 
CRM IN aR” See! Seqssey va) St ek dat lon He) av gm ca J eta vet Sedan ae 3/8’? Combination Wrench 
MOUSER a. tok 20: oes ve: 107 sar We gor ee ve a Sw ee wm 7/16” Combination Wrench 
CSIC TG sae a we mdm ie nie oe oF aw & om 1/2’ Combination Wrench 
CWtSTS: 6 aa ww wee see ee ee we ee « 9/16" Combination Wrench 
CWrRAOe a ha a aS aw Re SR ee . 5/8” Combination Wrench 
CWeAa2ee & me we eee eS ee Se mete ss 11/16”’ Combination Wrench 
CWHAAZ4 2s ADH Bw De Dw 3/4” Combination Wrench 
DRS hs Wa WE, Gay cis tov coi wine Gree amen a taipuar, Gr cw qet wre 5/32” Pt. x 9” Drift Punch 
BRRREG SS) iy cw: sei gu: en say saya 70s fel pda cat ba ps . . Adj. 10” or 12” Blade Hacksaw 
FG1O: a aa eae ew eee wy so OP COT 74172" Flat Ghisel 
GOG6G1WS. 6 ae ow we Hw eee eR eee we ew Putty Knife 
PES Bs RTS OS RS SEMA ee Re ys SE Se 16” Pry Bar 
PO=206PX sk aie eae w ie, Sees lw we ee | No. 2x 4” Phillips Screw Driver 
MRM RESEND iy sic ay 900 Race nies eal Cw Rew SP on Gal hee Sah Gj? ney nt “, rome on De Scratch Awl 
ONDACERETS, aig Gay intv ris Gt Gah. Wegener We AON toe, wa ee oe 3/16” x 3”” Square Screw Driver 
SD=804) o.0 ue ew ws ce ee me - . « «1/4 x 4”? Square Screw Driver 
SO1006 sae Oe Hw wR Oe ww Oe Hw 5/16” x 6”* Square Screw Driver 
Tekes wiht dat tee Be She ee Hw ww oy - . -19 pc. 3/8” Jet Set 
MaeVOR tiie Oh His Qe HS Re wae Bue OM ere oe 2 & 10” Vise Grip 


Cc BX-25 2 DRAWER RED CHEST — recommended chest for 
ZZ-525 Starter Tool Set. 


TOOL SETS 3 


A WA-TC300A SUPER DELUXE ROLLER CABINET. The 
ultimate in a mobile tool cabinet. This heavy duty unit 
consolidates all the finest features of roller cabinets into its design 
and manufacture. 


WA-TC300A SPECIFICATIONS 


SIZE Width—33%", Depth—18”, Height—34%” 
FINISH Red Smooth Enamel 

No. of Drawers Eight 

2 Drawers 27” x 17-3/16” x 1-15/16” 

1 Drawer 27” x 17-3/16” x 2-7/16” 

3 Drawers 27” x 17-3/16” x 3-7/16” 

1 Drawer 27” x 17-3/16” x 4-7/16” 

1 Drawer 27” x 16-15/16" x 7” 

Weight 198 Ibs. 


WA-M2844-1_ Lock & Key for WA-TC300A & WA-TC9S5B. 
WA-M3100 Heavy-duty Rigid Caster without brake. 
WA-M3101 Heavy-duty Swivel Caster with brake. 


Here is the answer for the master craftsman who desires—and 
needs—a portable work bench and safe, adequate tool storage 
space, all in one fine cabinet. This combination of features will be | 
found in this cabinet. 


B WA-CL1200 TWELVE DRAWER ROLLER CABINET. @® 


WA-CL1200 SPECIFICATIONS 


SIZE Width—26%” Depth—18-1/8” Height—39-1/8” 

FINISH Red Smooth Enamel 

No. of Drawers Twelve 

1 Drawer 4%" x 17%" x 4-1/8" 

4 Drawers 7-9/16" x 16%" x 2” 
1 Drawer 22%" x 16%" x 2” 
5 Drawers 22%" x 16%" x 3-1/8” J 
1 Drawer 22%" x 16%" x 6-7/16" 
Weight 167 Ibs. 


WA-M3693-1 Lock & Key for top center drawer. 
WA-M4566-1 Lock & Key for balance of drawers. 
WA-M755-3 Caster with brake — 4’’ diameter. 
WA-M852-4 Caster without brake — 4”’ diameter. 


PIANO HINGE FEATURE 


Door and lid piano hinges are 
spot welded into position the 
full length of the unit for greater 


strength and rigidity. 


HEAVY GAUGE METAL 


All Cornwell chests and roller 
cabinets are constructed from 
extra heavy gauge steel 


» ++ compare! 


LOCKING SYSTEM 


A special three point positive 
locking system is provided with 
each Cornwell chest or roller 


cabinet. 


A WA-SK535 CUSTOM CHEST. Cornwell’s own exclusive design. We 
wanted to have available for every mechanic a chest he could be proud to 
own—a chest that tells his customers that, ‘‘this man knows his business’’. 
Here is quality in every minute detail. Here is strength that can be loaded 
with your personal tools. Here is beauty in rich red enamel and gleaming 
chrome. All ten drawers are fitted with beautiful and durable chrome 
plated handles. Large, comfortable trunk type handles with pivot grips are 
provided on either side of the chest for easy carrying. Two collapsible 
braces hold the lid firmly open while the chest is in use. The drawers are 
positively locked with a special three point locking system which cannot be 
pilfered or pried because the sturdy braces run down the inside of the back 
of the chest where they cannot be reached. The lid is locked with a heavy 
duty cam action tumbler lock. 


WA-SK535 SPECIFICATIONS 


SIZE Width—26'2", Depth—1534”, Height—17-7/8”’ 
FINISH Red Smooth Enamel 

No. of Drawers Ten 

Top Drawer 5-3/16"" x 1412"’ x 534”" 

Six Drawers 7-15/16"" x 1412"" x 13/4” 

Two Drawers 23" x 1412"’ x 1-11/16” 

Bottom Drawer 23” x 142"? x 23/4" 

Weight 110 Ibs. 


A WA-SK310 SUPER DELUXE CHEST. The ‘‘giant”’ of all Cornwell 
Tool Chests designed to fit the WA-TC300A. Comes complete with tote 
tray and small plastic parts tray. 


WA-SK310 SPECIFICATIONS 


SIZE Width—33'%’’, Depth—1534"’, Height—1834” 
FINISH Red Smooth Enamel 

No. of Drawers Ten 

Top Drawer 5% 15" x 5%" 

Six Drawers 21% 0. FS ce TH 

Two Drawers 29347 15" x 134”" 

Bottom Drawer 2934" x 15°’ x 234” 

Weight 148 Ibs. 


B WA-SK24 “DROP FRONT”’ TOOL CHEST. A carefully designed 
and skillfully engineered tool chest, built to withstand the most rugged use 
and to satisfy the demands of the most exacting mechanic. Full length 
piano type hinges are used throughout for maximum strength and beauty 
and they are electgjcally spot welded to the chest to insure lasting 
operation. When ind p of the chest is opened the lid is held in place by 


sturdy braces at eac © prevent accidental closing. Heavy gauge metal 
is used throughout for t est and drawers and exposed edges are double 
rolled for added strength idity. The six roomy drawers move back 


and forth with ease on spev+ onstructed slides and all drawers are 
protected with automatic stops vent them being pulled too far and 


spilling their contents. Extra heavy4al rome trunk handles are securely 
fastened to the sides so that the ces ay be moved when desired, 
whether full or empty. 4 

WA-SK24 SPECIFICATIONS “\, 

SIZE Width—26”’, Depth—12”’, sh 42" 

FINISH Red Smooth Enamel & 

No, of Drawers Six DH 

2 Top Drawers 4-5/8"’ x 10-7/8"" x 1-7/8”’ 

1 Top Drawer 11-7/8"’ x 10-7/8”"’ x 1-7/8” 

2nd Drawer 23”’x 10-7/8” x 1-7/8” 

3rd Drawer 23”’x 10-7/8” x 2-7/8” 

Bottom Drawer 23” x 10-7/8"’ x 2-7/8”’ 

Tote Tray 18¥2”’ x 7-3/4” 

Weight 68 Ibs. 


C WA-CL-1333 TWO DRAWER MECHANIC’S BOX. A well 
constructed and sturdy medium sized chest designed to hold a large variety 
of tools. Tote tray included. 


WA-CL-1333 SPECIFICATIONS 


SIZE Width—26”"'’, Depth—10”’, Height—1134” 
FINISH Red Smooth Enamel 

Tote Tray size 183/4"" x 73/4"? x 2” 

Top Drawer 222" x 834" x 2-5/8"" 

2nd Drawer 22¥%2"" x 83/4" x 3¥2”" 

Weight 41 Ibs. 


LA-M3374 Small Name Plate. 

LA-M3375 Large Name Plate. 

WA-PNT-16 Red Touch-up Paint. 

WA-PNT-17 Blue Touch-up Paint. 

WA-M3149-1 Lock & Key for WA-SK535 & WA-SK310. 

WA-M2558-1 Lock & Key for WA-CL-1125, WA-CL-1155 
& WA-CL-1333 

WA-LL61 thru WA-LL72 Extra Keys only. 

WA-LL121 thru WA-LL133 Extra Keys only. 

WA-SK24T Tote tray. 


A WA-CL1900 NINE DRAWER ROLLER CABINET. Big, 
husky and spacious, the CL-1900 is built to meet today’s need for 
extra, more flexible tool storage. Made with heavy cross-bracing 
bottom and reinforced with extra welds to withstand the hardest 
wear. 


WA-CL1900 SPECIFICATIONS 


SIZE Width—26%", Depth—18-1/8”, Height—34%” 
FINISH Red Enamel 


No. of Drawers Nine 

4 Drawers 10%” x 16%” x 2-7/8” 
3 Drawers 22%" x 16%" x 2-7/8" 
2 Drawers 22%" x 16%" x 6-1/8” 
Weight 150 Ibs. 


B WA-CL1195 FIVE DRAWER ROLLER CABINET. 
Economy model five drawer roller cabinet incorporating 
“Cornwell Quality” throughout. 


WA-CL1195 SPECIFICATIONS ol 
SIZE Width—26%”, Depth—18-1/8”, Height—34%” 

FINISH Red Enamel 

No. of Drawers Five—one compartment 

1st Drawer 22” x 16%" x 2-7/8" 

2nd Drawer 22” x 16%" x 2-7/8” 

3rd Drawer 22” x 16%" x 2-7/8" | 
4th Drawer 22” x 16%" x 2-7/8" | 
5th Drawer 22” x 16%" x 5%” 

Bottom 23%" x 17%" x 9%" 

Weight 114 Ibs. 


Economy model three drawer roller cabinet incorporating oo 


| 
: 
C WA-CL1165 THREE DRAWER ROLLER CABINET. ; 
“Cornwell Quality” throughout. 


WA-CL1165 SPECIFICATIONS 


SIZE Width—26-3/8”, Depth—17-3/8”, Height—32%” 
FINISH Red Enamel 

No. of Drawers Three—one compartment 

1st Drawer 22” x 15%” x 2-7/8" 

2nd Drawer 22” x 15%” x 2-7/8” 

3rd Drawer 22” x 15%” x 5%" | 
Bottom 23%" x 17%" x 9%" 

Weight 88 Ibs. 

WA-M292-3 Caster with brake—3” diameter. o . 


WA-M292-4 Caster without brake—3” diameter. 


D WA-68 AUXILIARY FOLDING SHELF. An ideal addition 
to any Cornwell roller cabinet. By mounting two shelves on each 
side of a cabinet, work area can be increased by 100%. Just hook 
over the top edge of the unit, fold down when not in use. Size: 
17-5/8" x 15”. 


WA-M2560-1 Lock & Key for WA-CL1165 & WA-CL1195. 
WA-M755-3 Caster with brake—4”’ diameter. 

WA-M850 Caster with brake-swivel—5”’ diameter. 
WA-M850-2 Caster rigid—5’’ diameter. 

WA-M852-4 Caster without brake—4” diameter. 
WA-M2844-1 Lock & Key for WA-CL1900. 


G TOOL CABINETS 


A WA-CL1155 TEN DRAWER TOOL CHEST. Economy 
model ten drawer tool chest incorporating ‘‘Cornwell Quality” 


throughout. 
SIZE Width—26-1/8”, Depth—12-1/8”, Height—19” 
FINISH Red Enamel 


No. of Drawers Ten 
6 Top Drawers 7-7/8" x 10%” x 1-7/8” 
1 Top Drawer 4-5/8” x 10%" x 6” 


2nd Drawer 22-5/8” x 10%” x 1%” 
3rd Drawer 22-5/8” x 10%” x 1%” 
4th Drawer 22-5/8” x 10%” x 2%” 
Weight 75 Ibs. 


WA-M2558-1 Lock & Key for WA-CL1155. 


B WA-CL1125 SIX DRAWER TOOL CHEST. Economy 
model six drawer tool chest incorporating “Cornwell Quality” 
throughout. 


SIZE Width—26-1/8”", Depth—12-1/8”, Height—14” 
FINISH Red Enamel 

No. of Drawers Six 

2 Top Drawers 4-5/8" x 10%” x 1-7/8” 

1 Top Drawer 11%" x 10%” x 1-7/8” 


2nd Drawer 22-5/8" x 10%” x 1-7/8” 
3rd Drawer 22-5/8” x 10%” x 1-7/8” 
4th Drawer 22-5/8”" x 10%” x 1-7/8” 


¢ Weight 58 Ibs. 


WA-M2558-1 Lock & Key for WA-CL1125. 


C WA-CL1135A AUXILIARY BOX. This box provides 
additional storage space and tool separation in a compact area. 
Three full width drawers are securely locked with panel and 
tumbler lock. 


SIZE Width—26-1/8", Depth—12-1/8”, Height—10%”’ 
FINISH Red Enamel 


Each Drawer 22%" x 11” x 2-1/8” 
Weight 44 lbs. 
WA-M3693-1 Lock & Key for WA-CL1135A. 
D DRAWER DIVIDERS. Arrange any tool box drawer to 
your specifications. Simply cut master strips to desired length for 
individual drawer requirements. Held securely in place by 
friction. Will not shift under heavy load. May be installed on a 
taper for socket storage or straight for tool separation. 
VM-V510 DRAWER DIVIDER END PLATE 
VM-V511 DRAWER DIVIDER 1” x 32” 


VM-V512 DRAWER DIVIDER 1%” x 32” 


TOOL CABINETS 7 


A TS-021S 1/4” DRIVE “JET SET” 


Part No. Description 
BS ek we eG ke A EP a Ae 5 ae erosion 
oe oe a ee whe woe Sue og ae ol rR enon 
HN-O2P .... > ®t a Rhee eS RS - . . . 1/4 Spin Handle 
T-0206 she eRe SB eee Ye was VW ”” x 3/16” 6 point Socket 


T-0207 ee ewe ew me we ce ws UAB 282" Gpaint Socket 
T-0208 oe te ee ww ew 1/4" x 1/4” 6 point Socket 
F028) ne ew tw ol te we, sw ae 9) WR 68/32" 6 point Socket 
TOZIG sec ew aeaniuadh’s « atdee 1/4” x 5/16” 6 point Socket 
T-0211 Sees wea w ele Fl aw @ 4 "x 11/32” 6 point Socket 
VO2T2 sk bw ww tw ee mo oe AIR SPS” 6 pOMt Socket 
WO2TA. sees near w 24 eb as 4/4" x 7/16” 6 point Socket 
T-0216 ek te: Ome we By a oe” ee - . 1/4" x 1/2" 6 point Socket 
WOQ2Z08E. sec we & iw lee a abe 4. "x 1/4” 6 point Deep Socket 
T-O209L . 2... ww es . 1/4" x 9/32” 6 point Deep Socket 
T-O210L 2... 1 we ee. . 1/4" x 5/16” 6 point Deep Socket 
T-O271L 2 ww ew ee 1/4" x 11/32” 6 point Deep Socket 
T-O212L 2... . 1 1. ee... 1/4" x 3/8” 6 point Deep Socket 
TO214L 2... ee ee . 1/4" x 7/16” 6 point Deep Socket 
T-O216L 2... 1... ew ee. 1/4" x 1/2" 6 point Deep Socket 
TRS cit ne vei evee ve aeacnacecs ne « WE ORive Ratchat 
UlO ne cee ewe wee enw ag we + 1/4 Oniversatdoins 
VSBrE, Ga WE @ Gm wee sy Gime debate Grd aoe emomiar aOR 


B TS-039S MASTER DELUXE 1/4” DRIVE TOOL SET, 39 Tools. 


Part No. Description 
DLO1 sc tem wc wt wee ee ee to 1/4" Drive Screwdriver 
= a a eee awe +. wm eo Sw B/E 2 Beeson 
E04 ..... ie we eo ww eww 6 oe wo EM AY Extension 
EO6 ..... ik a ee mw te we ow oe NLA OY Extension 
FOG. gn ee ew & s+ ee oe ew ee lw lw he 14” Flex Handle 
HN-O2PS 2... 1 we ee ww ee we et ss 1/4" Spin Handle 
HST-04 Sw oe ee ee ew ew ew ee « 1/4" Sliding Tee Handle 
JA-MF4 .... eee ow ee we 0 1/4" x 4” Flex Extension 
RS00: a «ins oe ee oe ww ew ew es 61/4” Drive Spinner 
T-0206 oe) ce wt cee ee ew ee 1/4" x 3/16" 6 point Socket 
T-0207 «uc ww ww - 2 2 ees « 1/4" x 7/32" 6 point Socket 
T-0208 ..... Lee ee ew ee. 1/4" x 1/4" 6 point Socket 
T-0209 ... a ee ew we es 1/4" x 9/32" 6 point Socket 
T-0210 By clay a ee wy he Oo om 1/4” x 5/16” 6 point Socket 
T-0211 i ews Pte me Swe = 11/4" x 11/32” 6 point Socket 
WO212,, 2 ee eh ew ww es » WAP S/(O" SE pointSocket 
WsOZ14, bi ee GD Se Gop dw wad V4" x 7/16” 6 point Socket 
T-0216 lee at ae ee ee et tw we oo 1/4" xX 1/2" 6 point Sacket 


T0218) 2. ww ee ee ee ee ee 1/4" x 9/16" 6 point Socket 
T0308 ©... wee ee ee ew ee . 1/4" x 1/4" 8 point Socket 
T0310 2... 2... 2 eee ee ee 1/4" x 5/16” 8 point Socket 
T0312) 2. 2 ee eee ee ee ee . 1/4" x 3/8" 8 point Socket 
T-O206L ............ .1/4"x 3/16" 6 point Deep Socket 
T-O207L_ . 2. 2 2 ww ee. . 1/4" x 7/32” 6 point Deep Socket 
T-0208L ..... 2... 2... 1/4" x 1/4 6 point Deep Socket 
T-O209L . 2... 2... 1.» « . 1/4 x 9/32” 6 point Deep Socket 
T-0210L .........4. 4... . 1/4" x 5/16” 6 point Deep Socket 
T-0211L 2 ww ww ww ee. 1/4" x 11/32” 6 point Deep Socket 
T-0212L .. 1... 2.2.4... . 1/4" x 3/8" 6 point Deep Socket 
T-0214L . 2... 2. ee . 1/4" x 7/16" 6 point Deep Socket 
T-O216L .. 1... 2... 2... « 1/4 x 1/2" 6 point Deep Socket 
Tes Be Soe eS Be - . . . 1/4 Drive Ratchet 
W0208 «2 ewe a mw we BOR 14a" x 1/ ”’ 6 point Universal Socket 
U-0210, ... 1... 1... . 1/4" x 5/16” 6 point Universal Socket 
U-0212) 2... 2. 2... 1/4" x 3/8" 6 point Universal Socket 
U-0214 .. 1... 2... . . 1/4" x 7/16" 6 point Universal Socket 
U-O216 ....... 2... . 21/4" x 1/2" 6 point Universal Socket 
U-0218 .... 2...» . 1/4" x 9/16" 6 point Universal Socket 
UFOs cane eee dee eae se eS Oe we 6D niveralitoint 
BEZOAS oy ile Siw eye, we i a @ eo eleneles: a ot Plage lisert 
BX-20A «cima cw te ew ew 8 we Metall Box 


8 1/4” DRIVE TOOL SETS 


Sockets, handles and attachments which comprise the sets listed below 
have been manufactured with utmost care to the most exacting tolerances. 
Only steel selected for its great hardenability and durability is used. 
Cleanly broached openings and square drives insure accuracy. Atmosphere 
controlled heat treating and stringent inspection are quality measures 
which are law among Cornwell craftsmen. The sets described below are 
carefully selected and matched to encompass the requirements of every 
mechanic in automotive, aircraft, marine, industrial and other service 
fields. 


A ST-029L1 DEEP SINGLE HEX SOCKET 9 pc. SET, 3/16” to 1/2” 


PartNo. | __Nominat__||__ PartNo. | Nominal _| 


3/8” 

7/16" 

1/2” 

Clips 
5-7/8” Rail 


Nominal | Part No. : ‘Nominal 
3/16” T-0212L 3/8” 
7/32" T-0214L 7/16” 

1/4” T-0216L 1/2" 
9/32” T-0218L 9/16” 
5/16” ST-OC (10) 1/4” Clips 
11/32" ST-3R 6-3/8" Rail 


Nominal Nominal 
1/4” 7/16” 
9/32” 1/2” 
5/16” 9/16” 
11/32” 1/4” Clips 
3/8” 5-7/8" Rail 


Nominal Part No. Nominal 
3/16” T-0212 3/8” 
7/32" T-0214 7/16” 
1/4” T-0216 1/2” 
9/32” T-0218 9/16” 
5/16” ST-OC (10) 1/4” Clips 
11/32” ST-3R 6-3/8" Rail 


Nominal Nominal 


1/4” 3/8” 
9/32” 7/16" 
5/16” 1/4” Clips 
11/32" 4-3/8" Rail 


Nominal | 
1/4” 1/2” 
5/16” 9/16” 


3/8” 1/4” Clips 
7/16” 4-3/8” Rail 


Nominal Part No. Nominal 
1/4” U-0116 a2" 
5/16” U-0118 9/16” 

3/8” ST-OC (6) 1/4” Clips 
7/16” ST-1R 4-3/8" Rail 


1/4” DRIVE 


SOCKET SETS 9Q. 


REGULAR LENGTH SINGLE & DOUBLE HEX SOCKETS 


Nominal 


3/16” 
7/32" 
1/4” 
9/32” 
5/16” 
11/32" 
3/8” 
7/16” 


1/2" 
9/16” 


Part No. Nominal 


3/16” 
T-0207L 7/32" 
T-0208L 1/4” 
T-0209L 9/32" 
T-0110L T-0210L 
T-0111L T-0211L 11/32” 
T-0212L 
T-0214L 
T-0216L 1/2" 
T-0218L 9/16" 


Nominal 
3/16” 
1/4” 
5/16” 
11/32” 
3/8” 


1/4” 1-5/16” 
5/16” 1-5/16” 
15/16” 


U-0216 a2? 1-7/16" 
9/16” 1-1/2” 


H UJ-O UNIVERSAL JOINT, 1/4” Square Drive. Flexes a full 80 
degrees in any direction, allowing access into hidden places and behind 
obstructions. 1-3/8” O.A. 


I PLASTIC NUT SOCKETS, 1/4’ Square Drive. NOTE: For hand 
operation only. 


Broach 
Overall Bolt 
Nominal Length 
__ 5/16” 2: 
11/32” 
T-0212-L 3/8” 
7/16” 


J SP-00-MC CHRYSLER SCREW SOCKET. Designed for 1967 Dodge 
and Plymouth gas tank cap assembly removal and replacement. 1/4” drive, 
1-1/4” O.A. 


SOCKET AND HANDLE ADAPTORS, 1/4” Square Drive. 


Female 


Square Length 
1/4” 1-5/16” 
3/8” 1-3/32" 


B DL-01 ONE-PIECE DRIVER ATTACHMENT, 1/4” Square Drive. A 
general purpose screwdriver attachment where working space is at a 
premium. 1-5/64” O.A. 

Cc ONE PIECE PHILLIPS TYPE SCREW DRIVERS 


AXSS 6 ewes dasiswe nemns 1/4” Drive No. 1 Phillips Point 2” O.A. 
ARB22 iho wie wie RRO SRR as 1/4” Drive No. 2 Phillips Point 2” O.A. 


D SERVICE DRIVE BIT HOLDER 


E BIT HOLDER W/RETAINING RING 


Square 


Drives 
1/4” 
1/4” 
1/4” 
1/4” 
1/4” 


G JA-MF4 FLEXIBLE EXTENSION, 1/4” diameter flexible steel 
cable. 1/4’’ Square Drive Male and 1/4’’ Square Drive Female. 4” O.A. 


yt H RIGID SPIN HANDLES, 1/4” Square Drive. 


HN-O1P RIGID HANDLE ................200. 3-13/16" O.A. 
HN'O2P RIGID HANDLE. c2canswas ce ameee ee ds 5-1/2” O.A. 
HN-02PN RIGID HANDLE (with pin retainer) ........ 5-1/2” O.A. 
HN-02PS RIGID HANDLE, 1/4” Square Drive in Grip ...... 6” O.A. 


I JA-SD14 FLEXIBLE SPIN HANDLE, 1/4” Square Drive. Shank 
3-7/8" long, 7” O.A. 


| HST-04 SLIDING T BAR HANDLE, 1/4” Square Drive. Cross bar 
4-1/2” O.A. 


K HF-05 FLEX HANDLE, 1/4” Square Drive. Will operate through a 
180 degree arc. 6” O.A. 


L TR-3 RATCHET, 1/4” Square Drive. Light weight and balanced. 
The 30-tooth gear produces a new bite every 12 degrees. 5’ O.A. 


M HS-016 SPEED HANDLE, 1/4” Square Drive. 2-7/8’’ sweep. Shank 
length 8-1/4”. 16” O.A. 


N RS-00 RATCHET SPINNER, 1/4” Square Drive. Fits between 
socket and handle, for two-finger spin-down where swing room for the 
handle or ratchet is too restricted. 15/16” O.A. 


1/4" DRIVE 
ATTACHMENTS 


A TS-219S TOOL SET. 19 pc., 3/8". SQUARE DRIVE. Set consists of 
the following tools: 


Part No. Description 
E-2-3 Re ee ew wm ee wm ee or wt ek Set oe De een 
WF-29 2 tt tt ew ek ww eke” Bele Flex Handle 
RESO” bs wae wee wee ew ewe - . 3/8’ Drive Ratchet 
T-2212 ae ee ee aoe ee ee : 3/8" x 3/8'’ 6 point Socket 
T-2214 i ES Ye ise Sacer oe ee 3/8” x 7/16" 6 point Socket 
T-2216 oe ewe ew ew ee ee 8 so SBR 1/2" 6 point Socket 
T-2218 9 sm me He me © we a Se | SAB oc O7U6" G6 pone Socket 
T-2220 oe eee ew ee tw we et lw oe O/B" x 5/8" G6 point: Socket 
T-2222 ee we we ee ee se me et 6 OO R 11/16" point Socket 
T-2224 oc eee ee ww ee we ee et 3/8" 6 point Socket 
T2212 ww ew tt et he 688" 3/8" G point Deep Socket 
T-2214L 2... ww ee ee ee . 3/8" x 7/16" 6 point Deep Socket 
T-2216L www tt tt ww wt 6B X 1/2" 6 point Deep Socket 
T-2218L 2... ww ew ee ee ee . 3/8"? xX 9/16" 6 point Deep Socket 
T-2220L . . . 2... we ss ee. 3/8" X 5/8” 6 point Deep Socket 
T-2222L 2... ww. ee ee ee 63/8" X 11/16" 6 point Deep Socket 
T-2224L 2 ww ww ee ew we es 63/8" X 3/4" 6 point Deep Socket 
T-2226SP soe ee ee ee 3/8" x 13/16" 6 point Spark Plug Socket 
UES ec GST RETR wee, BRS a 4 3/8” Universal Joint 
YSB2) aw em ew ane aw Ble avers @To LO RoE e. | iBor 
B TS-247S DELUXE TOOL SET, 47 pc., 3/8’ SQUARE DRIVE. Set 
consists of the following tools: 
Part No. Description 
E-2-2 ces eo ew TC eh we ee we eh 6 BS RH A Bxctencion 
E-2-3 oe ee ee we ee we we ew os sl S/S x SP Bactension 
E-2-6 Ps Ce SOS wT HH ee He ww + 5 OEY 0. SME Renata 
Be ase tae tet vm. Sayre ter a ag ee oe wee 3/8” x 12” Extension 
E2IWD 2k a ea week © & wR 3/8” x 1” Wobble Drive Extension 
HF-29 2c mc te ew Hew eS ss ww OVS Blox. Handle 
FINS2IP 6 ka ke ee OS Spi eandle 
HS-217 ee ee we we et ew ht hl lw et hel «688 Speed Handle 
HST-27 se 8 ee ew wt ww wt tl wt tl ww €68f/8" Sliding Tee Handle 
SRe3O sci wwe ewes wwe ed we s 2 « s 3/8" Drive Ratchet 
JRF-30 se ew ww ww ww ww ww tl es 68/8" Drive Flex Ratchet 
RS20 2 £ GRE TO HS Rw » « a» « 3/6”".Spinner 
T-2208 cw at eee se Rw eB Rw : 3/8” x 1/4"’ 6 point Socket 
T-2210 me Serie SRE ee an my fer <a SB oy 3/8” x 5/16"’ 6 point Socket 
T-2212 oe ee ee we ee ew ew we 3/8" X 3/8" 6 Point Socket 
T-2214 oe oe ee ee whl ehlhlhlUclhl ll hw sl 68/8" Xx 7/16" 6 point Socket 
T-2216 se ee ee we em we ew we we we 6 OSE 172" 6 pointiSocket 
T-2218 oe ee ee ew ew ww we 68/8" X 9/16" 6 point Socket 
T-2220 oe ee 6 ew et Uh lth 6 8/8 Xx 5/8" 6 point Socket 
T-2222 ae mw ee ww ee OSB 11/16" 6 point Socket 
T-2224 oe eRe H eH SS aw ww @ B/B'RG/4".6 point Socket 
T-2226 oh 8 8 ew ew ew tw we wt 2 3/8" X 13/16" 6 point Socket 
H T-2228 oe se ww ew wt 8 we tw eo OSB X 7/8" 6 point Socket 
4 T-2230 see ew ew ew ww ew ef 3/8" XK 15/16" 6 point Socket 
; T-2232 ee a eee ee - .3/8’'x 1" 6 point Socket 
| T@atew 6h 4 BR & GS: @ EE & i ww Xe 3/8” x 3/8"’ 6 point Deep Socket 
| T-2214L 2. 1... 1 ww ee ee . 3/8" X 7/16" 6 point Deep Socket 
H T-2216L «2... 1 ww we ee ee 63/8" x 1/2" 6 point Deep Socket 
T-2218L 2... ww ww ew we ee . 3/8" X 9/16" 6 point Deep Socket 
| T-2220L ...... 2... 2. + « 3/8" x 5/8" 6 point Deep Socket 
| T2222, www tw tw tw vw 68/8" & 11/16" 6 point Deep Socket 
T-2224L) . ww ww ee ee we ee 68/8" X 3/4" 6 point Deep Socket 
\ T-2226L . 2... 2... . « « « 3/8 xX 13/16" 6 point Deep Socket 
i T-2228L «2... ww we ee ew es 63/8" X 7/8" 6 point Deep Socket 
T-2230L . 2... . 2. ws ws « 3/8" 15/16" 6 point Deep Socket 
ip | ee ee ee . . 3/8’x 1"’ 6 point Deep Socket 
T-2220SP Orie es We tem om FE aw Pe 3/8” x 5/8’ 6 point Spark Plug Socket 
T-2226SP soe ew ew we ew ee . 3/8" x 13/16" 6 point Spark Plug Socket 
TR-32 ..... 2... . . . 3/8’ Drive Ratchet on 1/4” Drive Frame 
U-2212 soe ew ee we ew ee 3/8" 3/8"’ 6 point Universal Socket 
U-2214 soe ee we ew ew ew es 3/8" K 7/16’ 6 point Universal Socket 
U-2216 soe ew we we ew ee 6. 3/8" 1/2” 6 point Universal Socket 
U-2218 soe ee ee ew ew ew we 3/8" K 9/16’ 6 point Universal Socket 
U-2220 se we ee we ew ew ee 2 3/8" x 5/8" 6 point Universal Socket 
U-2222 soe ew ew ew we ee 23/8" 11/16" 6 point Universal Socket 
U-2224 cae aw Bot eS Red —— x 7 6 point Universal Socket 
OA ee ar ay nt Get ev. Be Ew EP ae as . « « 3/8" Universal Joint 
et ae a ee On eee ee ee a eee eae ee ee 


UNIVERSAL SINGLE AND DOUBLE HEX SOCKET 7 pc. SETS, 
3/8"’ to 3/4” 


C tsu-217 SET TSU-227 SET PAM ERT 2] 
| Nominal | 
aa ae 


| 
I 
I 
| 3/8” 


7/16” 
172" 
9/16” 
5/8” 
11/16” 
3/4” 
Clips 
6-7/8"’ 


TSU-217S Same as above in BX-21 Box. 


TSU-227S Same as above in BX-21 Box. 


REGULAR LENGTH DOUBLE AND SINGLE HEX SOCKET 7 pc. 
SETS, 3/8" to 3/4” 


srav—t2pt A | sr2z7—sB | 


T 2212 
T-2214 7/16” 


T-2216 1/2” 
T-2218 9/16” 
T-2220 5/8” 
T-2222 11/16” 
T-2224 3/4” 
ST-2C (7) Clips 
ST-4R 6-7/8" Rail 


ST-217S same in ST-21 tray ST-227S same in ST-21 tray 


378° 

7/16” 
1/2” 
9/16" 
5/8” 
11/16” 
3/4” 
13/16” 
Clips 
7-7/8" Rail 


ST-218LS same in ST-26 tray ST-228LS same in ST-26 tray 


DEEP LENGTH DOUBLE AND SINGLE HEX SOCKET 11 pc. 
SETS, 3/8"’ to 1”’ 


ST-2211L—6 
Part No. 


T-2212L 
T-2114L T-2214L 
} T-2116L T-2216L 
T-2118L T-2218L 
T-2120L T-2220L 
T-2122L T-2222L 
T-2124L T-2224L 
T-2126L T-2226L 
T-2128L T-2228L 
T-2130L T-2230L 
T-2132L T-2232L 
ST-2C (11) 


ST-2C (11) 
6R ST-6R 


REGULAR LENGTH DOUBLE AND SINGLE HEX SOCKET 13 


pce. SETS 1/4” to 1” 
| ST-2213—6 pt. H Fees 
| Nominal | 


PartNo. || PartNo. 


T-2208 T-2208° 
T-2110 T-2210 
T-2112 T-2212 
T-2114 T-2214 
T-2116 T-2216 
T-2118 T-2218 
T-2120 T-2220 
T-2122 T-2222 
T-2124 T-2224 
T-2126 T-2226 
T-2128 T-2228 
T-2130 T-2230 
T-2132 T-2232 
ST-2C (13) ST-2C (13) 
ST-7R 


ST-2113S same in ST-23 tray ST-2213S same in ST-23 tray 


27/32” 
Tray 


J cFw-95 CROWFOOT WRENCH 9 pc. SET, 3/8” SQUARE DRIVE. 
Set consists of the following tools: 


11/16” 
3/4” 
13/16” 


3/8” DRIVE 
SOCKET SETS 13 


REGULAR LENGTH SINGLE AND DOUBLE HEXAGON 


SOCKETS 


A Part Number 


T-2218LA 


T-2220L 


T-2224L 


T-2226L 


~T=2228L 


T-2230L 


T-2232L 


F 


6 pt. 


Wrench 
Size 


Length 


U-2212 


3/8” 


U-2214 


7/16” 


U-2216 


1/2” 


1-23/32”" 


U-2218 


9/16" 


1-23/32” 


U-2220 


5/8” 


1-13/16” 


U-2222 


11/16” 


1-7/8” 


U-2224 


3/4” 


1-29/32”" 


U-2226 


13/16” 


1-29/32” 


| U-2228 7/8” 2 


i ‘ gf ’ G _ LONG UNIVERSAL SOCKETS 
| [part Number | Nomina | kengtn | 
! 


-2214L 7/16” 2-11/32” 

4 1 " U-2216L i2"" 2-11/32"" 

| ’ q U-2218L 9/16” 2-11/32”" 

i , q 
q . : H UJ-2 UNIVERSAL JOINT. Overall length 1-7/8", outside diameter 
11/16”. 

: } i I T-2220-SP 3/8” DRIVE 5/8” 6 PT. SPARK PLUG SOCKET. For 
| ) ; ' ; 7 ' removal and installation of 5/8” spark plugs found on 1967 General Motor 
\ oS 4 ; : Cars and small stationary or portable type engines. 2-5/16” O.A., chrome 


Plated. Has RL-30 rubber porcelain protector. 


: q T-2226SP SPARK PLUG SOCKET. Specially designed 13/16” 6 
: { point socket with 3/8” square drive. Socket is also provided with a 3/4” 
male hex. 2-7/16"’ O.A., and includes an RL-60 insert. 


J U-2226LSP UNIVERSAL SPARK PLUG SOCKET. 3/8” sq. dr. 
Provides needed flexibility. Has RL-60 rubber insert. Single hex, 13/16” 
opening, 3-5/16” long. 


U-2220LSP UNIVERSAL SPARK PLUG SOCKET. 3/8” sq. dr. 
Provides needed flexibility. Has rubber RL-30 insert. Single hex, 5/8” 
opening, 3-3/16”’long. 


SOCKET AND HANDLE ADAPTORS 


Female 
Square 
1/4”" 
3/8”’ 
3/8”" 
1/2” 


Tubing Wrench 
Size Size 
; : 3/16” 
J : a218 


| q a oe 5 Al ” 
i 7 3/8” 
1/2" 

9/16” 


14 3/8" DRIVE SOCKETS 


A JR-30 RATCHET. The most efficient and dependable ratchet 
available. A new bite is made with only 12 degree handie movement. 


B TR-32 RATCHET. A tiny ratchet made of selected alloy steel that 
has a 30 tooth gear, giving a new bite with only 12 degree handle 
movement. 3/8” drive and 5” overall length. 


Cc JRF-30 FLEX HEAD RATCHET. Excellent for spark plugs, starter 
bolts, and muffler work. Has 210 degree flex arc. Overall length 10-3/8’’. 


D = SPEED HANDLE 


Type 
Part No. i Retainer 


HS-217 


FLEX HANDLE 


Type 
Retainer 
Ball 


F HN-21P SPIN HANDLE. Shank length 1’’, overall length 6”’ Plastic 
handle. 


SLIDING TEE HANDLE 


Type Overall 
Part No. _ Retainer i Length — 
HST-27 Ball 7-3/4" 


iH FLEX DRIVE EXTENSIONS 


Square Overall 
Drive Length 
3/8” 1-1/4" 
3/8” 37 
3/8” 


Liz 
Liz 


Yt 
Lip 


J JA-MF8 FLEXIBLE EXTENSION. 5/16’’ diameter flexible steel 
cable, 3/8"’ square drive male and 3/8"’ square drive female. 


K PO-690M3/8 HAMMER IMPACT DRIVER. A short twist sets the 
working cam and return spring, and a sharp hammer blow completes the 
job. The driver works in either direction. The impact driver is 3/8”’ drive. 


L RS-20 RATCHET SPINNER. Fits on all 3/8”’ drive ratchets between 
socket and ratchet allowing fingers to spin nuts down. Knob diameter, 
1-1/2"; overall length, 1-3/16"". 


3/8’° SQ. DR. OPEN END CROWFOOT WRENCHES 


Wrench Wrench 
Size Size 


Blade 
Thickness 
7/64" 
5/64" 


PSrg20G cas e me meas SS ares we Bs 3/8” Drive 3/16’’ Hex Opening 
RCE xa Seip) ih ues kanye Bw. we Bde Ww 3/8”' Drive 7/32”" Hex Opening 
Peeeeee fF PVH KRONE RTH RE We HE 3/8’’ Drive 1/4"" Hex Opening 
OURO boo a: sat iat satay aa au owe Sata say ws Dw a 3/8”’ Drive 5/16"" Hex Opening 
Baceetets fA DHAEST ERIRRBRAE ESE 3/8”’ Drive 3/8” Hex Opening 
PS2214 228 DH ROEDER ELE TD RRS Se 3/8” Drive 7/16"" Hex Opening 


P RETAINING RING BIT HOLDERS 


VIMSRIGS TJ or sct ta eiicactatret oo eer ws cs ee 3/8"’ Sq. Dr. for 1/4” Hex Bits 
VM-HG-B/16. ce ec ee cee eee ee 3/8” Sq. Dr. for 5/16”’ Hex Bits 


3/s” DRIVE 


ATTACHMENTS 15 


The 1/2” square drive sets described and illustrated are the result of years 
of experience in tool making craftsmanship and know how. Men with a 
background of 30 years and more are still actively producing and 
contributing their knowledge of forging, machining, heat treating and skill 
into the manufacture of CORNWELL tools. 


A TS-316S 1/2” DRIVE “JET-SET” 16 pc. SET. 
Set consists of the following tools: 


Part No. Description 
B:S6G; .o0e & 5 & we Rhee Bf Erle. Go. he eecas 1/2” x 5” Extension 
HEGIG © * se ew cow see G aimed» 15” x 1/2” Drive Flex Handle 
SHOOT a, a ay i. ses, ay el don Sb gh ta AN Rea 1/2" Drive Ratchet 
T6294 aes me Ow 7 Reece 1/2” x 7/16” 6 point Socket 
T3246. fs 6 eH Swe BR wT 1/2” x 1/2” 6 point Socket 
WeGgta es Se ee Ra hoe eee 1/2” x 9/16” 6 point Socket 
1+OZS0. ei ke mw mh es AS PeteyE 1/2” x 5/8” 6 point Socket 
Wese2e “eo Ss Ok Be Dee REE SS 1/2” x 11/16” 6 point Socket 
To22k gat xem owe © w oe o abe 1/2” x 3/4” 6 point Socket 
gees Seb saci « @) ante . . . 1/2" x 13/16” 6 point Socket 
T3228) «ec Bese ees de «wv we 1/2” x 7/8” 6 point Socket 
T3230 cet we Rw me ee 1/2” x 15/16” 6 point Socket 
Wraaae) of er te hte Se ia a eee wen a 1/2” x 1” 6 point Socket 
We2es. KR Ses REST we 1/2” x 1-1/16” 6 point Socket 
T3286" wei w ke eww eS Se 1/2” x 1-1/8” 6 point Socket 
TOPO, 8 src, on, ced fan ok or eens ioe 1/2” x 1-1/4” 6 point Socket 
BX@lA sc 2c eee i HD 4 ww Cs eee Ree Metal Box 


% 
B TS-339S DELUXE 1/2’’ DRIVE 39 pc. TOOL SET. 
Set consists of the following tools: 


Part No. Description 
DEA 1. ke cee me se wwe ww 15/16” x 5/32” Screwdriver 1/2” Drive 
| Soc a Re aE RN eg el PN 1/2” x 2” Extension 
ES2WD ccicner in ee @ % wD % 1/2” x 2” Wobble Drive Extension 
ESO Gd sto eo Sw be Soames S< 1/2” x 5” Extension 
Bele. tks Bae ie tk Soe. See HD eee 1/2” x 10” Extension 
AEeSIS. «cm. eek ee ote wae ewe 1/2” x 18” Flex Handle 
SPOS, ies vet cas ca te a VRS Ls Se - +. «+ « 1/2” Drive Ratchet 
Tele: Reece eeszrwe wae oa 1/2” x 3/8” 12 point Socket 
Tete: «cmc news Bee we ee He 1/2” x 7/16” 12 point Socket 
WRU GG Sat te Soh Gay: Gav oy a0 wa Ye Se ee Aa cat 1/2” x 1/2” 12 point Socket 
Toue 2286 0% GB 4 Sw OS 1/2” x 9/16” 12 point Socket 
West20) a ese ee we Ww we Hr we 6 1/2” x 5/8” 12 point Socket 
ete on ew Oe mere eee 1/2” x 11/16” 12 point Socket 
T3124 of 6 Ree ewe He eS . 1/2” x 3/4” 12 point Socket 
T-3126 ce ee Pe oe @ e's 1/2” x 13/16” 12 point Socket 
eS ee ez, te) Ae, Wah af ia) set wey Glee ae 1/2” x 7/8” 12 point Socket 
TOISO see eaweeR RRR DHE S 1/2” x 15/16” 12 point Socket 
alee ge kB Bw eR De ae Rw OH Rw 1/2” x 1” 12 point Socket 
rN: fb: 7, A 1/2” x 1-1/16” 12 point Socket 
TBS... 6 24 CRS FES RH GE 1/2” x 1-1/8” 12 point Socket 
T-3138 ay Gem we ae oe! we 1/2” x 1-3/16” 12 point Socket 
Wes 1hO gs oe Se Se A ee 1/2” x 1-1/4” 12 point Socket 
TeGhaes , oi sie de eo eS ees 1/2” x 1-5/16” 12 point Socket 
Weiee £A CHa eR Oe BO TR 1/2” x 1-3/8” 12 point Socket 
PIs” sane we ee o eS @ we 1/2” x 1-7/16” 12 point Socket 
WSS: a @ &% mere & Hw ke Bt ee oe 1/2” x 1-1/2” 12 point Socket 
Patek ghee eaw Rik @ @ . . 1/2" x 1/2” Deep 12 point Socket 
i bt: | nn a 1/2” x 9/16"" Deep 12 point Socket 
Pateeu of eee ee ee ee we ee 1/2” x 5/8” Deep 12 point Socket 
W122 6h cw EE Rew ww 1/2” x 11/16” Deep 12 point Socket 
W-3TZ4b go tk eee ew ws . . . 1/2" x 3/4” Deep 12 point Socket 
T-3126L ......4.4... . .1/2" x 13/16” Deep 12 point Socket 
PsQlZOh: ore €-G 8 © Rae Be 1/2” x 7/8" Deep 12 point Socket 
WSIZOL secs ewe st He 2 RS 1/2” x 15/16” Deep 12 point Socket 
pc | oe a er a a ae 1/2” x 1” Deep 12 point Socket 
TStSG. ¢ « 6 sR S & eS F -1/2” x 1-1/16”" Deep 12 point Socket 
GISOk g.6 © a Ge. aq eos AS 1/2” x 1-1/8” Deep 12 point Socket 
GIAO E. wae ww aha ew io 1/2” x 1-1/4” Deep 12 point Socket 
BSS. 6 a ow ee be ke Se TE GR Reh Be Metal Box 


NOTE: SINGLE HEX SOCKETS FROM 3/8” TO 1-1/4" MAY BE 
SUBSTITUTED IN THE ABOVE SET WHEN DESIRED. 


The finest steels are used throughout the CORNWELL Quality Tool line. 
In these socket sets, great care has been exercised during the manufacturing 
process to impart the proper qualities of hardness, toughness, and 
durability according to the maximum requirements of each tool. Each 
socket is accurately broached for greater strength and is heat treated to 
rigid specifications. Extremely close tolerances are adhered to, insuring a 
snug fit and the prevention of rounding, slipping, or wearing of either the 
socket or nut. 


A ST-3119S DOUBLE HEX SOCKET 19 pc. SET, 3/8” to 1-1/2” 


| Part No. 


Part No. Nominal Nominal 
3/8” T-3132 (ie 
7/16" T-3134 1-1/16” 
1/2” T-3136 1-1/8” 
9/16” T-3138 1-3/16" 
5/8” T-3140 1-1/4” 
11/16” T-3142 1-5/16” 
3/4” T-3144 1-3/8” 
13/16” T-3146 1-7/16” 
7/8" T-3148 1-1/2” 


15/16” ST-32 Tray only 


[B_STSViSs SOUBLEHEXsOOKET ioe Ser SRT TI 
P. cif 
‘art No. Nominal Part No. Nominal 

3/8” T-3128 7/8" 
7/16" T-3130 15/16” 
1/2" T-3132 are 
9/16” T-3134 1-1/16” 
5/8” T-3136 1-1/8” 
11/16” T-3138 1-3/16” 
3/4" T-3140 1-1/4” 


13/16” ST-31 Tray only 


C 


1-1/8" 


fen. | nonin [| puerto, | Nomina 


T-3116L 1/2” T-3128L 7/8” 


ST-3111LS DEEP DOUBLE HEX SOCKET 11 pc. SET, 1/2” to 


T-3118L 9/16” T-3130L 15/16” 
T-3120L 5/8” T-3132L y li 
T-3122L 11/16” T-3134L 1-1/16" 
T-3124L 3/4” T-3136L 1-1/8” 


T-3126L 13/16” ST-33 Tray only 


D ST-3215S SINGLE HEX SOCKET 15 pc. SET, 3/8” to 1-1/4” 


Part No. Part No. Nominal 
7/8" 

7/16" 15/16” 
1/2" 1” 
9/16” 1-1/16” 
5/8” 1-1/8” 
11/16” 1-3/16” 
3/4” 1-1/4” 
13/16” Tray only 


2 


1-1/8” 


ST-3211LS DEEP SINGLE HEX SOCKET 11 pc. SET, 1/2” to 


Part No. Nominal Part No. Nominal 


T-3216L 1/2” T-3228L 7/8" 
T-3218L 9/16” T-3230L 15/16” 
T-3220L 5/8” T-3232L a id 
T-3222L 11/16” T-3234L 1-1/16” 
3/4” T-3236L 1-1/8” 


13/16” ST-33 Tray only 


1/2” DRIVE 


SOCKET SETS 17 


REGULAR LENGTH SINGLE AND DOUBLE HEXAGON 
Part No. 


Nominal Length 
3/8” 1-7/16"" 
7/16” 

1/2” 

9/16” 

5/8”" 

11/16” 

3/4” 


| 
| 
| 
| 
| 
| 
| 
| 13/16” 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 


7/8” 


imperial 


7/16" 
1-1/2" 


T-3144 


T-3146 
T-3148 


Part No. 


Bolt 
Clearance 


T-3116L 
T-3118L 
T-3120L 
T-3122L 
T-3124L 


3V4"" 
3V4"" 


T-3224L 34"" 


T-3230L 3m" 
T-3232L 3%" 
T-3234L 3107 


T-3236L 312" 
T-3240L 3%" 


T-3130L 


| 
| 
| 
| 
| 
| 
T-3126L = |{  T-3226L 3%" 
| 
| 
| 
| 
I 


Part No. Nominal Length 

U-3216 afar 2-1/16” 

U-3218 9/16"" 2-1/8” 
5/8” 2-1/4” 
11/16” 2-3/8"’ 
3/4” 2-3/8"" 
13/16” 2-15/32” 
7/8” 2-9/16"" 
15/16” 2-5/8" 


: : UJ-3 UNIVERSAL JOINT. This compact and short-coupled 
” universal joint will reach into the tightest corners. Overall length 2-5/8’. 


G T-3126SP SPARK PLUG SOCKET. 13/16’’ double hexagon 
broached opening with 1/2”’ square drive. 2-5/8” long. 


Female Male 

Square Square Length 
172" 3/8”" 1-1/2” 
1/2” 5/8” 1-11/16” 
1/2” 3/4” 1-3/4” 
5/8” 1/2" 1-13/16"’ 
3/4” 172% 2-1/8" 


Blade 
Thickness Length 
5/32” 1-5/8”" 
' 7 i i 5/32” 1-11/16" 
4 : _ 4 ; 5/32” 1-3/4” 


5/32” 1-7/8"" 
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CORNWELL Ratchets are Quality throughout. Both the 9-5/8’ and 15” 
long ratchets described below are made from high quality, one piece 
forgings. These forgings are machined to tolerances of -003” maximum ina 
special seven position drilling and reaming machine designed especially for 
this job. The parts are made of highest quality alloy steels, selected and 
heat treated for wearing qualitites and durability. Gear teeth are broached 
for utmost accuracy. Bearing surfaces are reamed smooth and sized for the 
longest possible wear. Actual tests prove that the CORNWELL ratchet will 
withstand not one, but repeated load Pulls far beyond the expected 
maximum for tools of this kind. 


Type Overall 
Retainer Length 


Ball 72" 15” 
Ball 9-5/8" 


B SPEEDER. The square drive end of the Cornwell speed handle is 
skillfully forged from one solid bar. This one-piece construction from 
fine alloy steel, free from welds, makes this handle the strongest available. 


Type Overall 
Retainer Length 
Ball re" 


Cc SLIDING “T” HANDLE 


Type Overall 
Part No. Retainer Length 
HST-312 Ball t2 


D FLEX HANDLES. The hinged head end contains a strong spring to 
hold the head at any desired angle. The head swings through a 180 degree 
arc, any position along which it may be set. Available in the following 
three popular sizes. 


Type Overall 
Retainer Length 
Ball 15”" 
Ball L: 18” 
Ball 24” 


E EXTENSION BARS. Seven lengths from 2” to 30” are available to 
convert standard handle and socket assemblies into length combinations to 
make any job easier. With these tools you can save yourself burned or 
scuffed arms. Let the extension reach past the muffler or hot manifold 
instead of your arm. 


Overall 


E-3-2 WD STUBBY FLEX DRIVE EXTENSION. 12’ Male Square x 
Ye" Female Square. Finish-Nickel Chrome. Overall length 1-51/ 64". 


G PR-S8A 1/2”” RATCHET ADAP 4 y Bh ghar tool 

to convert all s r dab an ns! i a ratcheting 

wrench. A = sai ed in*conjunction with a 1/2" drive 
. Fits all 172” 


torque wre' drive handles. 


H STA-6S ADAPTOR SET. Contains six adaptors in a vinyl! pouch as 
follows: 


Female Sq. 
1/4” 
3/8” 
3/8”’ 
ia" 
1/2”" 
3/4” 


Description 


WRG eo le eae eS Seed Be 1/2" Drive 3/8’’ Hex Opening 
i. 2 Sl SARS SR ae eS Soe 1/2”’ Drive 7/16” Hex Opening 
PC weec on we ma ee SRS 1/2” Drive 1/2’? Hex Opening 
Bh ee ey fap 8S SEG es wpa am ave “o hap te 1/2”’ Drive 9/16” Hex Opening 
J ONE PIECE SOCKET TYPE SCREW DRIVERS 
Part No. Description 
SIG4? cad hw a 1/2” Drive .078” x 17/32”’ x 3-1/2” O.A. 


1/2” DRIVE 
ATTACHMENTS 


Sets designed and engineered for the “‘big jobs’. These heavy duty sets are 
standard equipment in many industrial plants and fleet shops where the 
speed of getting big equipment rolling fast means money in the pocket. 
Breakdowns are costly and it takes good tools in the hands of a mechanic 
to turn out a good job. All CORNWELL tools are manufactured from top 
grade alloy steel to produce the strongest and most durable tools for you. 
Hot broached openings are cleaner, clearly defined and more accurate. This 
means a socket of greater wearing qualities and closer fit with the nut or 
bolt. All of the sets described below are furnished in heavy duty all steel 
boxes. Compartments keep the tools handy for easy identification, and 
snug during job to job transportation. 


A TS-534S HEAVY DUTY 3/4” SQUARE DRIVE TOOL SET. 34 
tools. Set consists of the following tools: 


Part No. Description 


HATS «ic ee cee as 8 6 Bm & Grd es Sliding ““T’’ Head 
EG: 6 bw. eH OR He & wm Se Ge BOE RAT 3/4” x 4” Extension 
E68). we a ws Boy i esi ss BH Se Onadeo 3/4” x 8” Extension 
EG1G «cc eee eRe ewe se we ww 3/4” x 16” Extension 
gS ie hw a eR a Se ee eae ag OS ee 3/4” Universal Joint 
T-5124 ice ree t Oe we ROO SY 3/4” x 3/4” 12 point Socket 
TOIZ6 in wm ee ee ee eh eT 3/4” x 13/16” 12 point Socket 
TWOIZS. wae ek Hw ¥ e See ‘ede 3/4” x 7/8” 12 point Socket 
T6180. 6 pees ee vee es . . 3/4" x 15/16” 12 point Socket 
i> F< >’ 2 ah kde i Tats teary 3/4” x 1” 12 point Socket 
T-5134 ~-. ww as oe eee 3/4” x 1-1/16” 12 point Socket 
T-5136 2p @ oO Ww we bo er ew lee 3/4” x 1-1/8” 12 point Socket 
MeGUGE, . a. 6d ial ihn We ver om vee ims OS wil 3/4” x 1-3/16” 12 point Socket 
T5140 - cv wwe @ ai Se Boe 2 mle 8 3/4” x 1-1/4” 12 point Socket 
T-5142 oN wo woe we ee 3/4” x 1-5/16” 12 point Socket 
TSTAR ks we bom oe iw a we eee 3/4” x 1-3/8” 12 point Socket 
TOG 2 wv ee se Ow wm eA se 3/4” x 1-7/16” 12 point Socket 
Tot4e: aoe wen we ee we er ee 3/4” x 1-1/2” 12 point Socket 
TROIS bs ee wr t& soe se a ee 3/4” x 1-9/16”’ 12 point Socket 
TSI62 sc wer ee RSG Oma Dw SF 3/4” x 1-5/8” 12 point Socket 
T5154) 6 ww we ee ew ee» 3/4" x 1-11/16" 12 point Socket 
TSI: 6c Sar ise ee a (ao v0 ie Gap tee tes ae 3/4” x 1-3/4” 12 point Socket 
TSi58: 2s 3 @ ae & &% - + + . 3/4" x 1-13/16" 12 point Socket 
T6160 «awww 8 mw e eee we 23/4" x 1-7/8" 12 point Socket 
T6162 + wwe | eS oe SS 3/4” x 1-15/16” 12 point Socket 
TOlG4!  fn.a @ as we Ol ie Gee eG Bs F 3/4” x 2” 12 point Socket 
F61GG ci wmwr net aneti ne 3/4” x 2-1/16” 12 point Socket 
TOlGe «wna wee tow @ he OO 3/4” x 2-1/8” 12 point Socket 
WOM 5 Fa > > @ es - + + « « 3/4" x 2-3/16” 12 point Socket 
T-5172 imo t Se DM ewe we 3/4” x 2-1/4” 12 point Socket 
TeSI7G” a ew ew wm . . 3/4" x 2-3/8" 12 point Socket 
B62) cea Ge di ae Ka eR BS eye REPS . . + « Metal Box 


B TS-519S BASIC 3/4" SQUARE DRIVE TOOL SET. 19 tools. Set 
consists of the following tools: 


Part No. Description 


HATS «6 ew ws orci -@ owe mee. Sa ee eee 3/4” Sliding ““T’’ Head 
ESae 2.6 s/h at 6 eS SSX Bk & GS, wees 3/4” x 5” Extension 
E-S8 agus Bo Hw ED RS Pw he a we 3/4” x 8” Extension 
TERTSR ial ceo eG oe wt 3/4” x 1-1/16” 12 point Socket 
WBIS6 «cs ime ARERR See BES 3/4” x 1-1/8” 12 point Socket 
TOG «2@sicadéde se 8a ada a nie 3/4” x 1-1/4” 12 point Socket 
TeBTAR on bo we pm oe ow we ye 3/4” x 1-3/8” 12 point Socket 
TS146 caw ee Be eR ewe Be 3/4” x 1-7/16” 12 point Socket 
T5146 . ce race aeaes BE 3/4” x 1-1/2” 12 point Socket 
Tote bh acd 48 ee w wce 8) Geer 3/4” x 1-5/8” 12 point Socket 
T5154 gs SMe RR Ee we 3/4” x 1-11/16” 12 point Socket 
TEISE oe ai we am Se oe we A ee wee 3/4” x 1-3/4” 12 point Socket 
TO15S hs: wp Sw Bo ms Re 3/4” x 1-13/16” 12 point Socket 
T6160 «40a © eww o Bee 2 3/4” x 1-7/8’ 12 point Socket 
TOI 4a te PRGA EEE Re ee 3/4” x 2” 12 point Socket 


eee ae ee ee ae oe ee eee eee ee 


20 3/4’ DRIVE TOOL SETS 


~ 


A REGULAR LENGTH DOUBLE HEXAGON SOCKETS 
earn. | Nomina _——_| 


3/4” 
T-5126 13/16” 
T-5128 7/8” 


T-5130 


T-5132 


15/16" 
7" 
1-1/16” 
1-1/8" 

1-3/16” 
1-1/4" 

1-5/16” 


T-5150 1-9/16” 

sigs —| ts" —— 25/8” 
T-5154 1-11/16” 2-3/4" 
ae ee 


T5168] tae” SS 


T-5160 el 
Ei a a 
Tsiet [Cd 
T5166 | ane id 


3-1/4” 


T-5168 2-1/8” 
T-5170 3-5/16’ 


Ts172 | a SSB 
T5176 | __3.a/@" | 376 


DEEP LENGTH SINGLE HEXAGON SOCKETS 
Bolt 
Clearance 
T-5228L 7/8" 2-3/4” 


T-5230L 15/16” 2-3/4” 
T-5232L 1 2-3/4" 


T-5234L 1-1/16” 2-3/4” 
T-5236L 1-1/8” 2-3/4” 


T-5238L 1-3/16” 
T-5242L : ; 
T-5248L 

C DL-52 DRAG LINK ADJUSTER. Made especially for drag 


link adjusting work on trucks and buses. Overall length 2-3/16”, 
outside diameter 1-3/8”, tip sizes 13/64” x 1-3/8”. 


D PS-5224 BIT HOLDER. 3/4” drive with a 3/4” hex 
opening. Use to drive any 3/4” hex bit. 


3/a” DRIVE SOCKETS 21 


wid 


Great care and pride are taken in the design and manufacture of these 
Heavy Duty CORNWELL tools. Mechanics and purchasing agents all over 
the world have learned that real quality in a tool pays back the user many 
times over. Having the right tool available at the right time, and being able 
to depend upon that tool means savings in time and money which cannot 
be measured. CORNWELL offers one of the widest selections of tools 
available, and the quality of these tools cannot be surpassed. 


A HAR-5 ASSEMBLED RATCHET HEAD. For use with the HAH-5 
Handle to form HAR-55 Ratchet. 


B HAH-5 HEAVY DUTY HANDLE. Designed to interchange with the 
following attachments HAR-5 and HAR-6 assembled Ratchet Heads. Also 
with HAF-5 Flex Head and HAT-5 Sliding “T’’ Head utilizing the CA-115 
RETAINER PIN. 


Cc HAF-5 FLEX HEAD. For use with the HAH-5 Handle to form 
HAF-55 Flex Handle. 


D HAT-5 SLIDING “T’’ HEAD. For use with HAH-5 or HAH-5-OS 
Handle to form HAT-55 Sliding “’T’’ Handle. 


COMPLETE TOOLS: 


A&BHAR-55 HEAVY-DUTY TWO PIECE RATCHET, 3/4” Square 
Drive. Consisting of: 1 HAR-5 Assembled Head and 1 HAH-5 Handle. 


B&C HAF-55 HEAVY-DUTY TWO PIECE FLEX HANDLE, 3/4” Square 
Drive. Consisting of: 1 HAF-5 Flex Head and 1 HAH-5 Handle. 


B &DHAT-55 HEAVY-DUTY TWO PIECE SLIDING “T” HANDLE, 
3/4" Square Drive. Consisting of: 1 HAT-5 Sliding “T’’ Head and 1 HAH-5 
Handle. 


E FLEX HANDLE. One piece construction. 


Type Square Overall 
Retainer Drive Length 
a 3/4” ee 


F HAND EXTENSIONS 


Type Square Overall 
Part No. Retainer Drive Length 

Ball 3/4” 

Ball 3/4” 

Ball 3/4” 

Ball 


Female Overall 
Square Length 
2-1/8” 
2-1/4" 
2-5/8” 


Overall 
Length 
3-21/32” 


Female 


Square 
3/4” 


3/a” DRIVE 
22 ATTACHMENTS 


These “‘giants’’ of industry are designed and built for heavy maintenance in 
factory and mill as well as large mobile equipment. Rigs, derricks and all 
heavy machinery can be repaired faster and at less cost with the right tool 
made by CORNWELL. Made from selected alloy steel and hot forged for 
greatest strength, you can see quality in every tool. The feel and balance of 
these great tools will show you why they are first choice by mechanics 
throughout the world. 


TS-617S GIANT TOOL 17 pc. SET, 1” SQUARE DRIVE 


Part No. Description 
PITRE” eo emis Te de TH ee Seren EE Be Ges ey tee Gy & Ratchet (2 pc.) 
ISEOGSO 6. Gi wi eS Gk TR Sew Re ws wie ee fe one Bs Sliding “’T’’ Bar 
POO sg ce ee ae ewe BAER G&S . . . 8” Extension 
EO1G wc as 6 S-R wD Oe i} oo we Sin we “TS Extension 
SS ss oy fei Bo evan We, Sn ep ek at TP . . . 1-5/8” 6 point Socket 
T6204 fg © oh @ 4 a BGT eB "s + + « « « 1-11/16” 6 point Socket 
T-6258 oe soe ewes HST HH SS - 1-13/16” 6 point Socket 
MEOZOO i Ge ee oe a ey ws . . 1-7/8" 6 point Sooket 
Neb408 = 6 ow as HH TD Gor se ee ww « « « 2” 6 point Socket 
T6270 «© «ww es on 4 ok Ow we HS 2-3/16” 6 point Socket 
T-6272 awe Re é aw eo oe Too A Sipoint Socket 
ToeG « =i SoG Hw e Rm EO . . . 2-3/8” 6 point Socket 
T6200 22 ieee eo sw + Rae BH 2-1/2" 6 point Socket 
ie. a a re - +. .  » « 2-5/8” 6 point Socket 
[OZ6o Bee DS EDR ww wn o's ew ww 2B ES point Socket 
T6294 ws sae whet uwts - . + 2-15/16" 6 point Socket 
MeG2TOO® ne ee: ee He He Od 2 wees . 3-1/8" 6 point Socket 
eee! Soy gs oe dee Sy wh Be em eT em el . « « « Metal Box 


B HAH-5 HEAVY DUTY HANDLE. Designed to interchange with the 
following attachments HAR-5 & HAR-6 assembled Ratchet Heads utilizing 
the CA-115 RETAINER PIN. 


. HAR-6 ASSEMBLED RATCHET HEAD. For use with the HAH-5 
Handle to form HAR-66. 


B&C COMPLETE TOOL 
HAR-66 TWO-PIECE RATCHET, 1” Square Drive. Consisting of: 1 
HAR-6 Head and 1 HAH-5 Handle. 


D SLIDING HANDLE 


Type Square Overall 
Part No. Retainer Drive Length 


HST-630 30” 
HAND EXTENSIONS 


Retainer 
(Balt | 


F GIANT HEXAGON SOCKETS, 1” Square Drive 


Part No. Overall 
Single Hex Nominal Length 
1-5/8” 3-5/16” 
1-11/16” 3-5/16” 
1-3/4" 
1-13/16” 


2-15/16” 
3-1/8" 


Overall 


Length 
2-5/8" 


A STI-228 HEX POWER SOCKET 8 pc. SET, 3/8” SQUARE DRIVE. 
Sizes 5/16” to 3/4” as follows: 


5/8” 
11/16” 
3/4” 

Clips 
7-7/8" Rail 


B STI-228L DEEP HEX POWER SOCKET 8 pc. SET, 3/8”” SQUARE 
DRIVE. Sizes 5/16” to 3/4” as follows: 


5/3” 
11/16” 
3/4” 

Clips 
7-7/8" Rail 


e STI-2211M HEX POWER METRIC SOCKET 11 pc. SET, 3/8” 
SQUARE DRIVE. Sizes 9MM to 19MM as follows: 


Nominal Part No. Nominal 
9MM PM-2216 16MM 
10MM PM-2217 17MM 
11MM PM-2218 18MM 
12MM PM-2219 19MM 
13MM ST-2C (11) 5/8” Clips 
14MM ST-8R 10-3/8” Rail 
15MM 


D TSUP-227 HEX POWER UNIVERSAL 7 pc. SET, 3/8” SQUARE 
DRIVE. Sizes 3/8” to 3/4” as follows: 


pun, | nonin || rarena, | Nomina _ 


UP-2212 3/8” UP-2222 11/16" 
UP-2214 7/16” UP-2224 3/4” 
UP-2216 1/2" ST-2C (7) 3/8” Clips 
UP-2218 9/16” ST-5R 5-7/8" Rail 
UP-2220 


E TSUP-227L DEEP HEX POWER UNIVERSAL 7 pce. SET, 3/8” 
SQUARE DRIVE. Sizes 3/8” to 3/4” as follows: 


‘UP-2212L UP-2222L 11/16" 
UP-2214L 7/16" UP-2224L 3/4” 
UP-2216L 1/2” ST-2C (7) 3/8” Clips 
UP-2218L 9/16" ST-5R 5-7/8” Rail 
UP-2220L 5/8” 


F TSMUP-2210 HEX POWER METRIC UNIVERSAL 10 pc. SET, 
3/8’ SQUARE DRIVE. Sizes 10MM to 19MM as follows: 


Part No. Nominal Part No. Nominal 
UP-2210MM 10MM UP-2216MM 16MM 
UP-2211MM 11MM UP-2217MM 17MM 
UP-2212MM 12MM UP-2218MM 18MM 
UP-2213MM 13MM UP-2219MM 19MM 
UP-2214MM 14MM ST-2C (10) 3/8” Clips 
UP-2215MM 15MM ST-8R 10-3/8” Rai, 


3/8” DRIVE 
24 POWER SOCKET SETS 


A STI-3215S HEX POWER SOCKET 15 pc. SET, 1/2”? SQUARE 
DRIVE. Sizes 3/8”’ to 1-1/4” as follows: 
Nominal Part No. Nominal 
3/8” P-3228 7/8” i 
7/16” P-3230 15/16” 
tifa” P-3232 i las 
9/16” P-3234 1-1/16” 
5/8” P-3236 1-1/8” 
11/16” P-3238 1-3/16” 
3/4” P-3240 1-1/4” 
13/16” ST-36 Metal tray 


STI-329 HEX POWER SOCKET 9 pc. SET, 1/2’”” SQUARE DRIVE. 
Sizes 3/8” to 7/8” as follows: 


Nominal 
3/4” 
13/16” 
7/8” 
1/2” Clips 
10-3/8” Rail 


Cc STI-319 DOUBLE HEX POWER SOCKET 9 pc. SET, 1/2” 
SQUARE DRIVE. Sizes 3/8” to 7/8”’ as follows: 


Nominal 
3/4” 
13/16” 
7/8” 
1/2” Clips 
10-3/8” Rail 


STI-319S Same as above in ST-34 Tray. 


D STI-3212LS DEEP HEX POWER SOCKET 12 pc. SET, 1/2” 
SQUARE DRIVE. Sizes 7/16” to 1-1/8” as follows: 


Nominal 


P-3214L 7/8" 
P-3216L 15/16” 
P-3218L 1 heed 
P-3220L 1-1/16” 
P-3222L 1-1/8” 
P-3224L Metal tray 


E STI-3311 POWER SOCKET 11 pc. SET, 8 PT., 1/2’? SQUARE 
DRIVE. Sizes 3/8” to 1”’ as follows: 


Nominal 
13/16” 
7/8” 
15/16” 

1” 

ST-3C (11) 1/2” Clips 
ST-10R 14-3/4” Rail 


F TSUP-325 HEX POWER UNIVERSAL 5 pc. SET, 1/2” SQUARE 
DRIVE. Sizes 1/2” to 3/4” as follows: 


Nominal 
3/4” 

1/2” Clips 
6-3/8’ Rail 


G TSUP-325L DEEP HEX POWER UNIVERSAL 5 pe. SET, 1/2” 
SQUARE DRIVE. Sizes 1/2” to 3/4” as follows: 


Nominal 
UP-3216L UP-3224L 3/4” 
UP-3218L ST-3C (5) 1/2” Clips 
UP-3220L ST-3R 6-3/8”"" Rail 


UP-3222L 


1/2" DRIVE 


POWER SOCKET SETS 


3/8” DRIVE 


— 


A 3/8” SQUARE DRIVE REGULAR LENGTH HEX AND DOUBLE 
HEX SOCKETS 


Outside Dia. 
Socket | Handle | Broach 
End End Depth 


Overall 
Nominal} Length 


| P-2210 || —— 5/16" |7/8" | .500 | 11/16” | 9/32” 
P-2211 || —— 11/32" | 7/8" | 512 | 11/16” | 9/32" 
P-2212 ||P-2112 | 3/8” | 7/8" | 552 —‘| / 11/16" | 9/32” 
P-2214 lleetia me" |7/8" | 633 | 11/16" | 9/32" 


1/2" | 7/8" 3/4” 
17/32" | 7/8" | 3/4" 
ge” |7/8" | 13/16" 
- [ver | 78” 
5/8 
+ 
168" | 1" 
3/4" 


3/4” 9/32” 
3/4” ic 
13/16” | 9/32” 


7/8” 9/32” 
13/32” 


NIN IN IN INI N [hy [ele foe 


B 3/8” SQUARE DRIVE DEEP LENGTH HEX AND DOUBLE HEX 
SOCKETS, 1-1/2” OVERALL LENGTH 


Outside Dia. 


Cc 3/8” SQUARE DRIVE REGULAR LENGTH SQUARE AND 
DOUBLE SQUARE SOCKETS 


Outside Dia. 
Overall | Socket | Handle 
Nominal Length | End End 


1/4" _|31s2" 474—«| 11/16" | 

'P-2409 || p-2309 | 9/32” |31/32” | 519 | 11/16" 

P-2410 |P-2310 | 5/16” 131/32” | 563. | 11/16" 

p.2412 ||p.2312 | 3/8” | 31/32” | 647 | 11/16" 

|P-2314 | 716" | 4” 
14 


||P-2316 | 1/2” | wale 
P-2318 | 9/16" | 1-1/8” 


Broach 


D P-322426 DUAL PURPOSE WHEEL NUT SOCKET. 3/4” hex 
opening on one end and 13/16” hex opening on the other end. A 1/2” 
square female drive is between the openings. Use with any standard 1/2” 


extension. 


E EP-3-3B 1/2” DRIVE X 3” POWER EXTENSION. This 3” Power 
extension is used with the P-322426 flip socket on short shanked air 
impact wrenches. Has ball retainer for easy “flipping” of the P-322426. 


POWER SOCKETS 


A 


HEX SOCKETS 


1/2”” SQUARE DRIVE REGULAR LENGTH HEX 


AND DOUBLE 


Part No. Outside Dia. 
“|[ 12 pt. Overall | Socket |Handle [Broach 
Nominal | Length | End End Depth Style 
P-3212|| P-3112 | 3/8” 1-1/2” -605 47/8" 21/64” | 1 
| P-3214|| P-3114 | 7/16” 1-1/2” | .620 7/8” 21/64” | 1 
P-3216/| P-3116 2” 1-1/2" 773 15/16”"_|3/8"" 1 
P-3118 | 9/16” 121/2”" 854 15/16" |7/16”"" 1 
19/32” | 1-1/2” .897 i Sale 7/16” 1 
P-3120 | 5/8” 1-1/2" -941 Mabe 1/2” 1 
P-3122 11/16”"_ | 1-1/2” 1-1/16”"_|1-1/16" | 9/16" 2 
P-3124 | 3/4” 1-1/2" | 1-1/8" [1-1/8 119/32" | 2 
P-3126 | 13/16” |1-1/2" | 1-3/16” [4-3/16" 39/64” | 2 
P-3128 | 7/8” 1-1/2” | 1-5/16” |[1-5/16” |21/32” | 2 
_P-3130 15/16" | 1-3/4” 1-3/8” 1-3/8”"" 3/4” 2 
P-3132 | 1” 1-3/4" | 1-7/16” |1-7/16" |3/4” 2 
P-3134 1-1/16"" | 2” 1-9/16"" |1-9/16"" | 7/8” 2 
P-3136 | 1-1/8” |2” 1-5/8” [1-5/8” [7/8”" | 2 
1-3/16"" | 2” 1-11/16""| 1-11/16""| 7/8”" 2 
1-1/4" _[2” 1-3/4” [1-3/4"_ 115/16” | 2 
1-5/16”" |2” 1-7/8" 1-7/8” 3/4” 2 
1-3/8”’ ae 2 a 3/4” 2 
1-7/16” |2"” 2” 2 3/4” 2 
1-1/2” 2-1/8” [2178” [2-178” 7/8” | 2 
Bolt Clear. 
i Depth 
Style 


2-1/4" 


2-1/4” 


445 | 


2-3/16" 


[.510 | 


2-1/8”" 


[9/16” 


1-7/16” 


2-1/8” 


1-9/16"" 


2” 


1-5/8” 


P-3240L 


iC 


SOCKETS 


2” 
1-15/16" 


1/2” SQUARE DRIVE REGULAR LENGTH DOUBLE SQUARE 


Outside Dia. 
Part No. Overall Socket Handle Broach 
Nominal | Length End End 
gr i2 7/8” 
814 15/16” 
918 = 
17 a hed 
1-1/8"" 1-1/8" 


1-3/16” 
1-5/16” 
1-7/16” 


NINININ NIN IN|N [|] | 


7/8” 1-1/2” 21/32" 
15/16” | 1-3/4” 3/4” 
ae 1-3/4” 3/4” 


D 1/2’ SQUARE DRIVE INTERMEDIATE LENGTH HEX 
SOCKETS 
Outside Dia. | 
Overall Socket Handle Broach 
Nominal Length End End Depth 
a2” 2-1/4” .773 15/16” 3/8" 
9/16” 2-1/4” | .854 15/16” 7/16" 
5/8” 2-1/4" 941 1 1/2" 
P-32241 3/4” 2-1/4” =p 1-1/8” 1-1/8” 19/32” 


1/2" SQUARE DRIVE EXTRA SHORT LENGTH HEX SOCKETS 


Outside Dia. 


Overall Socket | Handle Broach 1 
Nominal End End |_Bepi 
173 | 15/16” 15/64” | 
854 15/16” 1/4” 
.941 7 17/64” 


POWER 
UNIVERSAL SOCKETS 


A STANDARD LENGTH HEXAGON POWER UNIVERSAL 
SOCKETS—BALL TYPE-—3/8” SQUARE DRIVE 


Part No. 


Nominal 


UP-2212 


3/8” 


Overall 
Length 
2" 


UP-2214 


7/16” 


2" 


UP-2216 


1/2" 


2-3/16" 


UP-2218 


9/16" 


2-3/16” 


UP-2220 


5/8” 


2-5/16" 


UP-2222 


11/16” 


2-13/32" 


UP-2224 


B DEEP LENGTH HEXAGON POWER UNIVERSAL 


3/4” 


SOCKETS—BALL TYPE-—3/8”" SQUARE DRIVE 


Part No. | 


Nominal 


Overall 
Length 


2-13/32" 


Broach 
Depth 


UP-2212L 


3/8” 


3" 


9/32" 


UP-2214L 


7/16" 


UP-2216L 


1/2" 


3" 
3-3/32" 


9/32" 


UP-2218L 


9/16” 


3-3/32” 


UP-2220L 


5/8” 


3-3/32” 


UP-2222L 


11/16” 


3-3/32" 


UP-2224L 


Cc 


Part No. 
UP-3216 


3/4” 


Nominal 
1/2” 


3-3/32" 


STANDARD LENGTH HEXAGON POWER UNIVERSAL 
SOCKETS—BALL TYPE—1/2” SQUARE DRIVE 


UP-3218 


9/16” 


Overall 
Length 
2-5/16” 
2-5/16” 


D 


15/16” 


| UP-3220__ 5/8" 2.29/64” 
UP-3222 11/16” 2-17/32” 
UP-3224 i= 3/4” 2-17/32" 
UP-3226 13/16" 2-3/4" 
UP-3228 7/8" 2-13/16" 


DEEP LENGTH HEXAGON POWER UNIVERSAL 
SOCKETS—BALL TYPE—1/2” SQUARE DRIVE 


Overall 


Part No. Nominal Length 
UP-3216L is 1/2" 3-1/8" 
UP-3218L 9/16” 3-1/8" 
UP-3220L 5/8” 3/8" 
UP-3222L 11/16” 1/2” 3-1/8” 


UP-3224L 


3/4” 


Type 
Retainer 


15/32” 


POWER UNIVERSAL JOINTS—BALL TYPE 


Square 
Drive 


Overall 
Length 
2-15/32” 


UPJ-2SB 1-15/16” 
UPJ-2SP Pin | 3/8" __1-15/16" 
UPJ-3 Pin ian: _3-1/16" 
UPJ-3S Pin 1/2" 2-7/16" 


UPJ-3SB 


2-7/16" 


CORNWELL MAGNETIC SOCKETS. Exceptionally powerful ALNICO 


magnets plus special steel and heat treatment combines to make these 


sockets the finest available. 


A MAGNETIC SOCKETS, 1/4” SQUARE DRIVE 


Outside Dia. 
rn 8 = Socket Handle Biel Depth to { 
Part No. | Nom. End End Length Magnet 
M-0206 3/16” .312 7/16" | 15/16" .055 
| M-0207 7/32" .396 7/16” Tq 5/16” | .070 
| M-0208 il 1/4” 7/16” | 7/16” | 15/16” -100 
M-0209 9/32” | 1/2" 1/2” | 15/16" -100 
[mo21 0 5/16” 17/32” 17/32” 15/16” 
M0212 | 3/8” 5/8” | 5/8” 15/16” 
M-0214 7/16” 11/16” | 11/16” 15/16” 
M-0216 1/2” 3/4” 3/4” 15/16” 


B MAGNETIC SOCKETS, 3/8” SQUARE DRIVE 


a 
Outside Dia. 


Socket ee oll Depth to 


| Part No. Nom. End End Length Magnet 
M-2210 i 5/16” .500 | 11/16" | 1-1/8" 

Newt cad 2 | 3/8” -625 | 3/4” 1-1/8" 
M-2214 | 7/16” 11/16" 11/16” 1-3/16" 


[ m-2216 1/2” 3/4” 
9/16” 


3/4” 1-3/16” 


Handle Overall 
End Length 


3/8” A 7/8” 1-1/2” 
1/2” é 15/16” 1-1/2” 
9/16” é 15/16” 1-1/2” 


MAGNETIC SPRING LOADED SOCKETS are designed for bolt 
and screw clearance. The magnet holds the nut securely for starting and 
then retracts into the socket to allow for bolt or screw clearance. The 
spring returns the magnet to a fixed position, back to the retaining ring. 


Part No. |Nominal|Size |End End Length | Magnet | Clearance | 
| Ms-0208R 1/4” 1/4” |3/8" = |1/2" la" 15/64” 


D Outside Dia. 
¢ Drive |Socket [Handle |Overall | Depth to | Bolt 


3/32” 


+ 


MS-0210R | 5/16” 1/4". |1/2"_|1/2"__|2" | 9/64" 17/64” 
MS-0211R | 11/32” |1/4" |1/2" |1/2" |2” 11/64” | 19/64” 
MS-0212R | 3/8” 1/4” |9/16" |9/16”" |2” 11/64" | 11/32” 
[ MS-0214R 7/16" 1/4” |5/8" |5/8" 2” 13/64” | 13/32” 


MS-2212R | 3/8” 3/8” |.568 3/4" |2-1/4" |11/64” 
|_MS-2214R | 7/16” |3/8" |3/4"  |3/4" 2-1/4” | 15/64” 
MS-2216R | 1/2” 13/16” |13/16” |2-1/4” | 15/64” 
MS-2218R | 9/16” 2-1/4" | 3/8” 
MS-3218R | 9/16” d 15/16” |3-1/4" | 3/8” 
MS-3220R -940 = |15/16” |3-1/4” | 13/32" |9/16” 
MS-3222R | 11/32” 1-1/16""|1-1/16"|3-1/4” | 7/16” 5/8” 
1-1/8" |1-1/8" |3-1/4" | 1/2” 11/16” 


11/32” 
13/32" 
15/32” 
33/64” 
33/64” 


MAGNETIC SOCKETS 29 


A HEX SELF TAPPING SCREW SOCKETS 
Bae ee) 


: Outside Dia 
Overall Drive Socket Handle Broach 
Size E Depth 


Overall Drive Broach 
Nominal | Length Size End End Depth 
12" 7/8” 3/8” 3/4" 
9/16”" 7/8” 3/8” 13/16” 
7/16” 1-1/2” 1/2” | .690 
12?" 1-1/2” liar. 473 
9/16”" 1-1/2” Tf" 854 
5/8” 1-1/2" | 1/2" | .541 
11/16”_| 1-1/2” 1/2” 1-1/16" | 1-1/16” 
3/4” 1-1/2” 1/2” 1-1/8”" 1-1/8"' 
13/16"" 1-1/2” 1/2” 1-3/16"" | 1-3/16”’ 
7/8” 1-1/2” 1/2” 1-5/16” | 1-5/16” 
15/16” 1-3/4" 12" 1-3/8" 1-3/8" 
9/16” 1-1/2” 5/8” -925 1-1/4” 
5/8” 1-3/4” oye: -984 1-1/4” 
11/16” 1-3/4” 5/8” 1.100 1-1/4 
3/4” 1-3/4" 5/8” 1.187 1-1/4” 
S-4226 13/16” | 1-3/4” 5/8” 1-1/4” | 1-1/4” | 39/64”| 
(os DEEP LENGTH HEX SURFACE DRIVE SOCKETS 
Outside Dia, 
Overall Socket {Handle |Broach 
Length End D 
1-1/2” | 3/ .552 
-633 
aa" 1: 
13/16” 
.773 
.854 
-941 
1-1/16""|1-1/16” 
1-1/8" _|1-1/8” 


Overall 
Length 
15/16” 


1-1/2” 
13/16” |1-5/8” 
7/8” 1-5/8” 
15/16” |1-11/16” 
1" 1-11/16” 
1-1/16” | 1-3/4” 
1-1/8” [1-15/16” 
1-15/16” 
37 


Outside-Dia. 
| Overall | Socket | Handle 
Nom, Length | End End 
3/8” 2-1/4" | .557 | 11/16” 
7/16” | 2-1/4" | .625 | 11/16” 
if2" 2-1/4” | 11/16” 
T-2278LB | 9/16” | 2-3/4” 
T-2220LB | 5/8” 2-3/4” 


SPECIAL 
30 POWER SOCKETS 


A REGULAR LENGTH HEX SOCKETS—5/8” DRIVE 


Outside Dia. 


Overall 
Part No. Nominal 


5/8" 
11/16” 

3/4" 

13/16” 

778" 

15/16” 

7 

1-1/16” 

1-1/8” 

1-1/4” 1-13/16” 
1-5/16” 2” 
1-3/8" 1 2" 
1-7/16" | 2-1/4" 2-1/8” 2-1/8” 
1-1/2" | 2-3/8" 2-1/8” 2-1/8” 


DEEP LENGTH HEX SOCKETS—S5/8” DRIVE 


_ Outside Dia. 
Overall | Socket 
Part No. End 
1-4220L -984 2-1/4” 
1-4222L L 1.100 1 2-1/4" 


2-1/4” 
1-5/16” 2-1/8” 
1-7/16” 2-1/16" 
1-1/2” 2-1/16" 
1-1/16” Z 1-15/16” 
1-4236L | 1-1/8” 1-15/16” 


REGULAR LENGTH HEX SOCKETS—3/4” DRIVE 


Socket Broach 

End Depth 

1.250 S/ 19/32”" 
39/64" 
21/32" 
3/4” 
3/4” 


1-1/16” 
1-1/8” 
1-3/16” 


Outside Dia. 
Overall | Socket 
| Length | End 


119/32” |1-15/16"|.570 | 
21/32” |1-7/8"  |.670 
3/4” _(1-3/4”  |.682 
3/4” _[1-3/4"  |.682 


1-11/16” 
1-3/4” 


1-3/16” 
7-1/4” 
1-5/16” 2-1/8" 
2-1/8" 
2-1/4" 
2-5/16” 


Depth 
| 13/16" | -2-5/16"" | 1-11/16” 1-11/16” 
25/16" | 1-3/4" 21/32” 

[| 1-13/16” | 1-13/16" | 45/64” 

3/4” 


1-3/4” | 1-1/16” | 1-7/16” | 1-7/32” 


HEX SOCKETS—REGULAR LENGTH 


1-1/4” 


2-3/4” 


2.000 


2-1/8” 


1-6240 
1-6 242 


1-5/16” 


2-7/8" 


2-1/8” 


2-1/8” 


7/8 
15/16” 
1” 


2-15/16” 


2-1/8"" 


2-1/8” 
21/4 


1-1/32” 
1-1/16 


aaa 


1-1/8" 


2-1/4" 


1/2 


2-5/16" 


2-3/8” 
2-7/16" 


2-1/2" 


2-9/16"" 


3-3/8" 


2-1/8" 


See ee 
Le 


om rida 


2S 1/8” 
= 


ee 


2-3/8" 


3/4” 
par 4” 


2-1/8" 
1.687 | 2-1/8” 


1- 3 16” | .682 

15, 16” 1:5 8” 1838 

3 1/2” cm 027 
1.151 


1-1 Pl 
A 1-6-4826BW DUAL BUDD WHEEL SOCKET. The 13/16” square 
opening and 1-1/2’? hex opening are designed to allow the removal or 
installation of both the Budd Wheel nut and stud cap simultaneously. 
2-1/4"’ O.D. 3-3/8” O.A, 


B SQUARE AND DOUBLE SQUARE SOCKETS—REGULAR 


Socket 
End 
1.937 
2.000 


Broach 


Par 
Square | Dbl. Sq. 
Depth 


Length 
2-9/16"" 
|_2-9/16” 
| 2-5/8” 
2-3/4” 


| Overall 
1-6426 | 


ena | ica th 


| 7/8” | 
Lia 


1-6330MT 15/16”" 


| 1-1/8” 


Eee | 2-1/4” | ee 


1 DRIVE 


32 IMPACT SOCKETS 


A _ssPLINE DRIVE ADAPTOR 


Male Overall 
Part No, Retainer Drive Length 


3-11/16" 


Snap Pin 
Snap Pin 
RIB-28 


Retainer 
Pin 


Type Square 
Retainer _| Drive 


Square 
Retainer Drive 


BIT DRIVER, for 1/4” Hexagon Bits 


Type Hex End | Drive Opening | Overall Broach 
Retainer Gpsring Size Diameter | Length | Depth 
Heat tTe 1/4" 7/16" 7 8” 3/8” 


G “O”" RINGS FOR IMPACT SOCKETS 


RIB-27 For 3/4”’ Square Drive 1-9/16” diameter 
RIB-28 For 3/4” Square Drive through 2-1/16” diameter 
RIB-32 For 3/4” Square Drive through 2-7/16"’ diameter 
Also for 1” Square Drive through 2-7/16” diameter 
RIB-35 For 1” Square Drive through 2-3/4” diameter 
RIB-38 For 1”’ Square Drive through 3-1/8” diameter 
RIB-41 For 1" Square Drive through 3-5/8” diameter 
Also for 1-1/2’’ Square Drive through 3-5/8’’ diameter 
RIB-45 For 1”? Square Drive through 4-1/4" diameter 


Also for 1-1/2”” Square Drive through 4-1/4” diameter 


MH LOCKING PINS FOR IMPACT SOCKETS 


SP-22 For 3/4” Square Drive, 3/16’’ diameter x 1-3/8"’ long 
SP-27 For 3/4” Square Drive, 3/16”’ diameter x 1-7/8” long 
SP-32 For 1” Square Drive, 7/32” diameter x 1-7/8” long 
SP-35 For 1’’ Square Drive, 7/32” diameter x 2”’ long 
SP-36 For 1’’ Square Drive, 7/32" diameter x 2-1/2” long 


SP-40 For 1-1/2” Square Drive, 5/16”’ diameter x 3” long 


A 


RATCHET—REGULAR 


Retainer Head Thickness | Width Length 
LL oe Ge ee ee Ge ee 
JR-301 9/16" | 1-5/16" | 7-1/8" _| 
SR-501 11/16” 1-11/16" | 9-5/8" 
B RATCHET—OPEN FACE 
ae aoa he "ey Tha 
Part No. Retainer Head Thickness | Width ength 
URS | 


PPin ava" 13/32" 16/16" _|_ 6-1/2""_| 


Cc RATCHET-—BOX TYPE 
Length 
| 6-1/2" _| 


Part No. Thickness Width 


13/32" 15/16" 
D 


TEE HANDLES 


Part No. 

Lie a a a ea 

Lic Se 2 es en Ls ie ee 
fHT-s6s10.. [Pin ge | 


E “L” HANDLE 


Part No. Retainer Drive Length 
ise a ae ae ee ae Le 
LS ae a a coe ee 


F 1/4" SQUARE DRIVE DRIVERS 
Mba Hex 

Part No, Retainer Hex End Diameter 
fj Pint 2 — | 260k 2 | 
Pine 
Type Size Overall 
Retainer Hex End Diameter Length 


Part No. 
D-208-2 


Overall 
Length 


Size 
Hex End 


Overall 
Length 


INDUSTRIAL 
34 RATCHETS & HANDLE 


A 


REGULAR LENGTH COMBINATION WRENCHES — 12 POINT 


Head Depths 


Head Diameters 


Wrench 
Part No. Size 


CWB-1010 | 5/16” 


Box 
End 


Overall 
Length 


5” 


17/64” 


Open 
End 


Box 
End 


0 
ies 


3/16” 17/32" | 11/16” 


CWB-1212 | 3/8” 
CWB-1414 | 7/16” 
CWB-1616 | 1/2” 


CWB-1818 | 9/16” 


5-1/8" 
6-3/16” 


7-3/4" | 3/8" 


5/16” 
5/16” 
21/64” 


13/16” 
15/16” 
1-1/16” 


13/64” 
15/64” 


23/32” 
13/16” 


11/16” | 9-9/16” 


8-3/4” 


25/64” 
29/64” 


9/32” 57/64” | 1-3/16” 
ae 
5/16” 31/32” | 1-5/16” 


21/64” | 1-1/16" | 1-7/16” 


CWB-2424 | 3/4” 105/8” | 
CWB-2626 | 13/16” | 11-1/2” 


15/32” 


1/2" | 23/64” 1-11/16" 
CWB-2828 12-1/2" | 19/32” | 23/64” | 1-5/16” | 1- 


CWB-3030 | 15/16” ae ane” | 13/32” 


23/64" | 1-5/32” | 1-9/16” 


N 
oa 
Pt 
W 
N 

3 


2-1/8” 


7/16" 1-7/16" 


REGULAR LENGTH OPEN END WRENCHES 


Overall 
Length 


EWB-0810 | 1/4” x 5/16" | 4” 


Head 
Depths 


5/32” 


Head 
Diameters 


9/16” — 11/16” 


EWB-1012 | 5/16” x 3/8” 
ewe-1214 | 3/8" x 7/16” 
7/16" x 1/2" 
1/2” x 9/16" 


9/16" x 5/8” | 7-1/4” 


5/8” x 11/16" 8” 


4-1/2" 


EWB-1820 


EWB-2022 


3/16” 
13/64” 
15/64” 


11/16” — 13/16” 
13/16” — 15/16” 
15/16” — 1-1/16” 
1-1/16" — 1-3/16” 


9/32” 
5/16” 


1-3/16” — 1-5/16” 
1-5/16” — 1-7/16” 


EWB-2024 5/8" x 3/4” 8-3/4” 


21/64" | 1-7/16" — 1-9/16" 


e+ 
EWB-2428 | 3/4” x 7/8” 11-1/4” 


13/16” x 7/8” 


EWB-2628 


Cc 


Overall 
Length 


Wrench 
Size 


Part No. 


REGULAR LENGTH BOX WRENCHES — 12 POINT 


Head 
Depths 


1-11/16” — 1-13/16” 
1-11/16" — 1-13/16” 


23/64” 
23/64” 


Head 
Diameters 


BWB-1214 | 3/8” x 7/16” | 7-3/8” 


BWB-1416 | 7/16” x 1/2” 


1/2” x 9/16” | 8-3/4” 


9/32” — 5/16” 
9/32” — 5/16” 


5/16” — 11/32” 


9/16” — 21/32” 


39/64” — 3/4” 
3/4” — 53/64” 


BWB-1618 


BWB-1820 


9-1/4” 


9/16” x 5/8” 


BWB-2024 | 5/8” x 3/4” | 11” 


BWB-2428 | 3/4” x 7/8” 


7/16” — 1/2” 


12-1/2” | 1/2" — 9/16” 


11/32” — 7/ ier — 29/32” 
29/32” — 1-3/32” 


1-3/32”" — 1-1/4” 


INDUSTRIAL 
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A TSM-221S METRIC TOOL 21 pc. SET, 3/8"° SQUARE DRIVE — 6 
pt. Sockets. Set consists of the following: 


Part No. Description Part No. Description 
E-2-1WD 1”’ Wob, Dr. Extension TM-2212 12MM Socket 
E-2-3 3” Extension TM-2213 13MM Socket 
E-2-6 6” Extension TM-2214 14MM Socket 
HF-29 Flex Handle TM-2215 15MM Socket 
JR-30 Ratchet TM-2216 16MM Socket 
RS-20 Spinner TM-2217 17MM Socket 
TM-2206 6MM Socket TM-2218 18MM Socket 
TM-2207 7MM Socket TM-2219 19MM Socket 
TM-2208 8MM Socket UJ-2 Universal Joint 
TM-2209 9MM Socket BI-20A-3 Plastic Insert 
TM-2210 10MM Socket BX-20A Metal Box 
TM-2211 11MM Socket 


B STM-2213L METRIC SOCKET 13 pc. SET, 3/8” SQUARE DRIVE, 
DEEP LENGTH. Contains 13 single hexagon sockets as follows: 


TM- 2207L TM-2215L 15MM 
TM-2208L TM-2216L 16MM 
TM-2209L TM-2217L 17MM 
TM-2210L TM-2218L 18MM 
TM-2211L TM-2219L 19MM 
TM-2212L ST-2C (13) 3/8" Clips 
TM-2213L ST-6R 11-3/8” Rail 
TM-2214L 


Cc STM-2213 METRIC SOCKET 13 pc. SET, 3/8” SQUARE DRIVE, 
REGULAR LENGTH. Contains 13 single hexagon sockets as follows: 


TM-2215 
TM-2216 
TM-2217 
TM-2218 
TM-2219 
ST-2C (13) 
ST-6R 


3/8" Clips 
11-3/8” Rail 


D STM-0211 METRIC SOCKET 11 pc. SET, 1/4”. SQUARE DRIVE, 
REGULAR LENGTH. Contains 11 single hexagon sockets as follows: 


9Tnin 
TM- 0204 TM: 0211 11MM 
TM-0205 TM-0212 12MM 


TM-0206 TM-0213 13MM 
TM-0207 TM-0214 14MM 
TM-0208 ST-OC (11) 


1/4” yes 
ail 


TM-0209 ST-4R 


E STM-0211L METRIC SOCKET 11 pc. SET, 1/4” SQUARE DRIVE, 
DEEP LENGTH. Contains 11 single hexagon sockets as follows: 


2 No P 
TM-0204L TM- 0211L 


TM-O0205L TM-0212L 

TM-O206L TM-0213L 

TM-0207L TM-0214L 

TM-0208L. ST-OC (11) 1/4” Clips 
TM-O0209L ST-4R 6-7/8" Rail 


M- 


F STM-017 METRIC SOCKET 7 pc. SET, 1/4” SQUARE DRIVE. 
REGULAR LENGTH. Contains 7 double hexagon sockets as follows: 


TM-0106 TM-0111 11MM 


TM-0107 TM-0112 12MM 
TM-0108 ST-OC (7) 1/4” Clips 
ST-1R 4-3/8" Rail 


STM-017L METRIC SOCKET 7 pc. SET, 1/4” SQUARE DRIVE, 
DEEP LENGTH. Contains 7 double hexagon sockets as follows: 


TM-0106L TM-0111L 11MM 


TM-0107L TM-0112L 12MM 
TM-0108L ST-OC (7) 1/4” Clips: 
TM-0109L ST-1R 4-3/8" Rail 


H TSMU-228 UNIVERSAL METRIC SOCKET 8 pc. SET, 3/8” 
SQUARE DRIVE. Contains 8 hexagon universal sockets as follows: 


U-2210MM U- 2215MM 15MM 
U-2211MM 
U-2212MM 
U-2213MM 
U-2214MM 


36 METRIC TOOLS 


U-2217MM 17MM 
U-2219MM 19MM 
ST-2C (8) 


3/8” Clips 
ST-5R il 


A TSMU-016 UNIVERSAL METRIC SOCKET 6 pc. SET, 1/4” 
SQUARE DRIVE. Contains 6 double hexagon universal sockets as follows: 


U-0107MM U-0111MM 11MM 


U-0108MM U-0112MM 12MM 
U-0109MM ST-OC (6) 1/4” Clips 
U-0110MM ST-1R 4-3/8"" Rail 


B STI-2211M POWER METRIC SOCKET 11 pc. SET, 3/8" SQUARE 
DRIVE. Contains 11 single hexagon power sockets as follows: 


PM-2216 16MM 


PM-2217 17MM 
PM-2218 18MM 
PM-2219 19MM 
ST-2C (11) 3/8" Clips 
ST-8R 10-3/8"’ Rail 


TSMUP-2210 POWER UNIVERSAL METRIC SOCKET 10 pc. SET, 
3/8” SQUARE DRIVE. Contains 11 single hexagon power universal 
sockets as follows: 


UP-2210MM UP-2216MM 16MM 
UP-2211MM UP-2217MM 17MM 
UP-2212MM UP-2218MM 18MM 
UP-2213MM UP-2219MM 19MM 
UP-2214MM ST-2C (10) 3/8”’ Clips 


UP-2215MM ST-8R 10-3/8”’ Rail 


D WCM-14S METRIC COMBINATION WRENCH SET. Contains 14 
wrenches and kit bag as follows: 


12 Point 
12 Point 
12 Point 
12 Point 
12 Point 
12 Point 
12 Point 
Cw-19MM 12 Point 
K-142 g 


F WCM-6S METRIC COMBINATION WRENCH SET. Contains 6 
wrenches and kit bag as follows: 
Opening 


CWS-6MM 6 Point 
CWS-7MM 6 Point 
CWSs-8MM 6 Point 
Cws-9MM 6 Point 
CWs-10MM 6 Point 
CWSs-11MM 6 Point 


K-60 


F WCM-11S METRIC COMBINATION WRENCH SET. Contains 11 
wrenches in pouch as follows: 
5 “ Opening 


12 Point 
12 Point 
12 Point 
12 Point 
12 Point 
12 Point 


WCM-7S METRIC COMBINATION WRENCH SET. Contains 7 


G 

wrenches in pouch as follows: 
Box Type 
Opening 


6 Point 

) CwWs-9MM 6 Point 

CWS-10MM 6’Point 

CWs-11MM 6 Point 
CW-13MM 12 Point 
CW-14MM 12 Point 


CW-15MM 12 Point 


@) Conner. 


CORNWELL 
The Chaue 94 Prajerisant | 


A ZZ-RBM7S METRIC RATCHETING BOX WRENCH 7 pc. SET. 
Contains 7 wrenches and kit bag as follows: 


Part No. Description 
RB-MO708 .... .. . . 7MMx 8MM Ratcheting Box Wrench 6 pt. 
RB-MO910 ........ 9MM x 10MM Ratcheting Box Wrench 6 pt. 
RB-MIT12° os. eS oal ae 11MM x 12MM Ratcheting Box Wrench 6 pt. 
REMISI4. § 5 2.82% 13MM x 14MM Ratcheting Box Wrench 6 pt. 
RB-M1517 . 2... ws ees 15MM x 17MM Ratcheting Box Wrench 6 pt. 
RB-M1618 ....... 16MM x 18MM Ratcheting Box Wrench 6 pt. 
RB-M1920 ....... 19MM x 20MM Ratcheting Box Wrench 6 pt. 
RE-RTe fe Ste ee eee ak ES ES) da tore me OP ee Kit Bag 


B UP-HWM9S METRIC ALLEN WRENCH SET. Complete selection at 
your finger tips. Contains 9 wrenches and kit bag as follows: 


Part No. Description 
UP-AWM2 «ss «& @ wm & ew pe PS 2MM Metric Allen Wrench 
UP-HWM24 «. 26 Sane tac em 2 F 2%2MM Metric Allen Wrench 
UP-HWM3 ........ i. Get GG: wut 3MM Metric Allen Wrench 
UPAHWMA ci Gsaem i bwe es ow a 4MM Metric Allen Wrench 
UP-HWM5S ....... oe + « « « « » SMM Metric Allen Wrench 
UPRFWIMIG: si sy ise a beet Wo we we er ae we 6MM Metric Allen Wrench 
UPHWME.. © 5 Reb we Be Re eek AS 8MM Metric Allen Wrench 
UP-HWM10 5 6 we te we ee + + + « « « 10MM Metric Allen Wrench 
UP-HWM12 «0 0 8 te 0 em es . 12MM Metric Allen Wrench 
KEKE6" gsc kek Db STE we TF Slew LR Ae Kit Bag 


Cc ZZ-208S METRIC BIT SET. Contains seven 5/16" hexagon metric 
bits and one 3/8” drive x 5/16’ hexagon bit holder in vinyl pouch as 
follows: 


Part No. Description 
AX-315-2.5M . 2. 1 ee ee ew ee ee + 65/16" Hex x 2.5MM Bit 
AX-315-3M 2. ww we ee ee ee ww we ee « 5/16" Hex x 3MM Bit 
AX:S1G4M ao ae em ee HY ee 8 & 5/16” Hex x 4MM Bit 
VAXSSTROM) esi Siete ariel eal we &@ Ew sees & 5/16” Hex x 5MM Bit 
AX-315-6M .......4. soe ee ee ee» 5/16" Hex x 6MM Bit 
AX-315-8M 2. ww ww ee eee ee ew ee « 5/16" Hex x 8MM Bit 
AXSSIG-TOM ain ie a eee wt a a te 5/16” Hex x 10MM Bit 
VM-HG-65/16" 5 aw 6 ia Rw 88 3/8" Drive x 5/16” Hex Bit Holder 


D METRIC RATCHETING BOX WRENCHES. 


Part No. Description 
RB-MO708 ........ 7MM x 8MM Ratcheting Box Wrench 6 pt. 
RB-MO910 ........ 9MM x 10MM Ratcheting Box Wrench 6 pt. 
RB-M1112........ 11MM x 12MM Ratcheting Box Wrench 6 pt. 
RB-M1314 ..... . « 13MM x 14MM Ratcheting Box Wrench 6 pt. 
RB-M1517 ...... . 15MM x 17MM Ratcheting Box Wrench 6 pt. 
RB-M1618 ..... . . 16MMx 18MM Ratcheting Box Wrench 6 pt. 


RB-M1920 ....... 19MM x 20MM Ratcheting Box Wrench 6 pt. 


1/4” DR. METRIC SOCKETS 12 PT. REG. AND DEEP LENGTHS 


A Regular Length 


B Deep Length 


Nominal Part No. 


TM-0106 


Part No. Length 
L 


TM-0106 F abd 


TM-0107 


TM-0107L 


TM-0108 


TM-0108L 


TM-0109 


TM-0110 


TM-0111 


D Deep Length 


Part No. | Length 


TM-0204L | 2” 


TM-0205L 2. 


“TM-0206L_ | 2” 


TM-0207L 2° 


TM-0208L 2” 


TM-0209L r ad 


TM-0210L 


TM-0277L 


TM-0212L 


TM-0213L 


E Regular Length 


TM-0214L 


F Deep Length 


Part No 


Part No. 


TM-2207 


TM-2207L 


TM-2208 


TM-2208L 


TM-2209 


TM-2209L 


TM-2210L 


TM-2271L 


TM-2214 
15/16” 


TM-22172L 
l 3 
l TM-2214L 


TM-2216 

| TM-2217 | 
TM-2218 
TM-2219 


31/32" 


TM-2215 
133/16" 
= | 421716" 
Me 8 a 


ey 
| = 
= = 


TM-2215L 
TM-2216L 
| TM-2278L | 
I 


1/4" & 3/8". DR. METRIC UNIVERSAL SOCKETS 


H_ 3/8” Drive 6 pt. 


Part No. Length 


|_ U-0110MM | 


Vi 


fam —— 
romm | 
2M] 


1-21/32” | 
1- 


U-2213MM 1-23/3 


U-2214MM 1-23/32" 


[0-011 2M 
aT meses: 


U-2215MM 1-13/16" 


| 3/8” Drive 6 pt. 


| 1/2” Drive 6 pt. 


Part No. 
9, 


Part No. 


PM-2210 


PM-3210 


PM-2211 


PM-221 


P-32 


PM-2214 


PM-3214 


PM-2215 
PM-2217 


J 3/8" DR. METRIC POWER UNIVE 


RSAL SOCKETS 6 PT. 


UP-2214MM 
UP-2215MM 
UP- SMM 


A VW-1314-OW VOLKSWAGEN BOX WRENCH. Special bend allows 
Obstruction clearance when working around heater boxes, starters, 
carburetors, etc. Has 13MM and 14MM 12 point openings. 6-13/16"’ O.A. 


B VWC-14MM VOLKSWAGEN CLUTCH TOOL. Break loose lock nut 
on the Volkswagen clutch adjustment shaft. Slide tool over the lock nut 
and onto the 14MM adjustment nut. Spin the tool with finger tips to make 
adjustments. 


Cc TM-3236 VOLKSWAGEN REAR AXLE NUT SOCKET. Designed 
to- remove and replace Volkswagen rear axle nuts. Specifications: 1/2’ 
Square Drive—36MM—6 point, 2-1/8" O.A., chrome finish. (For use in 
hand applications.) 


PM-3236 VOLKSWAGEN REAR AXLE NUT SOCKET. Designed 
to remove and replace Volkswagen rear axle nuts. Specifications: 1/2” 
Square Drive—36MM—6 point, 2-1/8"’ O.A., black finish. (For use in power 
applications.) 


D PM-321921 METRIC DUAL PURPOSE WHEEL NUT SOCKET. 
19MM hex opening on one end and 21MM hex opening on the other end. 
A 1/2" square female drive is between the openings. Use with any standard 
1/2” extension. 


E X-6002 3/8" DRIVE VW DRAIN PLUG SOCKET. Designed for 
transmission/differential drain plug R/R. 17MM Male Hex, Length 1-3/16"’, 


F CSD-6MM TRIPLE SQUARE CAP SCREW DRIVER. Bit used on 
oil pump return line retaining bolts on Opel and some Volkswagen 
applications. 7/16" hex x 6MM O.A. 


G CSD-8MM TRIPLE SQUARE CAP SCREW DRIVER. Bit used on 
all Opel serrated fasteners except Opel head bolts and many Volkswagen 
applications. 7/16’’ hex x 8MM O.A, 


H CSD-10MM TRIPLE SQUARE CAP SCREW DRIVER. Bit used on 
head bolts on all Opel 1.1 litre engines. 7/16"’ hex x 10MM O.A, 

! CSD-12MM TRIPLE SQUARE CAP SCREW DRIVER. Bit used on 
head bolts on all Opel engines other than 1.1 litre. 7/16” hex x 12MM O.A., 
J METRIC HEX BITS 

Part No. Description 
AX-315-2.5M......66. Saha we <i Spa) eam Se 5/16" x 2.5MM Allen Bit 
AXSTSs3M acc mee ee yam ats i's Bahra tal eyes 5/16""x 3MM Allen Bit 
AX-315-4M .. 1. ee eee ee Pree ee ee ee Pear 5/16"’ x 4MM Allen Bit 
AXRSISSM 2 cw cts e naw « tee he Ree 5/16""x 5MM Allen Bit 
AXS1S56M i. eww Sew a Sie oe RO ee 5/16" x 6MM Allen Bit 
AM-S1S-6M os caw ets bs eww a 225 Gr a hewn ue 5/16"’ x 8MM Allen Bit 
AXSTS10M wcteaee eh ame we eee + «+. 5/16" x 10MM Allen Bit 
K METRIC ALLEN WRENCHES 


Part No. Description 
CPSP oa ia as ror set Sep ses we we ee + + + +» 2MM Metric Allen Wrench 
UP-HWM2V2 0 1. ww ee ee es +e ee ee ee « 25MM Metric Allen Wrench 
UP-HWMS .s wma ees mee + ee ee » 39MM Metric Allen Wrench 


+ «+ + 4MM Metric Allen Wrench 
. . » SMM Metric Allen Wrench 
. 6MM Metric Allen Wrench 
8MM Metric Allen Wrench 
+ 10MM Metric Allen Wrench 


UP-HWM12... » 12MM Metric Allen Wrench 
UP-HWM14 . » 14MM Metric Allen Wrench 
UP-HWM17 . » 17MM Metric Allien Wrench 
UP-HWM19 . 19MM Metric Allen Wrench 


L JA-M5 METRIC RETHREADER DIE SET. 5 popular nut size dies 
in metric threads for renewing damaged, corroded threads on foreign cars 
and machinery. Simply use your wrench to run on and off and the thread 
is restored, Set contains the following sizes: 


Part No. Description 
JACGEM cw cece mann oa et ...6x 1MM Rethreader Die 
JA-7M... aa a eh ay he fell eo - . 7x 1MM Rethreader Die 
JA-BM 2... ee ee - 8x 1.25MM Rethreader Die 
JA-10M P 10 x 1.50MM Rethreader Die 


12 x 1.75MM Rethreader Die 


M JA-8 METRIC THREAD FILE. This 8 in 1 tool will renew damaged 
metric threads of any diameter, right or left hand. Be prepared for repair 
jobs on all foreign cars and machinery. This file covers the following eight 
different pitches: 0.75MM, 1.00MM, 1.25MM, 1.50MM, 1.75MM, 2.00MM, 
2.50MM and 3.00MM. 


N PU-165 METRIC DOUBLE FLARING TOOL. A Double Fiaring 
Tool designed for metric size tubing, this tool will withstand pressure that 
is necessary to double flare tubing up to 1MM wail thickness. It is designed 
and manufactured using the proper tolerances, my steel and correct heat 
treatment throughout. It can also be used as a single flaring tool. It is 


VA cenit ; , packed in a heavy duty polypropylene box. Set consists of the following: 
SCREW PITCH 5 

asin Part No. Description 

: PUSIGBED aes S55 FG Gi aue 8 ats eT. eee ee 4.75MM Adaptor 

PUCS2 cae cc tO HHS eT MMR Te HR Kea ee SMM Adaptor 

PU-165-3 . ee ee ee ew ee » 6BMM Adaptor 

PU-165-4 . see ee ee ee» «© BMM Adaptor 

PUNE6SS: aceon ache ee mekacei we we Ee TOMMPAGEBIOS 

PUSI6S6 sa ek a ee oe wt ee oe 3 00:50 6, ar ASSOINDIY 

PU-FT6-7 ...... eee eee eee eet e eee e ee es YOKO Assembly 


° VA-6398 METRIC SCREW PITCH GAUGE, This gauge is made 
with our flat thread forms on top of each blade — gives screw pitches on 
“V"' threads. Gauge range 0.45 to 2.50 MM, 


A SKA-511S HEX BIT AND SOCKET 11 pc. SET. Contains 
five holders, five bits, one allen wrench in metal box as follows: 


Part No. Description 
AB 2018 Gh oGo.% ao Pe Se ee RS < 3/4” Hex x 9/16” Hex Bit 
BB 2A20) oe ie ai Oe ae SEG be Sue 3/4” Hex x 5/8” Hex Bit 
AB 2424 p45 ces SiO ew STH OR OR 3/4’ Hex x 3/4” Hex Bit 
ABBAS boa Ome wm DEM DES S Oe 3/4” Hex x 7/8’ Hex Bit 
PR 2A SE. Sear Bie ee Ew Opes ars 3/4” Hex x 1” Hex Bit 
PS-6224(5) occ caeaw ne 3/4” Drive x 3/4” Hex Bit Holder 
UF-AW-5 ce ci cee ew OT RT Re ee Dw Oe Allen Wrench 
Be OG ts, sr a Pa Side es SS She SW a vB cies te AS Metal Box 


B SKA-507S HEX BIT AND SOCKET 7 pc. SET. Contains 
one holder, five bits, one allen wrench in metal box as follows: 


Part No. Description 
AB2AIS yc wage oe Bee we BS 2 3/4” Hex x 9/16” Hex Bit 
BBA2A20) 6c KA G MOE TR al 3/4” Hex x 5/8” Hex Bit 
AB-2424. (occas ce ea TR OwEE RS 3/4” Hex x 3/4” Hex Bit 
AG-2428) «cave aven wii eee es ms 3/4” Hex x 7/8” Hex Bit 
RB 208 oa view Bw RE Bouter ont 3/4” Hex x 1” Hex Bit 
PS6224 sie vem we ween’ 3/4” Drive x 3/4” Hex Bit Holder 
GPEHW:S ois enaw ine Aa © 2 Se ew ows Allen Wrench 
BACG2r iets a Wi OOS Fas Ba eer wee Bee Metal Box 


C  -SKA-319S HEX BIT AND SOCKET 19 pc. SET. Contains 
nine holders, nine bits, one allen wrench in metal box as follows: 


Part No. Description 
BB1406) as cweies eee Se BS x 7/16” Hex x 3/16” Hex Bit 
PBETAOT i cic ahs & he herent wl ee 7/16” Hex x 7/32” Hex Bit 
AG 1408 & oa dais cae RO ewes 7/16” Hex x 1/4” Hex Bit 
RENAL os ae e mae? woes 7/16” Hex x 5/16” Hex Bit 
Sa (ee ce ne 7/16” Hex x 3/8” Hex Bit 
AB-1494) v.44 Game eae e a Re 7/16"’ Hex x 7/16” Hex Bit 
ABAG1G <uacciwiavantiwvi ges 7/16" Hex x 1/2” Hex Bit 
AB14AI8 «ak a ew Pe aes we TRS 7/16” Hex x 9/16” Hex Bit 
PB 420 sei te to lesset & Wi But Hse aero 7/16” Hex x 5/8” Hex Bit 
PS:32149) sacaca wa ne 1/2” Drive x 7/16” Hex Bit Holder 
PSHE Yc @ oe oot alae oe ole es we Se es Allen Wrench 
Be Sm fe anime ct RSH Seige TO Gree terte, me erie. ay anite Metal Box 


D _SKA-311S HEX BIT AND SOCKET 11 pc. SET. Contains 
one holder, nine bits, one allen wrench in metal box as follows: 


Part No. Description 
AB=-1406 cnt creme ae wae gee 7/16" Hex x 3/16” Hex Bit 
AB ?TA07) in 6 ee eo Om Bi te one 7/16” Hex x 7/32” Hex Bit 
AB-1408 2c ciavrms wicca 7/16” Hex x 1/4” Hex Bit 
ABA410 cnt canna gi ewe wo 7/16" Hex x 5/16” Hex Bit 
PS G2 sate Pee io. ii lan te er ae cw iz 7/16” Hex x 3/8” Hex Bit 
ABAGIA 2a in ote eines eos 7/16” Hex x 7/16” Hex Bit 
ABM4IG wc wa nevi nrao’ cnn 7/16” Hex x 1/2” Hex Bit 
AB TAIS: 85.6 Saas Rein oe wat 7/16” Hex x 9/16” Hex Bit 
AB1420 waa ntack oe as wove s 7/16” Hex x 5/8” Hex Bit 


BIT & 


BITHOLDER SETS 41 


A SKA-305S HEX BIT AND SOCKET SET. Contains five 
holders, five bits, one allen wrench in metal box as follows: 


Part No. Description 
ABPTAT2 akc. aw ah Se wl we 7/16" Hex x 3/8” Hex Bit 
BBSVATA. ea dt ws @ tee eee BOSS 7/16" Hex x 7/16” Hex Bit 
PTAA. feos soc. eB d 3 7/16” Hex x 1/2” Hex Bit 
AB-1418 2.42 «@ «6 6 HSS 7/16” Hex x 9/16” Hex Bit 
BB 420 sisi a Got Oe Ae 7/16” Hex x 5/8” Hex Bit 
PS-3214(5) | wisi aw Soa 1/2” Drive x 7/16’ Hex Bit Holder 
UPB odes ee eR pie ee eee Sw Allen Wrench 
BC2T oo i tel ols es Sy Sy ek ae we more 5 Metal Box 


B SKA-211S HEX BIT AND SOCKET SET. Contains one 
holder, nine bits, one allen wrench in metal box as follows: 


Part No. Description 
WB TA0G! * sisi a, ve dete Se ws Ge t's 7/16” Hex x 3/16” Hex Bit 
AB 1407). @ dea w a aoe Bw ake 7/16” Hex x 7/32” Hex Bit 
AB1408) ie i om he eS we ew 7/16” Hex x 1/4’’ Hex Bit 
ABI4IG oa cee Gamage Se 7/16” Hex x 5/16” Hex Bit 
ABMAT2. saa tw OR ew & BR 7/16” Hex x 3/8” Hex Bit 
ABIAIE sav ada ewe naw a 7/16” Hex x 7/16” Hex Bit 
ABI41G seis i wa wet ws w 7/16” Hex x 1/2” Hex Bit 
ABTAIS: «as. -5. ain hw os RS Eas 7/16” Hex x 9/16” Hex Bit 
AB=9420)" 06s. iy th: Ge Meer bw 7/16” Hex x 5/8”’ Hex Bit 
PSt2206: od eiowt ne atte ey te 3/8” Drive x 7/16” Hex Bit Holder 
UPSHW:=S) sev aw ae Ow wis a we wae a ee Allen Wrench 
B21)+ ge. atusie Bete: tp @ epee GUNS 1 GE we ek Metal Box 


Cc SKA-205S HEX BIT AND SOCKET SET. Contains five 
holders, five bits, one allen wrench in metal box as follows: 


Part No. Description 
AB-1408 ...........,. 7/16" Hex x 1/4” Hex Bit 
ABT490) oo. nk be whe we et 7/16” Hex x 5/16” Hex Bit 
AB-1412) ......2...008 | 7/16” Hex x 3/8” Hex Bit 
ABATE oc m megan ow Bowe a we 7/16” Hex x 7/16” Hex Bit 
ABTAIG.” 6 oon w eh we He RS 7/16” Hex x 1/2” Hex Bit 
PS#2214.(5) 6 se eb ee 3/8” Drive x 7/16” Hex Bit Holder 
WPSAW:S” 3 Grape % ate to Rob wom a hee Allen Wrench 
BAGZIr be op Gad Gs HA 9 @ Ses we we Metal Box 


D  SKA-9S HEXAGON BIT SET. Contains nine hexagon bits 
in metal box as follows: 


Part No. Description 
ABBE os oye & & Wey Baa 1/4” Hex Bit x 1-1/4" O.A. 
ABO) foc ew wt & ewe * OW 5 5/16” Hex Bit x 1-1/4’ 0.A. 
ABZ ss % & B.S ww dO ew 3/8” Hex Bit x 1-1/4” O.A. 
(|: (i (a ne 7/16” Hex Bit x 1-1/4” O.A. 
AB-16.- ite dee dao 8 & & aoe 6 1/2” Hex Bit x 1-1/4” O.A. 
ABI6.*. 2 ee a hay % oO ww 9/16” Hex Bit x 1-1/4” O.A. 
AB-20 si waa we me Owe ww % 5/8” Hex Bit x 1-1/4” O.A, 
AB 24) x Goi @ oh Se BS ie wes 3/4” Hex Bit x 1-1/4’ 0.A. 
B28 ois ie ey Ge Ser eee eR 7/8" Hex Bit x 1-1/4” O.A, 

2 te ws a ae de Re we et a Bw me Metal Box 


BIT & 
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A ZZ-10DS “IMPAKDRIVER” SET. A real time saving set. With 
proper attachment in place, the driver is placed on the screw to be set or 
loosened. A short twist sets the working cam and return spring, and a sharp 
hammer blow completes the job. The driver works in either direction. The 
powerful rotary action will break loose the tightest screws and set them 
down for greater safety. Contains one impact driver, one bit holder, seven 
hexagon bits and kit bag as follows: 


Part No. Description 
AN SOS-35G cee ee he eek wwe ee 5/16” Hex x 1/4"’ Clutch Head Bit 
RASOTG panzer ae a aaw em e ae 5/16” Hex x 5/16”’ Clutch Head Bit 
PROG cs esi can sac 6 as abe a TON Fi KS anc ve 5/16" Hex x No. 1 Phillips Bit 
PGR OED: sae foe dh se a ew ean wwe ese Sw em ee 5/16” Hex x No. 2 Phillips Bit 
AXCREOS wet eK Ee OT EO Bee Om 5/16” Hex x No. 3 Phillips Bit 
AXRG@6G4 ccta'ce cada meee ed ee 5/16"" Hex x No. 4 Phillips Bit 
AX ABES ci hee se se RTE MERE FDS 5/16” Hex x 1/4” Slotted Bit 
VM-HG:S/16" onc ca Ree es 3/8” Drive x 5/16"" Hex Bit Holder 
PO-690M-3/8" wc ect ann ewcene ..... 3/8” Drive “Impakdriver” 
RACING es sais canes Sot (rn ac A Bhawidie Buy Oe) ae octtee WES gal orto) ay SS tse once 18 <a Kit Bag 


B ZZ-208S METRIC BIT SET. Contains one bit holder and seven 
metric hexagon bits in plastic pouch as follows: 


Part No. Description 
PER SLB) i: tecnico sm so, “atm (Gabintis) Bria” aed 5/16" Hex x 2.5MM Hex Bit 
ye Ce te ee eee ee ee 5/16"’ Hex x 3MM Hex Bit 
AXES T SEAM oe as ee ee Le ee ee ew ee 5/16"’ Hex x 4MM Hex Bit 
ASEM wae ae we ese rem we 8 ee KRG: 5/16’ Hex x 5MM Hex Bit 
AX-SIS6M og etwas os wins ste e Oma 5/16" Hex x 6MM Hex Bit 
AXS1S-OM fae caw at tate aw oe DS 5/16" Hex x 8MM Hex Bit 
POTS TOM oie edie ec wy aidiaise we . . 5/16” Hex x 10MM Hex Bit 
VIN HGHB TG sai tet ve: 50 eae es ve ae 3/8" Drive x 5/16"’ Hex Bit Holder 


€ CSD-6S METRIC TRIPLE SQUARE CAP SCREW DRIVER SET. 
Contains two bit holders and four insert bits in plastic pouch as follows: 


Part No. Description 
CSD-6MM......... a eee Gal tes 7/16" Hex Bit x 6MM, 1-3/32"0A 
CSD-8MM........ ee eee eee 7/16" Hex x 8MM, 1-13/32"0A 
CSD-10MM ...... ee a ee ee ae 7/16" Hex x 10MM, 2-9/16"" OA 
CSD-12MM ......0e05 eee ae ey er 7/16" Hex x 12MM, 3-1/4"° OA 
PS2214 tic wee Tt ee ME 3/8”’ Dr. x 7/16"’ Hex Bit Socket 
PS3214 scan eaaeet a awaewe s 1/2". Dr. x 7/16" Hex Bit Socket 
BASS 6s PRAT ROMEE Fe TS BMS AW SG Rouw .» +». » Plastic Pouch 


D PO-690M-3/8" HAMMER “IMPAKDRIVER’’. A short twist sets the 
working cam and return spring, and a sharp hammer blow completes the 
job. The driver works in either direction. The “‘iImpakdriver”’ is 3/8” drive. 


E SERVICE DRIVE BIT HOLDERS. Designed for all screw driving 
operations used in conjunction with hex bits. Will greatly speed up screw 
turning and provide much greater leverage with less chance of damage to 
screw. Bit is held firmly in place with an allen set screw. 


Part No. Description 
PorQ208 sc siscade: eee iw Rew fe aoe Se 1/4” Drive 1/4" Hex Opening 
PStZ 206 es i ao ely wee Geen ee le Se 8 3/8"’ Drive 3/16"" Hex Opening 
RE2207) 5.55 Ss wi ee Se Ge ae es 3/8" Drive 7/32”" Hex Opening 
PS:2208 46 fi ke RRR TS RHE ea 3/8’ Drive 1/4”” Hex Opening 
PSi2210 6.4 cia wees eee aie < 3/8"’ Drive 5/16"" Hex Opening 
PSA2212 6 6S RKO ET TORO WS RS 3/8”’ Drive 3/8’ Hex Opening 
PS-2214 ..... By tet tet et Ow atl Ti he ey tp lane cw 3/8’ Drive 7/16"" Hex Opening 
Pre Pak ask Setanta? ages Shades? Os Sr ete MES 1/2” Drive 3/8" Hex Opening 
PS=S216) 60s we Shee we Oe eee 1/2”’ Drive 7/16"" Hex Opening 
PeG216 ccc cwaa ee ert i awe mee ee 1/2”’ Drive 1/2"’ Hex Opening 
PStO218 «koe Wis Sw Dae Oa we Re 1/2” Drive 9/16”" Hex Opening 
PSS 228 6. a ooo soe SS OS. H & ep Rw 3/4”’ Drive 3/4”” Hex Opening 
F RETAINING RING BIT HOLDERS. Designed for all screw driving 


operations used in conjunction with hex bits. Bit is held firmly in place 
with a retaining ring. 


Part No, Description 
VM-H4-1/4 .5 28 28 eee ea ewe 1/4" Square Drive for 1/4’ Hex Bits 
VMMS-HG1/4 26cm ea ete oe 3/8’ Square Drive for 1/4"" Hex Bits 
VIMSHGS/TG) onic ee we ae ee 3/8" Square Drive for 5/16" Hex Bits 


G DBM-808-4 MAGNETIC BIT DRIVER. 1/4" hex shank magnetic 
bit holder for use with 1/4’ hex insert bit for driving slotted, Phillips, 
Fearson (Reed & Prince), clutch head and socket head (Allen Type) screws. 


Retainer Opening Size Diameter Length 
aja aye gyagr T 3-37e" | 


DBM-808-4 | Magnetic | 


Part No. 

AX185+1 pct tee awas 
AX-185-2 
AX 165-3. cere eee we we 
AX-185-4 
AX-185-5 . 
AX-185-6 
AX-315-3 ... 
AX-315-4 
AX-315-5 
AX-315-6 
AX-315-7 «cc caaans 
AX-315-8 
PABSTAOG: asc e 0 6 ie wie 
AB-1407 
ABAI408) jaw aa run 
AB-1410 5 
AB-14120 oacaa wae 
AB-1414 P 
AB-1416 
AB-1418 ..... 
AB-1420 
AB-2418 
AB-2420 
AB-2424 
AB-2428 2 
AB*2432) ai cee eh i ee 


Cc 


Part No. 
AX-315-2.5M ....2. 22205 
AX-315-3M . 
AX-315-4M .. 
AX-315-5M .... 
AX=315-6M 2... eer even 
AX-315-8M ..... 
AX-315-10M 


D 


Part No. 
AX-445-1 6 ee ee ee 
BX-445-2 gaa ei views 
AX-445-3 
AX-445-4 .. 
AX-485-1 .. 
AX-485-2 .. 
AX-485-3 .. 


AX-485-4 
AX-485-5 
AX-485-6 


SCAMS ET win: coe oie 3h Ws chev oan = 


Part No. 
BMG AO FD a ier 6. 0c oy ai 'oecerse 


F 


Part No, 
AX-305-3G . . 
AX-305-4G ...... 
AX-305-5G .... 
AX-305-7G . . 


G 


Part No. 

AX-950-0 
AX-950-1 
AX-950-2 
AX-950-3 


CLUTCH HEAD BITS 


INSERT BITS (for 


HEXAGON BITS (ALLEN TYPE) 


SLOTTED SCREW BITS 


1/4” Hex 
- 1/4” Hex 


1/4"’ Hex x .042 x 1/4”, 


Description 
1-1/4" O.A, 
1-1/4" O.A, 
1-1/4" OLA, 
1-1/4” O.A, 
1-1/4" O.A, 
1-1/4” O.A. 
1-1/4" OA, 
1-1/4” O.A, 
1-1/4"" OLA, 
1-1/4"! OLA. 
1-1/4" OA, 


. . .7/8"" Hex x 


» 2... 3/16" Hex x 3” O.A, 


+ 7/32" Hex x 3" O.A, 
» » 1/4" Hex x 3" O.A, 
. . 5/16" Hex x 3" O.A. 
- » . 3/8" Hex x 3’°O.A. 


HOLLOW HEXAGON SCREW BITS (ALLEN TYPE) 


Description 

- 1/4” Hex x 3/32” Hex Bit 
1/4” Hex x 1/8”’ Hex Bit 
. 1/4” Hex x 5/32” Hex Bit 
1/4" Hex x 3/16” Hex Bit 
1/4" Hex x 7/32” Hex Bit 
1/4” Hex x 1/4” Hex Bit 
5/16"" Hex x 5/32” Hex Bit 
5/16’ Hex x 3/16” Hex Bit 
5/16" Hex x 7/32” Hex Bit 
. 5/16” Hex x 1/4” Hex Bit 
5/16" Hex x 5/16" Hex Bit 
5/16” Hex x 3/8" Hex Bit 
7/16” Hex x 3/16” Hex Bit 
7/16" Hex x 7/32" Hex Bit 
- 7/16" Hex x 1/4” Hex Bit 
7/16"’ Hex x 5/16"’ Hex Bit 
- 7/16" Hex x 3/8"’ Hex Bit 
7/16” Hex x 7/16” Hex Bit 
. 7/16" Hex x 1/2”" Hex Bit 
7/16"" Hex x 9/16"" Hex Bit 
+ 7/16" Hex x 5/8” Hex Bit 
- 3/4” Hex x 9/16" Hex Bit 
. . 3/4" Hex x 5/8" Hex Bit 
. . 3/4" Hex x 3/4" Hex Bit 
. . 3/4" Hex x 7/8" Hex Bit 
... 3/4" Hex x 1” Hex Bit 


METRIC HEXAGON BITS (ALLEN TYPE) 


Description 
5/16" Hex x 2.5MM Hex Bit 
. 5/16"" Hex x 3MM Hex Bit 
. 5/16"" Hex x 4MM Hex Bit 
- 5/16” Hex x 5MM Hex Bit 
. 5/16"" Hex x 6MM Hex Bit 
. 5/16"’ Hex x 8MM Hex Bit 
5/16" Hex x 10MM Hex Bit 


Description 
1-1/2" O.A, 
1-1/2” O.A. 
1-1/2” O.A, 


x .034 x 3/16”, 
x .040 x 7/32", 


square 


- 1/4” Hex x .046 x 9/32” 
5/16” Hex x .034 x 3/16”, 
5/16" Hex x .040 x 7/32”, 


. » 5/16" Hex x .042 x 1/4”, 


5/16"" Hex x .046 x 9/32”, 
5/16” Hex x .050 x 5/16”, 
- 5/16” Hex x .055 x 3/8”, 
- 5/16” Hex x .060 x 1/2”, 


FREARSON SCREW BITS (REED & PRINCE) 


. .1/4" Hex x Frearson Bit, 


recess screws) — 1/4" Hex 


+ 1/16" Sq. Insert Bit— 3 & 4 Screw Size 
. .3/32" Sq. Insert Bit — 5-6-7 Screw Size 
. .1/8" Sq. Insert Bit — 8-9-10 Screw Size 
9/64" Sq. Insert Bit — 12-14% Screw Size 


1-1/2" O.A. 
1-1/2" O.A. 
1-1/2” OA. 
1-1/2" OA, 
1-1/2" OA, 
1-1/2" O.A. 
1-1/2" O.A. 
1-3/4” O.A. 


Description 
1-1/8" O.A. 


Description 


. . .5/16" Hex x 5/32"’ Clutch Head Bit 
. . .5/16"" Hex x 3/16" Clutch Head Bit 
. . 5/16" Hex x 1/4” Clutch Head Bit 
. . .5/16” Hex x 5/16" Clutch Head Bit 


Description 


A HEXAGON PHILLIPS BITS 


Part No. Description 
BRGA601 sc ccmne ss om emuee we ares 1/4” Hex x No. 1 Phillips Bit 
ARAAO? oa dae ESS RED R Se ow me oe 1/4” Hex x No. 2 Phillips Bit 
ARMAS) i256) 5 RRR KS av w ols whe RO 1/4” Hex x No. 3 Phillips Bit 
PAB 5.5 ality wise tai wae, Ba Bere awe Oa 5/16” Hex x No. 1 Phillips Bit 
PRAM 2 Yeikac. ois) bias Wise te ew ad ROS teva, Jah Be 5/16” Hex x No. 2 Phillips Bit 
BMABOS 666 oS. ape a8 wis eines 6 Se 5/16” Hex x No. 3 Phillips Bit 
BXA804 oc cc sie cee Dima ce 5/16” Hex x No. 4 Phillips Bit 


B HEXAGON PHILLIPS “POZIDRIV” BITS 


Part No. Description 
AX-480-1SF 1.1... .. 2000s 5/16” Hex x No. 1 Phillips Pozidriv Bit 
AX-480-2SF ........0006 5/16” Hex x No. 2 Phillips Pozidriv Bit 
AX-480-3SF 1... cc et ees 5/16" Hex x No. 3 Phillips Pozidriv Bit 
AX-480-4SF ........200. 5/16” Hex x No. 4 Phillips Pozidriv Bit 


Cc HEXAGON “TORX” BITS 


Part No. Description 
PICGEG TAO iia ee eve wisi wee oe Sera wae Oe 1/4” Hex Torx Bit 
RAG THEO: cies eis is. 3 4 mine wis sha) RR eG ee 5/16” Hex Torx Bit 
AX-SDSIGS Beaae es ewe Re THE Ree oo 5/16” Hex Torx Bit 


D CSD-6MM TRIPLE SQUARE CAP SCREW DRIVER. Bit used on 
oil pump return line retaining bolts on Opel and some Volkswagen 
applications. 7/16” hex x 6MM O.A, 


E CSD-8MM TRIPLE SQUARE CAP SCREW DRIVER. Bit used on 
all Opel serrated fasteners except Opel head bolts and many Volkswagen 


applications. 7/16’" hex x 8MM O.A, 


F CSD-10MM TRIPLE SQUARE CAP SCREW DRIVER. Bit used on 
¢ head bolts on all Opel 1.1 litre engines. 7/16’ hex x 10MM O.A. 


G CSD-12MM TRIPLE SQUARE CAP SCREW DRIVER. Bit used on 
head bolts on all Opel engines other than 1.1 litre 7/16” hex x 12MM O.A. 


H ONE PIECE SOCKET TYPE SCREW DRIVERS 


Part No. Description 
OR sie w we Oth alla: soi were even 1/4” Drive .040” x 1/4” x 1-5/64” O.A, 
BOLDER DY 51 aise sr gut el Vou dscpiencebiatios re 3/8” Drive .058” x 11/32” x 3-3/8” O.A. 
BRAY | i5\.c5s coy cata “Sw way GTS 1/2” Drive .078” x 1-7/32" x 3-1/2” O.A. 


| ONE PIECE SOCKET TYPE PHILLIPS SCREW DRIVERS 


Part No. Description 
PATO G ny car Sanae pak va 8008) & wea Io a fe ew 1/4” Drive x No. 1 Phillips, 2” O.A. 
PUR B22 5 seu we we 6s shine le ee 1/4” Drive x No. 2 Phillips, 2” O.A. 
RCOSS 6. 5/5) aie ea ale a we 3/8” Drive x No. 2 Phillips, 2-5/8” O.A. 
AMES 2s ROOMS ee ROS 3/8” Drive x No. 3 Phillips, 2-5/8” O.A. 
BMBS4 6a e Gae eh wie 6 a wiley 3/8” Drive x No. 4 Phillips, 2-5/8” O.A. 


J ONE PIECE SOCKET TYPE CLUTCH HEAD SCREW DRIVERS 


Part No. Description 
AX-2823G 2... ce nan 3/8” Drive x 5/32’ Clutch Head, 2-5/8” O.A. 
AX-2824G .......... 3/8” Drive x 3/16” Clutch Head, 2-5/8” O.A. 
IACZOSGG swe yi eee be 3/8” Drive x 1/4” Clutch Head, 2-5/8” O.A. 
PRP RO SU iw) wa ao Uwe 3/8” Drive x 5/16” Clutch Head, 2-5/8” O.A. 


PCO COS i saa) isi al sa leara & 3/8” Drive x 3/8” Clutch Head, 2-5/8” O.A. 
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® CORNWELL 
hi olieeeedin Attn eumeeel 


A COMBINATION FLEX HEAD WRENCHES. One of the 
most versatile of tools. Swivel socket that turns 180 degrees to 
clear obstructions. Other end Cornwell’s famous open end wrench 
opening that allows the nut to be gripped not on two but four 
sides. Spin nuts down with one end; do final tightening with 
other. Openings broached to strict tolerances to prevent slippage. 
Slim, comfortable handles of proper length for power. Hammer, 
forged from high quality alloy steel for long service, richl 
chrome plated and polished. 


B CWX-7S COMBINATION FLEX HEAD WRENCH 7 pc. 
SET. Consists of one each: 


Part No, Wrench Size 
CWX12) oe sa Rew ee mR DESERT wR ww 3/8" 
CVA ee cay nies “es de tm de de a ae fee GP ee ee 7/16” 
CWXAIG! i, a ee te el ws wr ee eps, ee alee OR 1/2” 
CWXIS sc cece eh nee enet ea dea 9/16” 
CWHE20) yi) a ae oS we Se a we Oe we © wm wd 5/8” 
CW22 ge i ee ae ow RS OED HG ROE eon 11/16” 
CVS 28: iy te eRe im: Be weet BR oe a td. we, ee AE 3/4” 
K73G gs aacae ee wane eeceeen as Kit Bag 


Opening’s broached to 
strict tolerances to 
prevent slippage. 


Swivel socket 
that turns 180° to clear 
obstructions, 


Cornwell’s famous 

open end wrench opening 
that allows the nut 

to be gripped not on two 
but four sides. 


CORNWELL pioneered and engineered the original Angle Wrench design. 
For many years these wrenches have been regarded by all mechanics and 
industry as the finest in design, weight, balance and service. 


The thin, sturdy, pear shaped heads on each one of these wrenches are of 
the same size wrench opening. One is set at a 15 degree angle and the other 
at a 60 degree angle to the handle allowing maximum nut turning in tight, 
limited access places. 


With this angle arrangement, each wrench gives you four working positions 
and makes it possible to get at nuts and bolts in exceptionally small swing 


areas. 


Made from finest alloy steel and fully chrome plated. The construction is 
light, fully balanced and rugged. 


A WA-21S ANGLE WRENCH 21 pc. SET, 1/4" to 1-1/2” 


Part No, 

AW-0808 
AW-1010 
AW-1212 
AW-1414 
AW-1616 
AW-1818 
AW-2020 
AW-2222 
AW-2424 
AW-2626 
AW-2828 


AW-0808 
AW-1010 
AW-1212 
AW-1414 
AW-1616 
AW-1818 
AW-2020 
AW-2222 
AW-2424 


Cc WA-13S ANGLE WRENCH 13 pc. SET, 1/4” to 1” 


AW-0808 
AW-1010 
AW-1212 
AW-1414 
AW-1616 
AW-1818 
AW-2020 


D WA-9S ANGLE WRENCH 9 pc. SET, 1/4” to 3/4” 


WA-5S ANGLE WRENCH 5 pc. SET. Used to completely service al 
auto air conditioner coolant and hydraulic lines. Set consists of: 


AW-2828 
AW-3030 
AW-3232 


AW-1414 
AW-1616 
AW-1818 
AW-2020 


F STANDARD LENGTH ANGLE WRENCHES 


1-1/16" 
1-1/8” 
1-3/16" 
1-1/4” 
1-5/16"” 
1-3/8" 
1-7/16"" 
1-1/2" 
Kit Bag 


13/16” 
7/8” 
15/16” 
1” 
1-1/16” 


AW-2222 
AW-2424 
AW-2626 
AW-2828 
AW-3030 
AW-3232 
K-130 


AW-1818 
5/16” AW-2020 
3/8” AW-2222 
AW-2424 


7/38” AW-3434 1-1/16" 
15/16” AW-3636 1-1/8” 
1” Kit Bag 


All CORNWELL Combination Wrenches are manufactured from selected 
high carbon alloy steel. Our forging methods have proven, through more 
than 50 years of experience, to be the best for the strongest possible 
wrench without bulk and unnecessary weight. Smooth, comfortable 
handles; slim, trim heads; clean, well defined, accurate openings, and the 
most modern atmospheric controlled heat treating facilities. These are 
reasons why CORNWELL is proud to offer the super fine wrenches and 
wrench sets illustrated. 


A WC1-14S COMBINATION WRENCH 14 pc. SET, REGULAR 
LENGTH. Double hexagon box end openings, 3/8” to 1-1/4’ as follows: 


1 16” cw: te 
1/2” CW-3232 


9/16" CW-3434 1-1/16” 
5/8” CW-3636 1-1/8” 
11/16” CW-4040 1-1/4” 
3/4” K-141 Kit Bag 


13/16" 


B WC1-11S COMBINATION WRENCH 11 pc. SET, REGULAR 
LENGTH. Double hexagon box end openings, 3/8”’ to 1” as follows: 


CW-2222 


Cc WC1-9S COMBINATION WRENCH 9 pc. SET, REGULAR 
LENGTH. Double hexagon box end openings, 3/8” to 7/8"' as follows: 


PartNo. | __Nominal__||__—Part No. __| 


D WC1-7S COMBINATION WRENCH 7 pc. SET, REGULAR 
LENGTH. Double hexagon box end openings, 3/8” to 3/4” as follows: 


PartNo. | Nominal __|__ PartNo. ___| Nominal _| 


E WC2-8S COMBINATION WRENCH 8 pc. SET, REGULAR 
LENGTH. Single hexagon box end openings, 1/4” to 5/8” as follows: 


i Nominal 
CWS-1616 1/2" 
CWS-1818 9/16" 
CWS-2020 5/8” 
K-81 Kit Bag 


F WCS1-6S COMBINATION WRENCH 6 pc. SET, SHORT LENGTH. 
Double hexagon box end openings, 7/16” to 3/4” as follows: 


Nominal 
11/16” 
3/4” 

Kit Bag 


G WC1-5LS COMBINATION WRENCH 5 pc. SET, EXTRA LONG 
LENGTH. Double hexagon box end openings, 1/2” to 3/4” as follows: 


Part No. 
CW-2222L 
CW-2424L 
K-53 


Nominal 
11/16” 
3/4” 

Kit Bag 


The ever popular and universally acclaimed CORNWELL Combination 
Wrenches possess construction features, design and balance not found in 
other wrenches. The famous CORNWELL open end design is set at 15 
degrees from the handle, allowing a nut to be turned with only a 30 degree 
handle movement. Note particularly how the wrench opening grips not 
two, but four sides of the nut. The beautifully proportioned box end is 
offset at 15 degrees to provide ample knuckle clearance as well as clearance 
over obstructions. Available in single and double hex box ends, and short, 
standard and extra long lengths as listed below. Wrench sizes vary from 
1/4” to the large and powerful 2" opening wrench. 


A DOUBLE HEXAGON WRENCHES—REGULAR LENGTH, 5/16” 


to 2” 
Overall 
Length 


RE 

5-1/4" 

i 

7-3/4" 
8-3/4" 
9-9/16" 
10-5/8” 
11-1/2” 


{a2 
13-3/4” 


1-1/16" 


aa | ea 
ae) aes 
11/8" [15-5787 
[6-3/4 
— 


1-1/4" 


ae 277 
CW-4444 1-3/8"" 18” 
CW-4646 1-7/16" 20-5/16"" 
1-1/2" 
few-s2sa 1-5/8” 
1-11/16" 22-1/4” 
CW-5656 1-3/4" 25-3/16”" 
CW-5858 1-13/16” 25-3/16” 


CW-6060 25-3/16"" 


B SINGLE HEXAGON WRENCHES—REGULAR LENGTH, 1/4” to 
5/8" 
Wrench Overall 
Size Length 
CWS-0808 1/4” 4-5/8” 
CwWs-1010 5/16” 5”" 


CwWSs-1111 11/32" 5-1/8" 
Cws-1212 3/8”" 5-1/4” 


[CWS-1414 | 7/16" 6-3/16" 
[CWS-1616 | 


1/2” 7 


CWs-1818 9/16” 7-3/4" 


DOUBLE HEXAGON WRENCHES—EXTRA LONG LENGTHS, 

1/2”’ to 3/4” 
Overal 

7 hee re 
9-1/8" 
CW-1818L 9/16” 10” 
CW-2020L 5/8” 10-7/8"" 
CW-2222L 11/16” 11-3/4” 
3/4” 12-5/8” 


DOUBLE HEXAGON WRENCHES—SHORT LENGTH, 7/16” to 


Overall 
Length 


8 
7/16” 3” 2 
1/2” 5-9/16" z 
9/16” 6-1/8" 2 
5/8” 6-11/16" = 
11/16” 7 > 


3/4" Add 


CORNWELL COMBINATION OFFSET WRENCHES are especially 
designed with a 15 degree offset open end which enables you to clear 
obstructions and still allows turning the nut with only a 30 degree handle 
movement. 


Overall 
Length 


1/2” 
CWO-1818 9/16” 7-3/4" 


COMBINATION 
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A WB1-9S BOX WRENCH 9 pc. SET, REGULAR LENGTH 12 
POINT, 7/16” to 1-1/2” as follows: 


Part No. Description 
BVIRIG Si se a ee we ow ee 7/16” x 1/2” Box Wrench 
BW-18Z0 6 jw kee ke we SE ; et be S 9/16” x 5/8” Box Wrench 
BW 222R oe we GOR RE. FB Bc ve) oe 11/16” x 3/4’ Box Wrench 
BVRZO28) ga. see el el Rm SR ES 13/16” x 7/8” Box Wrench 
MVS 2S ce sx ha eS oe ef Sy a te vee, te 15/16” x 1” Box Wrench 
BW2496) ios we we Ew we Rw 1-1/16” x 1-1/8” Box Wrench 
BW S642 «cee he Taw HOB eS 1-1/8" x 1-5/16” Box Wrench 
BW8046". 6 Gc Swe RH ee Hw 1-1/4" x 1-7/16” Box Wrench 
BW°42Z48 «fg emi ewe baw de ee 2 1-5/16” x 1-1/2” Box Wrench 
S84 its a oh SS) Gee Oe © SHA SE OH is Kit Bag 


B WB1-6S BOX WRENCH 6 pc. SET, REGULAR LENGTH 12 
POINT, 7/16” to 1-1/8” as follows: 


Part No. Description 
BWEIATG: aww ate 6 RR te we 7/16” x 1/2” Box Wrench 
BWEIG20 « ce wm ho Sm woe Oe eR OOo 9/16” x 5/8"’ Box Wrench 
BW2Z228 wk came RH ER He ORR 11/16” x 3/4” Box Wrench 
BW°2628 6s 3 cm he Se Se wR 13/16” x 7/8” Box Wrench 
BY-3082: wa ae mK RM Row SEH Sesia Xd 15/16” x 1” Box Wrench 
BW-S496): ai e-a ww 6 Hm tet. dew Goi 1-1/16” x 1-1/8” Box Wrench 
IOS | sat Sees Seah fos es evap te? alee “h -Sy dG, we ch eS a Be Kit Bag 


Cc WB1-5S BOX WRENCH 5 pc. SET, REGULAR LENGTH 12 
POINT, 3/8” to 1” as follows: 


Part No. Description 
BARU oa a ai “se, ato ey ke. Sr GARE Se 4 3/8” x 7/16" Box Wrench 
BW-1618) 2... 6 ee ok ee ee 1/2” x 9/16” Box Wrench 
BW-2022 wn wwe cee Hw HE 5/8” x 11/16” Box Wrench 
BW2428 3 cei em ce ee wT RM 3/4” x 7/8” Box Wrench 
BWS0S2) go maar ep yw me ier sce 6 aw 15/16” x 1” Box Wrench 
MGS. i cee we wy anew ea a aw WH ae om a ee ae Kit Bag 


D WBS1-6S BOX WRENCH 6 pc. SET, SHORT LENGTH 12 POINT, 
3/8” to 3/4” as follows: 


Part No. Description 
BWHI214S 2. ce Oa ww DO 3/8” x 7/16" Box Wrench 
BW-1416S . 2... eee cw te www ee 7/16” x 1/2” Box Wrench 
BWHIGISS « cow he S See eo Hw DF oe 1/2” x 9/16” Box Wrench 
BW=1S8208) 4, 6 & iosdd % BS ere or 9/16” x 5/8”" Box Wrench 
BW-20245 § bh 6% ie oe eee Oe ee 5/8” x 3/4” Box Wrench 
BW=2220S ik. cme an eh we ew wR SD 11/16” x 3/4” Box Wrench 
K60r cc tens © ee aw Ee HORS RR ES ERT Hie Kit Bag 


E WBS2-5S BOX WRENCH 5 pc. SET, SHORT LENGTH 6 POINT, 
1/4” to 9/16” as follows: 


Part No. Description 
BWS-O8108 2 feces 6% we s 1/4” x 5/16” Box Wrench 
BWS:1012S sca 6 4 HR Ea Bas 5/16” x 3/8” Box Wrench 
BWS-12148) = iia ee bow Fw @ eK wd 3/8” x 7/16” Box Wrench 
BWS1496S) 5c ce ele sw es ee 7/16” x 1/2” Box Wrench 
BYVS-16 788) os i ear we OW ew eo ee 1/2” x 9/16” Box Wrench 
WRT) as “ial es Gi tare, ee ay eid) @ aerate pt at So hy als, ww HS Kit Bag 


F WB2-4S BOX WRENCH 4 pc. SET, REGULAR LENGTH 6 POINT, 
3/8” to 5/8” as follows: 


Part No. Description 
BWS1214. 2 wee ee Se OR ee 3/8” x 7/16” Box Wrench 
BWSI416 «i teee het ne a wes 7/16” x 1/2” Box Wrench 
BWS-1618 cttiwa i bee eRe DOD 1/2” x 9/16” Box Wrench 
BYWS-1620) ae G ae @ WR Asa SOR 9/16” x 5/8” Box Wrench 


ISS Pie sera. ep wi ee 2S Sor ae a Ei Ga ee eS YW ee Hn Ha ws Kit Bag 


CORNWELL DOUBLE OFFSET BOX WRENCHES. The ring-type opening 
prevents spreading or slippage since equal pressure is applied to all sides of 
the nut, and enables you to take a new grip with only a 30 degree handle 
swing. You can work in very tight places because of the thin construction. 


Length 


3/8" x 7/16” 7-1/2" 


7/16" x 1/2” 8-1/8" 

1/2” x 9/16" 8-3/4" 

9/16" x 5/8” 
BW-2022 5/8” x 11/16” aa | ee 
BW-2024 5/8" x 3/4" 
BW-2224 11/16" x 3/4" 


BW-2226 
BW-2428 


11/16” x 13/16” 
3/4" x 7/8" 


11-7/8" 
12-1/2” 


BW-2628 13/16” x 7/8” 13-1/8" 
/BW-3032. 15/16" x 1” 
BW-3236 1" x 1-1/8” 15-1/2” 
BW-3436 1-1/16" x 1-1/8" 15-1/8" 
BW-3440 1-1/16” x 1-1/4" 
BW-3642 1-1/8" x 1-5/16" 
BW-4044 1-1/4” x 1-3/8” 19” 
1%" x 1-7/16" 


PT 1-5/16" x 1-1/2" 18-15/16” 
1-3/8" x 1-1/2” ae 2 


OFFSET BOX WRENCHES, REGULAR LENGTH 6 POINT 


BW-4248 
BW-4448 


Wrench 
Size 

3/8" x 7/16” 
BWS-1416 7/16" x 1/2" BY 
1/2" «9/16! 
9/16" x 5/8” 


Overall 
Length 


Wrench 
Size 
1/4” x 5/16” 


Overall 
Length 
4-1/4" 


5/16” x 3/8" 4-9/16"" 
3/8" x 7/16" 4-3/8" 
7/16” x 1/2” 4-5/8" 
1/2" x 9/16" 5” 
9/16" x 5/8" 5-1/2" 


5/8" x 3/4" 
11/16” x 13/16” 


6" 
6-1/2” 


5/16” x 3/8” 
3/8” x 7/16" 
7/16" x 1/2” 


E HALF MOON BOX WRENCHES, 12 POINT 


Wrench Overall 
Part No. Size Length 


BWM-1618 1/2" x 9/16" 
BWM-1820 9/16” x 5/8” 


Ls ey 
BWM-2024 SoS od) a a a 


BOX WRENCHES 951 


@ convweet 


A WE-10S END WRENCH 


Part No. 

Ew-1012 

EW-1416 2. ew wie a wt 
Ew-1820 .......-. 
EW-2274 «6 wea a 
EW-2628 . 6 kc wwe ws 
EW-3032 «0. 2 wt eee ws 
EW-3436 ....... 
Ew-4042 ........ 
Ew-4446 .......-. 
Ew-4852 


GVO2 cee we ee a 


B WE-8S END WRENCH 8 pe. SET, 


Part No. 
EW-1012 
Ew-1214 
EW-1416 
Ew-1618 
EW-1820 
Ew-2224 
EW-2628 
EW-3032 
K-80 


Gc WE-7S END WRENCH 7 pc. SET, 


Part No. 

Ew-0810 ...... 
EW1214 2 tw 
EW-1618 .. . es ses 
Ew-2022 ....... 
EW-2426 .....4.-. 


10 pc. SET, 5/16” to 1-5/8” as follows: 


Description 

5/16” x 3/8" End Wrench 
7/16" x 1/2” End Wrench 

- « 9/16" x 5/8" End Wrench 
« « 11/16" x 3/4” End Wrench 
- 13/16” x 7/8" End Wrench 

» « « 15/16" x 1” End Wrench 
+ 1-1/16"" x 1-1/8"" End Wrench 
. 1-1/4" x 1-5/16” End Wrench 
- 1-3/8" x 1-7/16"" End Wrench 
1- ve x 1- hicoal End Wrench 
Kit Bag 


5/16” to 1" as follows: 


Description 

- « 5/16” x 3/8” End Wrench 
» » 3/8" x 7/16" End Wrench 
- « 7/16" x 1/2” End Wrench 
» « 1/2"'x 9/16" End Wrench 
a 9/16” x 5/8” End Wrench 
41/16" x 3/4” End Wrench 

. 13/16” x 7/8” End Wrench 
Fle iid x 1" End Wrench 

F Kit Bag 


1/4” to 1-1/8" as follows: 


Description 

1/4" x 5/16"" End Wrench 
3/8" x 7/16"" End Wrench 

» 1/2" x 9/16"’ End Wrench 
- 5/8" x 11/16” End Wrench 
- 3/4" x 13/16” End Wrench 


EW-2830 . 7/8" x 15/16” End Wrench 
EW-3236 «oe « 1x 1-1/8" End Wrench 
K-70 as tee ss i a eee . . » Kit Bag 
D WE-6S END WRENCH 6 pe. SET, 1/4” to 5/8"’ as follows: 

Part No. Description 
Ew-0810 1/4" x 5/16"" End Wrench 
Ew-1012 5/16" x 3/8"’ End Wrench 
Ew-1214 3/8” x 7/16" End Wrench 
Ew-1416 7/16"" x 1/2" End Wrench 
Ew-1618 1/2” x 9/16" End Wrench 
Ew-1820 cape x —_ End Wrench 
K-60 eR ewe hk eee ES wo ae Kit Bag 
E ZZ-WI-8S BASIC IGNITION WRENCH 8 pc. SET as follows: 

Part No, Description 
ME-15/64-60 - 13/64" x 15/64" Wrench 
ME-1/4-60 + » 7/32" x 1/4” Wrench 
ME-13/64-60 - 15/64" x 13/64" Wrench 
ME-7/32-60 1/4" x 7/32" Wrench 
ME-S/16-60 - 9/32"" x 5/16"" Wrench 
ME-9/32-60 - 5/16"" x 9/32”" Wrench 
ME-3/8-60 . - 11/32"' x 3/8" Wrench 
ME-11/32-60 sales x 11/32" Wrench 
KB-K82 - ai Kit Bag 
F WE-4-S MIDGET END WRENCH 4 pc. SET. This set contains one 
each of the following wrenches in a red vinyl kit bag: 

Part No, Description 
Ew-2 13/64" x 7/32” End Wrench 
Ew-4 - 15/64" x 1/4". End Wrench 
Ew-6 9/32" x 11/32” End Wrench 
Ew-8 — x —_ End Wrench 
K-40 Kit Bag 


G ZZ-WI-13S IGNITION WRENCH 13 pc. SET. Cornwell’s complete 


ignition wrench set as follows: 


Part No. Description 
ME-15/64-60 - 13/64"" x 15/64”’ Wrench 
ME-1/4-60 » «= 7/32" x 1/4” Wrench 
ME-13/64-60 . 15/64" x 13/64” Wrench 
ME-7/32-60 1/4" x 7/32"" Wrench 
ME-5/16-60 - 9/32" x 5/16" Wrench 
ME-9/32-60 . 5/16" x 9/32"" Wrench 
ME-3/8-60 - 11/32" x 3/8" Wrench 
ME-11/32-60 . sil x 11/32" Wrench 
RB-FG16 . Feeler Gauge 
WK-P15 - Ignition Pliers 
ST-1014 “spark Tester Screw Driver 
UL-D2 . . 5- de agi Screw Starter 
HL-70-10100 i Point File 
KB-K-131 A ee ae Kit Bag 
H ZZ-WI-8AS IGNITION WRENCH 8 pc. SET as follows: 

Part No. Description 
Ew-2 13/64" x 7/32" End Wrench 
Ew-4 . 15/64’ x 1/4” End Wrench 
EW-6 9/32" x 11/32” End Wrench 
Ew-8 5/16" x 3/8” End Wrench 
UL-D2 B . 5-1/4"’ Screw Starter 
ST-1014 ‘Spark Tester Screw Driver 
WK-P15_.. » Ignition Plier 
RB-FG16 . Feeler Gauge 
KB-K83 Kit Bag 


CORNWELL Open End Wrenches are forged from the finest alloy 
steel, heat treated and designed so that the jaws grip four sides of 
the nut. The jaws are offset 15 degrees so that a hex nut can be 
rotated with only a 30 degree swing of the wrench. 


A 
Part No. 


EW-0810 


5/16” x 3/8” 
3/8” x 7/16" 
7/16" x 1/2" 


112" x 9116" — 


yA ae 


9/16" x 5/8” 

19/32” x 11/16” a 
5/8” x 11/16” i Aas 
5/8” x 3/4” 
11/16” x 3/4” 
3/4” x 13/16” 
3[A” x 718" 
13/16" x 7/8” 
7/8” x 15/16” 
18/16" x 1" 
15/16” x 1-1/16” 
1x 11/8" 
1-1/16” x 1-1/8” 
1-1/16" x 1-1/4” 
1-1/4” x 1-5/16” 


1-3/8” x 1-7/16” 15-1/2” 
1-1/2” x 1-5/8” 17” 


Overall 
Length 


13/64” x 7/32" 
15/64” x 1/4” 
9/32” x 11/32" 
5/16” x 3/8” 


C IGNITION WRENCHES. Designed for obstruction 
clearance. Heads are offset 15° and 60° 


Overall 
Length 


15/64” 3-1/16" 
7a" 


A WF2-8S COMBINATION FLARE NUT WRENCH 8 pce. SET, 3/8” 
to 7/8’. Contains eight wrenches and kit bag as follows: 


Part No. Description 
CWFI212 2.2 ce eee wee mee Hw 3/8” Flare Nut Wrench 
GUIMESTSIA: a ea ey we ce soe le Soe & . . 7/16” Flare Nut Wrench 
CWEAIGIG: cnc K& KE DR H KR ewe HS 1/2” Flare Nut Wrench 
CWr-ISIS cai iat eiewez ene be 9/16” Flare Nut Wrench 
CWF-2020° 2 kee siete eae Re ws 5/8” Flare Nut Wrench 
CWR2222) fe i baw. ae ew Be we 11/16” Flare Nut Wrench 
CWE-2424 0c 6 oe we a ee eS HR OOS HOE 3/4” Flare Nut Wrench 
CWE 2628) fie dom ee ewe He . . .7/8” Flare Nut Wrench 
K-80 ay mt sie aun, SW Selatan, aie dart tae LM eve ey ee: bund ee o> eh te Kit Bag 


B WF2-5S COMBINATION FLARE NUT WRENCH 5 pce. SET, 3/8” 
to 5/8”. Contains five wrenches and kit bag as follows: 


Part No. Description 
CWNFIZI2 = 5) a. See) ered ap je Coo aah . . 3/8” Flare Nut Wrench 
CWRN414. <j ce 5 BRED AT Ye RDS B 7/16” Flare Nut Wrench 
CWRIGIG «nce ae eee em we FoR TTR 1/2” Flare Nut Wrench 
CWEHISIS. sic he ae es ww ee oe 9/16” Flare Nut Wrench 
CWE2020 «ota WS DH DS Ree . 5/8” Flare Nut Wrench 
K-52 oo et eee eee ew hw Hew Rw eS . . Kit Bag 


C BWF-3S DOUBLE END FLARE NUT WRENCH 3 pc. SET, 1/4” to 
9/16” Contains three wrenches and kit bag as follows: 


Part No. Description 
BWF-O0810 . 282 sce tsuwe 1/4” x 5/16” Double Flare Nut Wrench 
BWF1214 ok we wo te me 3/8” x 7/16” Double Flare Nut Wrench 
BWEIGIO’ bcc hc OR HS 1/2” x 9/16” Double Flare Nut Wrench 
K-31 e Ue a 2 BE Gree Sent ace. la. at anes bee var Sy Kit Bag 


D WT-8S TAPPET WRENCH 8 pc. SET, 7/16” to 7/8’’. Contains 2 of 
each of the following wrenches and kit bag: 


Part No. Description 
DVVETAIG: 555 iat sae ar SS SB ep we we eee 7/16" x 1/2” Tappet Wrench 
TW1618.. 2 ck am HR We HR a SH Bu 1/2” x 9/16” Tappet Wrench 
TW2022) cn ce rn ee ew ee RR 5/8” x 11/16” Tappet Wrench 
TWEZ4ZE) x: 6 tenella wt Ree eae 3/4” x 7/8" Tappet Wrench 
CO nhs hee boetne £65 cea awe Kit Bag \ 
Ear id . , E WT-6S TAPPET WRENCH 6 pc. SET, 7/16” to 11/16’’. Contains 2 
COBY? E | FEE . of each of the following wrenches and kit bag: 
Part No. Description 
j TEM UATG: i ieiel an Rec aye) Said teckel st Mend 7/16” x 1/2” Tappet Wrench 
te _ ss TWIG «§ cs S68 GR we OLR 1/2” x 9/16” Tappet Wrench 
ie ae} ¢ TZU! oS Seow ak eS Ee ae ws 5/8” x 11/16” Tappet Wrench 
; L Le CON at hk 6 RR RH wk WG EPH Oba es Kit Bag 
, _— 
oil F 2Z-RB6S RATCHETING BOX WRENCH 6 pc. SET, 1/4” to 
15/16”. Contains six double hexagon wrenches and kit bag as follows: 
Part No. Description 
RB-G10D .. 6c ieee Ba 1/4” x 5/16” Ratcheting Box Wrench 
RE12Z14D «sek iw wee we a 3/8” x 7/16” Ratcheting Box Wrench 
RB-1G18D «wwe Ke ee ee 1/2” x 9/16” Ratcheting Box Wrench 
RB+2022) 6s 6. BS Hoe ews 5/8” x 11/16” Ratcheting Box Wrench 
RB-2428) gs Se BK GR TS GG 3/4” x 7/8” Ratcheting Box Wrench 
RB-2630 «9: hee eo ae @ 13/16” x 15/16” Ratcheting Box Wrench 
KeG2> epi dire sat ey es SB ee oe RE SOR Kit Bag 
G 2Z-RBM7S METRIC RATCHETING BOX WRENCH 7 pc. SET. 
Contains 7 wrenches and kit bag as follows: 
Part No. Description 
RB-MO706 .. 2. ws eee et we 7MM x 8MM Ratcheting Box Wrench 
RB-MO910 ..... 3 = © os 9MM x 10MM Ratcheting Box Wrench 
REMG2 os oe ee wa) we pe 11MM x 12MM Ratcheting Box Wrench 
RE-MISI4. 2. 22 js ew wes . 13MM x 14MM Ratcheting Box Wrench 
RB-MI617 2 aes wwe He 15MM x 17MM Ratcheting Box Wrench 
RB-M1618 .......... 16MM x 18MM Ratcheting Box Wrench 
RB-M1920 .......... 19MM x 20MM Ratcheting Box Wrench 
REKZ? epeanan east = oe ae hk oe eee we Be es Kit Bag 


A UP-HWK14S HEX SOCKET SCREW WRENCH SET, .050” to 5/8”. 
Contains fourteen wrenches and kit bag as follows: 


: UP-HW8 
1/16” UP-HW10 5/16” 


5/64” UP-HW12 3/8” 
3/32” UP-HW16 1/2” 
1/8” UP-HW18 9/16” 
5/32” UP-HW20 5/8” 
3/16” KB-K140 Kit Bag 
7/32” 


UP-HWK11S HEX SOCKET SCREW WRENCH SET, .050” to 1/4”. 
an a ee a a ae 
050" 
1/16" 
5/64” 
3/32” 


7/64" 
1/8” 


B UP-HWK9LS LONG HEX SOCKET SCREW WRENCH SET, 5/64” 
to 3/8”. Contains nine wrenches and kit bag as follows: 


UP-HW2%L 


UP-HW3L 3/32” 
UP-HW4L 1/8” 

UP-HW5L 5/32” 
UP-HW6L 3/16” 


UP-HWM9S METRIC ALLEN WRENCH SET. Complete selection at 
your finger tips. Contains nine wrenches and kit bag as follows: 


Part No. Description 
UPPHWMZ aaa ew se Se Saw ES Ge 2MM Metric Allen Wrench 
UR-HWM24 ¢ 3 © % 5 Gwe Rw . 2.5MM Metric Allen Wrench 
UPHWMS «2s csc we twee HHT HD 3MM Metric Allen Wrench 
UPRIMA: 35) céia eh eve: ron ck ae ae es Be Ge 4MM Metric Allen Wrench 
UPHWMS sta 08% & eo He TH 5MM Metric Allen Wrench 
UP-HWME -.6 6 ee ce ww ew 2: . « « 6MM Metric Allen Wrench 
MUR EIVUI sae ce: a) Se cee cet ha Ban nes ew, Te eS 8MM Metric Allen Wrench 
UP-AWMIO sax ice twee THB EHS 10MM Metric Allen Wrench 
UP-HWMG2 6 ea ae og wm ew eR 12MM Metric Allen Wrench 
KBKOS 2062. Hae ERED HSS Rw Me we ew Kit Bag 


¢ LS-43070 SPEED HEX SOCKET SCREW WRENCH SET, 5/64” to 
3/16”. Consists of seven L-shaped Speed Hex Wrenches that can be 
inserted into a socket screw at up to a 20 degree angle without binding. 
Sizes 5/64’, 3/32", 7/64”, 1/8”, 9/64", 5/32” and 3/16"’. Comes in a vinyl 
pouch. 


D TR-BWK10S MULTIPLE SPLINE WRENCH SET. Contains ten 
wrenches for set screws from No. 4 to 1/2” and cap screws from No. 0 to 
5/16” in KB-K100 kit bag. 


E 2Z-HS7S HOLLOW SHAFT NUT DRIVER SET. Contains seven 
hollow Speed Nut Drivers from 3/16” to 3/8” in kit bag as follows: 


3/16” SD-HS10 
7/32" SD-HS11 
1/4” SD-HS12 
9/32" KB-K72 


F UP-7K HEX KNIFE WRENCH SET. Contains seven wrenches from 
.050” to 3/16”. For set screws from No. 3 to 3/8”. 


G SD-PS-120 SET. Consists of ten nut drivers (3/32”, 1/8’, 5/32”, 
3/16", 7/32", 1/4’, 9/32", 5/16", 11/32’’ and 3/8’), 1 torque amplifier 
(1 x 3-1/8”). 


SPECIAL SERVICE 
WRENCH SETS 55 


A DOUBLE END FLARE NUT WRENCHES. Open ends slip easily 
over fuel, oil and vacuum lines, and are offset 15 degrees for obstruction 
clearance. Close tolerance hex openings fit nuts snugly to eliminate 


slippage and damage. 
Overall 
Length 


1/4” x 5/16” 
3/8” x 7/16” 
BWF-1618 1/2” x 9/16" 


COMBINATION FLARE NUT WRENCHES. A combination split 


box wrench and extra thick end wrench for use on brass fittings and over 
tubing and pipe in close places; a wrench that will turn soft nuts without 


damaging them. 
Overall 
Length 


|CWF-1212 3/8” 
|CWF-1414 
|CWF-1616 


9/16" 
5/8" 
11/16” | 7-1/8" 
3/4” 
CWF-2828 7/8" P 81/4" 


=|~ 
~~ 
Ny] = 
10 


DOUBLE END TAPPET WRENCHES. Different size openings on 


each end offset at 15 degrees for obstruction clearance. 
Overall 
Length 
7/16" x 1/2” 


a | (aes) 
1/2” x 9/16” a a 
Or 
ae | 


3/4" x 7/8" 


RATCHETING BOX WRENCHES, 6 pt. 


Part No. Wrench Size 
«1/4 x 5/16” 

eee st e's Ose x 7/16" 

1/2" x 9/16" 


RATCHETING BOX WRENCHES, 12 pt. 


Part No. Wrench Size 
1/4” x 5/16” 

3/8" x 7/16" 

» .1/2""x 9/16" 

- 5/8" x 11/16” 

-.. 5/8" x 3/4” 


F = STANDARD LENGTH HEX HEAD WRENCHES 

a | | 7/32" 
1/16” | ay eee 
HW2% 5/64” | ss] 
[eo 18/S2r p38” 
HW3¥ 7764 
a) | a 

9/16” 
| 


HW42 9/64" 


eS 


BIP| P| PP 


SPECIAL 
56 SERVICE WRENCHES 


A SCREW DRIVER HANDLES. Blades snap in and out easily. 
Patented spring lock holds blades firmly. 


SD-PH25 REGULAR HANDLE. The following blades will fit the 
SD-PH25, SD-GB1, SD-GB2, SD-PS136, SD-PS214, and SD-PS356. 


SD-PH26 STUBBY HANDLE. The following blades will fit the 
SD-PH26, SD-PS020 and SD-PS036. 


B REVERSIBLE STUBBY BLADES. 
SD-PS020 No. 1 Phillips and 3/16” Slotted. 
SD-PS036 No. 2 Phillips and 1/4” Slotted. 


Cc REVERSIBLE STANDARD BLADES. 
SD-PS136 No. 1 Phillips and 3/16” Slotted. 
SD-PS214 No. 2 Phillips and 1/4” Slotted. 
SD-PS356 No. 3 Phillips and 5/16” Slotted. 
SD-GB1 3/16” and 5/32” Clutch Driver. 
SD-GB2 5/16” and 1/4” Clutch Driver. 


D NYLON SCREW STARTERS. 
AC-NH2 Nylon Screw Starter 2-1/2’’ O.A. 
AC-NH6 Nylon Screw Starter 6” O.A. 
AC-NH@9 Nylon Screw Starter 9” O.A. 


é E PHILLIPS SCREW STARTERS. 
UL-PD9 Phillips Screw Starter 2-3/4” O.A. 
UL-PD10 Phillips Screw Starter 6” O.A. 


F SCREW STARTERS WITH MAGNET. 
CF-174 Screw Starter 2-1/2” O.A. 
CF-175 Screw Starter 5-1/4” O.A. 
CF-176 Screw Starter 9” O.A. 


G SD-PS88 SCREW DRIVER SET. Consists of 5 slotted screw drivers 
(3/32", 1/8”, 5/32", 3/16” and 1/4”), three Phillips screw drivers (No. 0, 
No. 1, and No. 2), one torque amplifier. 


H NUT DRIVERS. Shanks are made from fine alloy steel with 
accurate, precision built hex openings. The heat treated shanks are hollow 
for bolt clearance. 


SD-HS6 

SD-HS7 

SD-HS8 

SD-HS9 

SD-HS10 

SD-HS11 

SD-HS12 

SD-HS14 7-3/8" 
SD-HS16 7-3/8" 


‘ l 2Z-SD4S REVERSIBLE SCREW DRIVER SET. Contains thre 
blades and one handle in a vinyl pouch as follows: 


Part No. Description 
RSDP EL Qe cata ia sd SOS: whey Seach an fa She Shee WO Standard Reversible Handle 
SD-PS136 cccccs i esenwwss No. 1 Phillips arid 3/16” Slotted Blade 
SDPS214 acewe ani ne eewiae a & No. 2 Phillips and 1/4” Slotted Blade 
SERS SBS a. ca: ite tat si ances Pine Salas No. 3 Phillips and 5/16” Slotted Blade 


J 22Z-SD3S REVERSIBLE STUBBY SCREW DRIVER SET. Contains 
two stubby blades and one stubby handle in a viny! pouch as follows: 


Description 
eer Tere eer a eee eee Stubby Reversible Handle 


No. 1 Phillips and 3/16” Slotted Blade 
airy ee we Sioa ae we aed No. 2 Phillips and 1/4” Slotted Blade 


SPECIAL 
PURPOSE DRIVERS %S7 


A CORNWELL-ALLIED Screw Drivers are forged from tough, aisi 
6150 chrome vanadium electric furnace steel, which easily withstands 
heaviest usage without twisting or snapping. Shockproof, breakproof, blue 
plastic handles are shaped to perfect grip and balance. 


SCREWDRIVERS FOR SLOTTED SCREWS 


Part No. Description | Part No. Description 
SD-401 1/8” x 2" Pocket || SD-806 1/4” x 6” Square 
|SD-402__ | 


1/8” x 2” Round 
1/8” x 6" Round 5/16” x 6” Square 
3/16” x 3’° Square 5/16” x 12” Square 
3/16” x 6” Square 3/8” x 8’ Square 
1/4” x 1-1/4” Square 3/8” x 12”’ Square 
$D-1618__[ 7/16” x 18” Square 
B SSD-1619P HEAVY DUTY SCREW DRIVER. 19” blade length, 
1/2” square stock with a 5/8” wide tip. 25-1/2” O.A. 


Cc PHILLIPS SCREW DRIVERS 


1x e” 
No. 2 Stubby 
No. 2 x 4” 


lo 
PHILLIPS SCREW DRIVERS WITH “SUPER” BLADES 


Description 
No. 1 x 1/2” 
No. 1 x 3” 
No. 2 x 1/2” | PD-306PX | No. 3 x 6” 


D CLUTCH HEAD SCREW DRIVERS 


Part No. _ | Description | port No. [Description | 
sb-3996_|1/8" x 4” ['s>-600e_| 1/4" x4" 
[sb-4006_ |3/32" x 37} sp-8006 | 9732" x 67 
[sb-5006__]9/167x 4" $0-10006 | 3/6" 6” 


E ZZ-SD7S SCREW DRIVER 7 pc. SET. Contains the following screw ( 
drivers in a metal edge box. 


Part No. Description 
SD-402) wc eines ce mam eeae ce we 1/8” x 2” Slotted Screw Driver 
SO-608) seicitgccne thedw ie Se oe 3/16” x 3” Slotted Screw Driver 
SD-606. « dwaceiscteeamez ea e's 3/16" x 6’ Slotted Screw Driver 
SD 804: 5 6c emus es 2S Some wi en 4 1/4” x 4” Slotted Screw Driver 
SE MOUG)! 5,’ AiG inten a, Scan Baddatec tee whe 5/16” x 6” Slotted Screw Driver 
SD=2103P asccwciisvwemnneeaa ds No. 1 x 3” Phillips Screw Driver 
SO 2204 i wr ain aiipwce Sie ewe eo a No. 2 x 4” Phillips Screw Driver 


F ZZ-SD6S SCREW DRIVER 6 pc. SET. Contains the following screw 
drivers in a metal edge box. 


Part No. Description 
SDBOS 5 bss cick fp tar es guna & warm vee 3/16” x 3°’ Slotted Screw Driver 
MOO 55D. A Bi aid es wal wha he wee 3/16” x 6’ Slotted Screw Driver 
SD:804 Gc tate ee ee guaaeales 1/4” x 4” Slotted Screw Driver 
SEESOG ee cece 6 we oe be Oe Me Re 1/4” x 6” Slotted Screw Driver 
BD TOSPX. 5.46: oi a: oe interes ere es wid No. 1 x 3” “Super” Phillips Screw Driver 
PD-204PX. «is nedaeteecnud No. 2 x 4” “Super” Phillips Screw Driver 


G REPLACEMENT HANDLES 


Part No. Description 
SD:80SK a js! es Sh ore whe oS ea Handle for SD-801 and SD-2202P 
SD-904K% sc bees wd Handle for SD-402, SD-406 and SD-2202P 
SD-906XN 2 wae ee ee wan Handle for SD-603, SD-606 and SD-2103P 
$SD-907X ....... Handle for SD-804, 806, 2210P, 2220P and 2204P 


i kates Wp. SP vey Gales) Handle for SD-1006, SD-1012 and SD-2306P 


A MC-SDU-7PS UTILITY LINE SCREW DRIVER 7 pc. SET, 
PLASTIC HANDLES. The set consists of the screw drivers listed below. 


Part Overall 


Number 


Square 
Stock Size 
1/4” 


MC-P5168 5/16” 13-1/2” 
MC-P3168 3/16” 
MC-P146 1/4” 


MC-P3164 8” 
MC-P3162 6” 
MC-P182 43/47 | 


B MC-SDU-7S UTILITY LINE SCREW DRIVER 7 pc. SET, WOOD 
HANDLES. The set consists of the screw drivers listed below. 


- 
Square Overall 
Stock Size Length 
5/16” 

3/16” 
1/4” 


=" 
4-3/4” 


Cc MC-SDU-5S UTILITY LINE SCREW DRIVER 5 pc. SET, WOOD 
HANDLES. The set consists of the screw drivers listed below. 


Square Overall 
Stock Size Length 
3/16” 12” 
11” 

3” 

6" 
4-3/4" 


D MAGNETIC SCREW DRIVER SETS. Cornwell magnetic screw 
drivers feature a powerful Alnico magnet securely mounted in the shaft 
which holds the bit in place as well as the steel screw on the bit for easy 
starting. It will work with slotted, Phillips, hollow hex and Frearson 
screws, Extra bits are stored in a hollow section of the handle. The handles 
are shockproof fluted plastic. 


CA-84 MAGNETIC SCREW DRIVER. 4” shank length, 8” O.A. 
with four bits in the hollow handle as follows: AX-445-1, AX-445-3, 
AX-440-1 and AX-440-2. 


CA-84-1 Cap only. 
CA-84-2 Handle only. 


) CA-114 MAGNETIC SCREW DRIVER. 7” shank length, 11” O.A. 
| with four bits in the hollow handle as follows: AX-445-1, AX-445-3, 
AX-440-1 and AX-440-2. 


CA-83 SOLID HANDLE MAGNETIC SCREW DRIVER. 8” without 
bits O.A. This 1/4” screw driver features a powerful Alnico magnet 
securely mounted in the shaft which holds the bit in place as well as the 
steel screw on the bit for easy starting. Handle is shockproof fluted plastic. 


CA-113 SOLID HANDLE MAGNETIC SCREW DRIVER. 11” 
without bits O.A. This 1/4” screw driver features a powerful Alnico 
magnet securely mounted in the shaft which holds the bit in place as well 
as the steel screw on the bit for easy starting. The handle is shockproof 
fluted plastic. 


E JA-211 FLEXIBLE SCREW DRIVER. 5-1/2” shank length, 8” O.A. 


F OFFSET PHILLIPS SCREW DRIVERS. The points of these tools 
are accurately machined from alloy steel. 


PD-112 No. 1 and No, 2 x 4-1/2” O.A. 


PD-113 No. 3 and No. 4 x 5-1/2” O.A. 


SCREW DRIVERS 


CORNWELL Chisels and Punches have been recognized for years 
as the most durable and satisfactory available. They are the result 
of the right blend of the finest alloy steel, properly hammer 
forged and heat treated. The shock of driving hardened pins with 
punches precludes extreme hardness without danger of fracture. 
Chisels are made to hold a fine cutting edge in the toughest work 
and the striking end must accept repeated blows without fracture 
or undue mushrooming. 


A KCP-17S CHISEL AND PUNCH 17 pc. SET. Set consists 


Part No. Description 
FC? 8 oe SH aw Oe ORS Sata Sos Flat Chisel 
BGG ee eee Se ee eee ee oe Bw Flat Chisel 
FES -,s @ eB wewS RET Ee ES HR RK ES Flat Chisel 
FO10) ss me 8: he BAG 8 & soe we wom a ehee Flat Chisel 
FGIG 1.446 6e he ® oS hae Se Ow Be Flat Chisel 
DGA 2 oS ee we ws ewe ee we me wy Diamond Chisel 
DGG «v2 ene etanwvi vw tree e was Diamond Chisel 
COE. ck mw meee we ee eee RT Cape Chisel 
GO, ward BB eos te 54 Ee he Gouge Chisel 
CRG « ws ed @ Ew BG w@ @ © Rw BR aS Center Punch 
DP2 gee awe eGR vr in wm ss Bs Drift Punch 
DPS ecay wtet nde pa. So bs Be beh BOS Drift Punch 
Pome kta tap ar oaks em, Geen Go aes hy a SD Oe me We ee Pin Punch 
PP1I0 ce ee Manne ce eeR ER OE Bs Pin Punch 
PRA sce ame wig OC a Nee eRe ee oes Pin Punch 
RPG dio ew Ra a Ee GS a we we OT Rivet Punch 
RPS c<ceneeetabatancawe es Rivet Punch 
NCSU, zg ss ee ds ah Ge a ee A a es ee me ae Kit Bag 


Part No. Description 
FCG 26@¢¢ 84 &a ah et Soe Pw & we ee Flat Chisel 
FG arse ss Ge “cies Sn ede ese on Ge we Bs Flat Chisel 
GTO) ae aks sat os ae & ek Bt Hoy EB Se Sa Flat Chisel 
D62 cite eeeREHER EEE SE He Diamond Chisel 
CG?) s€-caeee boned SE eRe Se oe ee Cape Chisel 
CHG << so @ © Bw wn & Oe OER eS Oe ws Center Punch 
DRS. wake © eens oS Hi dh wo Oe Wwe RSG Drift Punch 
RP4 ce Ge wh Re ee ee Rivet Punch 
REG ee ws Wm Bow Sk ae a ww RD! a aha Rivet Punch 
PROTO) . by we -h  e we. wacn eG WH Maree BA ae te 8 Pin Punch 
PRAZ: “es a wm @ Ghee Ae we Sm Ee wD S Pin Punch 
PP14 face ee HOKE DR @ uw . . . « Pin Punch 


K120 gcc haem Shee ee we RE we ee Kit Bag 


¢ KCP-8S CHISEL AND PUNCH 8 pc. SET. Set consists of: 


Part No. Description 
FG oe ow wo BGs Se ee SP Ba we we Flat Chisel 
RP2 2c 8B RHR K DE HRT wR w Ds Rivet Punch 
CP. 6h OS & Boe Oe 6 ee we eae & Center Punch 
DE? aS e Sod be Se ee are ee Drift Punch 
PPO cca ee Re MR DERE RH S BB H BOD Pin Punch 
PRA 5. ee me su 8 ae apm fe ide ee mee ew ees Pin Punch 


PPG) osc ck x Se Se ee ee Soe eee SO & ok S-5 Pin Punch 
Leone we ee ee ww Bw ww Pin Punch 
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We strongly urge normal good safety practice when using chisels and 
punches. Safety goggles should always be used. Don’t allow the striking 
end to become badly mushroomed. It is good practice to occasionally dress 
the striking end to reduce danger of flying chips. The striking ends of all 
CORNWELL Chisels and Punches are made softer than the cutting or 


driving ends. This is a safety factor for you. Keep your tools sharp and 
they will provide you with the greatest tool satisfaction you have ever 
experienced. 

A KPP-9S PIN PUNCH 9 pc. SET. Point sizes from 1/16” through 
3/8”. 

Part No. Description 
PPA baw ee RE EE we ew . . . . . 1/16” pt. Pin Punch 
PP4 5 we ee ER DS BRT eR STS S 5/64” pt. Pin Punch 
PES & w@ Wt TS RS mw Sl ee a HS 3/32” pt. Pin Punch 
PRS seth te, Ss He Oe BO ee eS. Se FZ 1/8” pt. Pin Punch 
Pel oe ee eS aR ee om Se Bw ssa 5/32” pt. Pin Punch 
PRI2 geet ee i we POR Rw ws . . 3/16” pt. Pin Punch 
PEW: san caniiagme nee * & - . + « 15/64" pt. Pin Punch 
PE1G 4.4% £0 owe ax, dh i me te, Waal deh 5/16” pt. Pin Punch 
BPS TE! si Gat war wee HO eek Ze_Sel He Dw ae Se Ha oS . .3/8” pt. Pin Punch 


t ere sk aes We boc wae ae Kit Bag 
B KPP-5S PIN PUNCH 5 pc. SET. Point sizes from 1/16” through 


1/8". 

Part No. Description 
PP2h is stds, Gee ee Se Se we ee Mee OB 1/16” pt. Pin Punch 
PPS i ys we he we Ce OR HES DE DHS 5/64” pt. Pin Punch 
PPG . i wwe Stk Dee i/o wm eo . . 3/32” pt. Pin Punch 
BP-Be ce i? acs ape? PR ew Re ot @ Whee wm 2 . .1/8" pt. Pin Punch 
PP10 5 je HP @ a a ee ee 5/32” pt. Pin Punch 
K-57 a? Say ac Nee ymin Sa NG: Fe) Sar, 3 Se 0 ee De oe Sow aw Kit Bag 


Cc KDPL-5S LONG TAPER DRIFT PUNCH 5 pc. SET. Point sizes are 
from 3/32” through 3/8”. 


Part No. Description 
DP2S) 2 sew eee eM soe eee « 23/32" pt. x 10” Drift Punch 
DPSS) .. 66 ewe ee Hw . . . « 23/16” pt. x 11” Drift Punch 
DPGS . 455 fKKS O HR EHH Tw . 1/4” pt. x 12” Drift Punch 
DP-IOS! "5 & ae ww Sos Sew a ee Sal 5/16” pt. x 14” Drift Punch 
DPAI4S a Seca @ ie de ht Bae 3/8” pt. x 16” Drift Punch 
K-53 «seta ba dw ew caw ee ew owe as . . Kit Bag 


D KDP-5S DRIFT PUNCH 5 pc. SET. Point sizes from 1/16” through 


7/32”, 

| Part No. Description 
DP2 akc eK EMER SORE 1/16” pt. x 5” Drift Punch 
Bre Sas GOR aig Me Ge w & & & BS 3/32” pt. x 6” Drift Punch 
DPS 6k i we ew ey ie toner Teer te . . . .1/8” pt. x 8” Drift Punch 
DRS 6 ee Fae e oe RS . . » « « 5/32” pt. x 9” Drift Punch 
DPIO «i nae ee RET DRT OOM w .7/32” pt. x 11” Drift Punch 
K-54 cv ew ev eee ae a ee ee Se » «sas Kit Bag 


E KFC-5S FLAT CHISEL 5 pc. SET. Cutting widths from 3/8” 
through 7/8”. 


Description 

soe ew we ee 3/8" cut x 5%” Flat Chisel 

a ee ee ee ae 29/64” cut x 6”’ Flat Chisel 

oD Roo @ » « 17/32” cut x 6%” Flat Chisel 

soe ww we we » 8/4" cutx 7%’ Flat Chisel 

PE woe ae ee OB we RS SS ee 7/8” cut x 9” Flat Chisel 


PUNCH & 
CHISEL SETS _ 6! 


A FC-12-L LONG FLAT CHISEL. Used for manifold 
nut removal and body work. 5/8” hexagon stock 3/4” 
cutting edge, O.A. length 20”, black oxide. 


5/16” 5-1/2” 
a a 


6-3/4" 


E CAPE CHISELS 
[sick | tongs | cut 


F FLAT CHISELS 


3/8" 
FCA 
Fos | 3” | 6” | _29/6e"| 
7a2" 
ro12 | se” | 1” | _3/a”_| 
Foie | 3a" | 9" | 7/8" _| 
Fc20 | ve" | 11" | 15/16" 
Fc22 | ze" | 16" ___| 15/16" 


oy 
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A PRICK PUNCHES 


Part No. Stock Length 
CP-10 5/16” 6” 


DP-10SP 5/8" 


Stock 
5/16” 
3/8” 
1/2” 


1/2" 
5/8” 


7-1/2” 
11” 
a1" 
12” 
13-1/2" 


DP-28 
3/16” 
| 1/4” 
| 5/16” 


3/8” 


F GP-UP1 UTILITY PUNCH. The blade is 4-1/2’ O.A. and 
ground to a sharp center punch point. The handle end is 5/8” 
hexagon steel. 


G = BB-GA25 PUNCH & CHISEL HOLDER. Grips tool up to 
1” diameter. Twist of the handled shank locks and holds tool 
firmly. 7-3/8" O.A. 


H  JA-18A AUTOMATIC CENTER PUNCH. Automatically 
strikes blow when downward pressure is applied. An adjustable 
knurled cap regulates the force of blow. 7/16” x 4-3/4” O.A. 


JA-18T Replacement T ip. 


PUNCHES & CHISELS G3 


The Pry Bars described and illustrated on this page are made from specially 
selected alloy steel to provide the greatest strength and life obtainable. 
However, steel alone cannot make a tool outstanding. Great care is taken in 
the hot forging operations and heat treatment. Forging temperatures of 
2000 degrees are carefully maintained and the required shapes are slowly 
and accurately drawn by hundreds of hammer blows. Skilled craftsmen 
with many years of experience in CORNWELL hot forging methods are 
required for this exacting work. Such manufacturing care results in tools of 
exceptional quality—void of forging seams and cold shuts. Finally, heat 
treatment in atmosphere controlled furnaces produces uniform hardness 
for maximum strength with greatest tool life. No wonder mechanics who 
know quality are insisting on CORNWELL tools. 


A PB-3 PINCH AND PRY BAR. Made from 1/2” hexagon steel, 16” 
O.A. 


B “LADY FOOT’ PRY AND LINING-UP BARS. Tremendous 
leverage is possible with the lady foot end of these bars. The lining-up end 
is long and tapered with a pointed end. 


PB-5 PRY BAR, 1/2” hexagon, 16” O.A. 
PB-6 PRY BAR, 5/8” hexagon, 18” O.A. 
PB-7 PRY BAR, 3/4” hexagon, 24” O0.A. 
PB-8 PRY BAR, 3/8” hexagon, 8” O.A. 


C PINCH AND LINING-UP BARS. 


PB-16 PRY BAR, 1/2” hexagon, 16” O.A. 
PB-18 PRY BAR, 5/8” hexagon, 18” O.A. 
PB-24 PRY BAR, 3/4” hexagon, 24” O.A. 
PB-30 PRY BAR, 7/8” hexagon, 30” O.A. 


D SCA-805 SCRATCH AWL. Plastic handle gives a comfortable grip 
for punching, marking and lining-up work, 8-1/2” O.A. 


E RY-800 SCRATCH AWL. Blade extends completely through 
handle. The blade is 6-1/2” O.A. 


F GP-930 UTILITY PUNCH. The blade is 4-1/2’ 0.A. and ground to 
a sharp center punch point. The handle end is 5/8” hexagon steel. 


G CPP-5 COTTER PIN PULLER. 5/16” x 7 -1/2” long. 


H CS-10 RIGID CARBON SCRAPER. Alloy steel, 1” blade width, 
11-1/2” O.A. 


CS-5 CARBON SCRAPER. Blade length 3’, 7” 0.A. 


| GO-C66-1-1/4S STIFF PUTTY KNIFE. Natural wood handle. Blade 
width 1-1/4”, thickness .045”, 7-1/2” O.A. 


J GA-02360 3’’ BLADE FLEXIBLE PUTTY KNIFE. Black 
shatterproof handle. Blade width 3”, 8” O.A. 


K GA-02160 PUTTY KNIFE. Black shatterproof handle. Blade width 
1-9/16”’, thickness .050’, 8”’ O.A. 


GA-02210 CHISEL PUTTY KNIFE. Black shatterproof handle. 
Blade width 1-5/16”, thickness .058”, 8’’ O.A. 


L CE-3031 SCRIBER. One end has fully hardened point. Hook at 
other end, not hardened, for removing seals, gaskets and packing. Length 
0.A.7”. (Not Illustrated) 


PRY BARS, 
AWLS & SCRAPERS 


A OF-1972 COLD CHISEL. Cut bolts, nuts, tees, angles, or frame 
members. Every mechanic, whatever his trade, will find dozens of uses. 


B OF-1975 RIVET & BOLT CUTTER. Shear rivets and bolts in 
bumpers, grills, frames and brackets. Don’t take the hazard of a blow 
torch. 


OF-1960 SPOT WELD BREAKER. An ideal tool for cutting weld 
pots. Also for cutting moulding as well as rivets. 


D OF-1997 TAPER PUNCH. This punch has a 1/8” diameter point for 
driving out pins and rivets. 


E OF-1955 BODY RIPPER. A favorite among the body service men. 
Cuts fast and clean short radius, thus eliminating added work in edging and 
welding. 


F OF-1965 MUFFLER & TAILPIPE REMOVER. Separate telescoped 
tubing without damage to inner section. 


G OF-1971 SPLITTING TOOL. Slice through bushings, cylinder 
sleeves and muffler connections. 


H OF-1957 PANEL CUTTER. The cut curls away on this fast cutting 
precision tool. Cut either straight or radius on body or door panels. 


l OF-1958 SLOTTED-STYLE PANEL CUTTER. This style leaves a 
clean and smooth edge with the cut curling up through the slot. 


J OF-1966 “INSIDE’” MUFFLER CUTTER. Use the proper tool for 
these jobs. The design of the convex cutting edge fits the inside of the 
muffler, 


K OF-1967 “OUTSIDE’’ MUFFLER CUTTER. The concave cutting 
edge of this tool is shaped to fit the outside of the muffler. 


L OF-1968 TAILPIPE CUTOFF TOOL. The thin blade with sharp 
concave edge cuts off tailpipe with ease. 


M OF-1956 DOUBLE-CUT BODY RIPPER. Get twice the life with 
two cutting edges on this body service tool. 


N OF-1959 SHEET METAL TRIMMER. Not a panel cutter, but for 
use on lighter weight sheet metal. Use as an edger without stretch or 
distortion which eliminates much grinding. 


(e) OF-1961 PANEL CUTTER. This style especially good for tight 
cutting radius. Cuts smooth and fast. 


P OF-1969 COMBINATION MUFFLER CUTTER. Can be used either 
as an inside or an outside muffler cutter. Also adapted to many other 
ripping and cutting jobs. 


Q OF-1979 TAPER PUNCH. 3/8” dia. point. Punch holes in sheet 
metal for entrance of screws or wires. Drive rivets or hinge pins. Use for 
peening or crimping bodies. 


R OF-1990 IDLER ARM BUSHING CUTTER. Remove bushing from 
idler arm by cutting with this tool, designed with a higher cutting angle. 
Also use as a panel cutter. 


S OF-1993 TIE ROD SLEEVE BREAKER. Vibration of this tool 
breaks loose rust and corrosion from threads of tie rod assembly to permit 
easy adjustment of removal. 


T OF-1995 TIE ROD SEPARATOR. 21/32” opening between jaws. 
Use a fork with the correct width opening to do the job quickly and 
properly, 


U OF-1996 BALL JOINT SEPARATOR. 15/16” opening between 
jaws. Similar in design to our OF-1995, but designed to handle ball joints 
with a minimum of extra shock to the assembly. 


PNEUMATIC CHISELS GS 


A GP-500 SANDING KIT. A total sanding system is 
achieved through this combination of a 5” sander, 
accessories, attachments and the TWIST-LOCK Disc 
System. This kit offers complete versatility at minimum 
expense which means profitability! For tool protection 
the case is tough polyethylene. Kit consists of: 


Part No. Description 


V=GP2714. we hae oe ee wows Orbital Finishing Tool 
1=GP910). sags ceeanes caved een Air Regulator 
1—GP-781 .......... 1%" Twist-Lock Back-up Pad 
1—GP-775 cis pean sae Twist-Lock Nut Adaptor 
PGP 209F oes i Gains OR wm ee x Hub Wrenches 
T=GP-780 scceiiivas 5” Twist-Lock Back-up Pad 
T=GP-71401 2 we ce eee w ae Glue-on Disc Adaptor 
T]GP777 cee beens we %"" Supreme Chuck & Key 
SD van So one Rome 1%" Laminated Twist-Lock Discs 
2 mas Ame Med 5” Fiber backed Twist-Lock Discs 
2 ee ee 5” Laminated Twist-Lock Discs 


B  GP-610 METAL SHEARS. Pneumatic shears cut 
easily and smoothly through all types of materials. Body 
shops, sheet metal shops, tinsmiths and_ plastic 
fabricators all find this tool indispensible. Individual 
blades are replaceable. Included; Model GP-910 air 
regulator and pneumatic rotary tool oil. 


GP-61072 Extra Blade Set. (Three blades). 


C SANDING DISCS. 


Part No. Description 
GP-78524 oii ee cine 5” Twist-Lock Sanding Discs(25) 24 Grit 
GP-78536) wis cies wee 5” Twist-Lock Sanding Discs(25) 36 Grit 
GP-78550 ......... 5” Twist-Lock Sanding Discs(25) 50 Grit 
GP:78580) gc625... 55 5” Twist-Lock Sanding Discs(25) 80 Grit 
GP27 1450) 5 & we wes 5” Laminated Twist-Lock Discs(25) 50 Grit 
GP-71480 ....... 5” Laminated Twist-Lock Discs(25) 80 Grit 
GP-71420 ...... 5” Laminated Twist-Lock Discs(25) 120 Grit 
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A GP-335 ALL-PURPOSE PNEUMATIC HAMMER. Hammer 
will cut sheet metal at 15 feet per minute. Gun is most effective 
as a weld buster and rivet cutter. 


Bs GP-330 HEAVY DUTY PNEUMATIC HAMMER. Excellent 
where bolt and rivet cutting demand extra power. Will drive 
5/32” cold steel rivet. 


Cc GP-727 PNEUMATIC SPEED SANDER. Operates on 
80-150 psi air pressure. Uses 6 cfm at 90 psi. Speed 7,000-10,500 
RPM at 80-150 psi. 


D  GP-101 PNEUMATIC HI-SPEED DRILL. Drill is 
particularly adaptable to wood, plastic, rubber, aluminum, brass 
and sheet metal where contact with the material is brief. Uses 
80-150 psi air pressure — 17,000 RPM at 150 psi. 


E GP-724 5’ PNEUMATIC SPEED SANDER. Gives better 
finish—requires less filling—less surfacer. Operates on 80-150 psi 
of air pressure—uses 4 cfm at 80 psi. Speed 13,000 RPM at 80 psi. 
With fiber back up pads. 


GP-72595 2-7/8" Fiber Back Up Pad 
GP-72596 4-1/2” Fiber Back Up Pad 
GP-S80 Pad Nut 


F GP-325 EXTRA HEAVY DUTY PNEUMATIC HAMMER. 
With a 3-1/8 oz. piston and 2-1/4” stroke, it can deliver from a 
light tapping action to a powerful repeated blow. This makes it 
ideal for engine repair and front end work where full power is 
often required. Operates on 80 to 150 psi. Uses 4 cfm at 80 psi. 


G  GP-211 PNEUMATIC DIE GRINDER. The grinder is 
adaptable to many applications such as deburring, grinding, 
skiving, etc. Operates on 80 to 125 psi air pressure. 13,000 RPM 
at 80 psi. 


H BACK UP PADS 
GP-785 5” DIAMETER TWIST-LOCK BACK UP PAD 
GP-783 3” DIAMETER TWIST-LOCK BACK UP PAD 


RETAINER SPRINGS 
GP-796 UNIVERSAL TOOL RETAINER SPRING 
GP-795 BEEHIVE TOOL RETAINER SPRING 


J GP-777 1/4” DRILL CHUCK ATTACHMENT. A %” 
Chuck designed to fit the arbor of the GP-725 Sander. 


K —_GP-714 ORBITAL PAD. Combines orbital action with soft 
flexible Twist-Lock pad to leave no directional grain marks. Ideal 
for feather edging and smooth finishing. Uses Twist-Lock discs or 
glue-on discs when used with 71401-5” glue-on disc adapter 
which is furnished with each tool. For model GP-716 and 
GP-725. Use 50-60 psi. 


L GP-910 AIR REGULATOR. This accessory gives you air 
metering at the tool for best performance. Made for 4” pipe size 
air inlets giving close control over a wide range of pressures. 
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A AC-40SK FLEXIBLE DRIVER SET. 1/4” Drive. A long reach 
flexible shaft with 1/4” square drive — makes tough jobs easy. Can be used 
as a carburetor adjusting tool, distributor adjusting tool, screw starter or 
magnetic pickup tool. Set consists of the following items: 


AG-40S9) dic os HS ee ee Ae 1/8” Hex Wrench Adaptor 
AC408 22) ac ee ae Bw ele oS Gio Slotted Screw Driver Adapto 
AGC40S-S) seed 55% sha weeds Slotted Screw Starter Adaptor 
BO AOS 4: wie cid os Oem i eee eR E Magnetic Adaptor 
AGA0SS wcaecs ce enwewes 1/4” drive Flexible Driver only 


B ET-466 CARBURETOR ADJUSTING TOOL. Piloted screw driver 
set at right angle, with positive gear drive to eliminate back lash error in 
making carburetor adjustments. 18” O.A. 


Cc AC-40M CARBURETOR ADJUSTING SCREW DRIVER. A long 
reach screw driver incorporating a finder sleeve to keep the blade centrally 
located on the screw. The knurled grip handle allows accurate minute 
adjustment. The offset of the blade in the long-reach shank greatly 
simplifies a tedious job. 


D AC-40P DISTRIBUTOR ADJUSTING TOOL. 22” long. Has a 
knurled knob at one end for easy gripping and at the other end is a 1/8” 
hexagon Allen bit. 


E JA-111 CARBURETOR NEEDLE VALVE AND DISTRIBUTOR 
ADJUSTING TOOL. 11-3/4” long. Adjusting blade length 7/8”; 5/16” 
diameter flexible steel cable. 


JA-K11 CARBURETOR SOCKET AND CLIP ONLY. 


F DW-18C F-85 JET FIRE CARBURETOR AND OLDSMOBILE 
DISTRIBUTOR WRENCH. The DW-18C will clear the body strut. A 9/16” 
12 point, box style wrench that will provide maximum swing in limited 
clearances. 


G DW-16FMA FORD DISTRIBUTOR WRENCH. 1/2” double 
hexagon box wrench for 1957 and later Ford cars. The bends of this 
wrench provide clearance between the distributor and the firewall. 16-1/4” 
O.A. 


H DW-18B GM DISTRIBUTOR WRENCH. 9/16” 12 point box 
wrench especially designed for GM distributors. 


I DW-16C CHRYSLER DISTRIBUTOR WRENCH. 1/2” double 
hexagon distributor wrench for 8 cylinder late model Chrysler products. 
The offset at the head is 1-5/8”, providing ample clearance around 
distributor wires, 19” O.A. 


J LS-46500 CARBURETOR PIN TOOL. For fast, sure removal and 
installation of carburetor linkage pins. 


K SG-3 SNAP GAP SET. Everything you need to set ignition points 
and spark plugs. Complete with 5 adaptor rings, durable steel feeler and 
adaptor blades, wire gauges, and electrode bender, and the exclusive, new 
“dial-a-gap” hex wrench point-setting tool, all in a compact plastic case. 


L LS-56250 TACH-RITE CARBURETOR TOOL. Provides positive 
control of rpm setting for tuning, timing and servicing with no 
re-adjustment of idle speed screw necessary. Simply insert tool between 
idle screw and stop. Then, turn the knurled knob on the tach-rite to run 
the throttle to the desired position while setting the timing, servicing air 
conditioning, or making other adjustments. Removal of the tach-rite 
automatically allows throttle to return to normal idle. 
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A ZZ-WI-13S IGNITION WRENCH SET. Consists of 13 tools in a kit 
bag as follows: 


Part No. Description 
Chsl7S 64.55 Reese FT OOD SS 5-1/4"’ O.A. Screw Starter with Magnet 
Bet Les EPAPER NCOs css cosh Jet ca: Se RGN RK Gs PR eo EGET ae Bey Bay ela send Point File 
MES US/GA-BO) is ce sem oa oS eye: em fe a 13/64”’ x 15/64” Ignition Wrench 
WOR IASG! saa: wi ce we RS wah me or tee ww HA 7/32" x 1/4” Ignition Wrench 
MESUS/64-60 wicwe cess we new aoe bs 15/64” x 13/64” Ignition Wrench 
ME:7/32-60 vaca e ces Re BRR SES DS 1/4” x 7/32” Ignition Wrench 
ME-S/IG-GOl cinca cates ea mem ee KS 9/32” x 5/16” Ignition Wrench 
MEGS 2560) pina m b Se Wie memm &R o> 5/16” x 9/32” Ignition Wrench 
| PERSP BRB O! fcc. vir sn ceiving raid “tet ia) Seine Sa SRP On 11/32” x 3/8” Ignition Wrench 
| ME-11/3260 wv ncc ccs cemewive se 3/8’ x 11/32” Ignition Wrench 
WHEPIS 22 ee at Bae es REE SS Oe Se Ow ER ar Ignition Plier 
RG-FGUG 4.48 ei Bes REA SS SH MERE SSSR ee Feeler Gauge 
SIOTOIS. ob HMR Ss TADS DT SESS Spark Testing Screw Driver 
FSG IIG))) GS Sct guid ie us me Bo a Da Me DR eee we @ ee Bo Kit Bag 


B ZZ-WI-8AS IGNITION WRENCH SET. Consists of 8 tools in a kit 
bag as follows: 


Part No. Description 
CES? co PRS ESS OR Sew ee 5-1/4” Screw Starter with Magnet 
ENV ARY  aiia¥s: Acie coxyat iebus lech Sri we arose 13/64” x 7/32” Ignition Wrench 
) PVE oi ise, 6a ser ge boy ia tac Geni oa a a oe 15/64” x 1/4” Ignition Wrench 
) NEG ik oe eerie Ms ce ww et Te we WLS 9/32” x 11/32” Ignition Wrench 
EWS. ct asco se oe REO ME OS 5/16” x 3/8” Ignition Wrench 
WHSPTS sc. haw ee Ss RR RS ETS He Fe we Ignition Plier 
RePGlG «at ngaedt Dae VAS SE ERD TASS tHE Feeler Gauge 
STs1094 ck ck DRESSED SHARE BETS BH Spark Testing Screw Driver 
PCOS) Ba ace Sr we he SD MEE MS ROE WSS ae Bas eS Kit Bag 


C ZZ-WI-8S BASIC IGNITION WRENCH SET. Consists of 8 wrenches 
in a kit bag as follows: 


Part No. Description 

MEst5/64-60) 2 wee ee eee 13/64” x 15/64” Ignition Wrench 
) MESW/4560 iaaanceaac eS ae ae & Ea 7/32” x 1/4” Ignition Wrench 
| ME-13/64-60 os cceqse sem emew sa 15/64” x 13/64” Ignition Wrench 
ME-7/32-60 . cite cette eases 1/4” x 7/32” Ignition Wrench 
ME-S/16560'.. accent tem mmase tae 9/32" x 5/16” Ignition Wrench 
ME-9/32:60 2.6. eee eee 5/16” x 9/32” Ignition Wrench 
IMG<S/CsG0 ascites ee ew we 11/32” x 3/8”’ Ignition Wrench 
MESt1/32-60 siaweatdsca tv eruwmws eas 3/8” x 11/32” Ignition Wrench 
KEKE? 6 sp ae A CTT RRM EP HRDESK OS MOO we Kit Bag 


D RB-FG16 MASTER IGNITION GAUGE, Contains sixteen 1-3/4” 
blades of the following thicknesses: .011, .012, .013, .014, .015, .016, 
.017, .018, .019, .020, .022, .024, .025, .028, .030, .032. 


E SF-MA16 PORTABLE IGNITION UNIT. Designed to start your 
boat or car engine instantly, in case of ignition failure without points, 
condenser, or coil and no ignition key needed. Operates with any 12 voit 
conventional or solid state ignition system. 


F TUNGSTEN POINT FILES. Double cut Tungsten files that do a 
clean, efficient job of filing breaker points. Has finger holds on the end of 
the handles. 


HL-70-10100 FILE, 5”’ long x .046” thick. 
HL-70-02470 FILE, 5” long x .018”’ thick. 


G CORNWELL FLEXSTONES. Works in spaces too tight for a regular 
file. They will bend or twist without breaking. 


RN-1 FLEXSTONE, 4-1/2" long x .040” thick. 
RN-2 FLEXSTONE, 4-1/2” long x .025” thick. 


H ST-1014 SPARK TESTING SCREW DRIVER. 


! ET-66 SPARK PLUG TESTER. Quick-check capacitive type. 
Excellent for checking carbon impregnated wires. 


J ET-65 PENCIL TYPE WIRE TESTER. Will work on both 6 and 12 
voit systems. 


ET-65A Neon Tube. 


K UL-SP250 SPARK PLUG STARTER. Grips spark plugs firmly but 
releases easily. Keeps hands away from hot engine. Flexible shaft directs 
Plugs under hoses, even into unseen holes. Electric shock-proof handle. 
Works on both 5/8” and 13/16” Spark Plugs. 


L KL-812 OHMMETER. This new ohmmeter is an accurate precision 
resistance measuring instrument with hundreds of uses. 
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A RB-FG9 SPARK PLUG GAUGE AND BENDER. Seven wire sizes: | 
.020, .025, .028, .030, .032, .035, .040. Four Benders: .055, .065, .110, 
.140. 


B JA-100 SPARK PLUG HOLE RETHREADER. When changing 
spark plugs, first chase out the threads with this precision rethreader tool. 
Necessary when working on aluminum heads and installing plugs with 
longer reach. The JA-100 renews and chases threads in both 14MM an 
18MM plug holes. Use with any 13/16” socket. 


Cc CF-71 SPARK PLUG GAPPING TOOL. This spark plug gapping 
tool is used for 14MM and 18MM regular and commercial spark plugs. Will 
gap plugs at any one of the following ten settings: .018, .020, .022, .025, 
-027, .028, .030, .032, .034 and .035. 


CF-71-1 Gauge Plate only. 


CF-70 SPARK PLUG GAPPING TOOL. This spark plug gapping 
tool is used for the new 5/8” hex plugs as used in the newer Buick and 
Chevrolet engines. Will gap plugs at any one of the following ten settings: 
-022, .025, .026, .028, .030, .032, .035, .036, .038 and .040. ( 


CF-70-1 Gauge Plate only. 


D PU-TE59A INSULATED SPARK PLUG TERMINAL PLIER. Jaws 
incorporate two openings, smaller one for gripping terminals and the other 
for insulators. 


E LS-51500 SPARK PLUG WIRE PULLER. Nylon stops the shocks 
and beats the heat and burns. Helps you pull spark plug wires quickly, 
easily and without damage to the wire or rubber protectors. Gives a good 
firm grip. 


F T-2220SP 5/8—6 PT. SPARK PLUG SOCKET, 3/8” SQUARE 
DRIVE. For removal and installation of 5/8” spark plugs found on General 
Motors cars and small stationary or portable type engines. 2-5/16” O.A., 
chrome plated . . . comes with RL-30 rubber porcelain protector. 


G T-2226SP 13/16’""—6 PT. SPARK PLUG SOCKET, 3/8" SQUARE 
DRIVE. Socket is also provided with a 3/4” male hex 2-7/16” long, and 
includes an RL-60 rubber porcelain protector. 


H T-3126SP 13/16”—12 PT. SPARK PLUG SOCKET, 1/2” SQUARE 
DRIVE. This deep socket is 2-5/8” long and has an especially thin wall for 
clearance into spark plug cavities on modern vehicles. 


I U-2220LSP 5/8”—6 PT. UNIVERSAL SPARK PLUG SOCKET, 
3/8"" SQUARE DRIVE. Provides needed flexibility. Uses RL-30 rubber 
porcelain protector. 3-3/16” O.A. 


U-2226LSP 13/16’"—6 PT. UNIVERSAL SPARK PLUG SOCKET, 
3/8" SQUARE DRIVE. Uses RL-60 rubber porcelain protector. 3-5/16” 
O.A. 


J UP-2220LSP 5/8’—6 PT. POWER UNIVERSAL SPARK PLUG 
SOCKET, 3/8” SQUARE DRIVE. Ball joint type socket provides 
flexibility needed to use air powered tools to remove and replace spark 
plugs. Uses RL-30 rubber porcelain protector. 3-1/2” O.A. 


UP-2226LSP 13/16’—6 PT. POWER UNIVERSAL SPARK PLUG 
SOCKET, 3/8" SQUARE DRIVE. Ball joint type socket provides 
flexibility needed to use air powered tools to remove and replace spark 
plugs. Uses RL-60 rubber porcelain protector. 3-5/8” O.A. 


A CP-710 “HI-SPEED’’ ZIP-GUN with quick-change retainer, built-in 
power control and teasing throttle. This ‘Hi-Speed Zip-Gun Hammer is 
designed for muffler, brake and body shop use, speeds removal of exhaust 
systems, shock absorber nuts, brake drums, license bolts, panels, etc. Rapid 
hammer action saves 75% of cutting time. 


B CP-714 “HI-POWER” ZIP-GUN with quick-change retainers, built-in 
power control, and teasing trigger. The heavy-hitting smooth-operating Zip 
Gun Hammer is the most versatile tool in use today. Removes king pins, 
shackle pins, ball joints, universal joints, idler arm bushings, etc. Further 
used for cutting, ripping, bumping, shearing, scraping, punching, driving — 
practically anything. Built-in power control and teasing action trigger allow 
accurate control. Streamline design permits the CP-714 Zip-Gun Hammer 
to get into tight places that hand tools can’t reach. 


a CP-720 AIR-WRENCH. This tool is used for fast removal and 
replacement of small fasteners. Light and compact, this Air-Wrench gets 
into most tight places. Ideal for general repair and body shops, service 
stations and small engine repair shops. Is equipped with built-in power 
regulator and a “‘Butterfly”’ throttle that provides instant forward/reverse 
without changing grip. LOK-ON angle head that easily secures to 
Air-Wrench is available. This attachment increases tool’s usefulness by as 
much as 30% by getting at fasteners around corners not normally accessible 
to a power tool. 


D CP-720-20 AIR-WRENCH SET includes: CP-720 plus LOK-ON 
Angle Head, 6 sockets (3/8”’ to 11/16” hex), protector cover and case. 


E CP-721 AIR-WRENCH with pistol grip-handle. This Air-Wrench, 
with pistol-grip handle is designed for use on bench work. Ideal for 
transmission tear-down and assembly, this tool is also suited for 
maintenance work in marina’s, motor cycle shops and small engine repair 
centers. Tool is equipped with convenient one-hand forward/reverse 
button, built-in power regulator, teasing trigger control and CP’s supported 
ring socket retainer that makes socket changing quick and simple. LOK-ON 
Angle Head attachment that easily secures to Air-Wrench is available. This 
attachment increases tool’s usefulness by as much as 30% by getting at 
fasteners around corners not normally accessible to a power tool. 


F CP-728 SPEED-RATCHET with trigger control. This new Speed 
Ratchet is just like a hand ratchet wrench. Except there’s air power built 
into the handle. It’s used like a regular hand ratchet. One quick hand jerk 
breaks the screw or bolt loose. Then, when the button is squeezed, air 
power does the rest. Spins fasteners off or on 90% faster without the 
knuckle-bruising, tiring back-and-forth motion normally experienced on 
close-quarter ratchet wrench jobs. Mechanics who use a hand ratchet will 
agree that this is the most useful, labor saving new tool they have seenin 
years. It is ideal for removing and replacing spark plugs, carburetors, water 
pumps and air conditioning units, for auto body and small engine repairs, 
and makes short work of servicing automatic transmissions in addition to 
) its many other applications. 


G CP-734 AIR-WRENCH. Ideal for the “‘line’’ mechanic, this 
Air-Wrench features the CP‘‘Dyna-Pact”” hammer and reliable Power Vane 
Motor that provide reserve power and speed for fast work output. Is 
designed in weight and size for convenient one-hand operation—with 
one-hand forward/reverse and built-in power regulator. QUICK-LOK Angle 
Head is available with CP-734 that permits handling 30% more jobs than is 
possible with other wrenches not having this featured accessory. 


H CP-734-34 AIR-WRENCH SET includes: CP-734 Air-Wrench, 
QUICK-LOK Angle Head, protector cover, 6 sockets (1/2”’ to 13/16” hex), 
and carrying case. 


CP-734-2 AIR-WRENCH is supplied with 2’? Extended Shank and 
Flip-Socket (3/4”’ and 13/16” hex). (not illustrated) 


| CP-740 AIR-WRENCH with supported ring socket retainer. This is 
the heavier-duty, super-quality Air-Wrench specifically designed for tool 
applications that require everything extra to get the job done. This 
Air-Wrench offers the ultimate in dependability, performance and 
all-around quality. Has VARI-TORK and built-in power control for 
positive torque output. Is equipped with rubber scuff guards, back and 
front, for additional housing protection. 


J CP-784 AIR-POWERED DRILL with 3-Jaw Jacobs Chuck and Key. 
Ideal for every 3/8" application, this Air-Drill’s light weight, high quality 
construction includes a one-piece housing design that maintains correct 
alignment of tool components for greater drilling accuracy, while insuring 
less wear and longer tool life, precision bearings throughout for added 
durability, genuine Jacobs chuck, trigger control that provides infinitely 
variable speeds, and burn-out-proof motor at a price everyone can afford. 
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A GE-6G12 BATTERY BOOSTER CABLES. Six gauge, 49 strand 
solid copper wire with solid copper clamps. 12’ O.A. 


GE-4G12 EXTRA HEAVY-DUTY BATTERY BOOSTER CABLES. 
Four gauge, 133 strand solid copper wire with solid copper clamps. 12 
O.A. 


B BB-TE808A COMBINATION SPARK PLUG & CIRCUIT TESTER. 
Can be used as straight type for checking 6 & 12 volt automotive electrical 
systems or a pistol grip for inaccessible points. 


BB-TE808A-2 Replacement Bulb 
BB-TE808A-9 Replacement Tip 


Cc RX-75B BATTERY FILLER. Made of heavy-duty rubber with 6 oz. 
capacity. 10%” O.A. 


D RX-100BH BATTERY HYDROMETER. Interchangeable parts can 
be replaced. Indispensable for electric self-starting and lighting equipment. 


E AN-32698 PLASTIC BATTERY POST CLEANER. Tapered male 
brush for cable ends. Female brush slips easily over the battery post for 
cleaning terminals. 


AN-32699 — Ten AN-32698 in Display Pack. 


F EM-9 STARTER CURRENT INDICATOR. Simply hold the EM-9 
against the wire to check starter draw. 


EM-8 GENERATOR CURRENT INDICATOR. Simply hold the 
EM-8 against the wire to check generator current. 


G FX-PB1 REMOTE CONTROL STARTER SWITCH. Control the 
operation of the engine while working from either side of the car. 


H KA-G520 STARTER & GENERATOR CURRENT INDICATOR. A 
handy 2 in 1 indicator for checking both draw & generator output. Simply 
hold the KA-G520 against the wire and make the test. No connection 
needed. Clear dial markings, two scales, 830—O0—80 & 400—0—400. 


I PL-70-032 BATTERY CARRIER. Patented locking device with 
extension arms makes it possible to lift newer style batteries with posts on 
the same side of the case straight up. No acid spills — no bruised legs. 
Simply fasten the clamps to each terminal, swivel the extensions toward 
the center line of the battery, and lift straight up. 


J PY-201 BATTERY LIFT. The PY-201 battery lift holds the battery 
in a position at a distance from your clothing during the carrying process, 
therefore eliminates possible burns. Self centering handle. Automatically 
locks battery to tool when handle is raised to carrying position. 


K TE-52 TEST LEADS. Two 24” leads make possible “‘jumping” any 
part of the electrical system. 


L KL-786 VOLTAGE TESTER. This voltage tester can be used to 
check voltage available at any electrical component or connection as well 
as total battery voltage in a D.C. electrical system up to 16 volts. The tester 
can also be used to determine the voltage setting of the charging system 
regulator, condition of ground connections, voltage drop across 
connections, and total battery voltage when starting circuit is in operation. 


M KL-787 AMPERES TESTER. This amperes tester can be used to 
determine amperage flow through any line or circuit, and the amperage 
requirements of any electrical automotive accessory. Its 60 amp capacity 
provides a range capable of testing all popular automotive D.C. electrical 
components, 


N ET-69 SHORT FINDER. Shirt pocket model with handy plastic 
case. 


Oo LS-56500 WIRE TERMINAL TOOL. Designed to help the mechanic 
easily remove wires from terminal blocks without damage to either the 
wire or terminal. The tool is compact for ease in handling and fits most 
common sizes of terminal blocks — American makes and models plus some 
imports. 
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A PU-BT-21 UNIVERSAL CLAMP LIFTER. Will instantly remove 
even the most badly corroded clamp. 


B LS-54000 BATTERY TERMINAL PULLER. A handy tool that 
makes it easy to remove battery cable clamps without breaking or 
damaging the battery post. Positive locking jaws get under the clamps — no 
slipping. 


Cc BT-20 BATTERY CABLE CLAMP SPREADER. 1-5/8” offset 
serrated jaws to spread and clean terminal clamps in one operation. 


D BT-14 BATTERY PLIER. Can be used as a battery plier and is also 
handy for brake nut adjusting. 


E BT-55 METAL BATTERY POST CLEANER. Tapered male brush 
for cable ends. Female brush slips easily over the battery post for cleaning 
terminals. 


F LS-11000 BATTERY POST & TERMINAL CLEANER. Sharp 
stainless steel wire cutters shave corrosion and deposits from battery posts 
and terminals quickly, easily. Cutters hold edge many jobs longer than 
brush type and fit both positive & negative sizes without adjustment. One 
piece polpropylene case. 


G BT-75 BATTERY POST AND CLAMP SHAPER AND CLEANER. 
Cleans and shapes both positive and negative posts. Non-conductive plastic 
body. Tempered spring steel post blades. Unique design for easier grip and 
handling. 


H TE-54 DUAL HAND CONTROLLED STARTER RELAY SWITCH. 
Tests and services all electrical systems up to 24 volts. 


| TE-50 CHECK POINT TESTER. Check 6 V. or 12 V. circuits with 
power on. Includes rubber wire and alligator clip. Bulb is replaceable. 


TE-1847 Bulb 


TE-48 COMBINATION HIGH AND LOW VOLT CIRCUIT 
TESTER. Checks shorts and breaks with power on. Bulb is replaceable. 


TE-48-9 Bulb 


J TE-51 BATTERY POWERED ELECTRICAL CIRCUIT TESTER. 
Containing its own batteries, the TE-51 will check circuits with power off. 


BATTERY 
ON ay 


CELL JESTER 


TE-51-1 Bulb only. 


K KL-5 BATTERY CELL TESTER. Designed to check true voltage of 
individual cells on regular automotive batteries as well as hard top 
batteries. This is a small, compact unit, housed in rubber to prevent 
scratching of automotive finishes and withstand rough handling. Dial face 
is calibrated in volts and is color coded for fast, accurate reading. 


L PL-75-030 AUTOMATIC BATTERY FILLER. Fluid container is 
made of brilliant blue polyethylene. Large 2-1/4 quart capacity. Safe to use 
with battery acid. Features the new double action, faster flow valve tip 
that prevents after-drip. 


PL-99-038 Battery Filler Tip only. 


M BT-60 BATTERY CARRIER. Used to remove and replace Delco 
batteries now on all new GM cars or other batteries with side terminals 
instead of posts. Works under all conditions without damage to the battery 
or the mechanic. One size fits all batteries. 


N LS-55000 FUSE PULLER. Press the curved tips together and slip 
them behind the fuse. Then squeeze and out pops the fuse. No more 
broken fuses. No more struggle with stuck fuses — they come out easy. 
Fuse pulling can be done in seconds. 
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A CF-700 AIR POWERED VALVE LIFTER. This “C” clamp 
valve lifter compresses the heaviest springs in an instant. Works on 
all late model cars, trucks, busses, tractors, marine and industrial 
engines. Operates on 90 to 150 Ibs. air pressure, and develops 
power equal to three times this amount. Parallel lift feature 
prevents bending of the valve stem. Furnished with three sets of 
jaws for 7/8” to 2-1/2” diameter springs. 


B CF-11 VALVE LIFTER. Height, 10-1/4”, width 9-1/2”. 
Furnished with straight jaws and offset jaws. 


CF-21A Straight Jaws. 
CF-22B High Offset Jaws for CF-11. 


CF-16 VALVE LIFTER. Height 10-1/2”, width 12”. 
Furnished with straight jaws and offset jaws. 


C CF-17 VALVE LIFTER. For use on high compression car 
and truck engines. 


CF-21A Straight Jaws. 
CF-22C High Offset Jaws for CF-17. 


D CF-18B VALVE SPRING COMPRESSOR ASSEMBLY. A 
versatile, light yet extremely rigid cam locking “C’”’ Clamp with 
powerful leverage. For compacts, foreign cars and small engines. 
Clamp release tension is controlled by one hand. 


CF-21A Straight Jaws. 
CF-22D High Offset Jaws for CF-18B. 


E KL-SC100 VALVE SPRING COMPRESSOR. Spring 
Compressor compresses the valve spring and retains it while 
removing or replacing valve keepers. 


F CM-C100 VALVE TOOL. Designed to remove and replace 
overhead valve keepers and replace seals without using ‘’C”’ 
Clamps, or any other means, to retain the compressed valve 
springs. Tool services most modern valve-in-head engines with 
lightweight valve springs, with the head on or off the car, as well 
as most older heads. There is no loss of tension or bent valve 
springs and no twists or cuts in the oil seal when using this tool. A 
magnet prevents losing keepers. 


CM-C200 TRUCK VALVE TOOL. 


G_sUL-VL-11 LIFTER PULLER CLAMPING TOOL. Designed 
to go down through the push rod holes and expand inside the 
lifter to pull lifter out of bore. 


H RB-VT5 HYDRAULIC VALVE LIFTER PULLERS. 
Designed to remove hydraulic valve lifters quickly and easily from 
both straight and V-8 engine blocks. 


1 LS-35500 ROCKER STOPPERS. Plug oil holes in ball joint 
type rocker arms. Spring steel clips with gaskets stop splashing, 
squirting hot oil while you adjust clearances. Can be used over 
and over. 


A KL-820 FLEX CYLINDER PRESSURE HOSE. Allows the 
mechanic to get into those difficult-to-get-at spark plug holes when 
replacing valve springs or checking for leaky valves or gaskets, bad rings or 
cracked blocks. Has both 14mm and 18mm adaptors. 


B JA-1418 AIR HOLDS SET. This set includes a 14mm and 18mm 
“air hold” with 1/4” pipe thread for connecting coupler. Used to hold 
valves in position while replacing valve springs. 


C VALVE ADJUSTING WRENCHES-G.M. DIESEL. Designed for 
use on No. 5300 and No. 7100 series engines. 


i 


TW-10-GD | 5/16” Valve Adjusting Wrench 
‘sadaonial 1/2” Valve Adjusting Lock Nut 6-1/2" 
Wrench (G.M. Diesel 


D BW-24SP CUMMINS DIESEL BOX WRENCH. For valve 
Y adjustments and tightening the headbolts on both V-6 and V-8 Cummins 


Diesel Engines. It is 12%” long with a 5%” offset to clear obstructions. 
Opening is 3/4”’, double hex. 


E LS-48000 VALVE SEAT NARROWER. Narrows reground valve 
seats to proper width for better sealing and heat dissipation. Removes 
metal from either top or bottom of seat. Handles valve seats from 7/8” to 
3” diameter. 


F UNIVERSAL VALVE REFACER WHEELS 
SP-VA-50 Black & Decker, Sioux 
Kwikwa 


SP-VA-60 


Y G ALL PURPOSE HARD SEAT GRINDING WHEELS. All wheels are 
color coded for rapid identification of wheel style. 


Blue 


1-3/8" 
1-1/2" 
1-5/8” 


SIOUX, K.O. LEE, 
THOR, SKILSAW 


5 
SP-VB-8 
SP-VB-9 
SP-VB-10 

2 


1-1/4” 
1-3/8” 
1-1/2” 


SP-VP- 
SP-VP-3 
SP-VP-4 


BLACK & DECKER, 
VAN DORN 


H PORTING WHEELS. Mounted on 1/4” shafts and should be used 
only with high speed drive motors. 


frwino, | not.no, | peseiptn | 
SP-VA-3 7/8” x 2-3/4" Porting Wheel 


SP-VA-11 1-3/16” x 1-3/4” Porting Wheel 
SP-VA-21 1” x 1” Porting Wheel 


SP-VA-236 2” x 1/2” Porting Wheel 
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A AC-250 PISTON RING EXPANDER. For 
removing or installing piston rings. 


B  LS-36000 RIDGE GRINDER. Power tool for 


cylinder ridges. Makes et Te cylinder 
riiges an PS eoeey lex driver lets 
you d-to- ves cylinders. Will not overcut. 
Special adjustable stop guides prevent cutting too 
deeply. Big 2-1/4’ to 7-1/2” range covers 99% of the 
cylinder work done, except slant blocks. 


LS-36010 Replacement Stone Set for LS-36000. 


C PG-BC100 BLOC-CHECK KIT. ee guess 
work. Spots and locates combustio gs uickly. 
One minute test for Steklo orl Neck inds exact 
location mae? Check on the radiator 
opening{ wW engine idling. Bloc-Check analyzes 
the air in the cooling system in seconds. 


D CF-60CS ADJUSTABLE HONE. Capacity is 2” 
to 5-1/4” diameter cylinders. Two medium grit stones 
3” long and one oil wiper pad. 


CF-60SB-12 Replacement Stone Set for CF-60CS. 


E  CF-61 HEAVY DUTY HONE. Capacity is 2” to 
5-1/4" diameter. cylinders. Furnished complete with 
two medium grit stones and one felt pad. 


CF-61-12S Replacement Stone Set for CF-61. 
CF-61-14S Replacement Stone Set for CF-61. 
CF-61-100 Replacement Stone Set for CF-61. 


F CF-62A CYLINDER DEGLAZING TOOL. This 
high capacity deglazing tool has a flexible shaft 
section. The one size covers a full range of 2” to 7” 
diameter cylinders with positive pressure. Stone pivots 
and flexible shaft make the tool self-aligning with the 
cylinder bore. Stones having 220 grit are furnished: 


CF-62-12S Replacement Stone Set for CF-62A. 
CF-62-14S Replacement Stone Set for CF-62A. 


G 4” REPLACEMENT STONE SETS. Set of two 
stones and one felt wiper pad. 

CF-62-12S, 220 grit. 

CF-62-14S, 400 grit. 


3’°° REPLACEMENT STONE SETS. Set of two 
stones and one felt wiper pad. 

CF-61-12S, 220 grit. 

CF-61-14S, 440 grit. 

CF-61-100, Coarse grit. 
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A UL-RC3 COMPRESSOR. Has 3%” high compression band. Winding 
spool is broached with 1/4” square and 1/2” deep socket. Capacity 2-1/8” 
to5”. 


UL-RC5 COMPRESSOR. For all truck and tractor engines; capacity 
3%" to7”. 


B AC-35 VOLKSWAGEN, CORVAIR PISTON RING COMPRESSOR. 
Made for use on any engine in which the block slides over the piston. 
Capacity of the compressor is 2” to 4%”. 


Cc LS-33500 PISTON RING INSTALLER. Will install all piston rings 
from 3/64” to 1/4’. Insert ring ends in the wedge jaws, then expand ring 
gently and slip it into groove. 6%” O.A. 


D AP-101CS SPLIT PISTON RING COMPRESSOR SET. Range from 
3” to 4%" with its 6 bands. Ring installation from both top and bottom 
now possible. 8-7/8’’ O.A. 


E UL-RCT3 COMPRESSOR. 4-band model with 6%” height will take 
up 3%” to 7” diameter working capacity for diesel, truck and tractor 
motors. 


F LS-21700 LOW FRICTION RING COMPRESSOR. For 3” to 5” 
pistons. Easier to operate. Select a slot and screw position to fit piston and 
ring assembly with lever in “‘compress” or closed position. Any small 
adjustment can then be made with the adjusting screw. After first setting, 
compressor is set for the rest of the pistons in engine. Because of the low 
friction with compressor band, hand pressure will usually push piston into 
cyliner. 


G CA-140 PISTON “POPPER’’ AND INSTALLER. No more 
splintering or cracking of your favorite wooden hammer handles for 
removing and installing pistons. This tool is useful for other tapping and 
knock-out service. Complete with replaceable 1-3/8’ diameter plastic tips. 
14” O.A. 


PT-16A 1-3/8” Diameter Plastic Tip only. 


H AP-500 PISTON RING GROOVE CLEANING TOOL. Will handle 
piston sizes of 24” to 5”. Positive self-locking action with no back 
slipping. 


AP-500-1 Standard Replacement Cutter Blade. Accomodates 5/64”, 
3/32", 1/8", 5/32", 3/16". 


AP-500-2 Special Cutter Blade. Accomodates 1/16”, 1/4”, 5/16”, 
2.5MM, 3MM. 


| AC-570 PISTON RING GROOVE CLEANER. Can be used on 
pistons up to 5”. Will not jump or climb out of grooves. Compensating 
spring controls pressure on the cutter, 


J LS-38000 RIDGE REAMER. Works perfectly in all 3” to 5” 
diameter cylinders, whether conventional, short stroke, or slant block type. 
Tool is placed in the cylinder so that the top of the cutter is just beneath 
the ridge. 


LS-38010 Replacement Carbide Cutter for LS-38000. 
K AP-104RR CYLINDER RIDGE REAMER. Has a special carboloy 
insert on the top of the blade. Spring tension is regulated by an adjusting 


knob which holds the cutter against the wall and allows it to follow 
out-off-round cylinders. 


AP-104RR-1 Replacement Cutter. 


PISTON & 
CYLINDER SERVICE 79 


A CE-40RL OUTSIDE MICROMETER 0”-4” SET, with friction stops 
and clamp ring locknuts. Consists of one each 0-1, 1-2, 2-3, and 3-4 
enameled frames with foam plastic lined case with standard test gages as 
illustrated. 


B OUTSIDE MICROMETERS. Designed for reliable accuracy and 
convenient use. Precision built for long life. The anvil and one-piece spindle 
and screw are of the finest quality tool steel. Anvil and spindle faces are 
extra hard to resist wear, and are lapped on special machinery to assure 
squareness and parallelism. Frames are drop forged for more stability and 
to withstand hard usage. They have easy reading graduations that are 
machine spaced. The thousandths on all are numbered so they can be read 
directly from the thimble without counting graduations. All are equipped 
with friction stop and spindle lock. 


Measuring 
Range Graduations 


Cc CE-205 SLIDE RULE CALIPER. This handy, pocket-size rule 
caliper is made of heavy gage solid brass for long, accurate service, and will 
never rust. It has accurately machine-divided graduations for both inside 
and outside dimensions by 32nds and 64ths. Highest quality throughout. 


D CE-200 UNIVERSAL DIAL TEST INDICATOR SET, as illustrated, 
has a range of 0-200, calibrated to 0-100, in increments of .001’’. Set 
consists of Dial Test Indicator; 2 contact points; 8” sectional rod for 
holding indicator; hole attachment for checking bores, concentricity, etc.; 
clamp for attaching indicator to machines, plates, etc.; Universal rod 
connector for connecting indicator to rods; cap for hole attachments; 5” 
tool post holder for use with lathes. 


E CE-206 VERNIER CALIPER. Accurate. Measuring surfaces 
precision ground and lapped to provide highest degree of accuracy. Easy to 
read. Clean, precise block graduations on non-glaring, satin chrome finish. 
Range: 0 to 6” by thousandths and 0 to 180mm, metric. 


F CE-103 DEPTH MICROMETER. The graduations on this Depth 
Micrometer are placed so they are right-side up and can be easily read while 
the tool is in use. Base has hardened, ground and lapped surface. Measuring 
Rods are 1/8” diameter with ends hardened, ground and lapped. Range 0” 
to 3’. Base 7/16” x 2-1/2”. Satin chrome finish, friction stop and 3 
measuring rods, packed in leatherette case. 


G CE-80A INSIDE MICROMETER SET, with satin chrome finish. 


| 
i Complete with knurled auxiliary handle and extensions in a foam plastic 
. lined case. 
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foot i. H CE-44L RANGE MICROMETER, 0-4” or 0-100mm. Most 
q measurements in automotive repair work come within the 0” to 4” range 
baal of this special micrometer. With three interchangeable extensions, it can be 


quickly set to measure anything from a pin to a large piston. Each 
extension is individually adjustable and is fitted with a knurled collar. The 
crowned face of the anvil eliminates gagging. Packaged in a fitted case with 
standards. Satin chrome finish. Forged steel | Beam frame, baked enamel 
finish. 


| CE-85 INSIDE MICROMETER ROD TYPE. Range 2”—8”. Satin 
chrome finish. Furnished complete with measuring rods, spacing collars, 
and extension handle in a fitted case. 


J CE-260 1” RANGE DIAL INDICATOR SET WITH MAGNETIC 
BASE. Range 0-1", Graduations .001”, Reading 0-100. Large 2%” 
diameter indicator is made to highest standards with extreme accuracy 
throughout its full range. A revolution counter is provided. Dial is a both 
continuous and balanced and may be rotated for zero setting at any point. 
Set is packaged complete with all components in a fitted steel case. 


CORNWELL-SKIDMORE TORQUE WRENCHES. All 
Cornwell-Skidmore snap torque wrenches incorporate the famous 
Cornwell ratchet heads. A loud, clear “snap” signals the 
completion of torquing operation, so the mechanic can positively 
and unmistakably feel the release. Cornwell-Skidmore torque 
wrenches are streamlined and do not have any protruding dials or 
instruments. All wrenches are of sturdy, unitized construction in 
seamless steel tubing. 


11-5/8” 
11-5/8” 


12-1/8” 
15-11/16” 
22-3/4” 


TQ-55RA |3/4” 36-3/4"" 
pi 55” 


() HAH-5-0S HANDLE FOR TQ-65RA (Snap pin type). 


B’) DIAL TORQUE WRENCHES. TCI Dial Torque Wrenches 
are modern design. From the easy grip knurled handle to the 
sturdy drive the TCI Dial Type Wrench is designed to make the 
measurement of torque more accurate and easier to control. TCl 
wrenches have a recessed, adjustable dial that is protected by 
heavy plastic. Comes with memory pointer. They are certified 
accurate to within 4% of the reading over the usable range (20 to 
100% of capacity). Every TCI wrench is packaged in a strong 
metal container for safe storage and convenience. 


TG-D3250FM ..... 1/2" Square Drive, 0-250 Foot Ibs. 


t C ROUND BEAM TORQUE WRENCHES. 


SU-R-150% ....... 1/2” Square Drive, 0-150 Foot Ibs. 
SU-DR-50-1-3/8 ..... 3/8” Square Drive, 0-50 Inch Ibs. 
SU-DR-100-1-3/8 . . . . 3/8’’ Square Drive, 0-100 Inch Ibs. 


D MICROMETER TORQUE WRENCHES. Set this wrench 
and go to work. It will automatically signal, by feel and sound, 
when the set torque is reached. Ideally suited to working 
conditions in which it is difficult to watch for a reading. Rugged 
and compact, chrome plated, non-slip handle, 45-tooth ratchet, 
positive signal—no guess work, meets government specifications. 
Works in either direction., 1 foot graduations. 


CE-2025R oe iia Gui eee we 3/8” drive, 30-250 in/Ibs. 
CE2250R” « 6a.0 om Oe a ms 1/2” drive, 30-250 ft/Ibs. 


E CE-2730 MIDGET TORQUE WRENCH. Designed for very 
accurate torquing to small values. Torque range 10 to 100 inch 
Ibs., 1/4” drive, 5-1/2”" O.A. 


F CE-2720 TORQUE MULTIPLIER. The use of a torque 
wrench to expand to as much as five times its maximum output. 
Conversion tables provided give the input torque required to 
match any output value. Ratio 3.8:1, Input Drive 1/2”, Output 
Drive 3/4”, Max. Capacity 1000 ft/Ibs. 
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Torque Torque 


2-20 ft. Ibs. 8-65 ft. Ibs. 15-100 ft. Ibs. 
Wrench | O/A 8%” O/A 11” O/A 15” 


Size Part No. No. 
poe aes 


Part No. Part Part 
Rese TOMI SSA 
a 

Pi eis 


TQ-514E 
TQ-516E 
TQ-518E 


TQ-422E TQ-522E 
TQ-424E TQ-524E 
TQ-526E 
TQ-528E 


[| sC*d TQ-532E TQ-632E TQ-732E 
TQ-634E TQ-734E 
TQ-636E TQ-736E 


1-1/2" 
1-5/8” 


2-20 ft. Ibs. 
0/A 8%" 
Part No. 
TQ-412FB 
TQ-414FB 
TQ-416FB TQ-516FB 
TQ-418FB TQ-518FB 
TQ-422FB TQ-522FB 
TO-424FB. [TO-524FB |[TO-624FB_ _—s:[TQ-724FB 
TQ-428FB _| TQ-528FB 


7/16" 
1/2” 
9/16" 
5/8" 
11/16” 


iN 
© 
uv 
i) 


7/3” 


BOX WRENCHES 


Torque Torque 

20-240 in. Ibs.| 100-800 in. Ibs.) 180-1200 in. Ibs.| 400-1800 in. Ibs. 
2-20 ft. Ibs. 8-65 ft. Ibs. 15-100 ft. Ibs. | 30-150 ft. Ibs. 
O/A 8%" O/A 11” O/A 15” O/A 20” 

Part No. Part No. 


16" |T 
5/8" _[TQ-420B 
11/16” |TQ-422B 
3/4” |TQ-424B 
13/16” 


1-1/16" | 
1-1/8" 


TQ-742B 
RIP /——— rea 
1-1/2" TQ-748B 


NOTE: Overall lengths are approximate. 


PRESET 
TORQUE WRENCHES 


MALE SQUARE DRIVE WRENCHES 


Torque Torque Torque 
100-800 in. Ibs.|180-1200 in. Ibs.) 400-1800 in. Ibs. 
2-20 ft. Ibs. 8-65 ft. Ibs. 15-100 ft. Ibs. | 30-150 ft. Ibs. 
O/A 8%” O/A 11” O/A 15” O/A 20” 

Part No. Part No. Part No. Part No. 


Torque 
20-240 in. Ibs. 


TQ-62S 
TQ-63S 


TQ-73S 


Torque 
100-800 in. Ibs. 
8-65 ft. Ibs. 
O/A 11” 

Part No. 


Torque Torque 
180-1200 in. Ibs.| 400-1800 in. Ibs. 
15-100 ft. Ibs. | 30-150 ft. Ibs. 
O/A 15” O/A 20” 

Part No. Part No. 


Torque 
20-240 in. Ibs. 
2-20 ft. Ibs. 
O/A 8%" 

Part No. 
TOQ-412FE 
TQ-414FE 
TQ-416FE 
TQ-418FE 
TQ-420FE 
TQ-422FE 
TQ-424FE 
TQ-428FE 


TOQ-516FE 
TOQ-518FE 
TOQ-520FE 
TO-522FE 
|TQ-524FE 
TO-528FE 


TQ-618FE 
TQ-620FE 
TQ-622FE 
TQ-624FE 
TQ-628FE 


TQ-724FE 
TQ-728FE 


Torque Torque Torque Torque 

20-240 in. Ibs.| 100-800 in. Ibs.| 180-1200 in. Ibs.| 400-1800 in. Ibs. 
2-20 ft. Ibs. 8-65 ft. Ibs. 15-100 ft. Ibs. | 30-150 ft. Ibs. 
O/A 8%" O/A 11” O/A 15” O/A 20” 

Part No. Part No. Part No. Part No. 


TQ-507H TQ-607H 
TQ-508H_ _—|TQ-608H 
TQ-510H TQ-610H TQ-710H 
TQ-512H TQ-612H TQ-712H 
TQ-514H TO-614H TQ-714H 
TO-516H TQ-716H 


Torque Torque Torque 

20-240 in. Ibs. | 100-800 in. Ibs. 180-1200 in. Ibs.| 400-1800 in. Ibs. 
2-20 ft. Ibs. | 8-65 ft. Ibs. 15-100 ft. Ibs. | 30-150 ft. Ibs. 
O/A 8%" O/A 11” O/A 15” O/A 20” 

Part No. Part No. Part No. 


NOTE: Overall lengths are approximate. 


PRESET 
TORQUE WRENCHES 83s 


A BB-25 AIR OPERATED BRAKE BLEEDER TANK. 1 
gallon capacity. Comes complete with 2 universal adaptors and 
Chrysler adaptor. 


BB-25-1 ‘60 Ford Falcon Adaptor (not illustrated). 
BB-25-2 ’60 GM Adaptor (not illustrated). 
BB-25-7 Fluid Hose w/coupler. 


BS Wee ovate tewie peks CHRYSLER ADAPTOR 
C BB2616 pe eisnas UNIVERSAL ADAPTOR (SMALL) 
D  BB-25-16 ....... UNIVERSAL ADAPTOR (LARGE) 
EG BGG? cacsnivnecses MALE QUICK COUPLER 
E BERS occvdcece douse: 4” FLEX EXTENSION 
G. BE2608 wcncsaevaveged GM ADAPTOR 1964 UP 


BB-25-38 T-BIRD, LINCOLN, MUSTANG WITH DISC 
BRAKES ADAPTOR. 


H BB-25-34 STUDEBAKER, RAMBLER, CADILLAC 
ADAPTOR. 


| BB-25-37 VW ADAPTOR 1962 UP. 


J BB-WA26 BRAKE BLEEDER PEDAL JACK. Gives 
continuous pressure while pedal position changes as air or fluid is 
expelled from the system. Adjusts from 15-1/2” minimum to 
26-1/4”" maximum. 


K —_CF-64 BRAKE CYLINDER HONE FOR FOREIGN CARS, 
Will service diameters of 16mm (.630’) to 57mm (2.244”), 
Interchangeable with parts of CF-63. 


CF-64-1 Set of Stones, 280 grit (2 per box). 
CF-64-14 Set of Stones, 400 grit (2 per box). 


L CF-67A PRE-SET TENSION HONE. Used where a set 
tension is needed to hone brake cylinders. The self-adjusting 
spring action forces the abrasive stones against the cylinder wall 
for proper glaze breaking. Capacity 3/4’’—2-1/2” diameter. 


CF-68 ADJUSTABLE TENSION HONE. A complete hone 
for cycle, lawnmower, and outboard shops. Equipped with 3/4” 
long fine grit hones, it gives excellent performance in honing disc 
brake cylinders larger than 1-1/4” diameter. This fine tool will 
hone most compact car engine cylinders including Volkswagen. 
Capacity 1-1/4’’—3-1/2” diameter. 


M CF-48 DISC BRAKE CYLINDER COMPRESSOR. A 
specially designed tool for fast removal and servicing disc brake 
calipers on all autos with Budd type disc brakes. 


N  CF-63-38 BAFFLE DISC SET. Used to protect the hone 
stones from damage on Disc Brake Honing. 1 each sizes 2-3/8”, 
1-5/8”, and 2” diameter. 


O + VM-V34 BRAKE CLAMPS. Four spring wire clamps 6-5/8” 
long which will close down to 1-3/4”. Easy to apply and cannot 
be left on brake cylinder when reassembling. 


— 


A AWB-0608 BRAKE WRENCH. Openings of 3/16” and 1/4”. Used 
primarily after relining for the major adjustment on Chrysler products. 9” 
0.A. 


B AWB-1012 FORD BRAKE ECCENTRIC WRENCH. For eccentric 
adjusting screw on Ford passenger car and truck hydraulic brakes. Has 
5/16” and 3/8” openings. 8-1/2” O.A. 


Cc BWS-0812B BRAKE BLEEDER WRENCH. Has two single hex 
openings 1/4” and 3/8”, which will clear the backing plate and brake lines. 
9-1/4” O.A. 


BBW-1210C CHRYSLER BRAKE BLEEDER WRENCH. Offset 
ends provide ample clearance for bleeding brakes on all late model Chrysler 
cars. 3/8” x 5/16” box openings, 10” O.A. 


D OF-1045 BRAKE SPRING TOOL. For use on late model Bendix 
brake systems. Featuring a roll pin mounted socket end for removing brake 


springs. 


E BBW-0812 BRAKE BLEEDER WRENCH. Has socket type openings 
of 1/4” and 3/8”. Has fluid release holes located at either end of the 


() wrench, 

BBW-1012 BRAKE BLEEDER WRENCH. Has socket type openings 
of 5/16” and 3/8”. Has fluid release holes located at either end of the 
wrench. 


F X-3 BRAKE ADJUSTING TOOL. This tool is a good general 
purpose brake adjusting spoon used on many models including present 
models, 


G X-6 BRAKE ADJUSTING TOOL. One end is made specifically for 
use on compact cars; the other fits most standard makes. 


H OF-1030 BRAKE ADJUSTING TOOL. A short length tool, which is 
needed in many models. 


I OF-1031 BRAKE ADJUSTING TOOL. A general purpose brake 
adjusting spoon. 


J OF-1032 BRAKE ADJUSTING TOOL. For general purpose brake 
adjusting. 


K OF-1034 BRAKE ADJUSTING TOOL. Offset end for Corvair and 
Chevy II as well as many other models. 


L OF-1038 BRAKE DRUM PULLER SET. For all Chevrolets. 


M CF-63 BRAKE CYLINDER HONE. An all purpose 280 grit hone 
designed for brake cylinder and recommended for resurfacing small 
engines. 


N REPLACEMENT STONE SETS. Each set complete with three 
stones in a plastic box. 


CP6S4 2.e st kee eRe Rw Ew wee we HO 20 Grit 
CE6314 cs tee iw & Re ww Be we He WS “4°1/8" 400.CrR 
CF-63-21 «www we we ww ww tt et ew te 2” Medium Grit 
CF63:24, «kw me 6 we mt awe te Be we ee oe ke I Gre 
GE6@SC4. gna a's se se wk ae ee @ he we ow « BA FNS GE 


ie) JA-90 CHRYSLER LINE BRAKE SPRING TOOL. Forked end 
removes the power brake return spring, while the tapered end quickly 
installs it. 


BRAKE SERVICE 


A OF-1044 BRAKE SHOE SPRING COMPRESSOR. 
Especially designed to remove and secure the brake anchor cap 
springs found on disc or “spot” brakes. 5” O.A. 


B CL-614 BRAKE SPRING PLIER. Equally efficient for 
standard or Bendix type brake spring arrangements. Smooth 
black finish. 14” O.A. 


G OF-1040 BRAKE SPRING PLIER. For use on Bendix 
brake systems. The socket end quickly removes the spring while 
the plier quickly installs it. 


D P-3220LJB JACOBS BRAKE SOCKET. This socket will 
service Jacobs Brakes on most Cummins and Detroit diesels — 
5/8” single hex, 1/2”” square drive, 5” O.A. 


E P-322426 DUAL PURPOSE WHEEL NUT SOCKET. 3/4” 
hex opening on one end and 13/16” hex opening on the other 
end. A 1/2” square female drive is between the openings. Use 
with EP-3-3B Power Extension. 


F EP-3-3B POWER EXTENSION. Use this power extension 
with ball type retainer in conjunction with P-322426 “Flip” 
socket. 1/2’ female drive, 1/2” male drive, 3’ O.A. 


G__EY-6800 COIL SPRING COMPRESSOR. Will compress coil 
springs on all GM and Ford passenger cars. Compresses coils for 
easy installing of coil spring spacers on all cars. Tool can be used 
with ratchet or impact tool. 


H EY-620 CASTER-CAMBER ADJUSTING TOOL SET. A 
fast positive way to set caster and camber adjustments. Ideal 
when used with “light beam” alignment equipment. Heavy duty 
3/4” nut and sleeve provides 7/8” hold on adjusting bolt threads. 
The stud is set at a slight angle to prevent slipping. 


| EY-623 FORD PINTO CASTER CAMBER ADJUSTING 
TOOL. 


J TE-WA20A COIL SPRING CLAMP. For installing or 
removing coil springs in all makes of cars. 


K  vM-v400 CASTER AND CAMBER ADJUSTING TOOL. 
The tool to positively and economically adjust the caster, camber 
of Ford Fairlane 1962-65 and Mercury Meteor 1962-63 “SLIP & 
SLIDE” front ends. With the VM-400 locked in place you can 
easily adjust both front and rear sides separately. One man can 
easily handle the most stubborn adjustments. 


L VM-442 WHEEL BLOCK. Safety blocks wheels in tire 
changes or anytime vehicle is not on level surface. Independently 
tested to hold 5,000 Ibs. on a 7% grade. 


BRAKE & 
SG WHEEL SERVICE 


| A ED-X161 WHEEL BALANCER. Bubble type wheel balancer is 
| portable and self leveling, accurate and sturdy built. Simple to operate and 
features a built-in weight storing tray. Uses regular wheel weights. 


B SH-K75 SCUFF DETECTOR. For quick accurate measurement of 
toe-in and toe-out. Especially designed for high performance service 
stations, tire dealers, car dealers, garages, body shops and passenger and 
light truck fleets. Gives a quick accurate measurement of tire scuff that is 
caused by wheel misalignment and describes what happens when a vehicle’s 
tires are dragging sideways instead of rolling straight along the line of 
travel. 


S VM-V216 HUB AND DUST CAP PLIER. With this one tool you can 
quickly remove all types of decorative hub caps and also remove and 
replace the most stubborn dust caps. The jaws on this plier are ground so 
that they take a bite on the dust cap when applied either in front of or 
behind the flange. Even dust caps without flanges are gripped firmly. A 
slight side to side prying motion will easily remove the tightest of caps. 


D PU-51 WHEEL COVER TOOL. Two tools in one. Remove and 
replace wheel covers and hub caps more easily and without having to hunt 
for two separate tools. The tip is designed to get behind the edge of the 
cover and a rubber head is mounted on the other side with the necessary 
weight. 


PU-51-2 Tip only. 


E PU-22 TIE ROD SPREADER. Place the fork end of this split wedge 
designed tool between the tie rod and steering arm. Strike a few blows and 
the two parts are easily separated. The long handle puts anvil end out in 
open for easy striking. A heavy duty, alloy, drop forged tool of heat 
treated steel. Fork opening 21/32”. Length 16”. 


PU-26 BALL JOINT SEPARATOR. Similar in design to PU-22. This 
tool separates stubborn parts with ease. Place tool between steering 
knuckle and ball joints and strike with hammer. Fork opening 15/16”. 
Length 11-7/8”. 


F OF-7222 GREASE CAP AND DRUM PULLER. Slip notched arm 
over the flange on grease cup, drop hinged jaw behind the flange, and slide 
cap off with light pressure to either side. Hook end can be used for removal 
of wheel covers or trim rings. Bright lustre plates. 


G GS-2 TIE ROD SLEEVE SPREADER. For every mechanic. Just 
loosen the clamp on both ends of tie rod sleeve. Hook tie rod sleeve 
spreader over sleeve. Spread and adjust in seconds. Made of highest quality 
forging steel alloy. Has reversible sliding handle to allow use from either 
side, 


) 


GS-3 TIE ROD SLEEVE SPREADER. For use on compact cars. 


H JB-25K WHEEL WEIGHT PLIER. Quickly removes the old weights 
when balancing wheels. A tap of the hammer side and the new weights are 
in place. 10” O.A. 


| EY-625 ECCENTRIC DRIVE CAMBER-CASTER ADJUSTING 
TOOL. Make exact Camber-Caster adjustments on 1965-1973 Ford, 
Mercury, T-Birds, and 1970-1973 Lincolns. Only one tool is needed to 
make quick, positive camber-caster adjustments. Works in crowded areas 
where oil and air conditioning lines interfere. Tool made of high carbon, 
stress proof steel for high torques. 


J EY-BJP-50 BALL JOINT PRESS. Will remove and replace ball joints 
in all press type ““A’’ arms “on the car”. It eliminates the need for cutting, 
burning, or punching the old unit out, thus minimizing any chance of 
damaging the control arm — or the new ball joint. The set comes complete 
with adaptors for most late model GM cars and can also be used on 
universal joints. 
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A SH-K121-6 VACUUM SUCTION DISC. Ruggedly built from the 
finest materials plus superior design features make this suction disc one of 
the most useful tools in your shop. Indispensable to the auto body man, 
for handling windshields and flat glass. The tremendous pulling strength 
makes it handy to lift flat stacked sheets of heavy material. Steel bar 
handle permits pull with chain, jack or any other method. Easy release of 
vacuum by lifting special lipped edge. 6’ diameter. 
SH-K121-8 VACUUM SUCTION DISC. 8” diameter. 


B SH-K39 FENDER STRAPS. Practical, low cost fender straps are 
needed in all body shops. A real time saver. Pays for itself the first time 
you use it. Keysco fender straps are the strongest fender strap made. 
Non-stretch nylon construction. Specially treated for smooth surface 
contact without marring. The Keysco buckle is self tightening and fully 
adjustable. 3’ long. 

SH-K48 FENDER STRAPS. 6’ long. 


Cc SH-K90 KEYSCO JACK SET. The Keysco Jack Set is probably the 
most popular and versatile jack set ever built for the body man. It is 
certainly the most reliable. Mechanical friction jack that is quick 
positioning, releases softly, slow or fast. Designed to last for years, very 
low maintenance. Thirty piece set including metal box. Set consists of 
arts as shown in illustration and defined below: 


oe ar eee 
oncave Rubber Head 

| SH-K3_—— CE SSSCSCSCCconveex Rubber Head —_— 

| SH-K4— | CCX. Alloy ““V"" Head 

| SH-K5 

| SH-K6_ 


SH-K7 
go SH-K9-T7” OT Steel Friction Rod 
10] SH-K10-16" [| Steel Friction Rod 
2 | SH-K12—— Tack Body Assembled | 
14] SH-K14 dT Flex Steel Base 
15 | CC SH-K15 | Flex Steel Head 
M6 | SH-K16 | Jack Handle 

| SH-K18-4"_ | Extension Tube 

| __—SH-K19-6” | Extension Tube 


Extension Tube 


| Ss SH-K 22-14" __| 

| SH-K24 (4) | pling 

| SH-K28 Adj. H. D. Wedge 
| Ss SH-K29_— 90 Degree Spreader 
| __SH-K30_— 
| Ss SH-K32_— 
| Ss SH-K39__ 


| ___SH-K138E (2) | Coupling Hook Each | 
| SH-K48 TG... Flex Strap 


D SH-K60 KEYSCO JACK SET. This is Keysco’s economy set with 
items which were only used occasionally left out. Each body man should 
have his own. Twenty-three piece set including metal box. Set consists of 
Parts as shown in illustration and defined below: 


rip | Partno. | Description 


a a Alum. Alloy “V"" Head 
Cs a Alum. Alloy “Y” Head 
Alum. Alloy Button Head 
i9 | SCSH-K9-11" Steel Friction Rod 
110 ~=6| ~Ss SH-K10-16" | ~——— Steel Friction Rod —_—i 
————— | 
14. ——id]: SS CSH-K14 Flex Steel Base 
16 Sid] SC SH-K16 S——“(sCdTt—“‘;i‘“;Cack Handle Cd 
H-K17-2” 
ig sid] SC SHK18-4" | CEXttension Tube Sid 
20. —S—Ci«d|; SC SH-K208” =o TC‘; Xtte@nSiom Tube 
}@2__}_SH-K22-14" _{ _Extension Tube _ Tube 
| Ss SH-K24 (3) ___Coupling Each 
28. Ct—“‘d;’SC(<#$#;NS SHUG Adj. H. D. Wedge 
29. —t—~‘«|;C ss“ SH-K290——C| CSCO Degree Spreader 
30.-C—C«d| SC SH-K30—C——CtidL:C($C“‘SSCSCSC*CStratightt Spreader’ = 
i32_—C—t—“‘;]TC“(‘#$#$’UN SHK=KBZ_—§=— +s | ——Cts—C‘CMetasl Box sd 
40. —Ssid| SCS CSH-K138E(2) [| == Coupling Hook Each _— 
48 Cid]: SC SHKABCT CG HD. Flex Strap 
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A SH-K63 KEYSCO UNIVERSAL FRICTION JACK. The SH-K63 


| was developed after manufacturing thousands of friction type 

jacks—constantly making an effort to improve our products. We believe 
this is the most versatile, trouble free, rugged jack of its type on the market 
today. Exclusive patented three position handle for those tight places. 
Pushes and pulls, spreads and compresses, lifts and lowers, lightweight, and 
super strong. Friction rods made of new hi-tensil steel. Set consists of the 
following: 


SH-63A Jack Body. 

SH-K63B 55” Hooked Friction Rod. 

SH-K63C Multi-Hook Attachment. 

SH-K63D Handle. 

SH-K63F 36” Hooked Friction Rod. (The SH-K63F is not 
part of the SH-K63 Set, but is available as an accessory.) 

SH-K25 Set of 5 Friction Plates. 

SH-K109 Spring (two required). 


B SH-K138 TEN POUND SLIDE HAMMER SET. Hammer is formed 
to fit the hand and balanced for action without fatigue. Set consists of one 
each: SH-K138A & B assembled slide hammer, SH-K138F chain with 
hook, SH-K138C Claw, SH-K138D Hook, SH-K138E Hook. 


SH-K138K Sheet Metal Screw Holder. (Optional) 


Gc SH-K128 FOUR POUND SLIDE HAMMER SET. Hammer is 
formed to fit the hand and balanced for action without fatigue. Set 
consists of one each: SH-K128A & B assembled slide hammer, SH-K128E 
Hook, SH-K128C Claw, SH-K128D Coupler, SH-K128G Screw Holder. 


SH-MDP400 MAGIC DENT PULLER. This five piece set includes a 
four Ib. slide hammer puller. Simply punch hole, screw magic tip into the 
hole,—pull on handle of tool and the hammer action of the non-slip grip on 
the shaft pulls out the dent. 


D SH-K138KB TEN POUND KEYSCO KNOCKER. Mounted on a 

board for easy access. Consists of one each: SH-K138A & B assembled 10 

Ib. Slide Hammer, SH-K138C Hook, SH-K138D Hook, SH-K138E Deep 

Hook, SH-K138F Thin Edge Hook, SH-K138G Chain with flat hook, 
| SH-K138H Straight Driver, SH-K138J 3/4” Coupler, SH-K1381 Magic Tip 
Screw Holder, peg board. Weight: 27 Ibs. (SH-K138K Screw Holder with 
sheet metal screw optional.) 


E SH-K3060 GOLDEN SPIKE. Eliminates any pre-drilling. Point has 
four sides for easy metal piercing. Full thread length lets you grip metal 
again and again on those tough jobs. Made of alloy steel. 3’ O.A. x 24 fine 
thread, 


SH-K3042 ..... .».+..Adaptor 1/2” x 13 NC to 3/8” x 24 NF 
SH-KS047 canccene nace Adaptor 3/8” x 24 NF to 3/8” x 24 NF 


F SH-K128KB FOUR POUND KEYSCO KNOCKER JR. Mounted on 
a board for easy access. Consists of one each: SH-K128A & B assembled 4 
Ib. Slide Hammer, SH-K128C Claw, SH-K128D 1/2” Standard Coupler, 
SH-K128G Screw Holder with metal screw, SH-K128E Hook, SH-K128F 
Magic Tip, peg board. Weight: 12 Ibs. 


G SH-K594 KEYSCO C-CLAMP. Heat treated 7/8” machined bolt 
with smooth acme thread. Heat treated saw tooth grip pads of high carbon 
steel, All welded construction. Rugged and tough, versatile clamp for a 
number of uses. 
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A SH-K502 FENDER STRAP HOOKS. Designed to fit all standard 
size extension tubes. Strong one piece malleable steel. Two female hooks 
per set. 
B HEAVY DUTY ALLOY CHAINS. Constructed from alloy steel 
for strength and safety. All chains and hooks are plated for cleanliness, 
lasting appearance and to resist rust. For frame straightening work. 
SH-K618 5 FT. x 3/8” H.D. CHAIN WITH HOOK. 
SH-K619 9 FT. x 3/8” H.D. CHAIN WITH HOOK. 
SH-K620 5 FT. x 3/8” H.D. CHAIN WITH TWO HOOKS. 
SH-K621 9 FT. x 3/8” H.D. CHAIN WITH TWO HOOKS. 
STANDARD DUTY CHAINS. For standard body repair work. 
SH-K504 4 FT. x 1/4” CHAIN WITH HOOK. 
SH-K506 6 FT. x 1/4” CHAIN WITH HOOK. 
SH-K508 8 FT. x 1/4” CHAIN WITH HOOK. 


Cc SH-K515 CHAIN WITH HOOK. 5 ft. x 5/16’ plated proof chain 
with two hooks. 


D SH-K516 CHAIN WITH CLEVIS HOOKS. 3 ft. x 3/8” plated 
proof chain with two removable clevis hooks. 


SH-K517 CHAIN WITH CLEVIS HOOKS. 6 ft. x 3/8” plated 
proof chain with two removable clevis hooks. 


E SH-K591 BUMPER CHAIN HOOK. Standard one inch bumper 
chain with 1/4” chain. Welded link attachments eliminate denting. High 
test 1/4” chain. 


F SH-K595C TWIN CHAIN HOOKS. 3/8” Twin chain hooks with 
three 3/8” connecting links. Twin chain hooks permit shortening without 
detaching chain. Keep a broken chain on the job until replacement. 
Make a long chain hook-up when only two short chains are available. 


G SH-K595B TWIN CHAIN HOOKS. 5/16” twin chain hooks with 
5/16” elongated connector link. Twin chain hooks permit shortening 
without detaching chain. Keep a broken chain on the job until 
replacement. Make a long chain hook-up when only two short chains are 
available. 


SH-K622 HEAVY DUTY TWIN CHAIN HOOKS. 3/8” twin chain 
hooks with 15/32” alloy link. 


H SH-K595A TWIN CHAIN HOOKS. 1/4” twin chain hooks with 
5/16” connector link. 


SH-K623 UTILITY HOOK. Has flat grab hooks. Connected with 
5/16” alloy link. Hooks face in opposite direction. Use to take slack out. 


I SH-K591HD HEAVY DUTY COMBINATION BUMPER & 
FRAME HOOK. Twist or pull bumpers. Makes quick attachment to pull 
frame horns, side rails and ““A’ frames without fuss and bother of 
clamps. Two inch wide hook with high test 3/8” chain. 


J == SH-HDM300 HOOD-N-DECK MATE. An easy to use tool for 
Straightening hoods and trunk decks without damage to structure of 
inner hood, deck or fire walls. Can be used with a 4 ton hydraulic ram 
and pump or a Power-Mate for exerting pressure where desired. One set 
for multiple positions. Puts pressure exactly where you need it. Set 
contains: two G.M.-Ford hooks, two Chrysler hooks, one sliding tee, & 
one 60” stress proof steel bar. 


SH-HDM300E 6” EXTENSION. 


K SH-K655 12” Multi-Hole Puller. Made of High-Carbon Steel for 
heavy duty use. Designed to bolt on any standard frame end at bumper 
bracket, mounting holes for frame straightening pulls. Furnished with 1/2” 
bolt, nut and 2 washers. 
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A FA-1036 LIGHT DINGING SPOON. Used to ding all ridges 
smooth and level. 


B FA-1052 SPOON DOLLY. Long permanently attached 
handle enables you to reach into those hard-to-get places. Can be 
used as a forming and calking tool in the deep pockets of doors, 
quarter panels, rear fenders and lower trunk panels. 


C FA-1060 GENERAL PURPOSE DOLLY. Weight, balance 
and several differently crowned working faces, together with two 
beading and flange lips, give this dolly broad general use. 


D  FA-1058 TOE DOLLY. Provides easy access to narrow 
pockets. 


E POWER-MATE BODY JACK. This all purpose tool will 
push or pull, compress as much as 6,000 Ibs. Features positive 
holding, quick trigger action. 

() SH-PM200 55’ BODY JACK COMPLETE. 


F §SH-BM100 BODY MATE SET. A low cost jack that every 
mechanic and body shop can afford. Assembles in seconds, light 
weight, powerful, but small enough to get into those tight places. 


SH-BM100HD HEAVY DUTY BODY MATE SET. Same as 
the SH-BM100 except jack is extra heavy duty. 
SH-K11 HANDLE ONLY. 


G___ PO-PT9 ROUND POINT PICK. For pushing out small dents 
with a twisting or prying action in very tight spots. Handle end 
’ aids in manipulation. 18” O,A. 


H PO-PT10 ROUND POINT PICK. For pushing out small 
dents with a twisting or prying motion in very tight spots._ Handle 
end aids in manipulation. 12” O. A. 


I PO-PT11 CHISEL POINT PICK. For pushing out small 
dents with a twisting or prying motion in very tight spots. Handle 
end aids in manipulation. 16%” O.A. 


J AG-PP7050 FENDER STRAPS. Use in conjunction with 
the SH-PM100 & SH-PM200 to straighten fenders, etc. Standard 
’ length of 45’. Capacity: 1900 Ibs. 


POWER-PULL BODY TOOLS. One man can easily lift, 
stretch or let down up to 4,000 Ibs. with complete safety. 
Automatic let-down feature permits the operator to release loads 
one notch at a time. 

K AG-72A POWER-PULL TOOL. Capacity: 2 ton. 


L = AG-144 POWER-PULL TOOL. Capacity: 1 ton. 


M —_AG-PP-7020-72A 3/16” Cable replacement: 2 ton. 
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A PU-DT116A DOOR AND WINDOW HANDLE CLIP REMOVER. 
Just insert the PU-DT116A, push, and the clip is out! No damage to 
upholstery or escutcheon plate; no other tools necessary. 


B TE-LST-94 FORD REVEAL MOULDING CLIP REMOVER. A 
must when removing chrome trim moulding from adhesive caulked 
windshields, Overall length, 9%’. Cadmium finish with comfortable plastic 
covered handle. 


TE-LST-93 GM REVEAL MOULDING CLIP REMOVER. 


Cc DO-110 LOCKING STRIP TOOL. Straight Locking Strip Tool. 
Thread the locking strip into the eye of the tool. Place the point of the 
tool in the channel and push. The tool spreads the channel to receive the 
locking strip and the heel of the tool presses the strip into the channel. 


D DO-115 DOOR HANDLE LOCK CLIP TOOL. For removal of lock 
clips used in door handles found in General Motors cars from 1956 and 
Ford products from 1957. Will fit both new style retainers. 


E DO-171 WINDSHIELD KNIFE. Sharp blade fits under glass from 
outside. Cuts old adhesives on rubberless windshield jobs. Each tool 
individually packed in a polyethylene bag. 


DO-172 Replacement Blade for DO-171. 


F RA-10436 BUTYL ADHESIVE KNIFE. Some cars have windows 
installed with Butyl adhesive which tends to mend itself when being cut. 
This knife has an especially designed blade to prevent this. Unit is equipped 
with pull handle for easy operation. 


RA-10436-1 Replacement Blade for RA-10436. 


G SM-21500 MOLDING RELEASE TOOL. No need for an assortment 
of tools, — this heavy-duty tool releases both Ford and GM moldings. It 
instantly lifts clips and releases windshield and rear vision moldings on all 
cars with the new cemented glass. The front edge of tool is beveled for easy 
entry under molding. The angled points permit pulling tool at a slight angle 
for easiest possible manipulation of the tool. Right and left release points 
are on the same end of the tool. 


H GP-UP1 UTILITY PUNCH. The blade is 412’ O.A. and ground to a 
sharp center punch point. The handle end is 5/8’’ hexagon steel. 


] REPLACEMENT HANDLES. Made of selected straight grain, 
second growth hickory. 


FA-H42A Handle fits the following hammers: FA-158G & 
FA-164G, 

FA-H42B Handle 

FA-H45 Handle 


J AT-1912 VACUUM LIFTER. Designed for safe handling of glass, 
sheet metal and other flat surface materials, also used to draw out bends 
(not kinks) in bodies and fenders. 


K FA-158G GENERAL PURPOSE PICK HAMMER. The strawberry 
point gives weight to perfectly balance the low-crowned dinging head. Face 
diameter, 1-9/16”"". 


L FA-151G DINGING HAMMER. For light dinging and long reach. 
Square face permits dinging close to moulding or beading. Weight 10 oz. 
Faces 1-1/4" round, 1-1/16”" square head, 6” overall. 


M FA-164G UTILITY PICK HAMMER. Blunt point and short reach, 
especially useful for driving up high spots in low-crowned panels. Excellent 
on thin-gauge panels. Face diameter, 1-9/16". 


N FA-156GB CURVED PICK HAMMER. Like 156G except pick end 
is bent in arc of normal blow. Reaches behind reinforcements to difficult 
spots. Weight 9 oz. Face, 1-1/4" round point, 1/32" radius. Length of 
pointed end, 5-1/2”. 


oO FA-156G PICK HAMMER. Long-reach, thin point for low spot on 
low-crown panels. Reaches over inner obstructions. One high-crown face. 
Weight 9 oz. Face, 1-1/4” round point, 1/32” radius. Length of pointed 
area, 5-1/2". 


P FA-153G CROSS CHISEL HAMMER. Excellent for finishing. Cross 
peen used for working in sharp corners around mouldings and for caulking. 
Flat round face — 1-9/16” diameter. Chisel — 3” long. 


Q FA-153GB CURVED CHISEL HAMMER, Excellent for finishing. 
Curved chisel end used for rolled edges on fenders, etc. Flat round face — 
1-9/16"" diameter. Chisel — 3’’ long — bent. 


R FA-153S CROSS CHISEL SHRINKING HAMMER, Extra wide 
faces are cross grooved and used for shrinkage on large surfaces — chisel 
end used on sharp corners. Flat round face — 1-9/16"' diameter. Chisel 3” 
long 


S FA-158GM ROUND-POINT FINISHING HAMMER. Blunt point — 
long reach. For low spots on high crown panels and other work with long 
reach. Flat face 1-9/16” diameter. Blunt point 3” long. 
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A PO-FP5 PIERCING PUNCH. This tool pierces deep into modern 
inner construction to pick up low spots and also can be used as a straight 
pick tool. 


B PO-FP3 HOOKED FINISHING PUNCH. For window reveal panels 
of door and body trunk lid work. 


i PO-FP2 CURVED FINISHING PUNCH. Used in difficult places 
where an offset blow is needed. 


D PO-PT1 SHORT CURVED PICK. Medium length, pointed, for 
working through inner construction or lower part of frame. 


E PO-PT5 LONG CURVED PICK. 28” shank gives far greater reach 
through inner construction and frame. This eliminates removal of trim and 
construction. 


F PO-PT8 LONG T HANDLE CHISEL BIT PICK. Heavy-duty, for 
long reach picking, as in modern quarter panels. 


G SM-20000 PULL ROD SET COMPLETE. This process of body 
repair is really fast — drill holes — pull out damage — fill holes — sand flush 
— and you’re ready to paint. Pull Rods eliminate the removal and 
replacement of headliners, upholstery, inner panels, etc. The use of Pull 
Rods enables all time and effort to be directed to repairing the job — not 
getting at it — work is done outside the car exclusively. Use Pull Rods to 
repair quarter-sections, doors, tops, cowls, deck lids, etc., in a fraction of 
the time formerly required. Set consists of: 4 Pull Rods (formed shank), 2 
Pick Pulls (straight shank), 1 Stainless Steel Straight Edge, 1 High Speed 
9/64” Drill. 


H RE-H1411 SAW HANDLE FILE HOLDER. Made from choice hard 
maple for flexible files HL-81-11400, HL-81-11450 and HL-81-11390. 


| RE-H1422 STRAIGHT HANDLE FILE HOLDER. Selected hard 
maple for half round shell file HL-81-12200 and body file HL-81-11390. 


J DE-108 FLEX FILE HOLDER. Features concave and convex 
adjustments. Permanently attached strap takes 14 inch file. 


K ABRASIVE BODY FILE HOLDERS. Durable, high quality abrasive 
holders are “must” items for all shops specializing in auto body finishing. 


OT-316 ABRASIVE HOLDER, Masonite Base, 16” O.A. 
DE-109 ABRASIVE HOLDER, Aluminum Base, 16” 0.A. 


L VIXEN FILES. Each curved tooth is actually a miniature milling 

cutter and the undercut of rake enables the tooth to take a real bite for 

faster cutting and longer file life. This file will clear itself of chips, 

Particularly on soft, non-ferrous metals, which result in a smooth, 

scratchless finish. The cutting action is a genuine sheer which produces 
t shavings similar to those of a lathe or planer. 


HL-81-12200 HALF ROUND FILE 14” O.A., 8 teeth per inch. 
HL-81-11390 BODY FILE 14” O.A., 6 teeth per inch. 
HL-81-11400 FLEXIBLE FILE 14” O.A., 7 teeth per inch. 
HL-81-11450 FLEXIBLE FILE 14” O.A., 8 teeth per inch. 


CCC 


M HL-85-02612 BUMPING FILE SET. Used like hammers with dolly 
blocks to slap out dents in damaged bodies. Files are 12” long x 1-3/8” 
wide. The complete set consists one each of the following: 


HL-85-02088 FLAT COARSE CUT FILE 
HL-85-02089 FLAT MEDIUM CUT FILE 
HL-85-02090 HALF ROUND MEDIUM CUT FILE 
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A BF-500BD-SET “BODY MAN” SET. Cornwell offers in one neat 
protective container a complete dent removing kit for the bodyman. Dents 
are removed quickly and easily with no hole distortion. Set consists of the 


following: 

Part No. Description 
BF-500A . Body Tool 
BF-500-4 . . Hook Attachment 
BF-500-15 (3) eee RE Ge . Extra Screws 
SH-MT105-110 .Magic Tip Screw w/Adaptor 
BX-31A . Metal Box 
BI-31A-2 . Plastic Insert 


BF-500BD Tools only. 


B BF-500A BODY TOOL & SEAL PULLER. Employs a self-tapping 
metal screw firmly held on a broached hex by tightening a knurled cone. 
The operation consists of a series of holes drilled or punched along a crease 
or dent, into which the screw of BF-500A is turned. A series of pull-blows 
with the sliding hammer does the rest. Sturdy disc guard protects user's 
hand. Handle is grooved plastic. 19” O.A. 


BF-500-15 Replacement Screw. 
Cc SH-MT105-110 MAGIC TIP SCREW WITH ADAPTOR. Use with 


BF-500A when removing dents from difficult places with no hole 
distortion. 


SH-MT105-110 . Magic Tip Screw w/SH-MT110 Adaptor 
SH-MT105 Magic Tip Screw only 
SH-MT110 7/16-14 Adaptor 
SH-MT138SP . Shubert Type Tip 


D SH-K70 APOLLO JACK KIT. A nineteen-piece tool kit designed for 
use by auto body repairmen for difficult and complex straightening and 
aligning work. Mounted on a functional peg board, the apollo jack kit 
utilizes the newly designed K70 Friction Jack with a built-in adjustable 
spur point, complete with non-slip attachments to fit the configurations of 
late model cars. Set consists of the following: 


Part No. Description 
SH-K63D . Jack Extension Handle 
SH-K1030 ee a . Coupler 
SH-K 1033 . .« 6” Threaded Pipe 
SH-K7010 . Jack Assembly 
SH-K7015 Point 
SH-K7020 - 42” Rod 
SH-K7027 Thread Protector 
SH-K7030 ek Hees . 28” Rod 
SH-K7040 . Sliding Offset Threaded Chisel 
SH-K7041 . Sliding Threaded Hook 
SH-K7042 ae ae - . Rod Hook 
SH-K7043 Slip-on 3/8” x 90 Degree Point 
SH-K7044 . Slip-on 3/8” Straight Point 
SH-K7045 . Screw-on 5/16” x 90 Degree Point 
SH-K7046 . .Screw-on 5/16” Straight Point 
SH-K7047 . Chisel Shaped Puller 
SH-K7051 . 18” Connector Tube 
SH-K7055 - 360 Degree Swivel Rubber Foot 


SH-K7056 . 28” Connector Tube 


A BLACKSMITH HAND HAMMERS. Drop forged. All are finished in 
black enamel. Faces and peens highly polished. Built for maximum 
durability under the most rugged use. Handles are of sturdy selected 


| 


B ENGINEER HAMMERS-DOUBLE FACE. Finest quality drop 
forging assures perfect balance. Fitted with sturdy hicko 


hand 
ee 
eS 1) | 


12 Ibs. 
2 Ibs, 
mS ||) ey a | a) 


Cc MACHINIST’S BALL PEEN HAMMERS. These hammers have been 
correctly designed for perfect balance and are made to stand up under 
long, hard service. They have been carefully drop forged and properly heat 
treated. Faces and peens are hig 


CL-2040 
CL-2048 SQ-77618 


| D CL-361 GARAGE HAMMER ASSORTMENT. Three sizes of Ball 

| Peen Hammers and one Mechanics’ Hand Hammer in this sturdy 
re-inforced carton. One each 6 0oz., 120z., 20 oz. Bali Peen Hammer and 
one 3 Ib. Mechanics’ Hand Hammer. 


E CL-451/2 NAIL HAMMER. Drop forged of special analysis steel, 
properly heat treated for maximum durability. Square face enables easier 
driving of nails close to abutting surfaces and in corners. Lacquered, full 
octagon, non-slipping, best quality hickory handle. 


F CA-126 SOFT BRONZE HAMMER. Invaluable when engaged in 
standard or automatic transmission work, body work, and for driving 
bearings, bushings and gears, or where sparks could be hazardous. The 
CA-126 features a replaceable handle and polished and lacquered cast 
bronze head. 12” O.A., head 3-1/2”’ O.A. 


G PYROLIN TIP HAMMERS. CORNWELL incorporates toughness, 
resiliency and lightness in this special purpose hammer. It is designed for 
delicate machined parts such as wrist pins, gears, and bearings, and for 
body work, radio, refrigerator, and electrical work. The tips will stand a lot 
of pounding without marring the face, and can be easily changed when 
necessary. Body is made of tough steel and handle of top grade seasoned 


Tip Diameter 
mae 0] a 
ca. esieerr 


hickory. 


PT-16 


PT-16H Handle only for PT-8 or PT-16. 


H SQ-6830 SLEDGE HAMMER HANDLE. Selected second-growth 
hickory. Perfect balance. Complete with hickory chip and metal wedge. 


| HANDLES FOR BALL PEEN HAMMERS. _ Sturdy, 
weather-resistant handles of selected second growth hickory. Wedges, chips 
included. 


Part No. Length 
SQ-12010 “ (bo epea Dea ey ee es Bm eG a es. TOM 
SQ-9211 . a F ee ee Ce ae ee ee ee wy 1 
SQ-10612 .. aerate ie ap ee ae eG S eu.s me w 12? 
SQ-11114 . e a ee 1% = © ew % a a a 36" 
SQ-20416 .. S-c. Si & mie ah fuss 4a) ea ke Bay a - = « 18% 
SQ-77618 .. , ew 2 om), oe aca Mt ae ae ae Ew 18” 
J BLACK RUBBER MALLETS. Just the tool for pounding out small 


fender dents and other types of work where other types of hammers will 
mar the surface. 


Part No. Length 
BCSHE0 6. a Ba Sw See Sm Re ee we EO ee ee me ow OT 


BGS50R ss he eRe ORS DH Ee HR Oe Re we we OT” 
SC-3524 * . i . 16” 


FILES 


A _2Z-F6S FILE SET. Six of the most needed files packed in a 
KB-K11 Kit Bag. Consists of the following Files: 


Part No. Description 
HE7O014300' 6.35 weste ein oace eo aM ene 6” Mill File 
REZ OSOGOO) + is sicjcicic casey das wre? we ow, os omrend’ wee SS 9 6” Round File 
HL*70:14550 cs cte net awew nee eae wed ae 8” Mill File 
IL-70:39600! 33.4 irae ores a Kee eee 8” Round File 
HL 21-S2100) seis acc ain ee wR whe ore 10” Half-Round File 
HL-70-14960 2145000 8 He tw Aw De Be ES 12” Mill File 


DOUBLE ACTION “NU-CUT” FILES 


File 
Key Style 
eS) oe IHL-70-14550 |HL-70-14750 |HL-70-14950 


IC |Round _|HL-70-39600|HL-70-39850 |HL-70-40050 |HL-70-40250 
1D _|Half Round |HL-71-31700|HL-71-31900 |HL-71-32100 |HL-71-32300 


E FILE HANDLES. These unique file holders screw on, 
cutting their own threads. 


Part No. Description 
SAAS ies dete his, @ KR Seeds 8 ey a ew File Handle for 6” Files 
SAS: ,cac hem vewecrmenteman File Handle for 8” Files 


SAGG> 4 6 ww tale ME GR S6. A es File Handle for 10” Files 
SAL oa Siam ba ee owt ee wars File Handle for 12” Files 


PROFILE FORM-SHAPING TOOL.  Super-sharp, | 
non-clogging blade teeth especially designed for fast end grain and 
cross grain cutting of wood. Unique hardening proeess guarantees 


extra long tooth life with high resistance dy blade to 
breakage under the most severe flexing coma Also used for 


fast, easy removal of auto body aoe ller. Unequaled for 


shaping hardened body filler. Profile andle adjusts to a wide 
variety of positions to facilita rking in those hard-to-get 
places. 


AO” Adjustable handle w/Half Round Blade 
# 5ay 410" Adjustable handle w/Flat Blade 

| VA-778/ | 14” Adjustable handle w/Half Round Blade 
10” Flat Profile Blade 
10” Half Round Profile Blade 
14” Flat Profile Blade 
14” Half Round Profile Blade 


H HACK SAW BLADES are manufactured in high carbon 
alloy and high speed molybdenum steel. Both types are double 
heat treated resulting in fully hard cutting edges and flexible 
backs, greatly reducing breakage. Blades are color coded for easy 
identification. 


A DR-370-12 CHALLENGER 12” BLADE HACKSAW. Compactness 
— mounts 12” blade, yet is only 16” overall. No troublesome adjustments 
to make. No blade “twist’’ or “wobble” with new method of holding 
blade. Higher tension makes blades cut better, stay sharp longer. All parts 
and materials complete!y guaranteed against defects. Individually boxed. 


B DR-600 ADJUSTABLE 10” OR 12” BLADE HACK SAW. 
Aluminum diecasting makes comfortable front end grip. Front stretcher 

eld in snug fitting square hole. Engagement of tube and handle is more 
than 2%” even in 12” position—insures good solid alignment. Inserts 
“welded” in place no bolts or rivets to come loose. Tube never projects 
through handle—no holes or sharp edges on handle. Locking screw extends 
all the way through tube for tighter alignment. Individually boxed. 


i DR-65 CORVETTE ADJUSTABLE 10” OR 12” BLADE 
HACKSAW. New! Redesigned, low cost hack saw has added strength! 
Three amazing improvements! — All Firsts. (1) Less Blade “Wobble” and 
more accurate blade alignment because of precision fit between die-cast 
square holes and blade stretchers. (2) Die-Cast Construction is far superior 
to flat wire and stamping types. Resists bending in all directions and is 
virtually untwistable. Throat depth is 3”. (3) New Type Handle is 
practically indestructible because plastic insert is completely metal bound. 
Individual plastic bag. 


D AR-2313 HEAVY DUTY HACKSAW. Manufactured from 3/16” 
steel, one piece handle, unbreakable plastic grips. 


E DR-45 JAB SAW. Created especially for working inside holes and 
reaching tight spots. Patented clamping action holds blade in any position. 
Jaws hold with vise-like grip. Easily operated by turning handle. Will reach 
6” into a 3/4” hole with rigidly supported blade... and when blade is 
extended it will reach 10” further. Will cut absolutely flush. When blade is 
extended it can be flexed so that it can lie flat against a surface. 
Individually boxed. 


F DE-103 MIDGET KEYHOLE SAW. Has an all steel frame with 
knurled handle, especially adapted for cutting bushings and getting into 
tight places. 


AM-2 Package of Ten Extra Blades for DE-103 Keyhole Saw. 


G WC-25 MILL CUT-SIDE CUTTING SAW. Makes a smooth cut in 
wood, plastic, formica, masonite and composition board. Fits any standard 
drill or drill press. 


WC-16 Display Pack of sixteen WC-25, 


‘a HIGH SPEED HOLE SAWS. Hole saws will cut mild steel, cast iron, 
aluminum, copper, brass, stainless steel, wood or plastic. Maximum cutting 


depth 1-1/8”. 
ee Oe eee 
Arbor No. Arbor No. 
| AN-38133 | 1-5/16” | AN-39347 


|AN-38018 | 9/16” __| AN-39313 | 


AN-38026 | 5/8” AN-39313 || AN-38547 | 1-3/8” AN-39313 
AN-38034 | 11/16” AN-39313 || AN-38554 | 1-1/2” AN-39313 
AN-38042 AN-38182 


1-5/8” AN-39347 


AN-38067 | 7/8” | AN-39313 || AN-38224 
AN-38075 | 15/16” | AN-39373 || AN-38232 | 
AN-38083 1” | AN-39313 


| AN-39313 ARBOR. Fits 9/16” to 1-3/16” saws. 1/4” hex shank. 
AN-39347 ARBOR. Fits 1%” to 2-3/8” saws. 7/16” hex shank. 


J PILOT DRILLS. 


AN-39461 PILOT DRILL only for AN-39313 arbor. 


AN-39479 PILOT DRILL only for AN-39347. 
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A RETHREADER TAP SETS. Six rethreader taps furnished in 
National Coarse (N.C.) or National Fine (N.F.). 


JA-T6C SET OF SIX COARSE RETHREADING TAPS. Set consists 
of one each: 1/4”-20, 5/16"-18,3/8"-16, 7/16"-14, 1/2”-13, 9/16"-12. 


JA-T6F SET OF SIX FINE RETHREADER TAPS. Set consists of 
one each: 1/4”-28, 5/16"-24, 3/8"-24, 7/16"-20, 1/2”-20, 9/16"-28. 


B JA-34 RETHREADING SET. Set consists of 4 taps and dies, 
1/2"-20, 7/16"-24, 3/8’-24, plus 1/8” pipe. For hydraulic and oil fittings. 
Comes packed in a durable plastic case. 


C WK-AD2A AXLE RETHREADING DIE. With this tool you can 
quickly restore battered axle threads without removing the axle from the 
housing. The die is split for quick application to the rear of the axle and 
re-chases the damaged portion as it is backed off. It has the following 
thread sizes: 3/4""NC, 3/4”"NF, 7/8”NF, 1""NF, 1-1/8""NF, 1-1/4"NF. 


D RETHREADER DIE SETS. Large size rethreader dies in coarse and 
fine threads per inch. 


JA-C40 SET OF FOUR NC-USS DIES. The set consists of one each 
of the following: 


Part No. Description 
SAFECO 22 6 HB KS SS OS wie HSE wos tw he 7/8" USS Rethreader Die 
SANCD mi 6, © 6 ws mw he Tale ee te es wr ee 1” USS Rethreader Die 
VATSBECO ccc ete ems oe 1-1/8” USS Rethreader Die 


JA*1-91/4CD 2 2 eee eee ee ee ee 1-1/4” USS Rethreader Die 


JA-F40 SET OF FOUR NF-SAE DIES. The set consists of one each 
of the following: 


Part No. Description 
JA*7/BFD wcrc sees ena vreevens 7/8” SAE Rethreader Die 
SASTPD 0 cic is Oi we we we we Om ee 1°’ SAE Rethreader Die 
JATI/BFD cere si maw amit aw ae 1-1/8" SAE Rethreader Die 
JA11/4FD 2.2. eee eee eee eee eae 1-1/4" SAE Rethreader Die 


E JA-C8 SET OF EIGHT NC-USS DIES. The set consists of one each 
of the following: 


Part No. Description 
JA-1/4CD 1/4”’ USS Rethreader Die 
JA-5/16CD 5/16"" USS Rethreader Die 
JA-3/8CD 3/8’’ USS Rethreader Die 
JA-7/16CD 7/16"" USS Rethreader Die 
JA-1/2CD 1/2” USS Rethreader Die 
JA-9/16CD 9/16"" USS Rethreader Die 
JA-5/8CD 5/8”’ USS Rethreader Die 
JA-3/4CD 3/4”’ USS Rethreader Die 


JA-F8 SET OF EIGHT NF-SAE DIES. The set consists of one each 
of the following in a durable plastic case: 


Part No. Description 
JAST/APD. wc eee eta One eas wm 1/4” SAE Rethreader Die 
JA-B/IGFD civ we we er De ew we 5/16” SAE Rethreader Die 
JAB/BFD wae revs eens naromanss 3/8”’ SAE Rethreader Die 
JAST/IGFD . a wanna rete aresaweve 7/16" SAE Rethreader Die 
SA WBFD «sus 66 2 eee re Bw © 8 oe ele ee 1/2” SAE Rethreader Die 
JSASOJAGCED 6: fs 5 ete bee! bn ee See 9/16” SAE Rethreader Die | 
JAB/BFD wc ctw wee b a ee Hw we 5/8" SAE Rethreader Die 
SA-3/4FD° 6k wc © 6 io oe wie we we oe 3/4” SAE Rethreader Die 


F JA-M5 METRIC RETHREADER DIE SET. Five popular nut size 
dies in metric threads for renewing damaged, corroded threads on foreign 
cars and machinery. Simply use your wrench to run on and off and the 
thread is restored. Set contains the following in a durable plastic case: 


Part No, Description 
SAGM fi caw HH ee Oe | HO 6 x 1MM Rethreader Die 
JAAM Ge ee ae Se HS Oe De we wy ere 7x 1MM Rethreader Die 
JASEM wat wine oa ae Dew Tw Oo 8 x 1.25MM Rethreader Die 
ty oo a ee ee a ee | 10x 1.50MM Rethreader Die 
JAsT2M «6 Wee wee me wee oe wee 12 x 1.75MM Rethreader Die 


G JA-1 THREAD FILE. 7°’ O.A. with the following thread sizes per 
inch: 11, 12, 13, 14, 16, 18, 20, & 24. 


JA-2 THREAD FILE. 7” O.A. with the following thread sizes per 
inch: 9, 10, 12, 16, 20, 28, & 32. 


H JA-1278 RETHREADER DIE AND FILE SET. This set will cover 
most rethreading requirements. Set consists of one each: JA-C8, JA-F8, 
JA-1, JA-2 packed in a wooden box. 


i JA-66 COMBINATION (NC) (NF) TAP & DIE SET. Will cover 
practically any rethreader or tapping requirement a mechanic might have. 
Set consists of one each: JA-F8, JA-C8, JA-T6C, JA-T6F packed in a 
wooden box. 
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A PU-FT6 DOUBLE FLARING TOOL SET. For fast, efficient single 
or double 45 degree flaring of tubing. Contains the following adaptors for 
double flaring in a durable polypropylene box: 


Part No. Description 
RUST Gt) 6-1e-.o.v. wbonapin dias He Ee! eye Se acd Riera, we eal ® 3/16" Adaptor 
PU-ETG:2 a6 os saetcee ds ae Qe Re ewe Cee 1/4” Adaptor 
PU-FIGS Waite eee CaS aw See See we Owe SS 5/16” Adaptor 
BUF Te io ids aisuekyy Cake S, 2 Ge eae & Sere aie Ge oars 3/8” Adaptor 
PU-FTG-5. ccces st hws % aSeCrre Tee eee ns 1/2” Adaptor 
PULFIG GS: wits ew we ee ee ee ae Be we Ey woe Bar Assembly 
PU-FT6-7 ..........- misenestis: Yoke Assembly (PU-FT6 & PU-165) 


PU-165 METRIC DOUBLE FLARING TOOL SET. A double flaring 
tool designed for metric size tubing, this tool will withstand pressure that is 
necessary to double flare tubing up to 1MM wall thickness. It can also be 
used as a single flaring tool. Contains the following adaptors for double 
flaring in a durable polypropylene box: 


Part No. Description 
PU-165-1 ....20- TCs SMS os eae see 4.75MM Adaptor 
PU-1GG-2 ccc rans ere ee eee ee ee 5MM Adaptor 
PIP. Ge Gtk ste ee oe eee wee aeane We ee 6MM Adaptor 
PUHGS4A ec PPADS OTSERE DEK REDS Ree ET's 8MM Adaptor 
PU-165-5 ...... Sere do 2S RS Ce Dee we Re 10MM Adaptor 
PUN BBG cco ceive Senco al int ite ee Biel ae Merrell wie el’ Gera Bar Assembly 


B TC-274FC TWO-IN-ONE TUBE CUTTER. A reamer, which locks in 
open or closed position, folds out of the way when not in use. O.D. 
capacity 1/8” to 1”. 

TC-79318-01 Reamer Blade Only. 

TC-75015 Replacement Cutting Wheel Only. 


€ TC-227FA TUBE CUTTER. Small size (3% overall) takes all sizes 
of copper, brass, aluminum and thin wall steel tubing from 1/8” to 3/4” 
O.D. 
TC-32633 Extra Cutting Wheel Only. 


) D TC-127FB IMP TUBE CUTTER. An ideal utility cutter, cleanly 
severs copper, brass, aluminum, and thin-wall steel tubing from 1/8” to 1” 
diameter. Small size (1%”’ O.A.) 


E PU-TC25 TUBE CUTTER. Will handle brass, copper and similar 
) tubing from 1/8” to 1” O.D. 
PU-TC25A Extra Cutting Wheel Only. 
| 
: 


F PU-FT5 SINGLE FLARING TOOL. Will flare brass, copper and 
aluminum tubing in the following sizes: 3/16”, 1/4”, 5/16", 3/8”, 7/16”, 
1/2", & 5/8". 


G __sLS-44000 TUBING BENDER. Bends 4 sizes of steel or copper 
tubing. Exclusive new nylon form prevents kinking or flattening. Perfect 
for bending fuel, brake or hydraulic lines. Bends up to 180 degrees—3/16”, 
1/4”, 5/16", 3/8” O.D. tubing. (Not recommended for 3/8” steel ) 


H OF-1947 MUFFLER & TAILPIPE REMOVER. Rusted, corroded 
connections are no problem with this tool. Insert cutting edge between 
tailpipe and muffler nipple, and split open whichever is outside. Other part 
slips out easily. It has a bright lustre and a comfortable handle. 


I LS-31500 SELF-ALIGNING PIPE CUTTER. Will handle pipe sizes 
from 1%” to 2%” diameter. 
LS-31530 Set of (4) Cutter Wheels Only. 


J LS-32500 TAILPIPE EXPANDER. Removes clamp grooves and 
rounds out exhaust pipes. A practical, rugged tool that makes easy work of 
a tough job. Step design gives biggest range on the market, 1%” to 2%”. 
LS-32650 Small “O’’ Ring. 
LS-32660 Large “‘O’’ Ring. 


K LS-32000 PIPE END SHAPER. This tool rounds out exhaust pipes 
that are crushed or bent-in by inserting the point of the cone into the pipe. 
Reshapes pipes bent or flared out by placing the big end over the pipe. 
Handle can be removed if necessary to reshape pipe ends with curves or 
other obstructions. 
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A PISTOL OILERS & HOLDERS. Fixed spout—Detachable 
tip. Leakproof drawn bodies. Comfortable pistol grips. Powerful, 
positive pumps, steel ball valves. 


PL-50-512 | Goz. | Base | Nickel [| Rigid | 
PL-50-513 | Goz. | Wall | Nickel | Rigid | 


B PL-50-325 HANDLED OILER. Nickel plated, 7/8 pint 
capacity. Fixed spout. This oiler is specially designed for general 
shop, farm and factory use. Powerful pump with bronze springs 
and steel ball valves. 


C PL-50-508 SELECTO-LUBE-SET. Consists of three six 
ounce pistol oilers finished in red, copper, and grey so you can 
tell at a glance what each oiler contains. Blank labels can be fitted 
in for positive identification. Complete with triple wall holder. 


D__PL-60-003 SPEED SPOUT. Ei 6a papier: on any 
size or HAScer aout or replace. Works 
perfectl ‘al-or fibre cans. Drains any can almost “Bone 
Dry”. Cannot leak. 

E PL-60-177 TRANSMISSION FILLER. Features Flip Spout 


opener, 16-inch neoprene hose, tapered metal tip for smallest of 
openings. Nickel plated. 


PL-75-006 TRANSMISSION FILLER. Equipped with a | 
tempered steel cutting blade, an 18” flexible spout with a tapered | 
tip and an 80 mesh screen for dirt protection. Lacquered finish. | 
Has funnel type inlet. 


F PL-75-007 ECONOMY UTILITY FILLER. All purpose 
fluid dispenser with 17” flexible tube, 6’ mouth on funnel, 4” 
tapered dispensing spout with 1/2” outside diameter for small 
openings. Equipped with 80 mesh screen for greater safety. 


G__ PL-60-005 OIL SPOUT. Extra long length for hard-to-reach 
places. Nickel plated, with new leakproof gasket. 814" O.A. 


PL-60-077 FLIP-SPOUT. Offers extra length for hard to 
reach places. Large %” diameter opening for faster pouring, leak 
proof gasket, hardened steel cutting spear for longer life and 
positive gripper for rim of can. Nickel plated, 7%”’ O.A. 


H = PL-70-024 BEARING PACKER. Can be used with either 
power or hand operated grease guns. Will handle bearings from 
25/64” 1.D. to 5” O.D. 


I PL-30-118 H.D. SUCTION GUN. 1-1/4” pint capacity. 
Vinyl plastic flexible hose makes it easy to use in those hard to 
reach places. Will handle all oils, gas, fuel oil & other 
non-corrosive fluids. 


J PL-30-117 H. D. GREASE GUN. Combination cartridge or 
bulk grease gun. Bright zinc plated finish. Spring primed, develops 
10,000 psi. Double cup two way plunger. 


K  PL-75-664 FLEXIBLE MEASURE. Four qt. flexible 
adjusto measure. Improved thumb lever for positive action. 
Flared spill proof top. 
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A THIN NOSE VISE GRIPS. Available with or 
without wire cutter. 


Part No. Description 
VGIGR seceaes aes Thin Nose Plier, 7’’ O.A. 
VG-1T0CR «cic caw aas Thin Nose Plier, 10’ O.A. 
VG-7WR_. .. . ._ Thin Nose Plier with Cutter, 7” O.A. 
VG-10WR . . . . Thin Nose Plier with Cutter, 10’ O.A. 


B VISE GRIP WRENCH PLIERS. Adjustable, they 
have a bulldog grip that will not slip. 


Part No. Description 
VG-PR) vstie he Wea ard Plier Wrench, 7” O.A. 
VGE7Re2 5 Sts 6) SS EOD YS BOR Bw Spring Only 
VGIOR sssaneuauanva ad Plier Wrench, 10” O.A. 
VGIOR2 . i caste era mee wee Spring Only 


Part No. Description 
VG-DWR «64% i wea Junior Vise Grip, 5’ O.A. 
VG-5WR-1_. . . Junior Vise Grip, 5’ O.A. (Skin-Pack) 
VGSWR2 4.0 sthi hee w Fen we Bad Spring only 


D VG-20R CHAIN WRENCH. Works in close 
quarters and narrow openings. Unlocks easily upon 
depressing release lever. 


E  VG-11R VISE GRIP “C” CLAMP PLIER. Jaws can 
v be adjusted to the exact size. Jaw adjustment from 0” 
to 3%”. 11” O.A. 
VG-18R LONG REACH “C” CLAMP VISE GRIP. 
Reaches jobs you couldn’t reach before. End screw 
makes pre-adjusting and locking with the right pressure 
quick and easy. Position work with one hand—apply the 
Long Reach “C’” Clamp with the other. A flick of the 
finger unlocks it immediately—yet it stays adjusted for 
repetitive jobs. Perfect for work in close quarters and 
narrow openings—where you need a long reach. 


VG-6R “C” CLAMP PLIER. New pocket size 
locking C-Clamp. Easily adjusted for varying work sizes. 
Instant release with fingertip pressure. Stays adjusted 
for repeat work. 6-3/8” O.A. 


F VG-8R VISE GRIP SHEET METAL PLIER. Ideal 
for bending sheet metal. Jaw width 3-1/8”, throat depth 
of 1%”, 8” O.A. 


G vG-9R VISE GRIP WELDING CLAMP PLIER. 
Has toggle action and positive lock so that clamp 
remains locked to the work with hands removed. 
U-shaped jaws with adjustment from 0” to 1-5/8”. 9” 
O.A. 
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A AC-875 HOSE CLAMP PLIER. This tool services all sizes 
of self-tightening wire hose clamps, either industrial or 
automotive. Deep or shallow slots in jaws swivel through 180 
degrees and hold clamp securely. 


B DM-KC18 HOSE CLAMP PLIER. Recessed jaws provide 
positive gripping action on hose clamps. 


Cc WK-P534A LOCK RING PLIER. This plier spreads snap 
lock rings used on brakes, transmissions, pedal shafts, clutch 
shafts and machine tools. Can also be used to spread piston rings. 
Jaws are scored on outside to hold ririgs securely. Has right angle 
tip. 9” O.A., jaw opening 1-1/2”. 


D WK-P534B LOCK RING PLIER. This plier spreads snap 
lock rings used on brakes, transmissions, pedal shafts, clutch 
shafts, and machine tools. Can also be used to spread piston rings. 
Jaws are scored on outside to hold rings securely. Has straight tip. 
9” O.A., jaw opening 1-1/2”. 


E WK-P7G ANGLE NOSE GRIPPING PLIER. A streamlined 
gripping plier with narrow, pear shaped jaws, to get into close 
places. Deep, sharp and hard pipe wrench type teeth. Jaws are 
offset at an angle of 32 degrees. Knurled handles, bright chrome 
plating. 6-3/4” O.A., capacity 0” to 7/8”. 


F WK-P135A PARALLEL TIP LOCK RING PLIER. Jaws 
come apart parallel to insure a good grip on the snap ring. 
Compound leverage. 10’’ O.A., jaw opening 1-1/2”. 


G DM-K15 SLIP-JOINT PLIER. A slip-joint plier with wire 
cutter made from special steel, drop forged, machined and 
hardened to meet the most exacting standards. Knurled handles. 
Full polished nickel chrome plating. 5” O.A., 3/4” capacity. 


DM-K36 SLIP-JOINT PLIER. A quality tool, slip-joint 
style with wire cutter. Drop forged from high grade tool steel. 
Nickel plating with satin finish. 6” O.A., 1” capacity. 


H WK-P15 IGNITION PLIER. Curved jaw construction and 
short overall length of 5” make this plier ideal for ignition work. 
Three adjustments. 1/2” capacity. 


I LS-46000 COMBINATION INTERNAL-EXTERNAL 
RETAINING RING PLIERS. A handy combination tool for both 
types of snap rings. Compresses internal rings in one position — 
move the quick-change reversing lever to expand external rings. 
Comes with four sets of color-keyed tips as follows: Silver = 
straight .045” tips, Copper = straight .060” tips, Silver = 45 
degree .045” tips and Black = 90 degree .034” tips. 


LS-46250 Set of the above four Tip Sets. 


aj PU-BP47 BEZEL NUT PLIERS. Controls usually found on 
instrument panels, such as light, wiper and ignition switches, are 
held in place by a bezel nut. Using these new bezel nut pliers, the 
mechanic can easily loosen or tighten such nuts and usually 
without removing the control knobs. 


K ML-444K INTERNAL AND EXTERNAL RETAINING 
RING PLIER SET. Set consists of ML-445A internal retaining 
ring plier, ML-446A external retaining ring plier and ML-448-2S 
Tip Set contained in a durable plastic box. 
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A AUTOMOTIVE AND INDUSTRIAL RETAINING RING PLIERS. 


RINGS [STRAIGHT _PLiERS 
Industrial | Ring Size Cornwell 
Rings Range Automotive 
No Stop & 
Spring 
Rings 
Dash Nos. 


25- 31 
37-102 
106-175 
181-350 


143-200 
206-300 


150-350 

50-100 
106-200 
215-334 


NOTE: 45 degree and 90 degree pliers have the same application 
/ data as straight pliers. When ordering 45 degree and 90 degree pliers merely 

add 45 or 90 to the straight plier part number. 
B ML-34 TRUARC RETAINING RING PLIER. An adjustable tool 
that will handle a wide range of sizes of internal and external retaining 
rings. Plier is convertible from internal to external in a simple application. 
Cc ML-12 CONVERTIBLE RETAINING RING PLIER. An adjustable 
tool that will handle the smaller range of internal and external retaining 
rings. Changing from internal to external is a simple, quick application. 

TIP SETS & INDIVIDUAL TIPS. 


ML-448S Set of tips in plastic box. One pair each of ML-448-1 
through ML-448-4 (See below). 


ML-448-1 One pair 90 degree angle, .035 diameter tips. 
ML-448-2 One pair 45 degree angle, .045 diameter tips. 
ML-448-3 One pair straight tips, .045 diameter tips. 


ML-448-4 One pair straight tips, .060 diameter tips. 


ML-448-2S Set of tips in plastic box. Same as ML-448S except it 
contains 2 pairs each of tips ML-448-1 through ML-448-4, 


D ML-445A INTERNAL RETAINING RING PLIER. Comes with 
ML-448S set of tips. 


E ML-446A EXTERNAL RETAINING RING PLIER. Comes with 
ML-448S set of tips. 


F ML-7 LARGE INTERNAL RETAINING RING PLIER. Large 
internal ring plier for internal retaining rings from 3-1/16” to 6-5/8” in 
diameter. Has double tooth ratchet safety device which prevents rings from 
releasing their tension accidentally. Ratchet also permits assembly and 
removal of rings without having to maintain pressure on the handles. Tips 
are replaceable, 15-11/16” O.A. 


G ML-8 LARGE EXTERNAL RETAINING RING PLIER. Large 
external retaining ring plier for external retaining rings from 3-9/16” to 
6-1/2” in diameter. Has double tooth ratchet safety device which prevents 
rings from releasing their tension accidentally. Ratchet also permits 
assembly and removal of rings without having to maintain pressure on the 
handles. Tips are replaceable. 15-3/4”’ O.A. 


ML-78 Replacement Tips for ML-7 and ML-8 (pair). 
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A CL-337G DIAGONAL CUTTING PLIER. Lap Joint. 
Polished finish, dipped plastic grips. Heat treated selected 
alloy steel gives sharp, tough cutting edges. Capacity, 1”; 
length 7”. 


CL-337WG ELECTRICIANS’ WIRING PLIER. Specially 
designed to quicken installation of electrical outlets. Cuts, 
strips insulation and loops wire. Stripping notches for 14 and 
12 gauge wire. Polished finish. Length, 7”. 


B CL-435G DIAGONAL CUTTING PLIER. 
industrial uses. Box joint, dipped plastic grips. Polished finish. 
Capacity, 11/16”; length, 5”. 


Many 


Cc CL-436G DIAGONAL CUTTING PLIER. 
industrial uses. Box joint, dipped plastic grips. Polished finish. 
Capacity, 7/8’; length, 6”. 


Many 


CL-437G DIAGONAL CUTTING PLIER. Many 
industrial uses. Box joint, dipped plastic grips. Polished finish. 
Capacity, 1-3/8”; length, 7”. 


D CL-447G CURVED DIAGONAL CUTTING PLIER. Lap 
joint. Curved design and keen edge make this plier an ideal 
cutter. pulling cotter pins. Polished finish, 
dipped plastic grips. Capacity, 3/4”; length, 7%’, 


Also good for 


E CL-349G WIREMASTER 


electrician’s 


PLIER. 
plier. 


Linemen’s and 
enclosed-joint 
Polished 


wire-cutting Special 
construction holds cutters in perfect alignment. 


finish, dipped plastic grips. Length, 9’’. 


F CL-386G CURVED LONG NOSE PLIER. Point 3/32” 
round. Serrated jaws. Polished finish, dipped plastic grips. 
Without cutter. Length, 6”. 


G CL-516G SLIP-JOINT PLIER. Thin nose, wire cutting 
shear. Excellent for general purpose. Polished finish, dipped 
plastic grips. Capacity, 24%”; length 6”. 


CL-546G SLIP-JOINT PLIER WITH CUTTER. Heavy 
duty. Great variety of applications. Polished finish, dipped 
plastic grips. Capacity 2%”; length, 6”. 


CL-548G SLIP-JOINT PLIER WITH CUTTER. Heavy 
duty. Great variety of applications. Polished finish, dipped 
plastic grips. Capacity, 2-5/8’; length, 8”. 


CL-5410G SLIP-JOINT PLIER WITH CUTTER. Heavy 
duty. Great variety of applications. Polished finish, dipped 
plastic grips. Capacity, 3-3/8’; length, 10’. 


) 


A CL-378G LONG REACH DUCK BILL PLIER. 
Excellent for carburetor jobs and others where long 
reach into confined areas is required. Good 
tip-gripping action; for pulling safety wires used on 
aircraft lock nuts. Polished finish. Dipped plastic grips. 
Capacity, 2-3/4”; length, 8’. 


B CL-3078G LONG REACH NEEDLE NOSE 
PLIER. Reaches recessed areas. Sure-grip, accurately 
machined jaws. Polished finish, dipped plastic grips. 
Capacity, 2-3/4”; length, 8”. 


C CL-326G LONG NOSE PLIER. Polished finish, 
dipped plastic grips. Rounded 3/32” point, with side 
cutter. Capacity, 1-3/4’; length, 6’. 


D CL-3026G LONG NOSE PLIER. Polished finish, 
dipped plastic grips. Rounded 3/32” point, without 
side cutter. Capacity, 1%”; length, 6’. 


E CL-317%G LONG NOSE PLIER. Polished finish, 
dipped plastic grips. Rounded 3/32” point, with side 
cutter. Capacity, 2-3/8”; length, 712”. 


F  CL-3017%G LONG NOSE PLIER. Polished finish, 
dipped plastic grips. Rounded 3/32” point, without 
side cutter. Capacity, 2%’; length, 772”. 


G CL-357G END CUTTER. Long wearing, easy to 
use. Specially hardened cutting edges. Designed for 
close work. Rolling motion permits easy pulling of 
cotter pins, etc. Dipped plastic grips. Capacity, 7/16”; 
length, 7”. 


H CL-307G BATTERY PLIER. Lap joint. Short 
jaws provide positive grip on battery terminals. 
Polished head, dipped plastic grips. Capacity, %4’’ to 
5/8” length, 7”. 


I CL-537G SLIP-JOINT PLIER. Side-cutter. 
Precision tool with razor-sharp cutting edge. Polished 
finish, dipped plastic grips. Capacity, 2-3/8”; length, 
ia 


Designed specifically for delicate bench work, these fine 
precision pliers are used extensively in the fields of 
electronics and instrument repair. Also handy for model 
making, watch repair. Sturdily made with the same fine 
production methods and materials as other CORNWELL 
highest quality items. Polished steel with comfortable 
blue plastic grips. 


A CL-4210G LITTLE CHAMP MIDGET PLIER SET. 
Consisting of the following pliers: CL-41G, CL-42G, 
CL-44G, CL-45G, & CL-47G. All fitted in an attractive 
velvet lined case. 


B CL-41G DIAGONAL CUTTER. Length, 4-1/4”. 
Blue plastic grips. 


C CL-42G END CUTTING NIPPER. Length 4’. Blue 
plastic grips. 


D CL-43G NEEDLE NOSE PLIER. Length 4-3/4”. 
Blue plastic grips. 


E  CL-44G FLAT NOSE PLIER. Length 4-3/4”. Blue 
plastic grips. 


F CL-45G ROUND NOSE PLIER. Length 4-1/2”. 
Blue plastic grips. 


G CL-47G NEEDLE NOSE PLIER. Length 4-3/4”. 
Blue plastic grips, side cutter and nose serrations. 


H CL-49G CURVED NEEDLE NOSE PLIER. Length 
4-1/2’. Blue plastic grips. 


I CL-718G LONG REACH FLAT NOSE PLIER. 
Sure grip, accurately machined jaws for reaching into 
recessed areas. Polished finish. Plastic grips. Capacity, 
2-11/16”; length, 8” O.A. 


J CL-728G LONG REACH DIAGONAL CUTTER 
PLIER. Polished finish. Patented wire-stripping notch. 
For electronic work. Plastic grips. Capacity, 1-3/4”; 
length, 7-1/2’ O.A. 


K CL-738G LONG REACH ROUND NOSE PLIER. 
Slender, precision points. Excellent for fine work in 
hard to reach places. Plastic grips. Capacity, 2-11/16”; 
length, 8” O.A. 


L  CL-748G LONG REACH END CUTTER PLIER. 
Hand honed, specially hardened edges. For all types of 
close, hard to reach electronic jobs. Plastic grips. 
Capacity, 2-9/16’’; length, 8” O.A. 


A CL-410G GRIPPING PLIER. Heavy duty plier, yet light 
weight and compact. Four adjustments. Polished finish. Dipped 
plastic grips. Capacity, 1-1/8’; length, 9%”. 


B CL-424G IGNITION PLIER. This midget plier reaches in, 
grips small nuts on distributors and voltage regulators. Four 
adjustments. Polished finish. Dipped plastic grips. Capacity, 
1/2”; length, 4%”. 


CL-424-1 Bolt and Nut only. 


C CL-420G MULTI-PURPOSE PLIER. Patented design 
tension edge. Wide range of adjustments possible. Adaptable to 
many uses. Dipped plastic grips. Capacity, 7/8’; length, 9%’’. 


CL-420-1 Bolt and Nut only. 


D CL-426G MULTI-PURPOSE POCKET SIZE PLIER. Good 
all around plier with five adjustments, undercut channels, 
reinforced tension edge. Polished finish. Dipped plastic grips. 
Capacity, 2%"; length, 6%’. 


CL-426-1 Bolt and Nut only. 


E “SUPERIOR” PLASTIC GRIPS FOR PLIERS. Durable 
plastic grips for maximum comfort. Easy-to-spot light blue 
color. Simple installation directions included. Three sizes: 


CL-6” SMALL PLASTIC GRIPS FOR 6” PLIERS. 

CL-7” MEDIUM PLASTIC GRIPS FOR 7” PLIERS. 

CL-8” LARGE PLASTIC GRIPS FOR 8”, 9%”, AND 10” 
PLIERS. 


F CL-430G BIG’‘CHAMP PLIER. Five adjustments, undercut 
channels, reinforced tension edge, polished finish. Dipped 
plastic grips. Capacity, 7/8” to 2”; length 10”. 


CL-440G GRIPMASTER. Powerful, high-capacity parallel 
jaws designed for accessibility. Seven undercut channels, dipped 
plastic grips. Capacity, 2%’; length, 12”. 


G  CL-460G GIANT GRIPMASTER. This 16” long, big-job 
plier has a full 4%” jaw capacity! Nickel-chrome finish, and 
blue plastic cushion grips. 


H CURVED JAW MULTI-PURPOSE PLIERS. For 
greater-than-ever gripping power on curved objects. Exclusive 
Channellock features include smooth-working, machined, 
undercut mating parts and patented reinforced edge for added 
strength. Dipped blue plastic grips. 


CL-422G CURVED JAW MULTI-PURPOSE PLIERS. 
Capacity, 1-1/2”; length, 9-1/2’. 


CL-442G CURVED JAW MULTI-PURPOSE PLIERS. 
Capacity, 2-1/4”; length, 12”. 
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A CF-301A STANDARD BLOW GUN. Conventional 2-1/8" O.A. 
model. Full line pressure nozzle, single finger control. 


B CF-302A LONG BLOW GUN. 4” tube. For carburetors, cylinders, 
brakes, etc. 6-1/8"’ O.A. 


€ CF-303A EXTRA LONG BLOW GUN. 9-7/8” tube puts air in 
difficult-to-reach places. 12’’ O.A. 


D AF-43 WATER SPOUT. Lightweight, simple construction. To 
operate, merely press rubber tube. Good flow control without chatter or 
vibration. Standard 1/4"’ female pipe thread inlet. 


E AF-923 VALVE STEM RETRIEVER. Works especially well with 
short stems and drop center rims. 


F AF-922 VALVE REPAIR TOOL. Will removeand insert the valve 
core, tap out the valve core threads and chase the outside threads. Also 
may be used as a tire deflator. 


MT-699 FEMALE AIR CHUCK 1/4” 1.P.T. 


MT-690 DUAL-HEAD AIR CHUCK, 


MT-925A TRUCK TIRE GAUGE (20 to 120 Ibs.). 


G 

H 

! MT-921 PENCIL TYPE INFLATOR GAUGE. 

J 

K MT-976A MASTER TRUCK TIRE GAUGE (20 to 120 Ibs.). 

L MT-S923 PASSENGER TIRE GAUGE. A straight chuck passenger 
car tire gauge (ideal for gauging tires with decorative wheel covers) 
calibrated on all four sides from 5 to 45 Ibs. in 1 Ib. units. 


M MT-S448 TIRE TREAD DEPTH GAUGE. An accurate and 
convenient way to measure the depth of new “Sipe Treads” as well as 
conventional treads. Round aluminum indicator bar calibrated from 0 to 
1” in 1/32" markings. A must in determining remaining tire life. it has a 
convenient pocket clip. 


N MT-107 MILTON BLOW GUN. Indispensable for cleaning oil and 
fuel lines, air cleaners, car interiors, etc. 1/4” pipe thread. 


O- _mT-s150 LEVER-TYPE BLOW GUN. 


P SAFETY AIR BLOW GUNS. Approved By-Pass Safety Nozzle 
Permits air to escape if hole in tip is obstructed without changing the 
normal air flow. Discharges same volume of air as full flow blow guns, 
but maintains required nozzle pressure of 30 p.s.i., with inlet pressure of 
100 p.s.i. 


MT-S131 Industrial Safety Blow Gun 

MT-S132 Volume Safety Blow Gun 

MT-716 COUPLER BODY ONLY 1/4” 1.P.T. 
MT-727 COUPLER PLUG. 1/4” N.P.T. Male. 
MT-728A COUPLER PLUG. 1/4" N.P.T. Female. 


MT-S775 COUPLER BODY ONLY. 1/4” N.P.T. Female. 


c34UNwO 


MT-711 “KWIK-CHANGE”’ COUPLER ASSEMBLY. Consists of 
one 715 female 1/4” N.P.T. and one 727 male 1/4” N.P.T. 


Vv CF-321 PISTOL GRIP CONTROLLED AIR GUN. The 
spring-loaded trigger regulates air flow. Weight 8 oz. 


MILTON INTERCHANGE COUPLERS. 

W = MT-783 COUPLER PLUG, MALE 1/4” N.P.T. 

X = —s- MT-784 COUPLER PLUG, FEMALE 1/4” N.P.T. 

Ys MT-785 COUPLER BODY ONLY FEMALE 1/4" N.P.T. 
Z == MT-786 COUPLER BODY ONLY MALE 1/4” N.P.T. 
AA mtT-777 COUPLER BODY “A MALE 1/4” N.P.T. 


BB mt-778 COUPLER PLUG “A” FEMALE 1/4" N.P.T. 


MT-768 Washer only for all Milton couplers. 
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) A AF-150 TIRE GAUGE. Calibrated 12—70 psi in two Ib. 
| increments. Replaceable valve and dial units. 


B  AF-201 RUBBER TIPPED BLOW GUN. Rubber tip 
makes leak proof connection between gun and fluid line, etc. 
Also used for blowing molds or delicate surfaces where a metal 
tip might mar the surface. 


C  AF-205AT HEAVY DUTY INDUSTRIAL BENT TIP 
BLOW GUN WITH RUBBER TIP. Very good for blowing out 
automatic transmissions, etc. 1/4” female inlet. 


D = AF-202 Rubber tip only. Replacement tip for AF-201 
and AF-205AT. 


E  AF-200 BLOW GUN. The best all-purpose blow gun at 
any price. Has hangup hook, lifetime U-cap packing and 
stainless steel springs. Standard 1/4’ NPT inlet. 1/8’ NPT 
” female outlet accommodates all AMFLO accessories. 


F AF-205 HEAVY DUTY INDUSTRIAL BLOW GUN. For 
those preferring a larger, heavier blow gun. 1/4 female NPT 
inlet. 1/8’ NPT female outlet fits all accessories. 


G _  AF-40R RADIATOR FAUCET. Hycar flexible rubber 
faucet. Immune to oil and grease. 1/4’’ NPT inlet. 


H  AF-220T SIPHON BLOW GUN. For cleaning parts, etc. 
Cleans with air as solvent mixture is siphoned through. Comes 
complete with 8’ plastic hose. 


” | AF-222 8’ Plastic Suction Tubing for AF-220T. 
| 


J AF-200F 8” FLEXIBLE EXTENSION. For those 
hard-to-reach places. Fits all AMFLO blow guns. 


K  SELF-COILING HOSE. Amflo self-coiling hose will not 
swell and is completely oil-proof. It is abrasion resistant and 
light weight. Has reusable swivels on both ends. Has 200 psi 
working pressure. 


Part No. Description 
APAAT2) 5.6 he Ge as ve ee 1/4” x 12’ Self-coiling hose 
BR A26 ok a teva duh sedears aie x 1/4” x 25’ Self-coiling hose 
PEABO a. to: sei ose cate yacyadoy ceBcseadeer 1/4” x 50’ Self-coiling hose 


INLINE SWIVEL FITTINGS. Allow hose to turn without 
kinking. 


L AF-344R STRAIGHT INLINE SWIVEL FITTING. 
M_ AF-344R-90 90 DEGREE INLINE SWIVEL FITTING. 


N _CF-326 AIR/WATER GUN. Blow gun is furnished with 
1/4” NPT female inlet and standard garden hose connection for 
water supply. 
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A RB-FG25 UNIVERSAL MASTER GAUGE. 
Contains twenty-five 3-5/16” x 1/2” blades of the 
following thicknesses: .0015, .002, .003, .004, .005,. 
.006, .007, .008, .009, .010, .011, .012, .013, .014, 
.015, .016, .017, .018, .019, .020, .021, .022, .023, 
.024, .025. 


B RB-FG10 COMBINATION GAUGE. Contains 
seventeen 3”’ x 1/2” blades on one end of the following 
thicknesses: .003, .004, .005, .006, .007, .008, .009, 
.010, .011, .012, .013, .014, .015, .016, .018, .020, .025 
and ten 1-3/4” x %” blades on the other end of the 
following thicknesses: .015, .016, .018, .020, .022, 
.025, .028, .030, .032, .035. 


C RB-FG6A IGNITION GAUGE. Contains twelve 
1-3/4" x %' blades of the following thicknesses: 
.011,.012, .013, .014, .015, .016, .017, .018, .019, .020, 
.022, .025. 


D RB-FG16 MASTER IGNITION GAUGE. Contains 
sixteen 1-3/4” x %” blades of the following thicknesses: 
.011, .012, .013, .014, .015, .016, .017, .018, .019, 
.020, .022, .024, .025, .028, .030, .032. 


E RB-FG7 SPARK PLUG WIRE GAUGE. Contains 
one electrode bender FG-7-1 and eight wire gauges of 
the following thicknesses: .022, .025, .028, .030, .032, 
.035, .038, .040. 


F RB-FG3A FORD GAUGE. Contains thirteen 
step-ground 3-5/16” x %” Go, No-Go blades of the 
following thicknesses: .010-.012, .011-.013, .012-.014, 
013-015, .014-.016, .015-.017, .016-.018, .017-.019, 
.018-.020, .019-.021, .021-.023, .024-.026, .025-.027; 
four 3-5/16” x %” ignition blades as follows: .015, .016, 
.020, .025; three 90 degree offset wire blades as follows: 
.025, .028, .035; two straight wire blades as follows: \ 
.017, .030; and one electrode bending tool. 


G RB-FG18 COMBINATION IGNITION AND 
SPARK PLUG GAUGE. This combination ignition and 
spark plug gauge contains 15 flat blades: .012, .013, 
.014, .015, .016, .017, .018, .019, .020, .022, .024, 
.025, .028, .030, .032 and eight bent wire feelers: .022, 
.025, .028, .030, .032, .035, .038, .040. Also included 
are a point file and an electrode bender. Feeler blades 
are replaceable by 1-3/4’ x 1/4” blades. y 
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CORNWELL has a complete range of Gauge Sets 
selected with all required sizes for modern engines. 
Made of the finest steel to withstand wear and 
abrasion. Absolute accuracy. Blade size is clearly and 
permanently etched in large legible figures. 


A RB-FG17A UNIVERSAL OVERHEAD VALVE 
GAUGE FOR V-8 ENGINES. Contains sixteen 
3-5/16” x %” blades with 45 degree offset for 
checking valve clearances on most V-8 engines in the 
following thicknesses: .009, .010, .011, .014, .015, 
.016, .017, .018, .019, .020, .021, .023, .024, .025, 
.026, .027. 


B RB-FG13 MASTER GO, NO-GO GAUGE. 
Contains twenty-two 3-5/16” x %” step-ground blades 
of the following thicknesses: .004-.006, .005-.007, 
.006-.008, .007-.009, .008-.010, .009-.011, .010-.012, 
.011-.013, .012-.014, .013-.015, .014-.016, .015-.017, 
.016-.018, .017-.019, .018-.020, .019-.021, .020-.022, 
.021-.023, .022-.024, .023-.025, .024-.026, .025-.027. 


C RB-FG26 OVERHEAD VALVE FEELER 
GAUGE. Contains twenty-six 3-5/16” x %” blades 
bent at 45 degree angles: .005, .006, .007, .008, .009, 
.010, .011, .012, .013, .014, .015, .016, .017, .018, 
.019, .020, .021, .022, .023, .024, .025, .026, .027, 
.028, .029, .030. 


D RB-FG35A 35-BLADE SUPER  FEELER 
GAUGE. Blade sizes contained in the RB-FG-35 
shown as follows: .0015, .002, .003, .004, .005, .006, 
.007, .008, .009, .010, .011, .012, .013, .014, .015, 
.016, .017, .018, .019, .020, .021, .022, .023, .024, 
.025, .026, .027, .028, .029, .030, .031, .032, .033, 
.034, .035. All measure 3-5/16” x %” and are 
replaceable. 


E RB-FG13MM METRIC FEELER GAUGE. This 
general purpose tool will provide you with a complete 
range including the following 13 sizes: .05mm, .10mm, 
15mm, .20mm, .25mm, .30mm, .40mm, .50mm, 
0mm, .70mm, .80mm, .90mm, and 1.00mm. All 
measure 3-5/16” x 1/2” and are replaceable. 


F RB-FG23 NON MAGNETIC IGNITION GAUGE 
(For Chrysler products electronic ignition systems). 
Contains five 1/2’ x 3-5/16” Brass Blades in 
thicknesses of .004”, .006’’, .008”, .010” and .012”. 


G_ RB-FG11 SINGLE END HOLDER-—Length 4%”. 
For holding individual blades. Keeps the hands away 
from hot and moving parts of the engine. 


H EXTRA BLADES IN LENGTHS OF 1-3/4", 
3-1/2”, and 12” are available from your Cornwell 
Dealer. 
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A FACE SHIELDS. Head pads are soft, sweat-absorbent, foam 
plastic with self-adhesive for easy replacement. Metal bound window 
fastens to front piece by means of snap fasteners. 6’’ long window, made 
of quality cellulose acetate, about 1/64” thickness. 


DC-1105-C6 FACE SHIELD, Clear Window. 
DC-1105-DG6 FACE SHIELD, Dark Green Window. 
DC-26602-C Replacement Window for DC-1105-C6. 
DC-26602-DG Replacement Window for DC-1105-DG6. 


B HE-185 CARBON BRUSH. Has 1/4” shank diameter to fit electric 
drills. 1-1/8" diameter. Made from .020 diameter music wire. 


( DC-44I-SVAC GRINDERS’ GOGGLE. Has acetate lens. 3/64” 
thick for flexibility, light weight yet strong enough for impact hazards. 
The soft vinyl! frame is translucent. Amply ventilated. 


D GRINDING WHEELS. Wheels come complete with plastic inserts 
that will adapt to 1/2”, 5/8” and 3/4” arbors. 


| Part No. Description 
CCHAZOP: ss dima da 2 OGRE aw Entra ow o's Ris 6” x 3/4’ x 1” Fine 
| CC-HA-30M ...... Sp hic eh ipa da nevele PS trios gne 6” x 3/4” x 1” Medium 
i COAHALSOG 6. 5) iin sess: chaos fe ats stam are -» -6" x 3/4” x 1” Coarse 
CC-HA:S2M noscc cc ene ewig eanmwss . 6 x 1” x 1” Medium 
| CC-HAS26 os cee is imma es oom wie +. 6"x 1" x 1” Coarse 
COHASEM euciiccanaasaeneg ebas eee 7x 1% x 1% Medium 
COAMA-S6C i a iti eiiee sg SiS a0 7 Bim BFoial seine -.7"x 1" x 1" Coarse 

COHHARAQ2M) i.e ace 60 aiies te ei aligns 0 eae sese ie 8 8” x 1” x 1 Medium 


E AN-07141 END BRUSH. 1” x 1/4” shank. Used to remove 
carbon from heads, piston valve ports, also for removing rust, paint, 
scales and in welding preparation work. 


F DC-96-18-5 WELDING SPECTACLE GOGGLE. Designed to fit 
over all prescription glasses. 


DC-60-13 Goggle Strap only. 


G WIRE WHEEL BRUSHES 


Part No. Description 
| re? a 6” x 1/2” to 2” x 1-1/8” 
| AN-00284 .......cccceeseceeuce 7” x 1/2" to 2" x 1-1/4" 
AN-00314 ..........00% mused 8” x 1/2” to 2” x 1-3/8” 
GUIS sy. ciccnie tne nin ai du aS wale ae 6” x 1/2” to 2” x 7/8” 


H AN-13664 6” KNOTTED WHEEL BRUSH. 1/2” wide. Used for 
cleaning of heavy surface deposits, tire buffing, armature cleaning, 
carbon removal from valves. 


I MA-544-LL GASOLINE BRUSH. Made with nylon fibers that 
resist flaring and will outlast ordinary brush fibers. 10” O.A., 3/4” 
diameter, 1-7/8” trim. 


MA-546-LL GASOLINE BRUSH. (Not Illustrated) 11” O.A., 
1-1/4” diameter, 1-7/8” trim. 


J WD-O GRINDING WHEEL DRESSER. Each set of cutters is 
provided with a sleeve which eliminates undue spindle wear. New cutters 
are easily inserted when old ones wear out. 


WD-O-1 Extra Cutters for WD-O. 
K MA-A40 WIRE BRUSH. The stiff wire bristles are firmly secured 


in the synthetic handle. 3 rows, 1-3/16" length wire, 1° wide block, 6” 
brush part, 14” O.A. length. 
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A KD-3098 SOLID TYPE VALVE GUIDE REAMER. .313 x 7” O.A. 


BUSHING REMOVING AND INSERTING SETS. The individual 
tools in these sets are made of high grade steel, heat treated and tempered 
for hard use and long life. They will handle all passenger cars and nearly all 
trucks, busses, and tractors, plus farm and road construction equipment 
bushings. 


B KD-3143 BUSHING REMOVING AND INSERTING SET. Contains 
one each of the adaptors listed below plus the driver and nut in a metal 


Diameter Diameter 


1-5/16"" 1-7/16" 
1-11/32" 1-1/2” 
1-7/16” 1-9/16" 
1-1/2" 1-5/8" 
1-9/16" 1-11/16" 
1-19/32" 1-3/4" 
1-3/4" 1-7/8" 


KD-3143-8 Driver only. 
KD-3143-9 Nut for KD-3143-8. 


Cc KD-3142 BUSHING SET. Contains one each of the adaptors listed 
below plus three drivers and two nuts in a metal box. 


Diameter Diameter 


3/8" 7/16" 
KD-3142-2 7/16" 1/2" 
KD-3142-3 1/2" 9/16" 
KD-3142-4 9/16" 5/8" 
KD-3142-5 39/64’-5/8” 43/64"-11/16" 
KD-3142-6 5/8” 3/4” 
11/16” 13/16" 
47/64"'-3/4" 55/64"-7/8" 
15/16” 
[KD-3142-10 | 55/64”-7/8" 63/64"-1" 
/KD-3142-11 | 15/16” 1-1/16" 
KD-3142-13 1-1/16” 1-3/16” 
KD-3142-14 1-1/8" 1-1/4” 
KD-3142-15 1-3/16" 1-5/16" 
KD-3142-16 1-1/4” 1-3/8" 


KD-3143-1 
KD-3143-2 
KD-3143-3 
KD-3143-4 
KD-3143-5 
KD-3143-6 


KD-3142-17 Driver, small size. 

KD-3142-18 Driver, medium size. 

KD-3142-19 Driver, large size. 

KD-3142-20 Nut for KD-3142-17 & KD-3142-18. 
” KD-3142-21 Nut for KD-3142-19. 


TAPERED REAMERS. Made of high grade tool steel, properly heat 
treated and accurately machined to give long satisfactory service. Useful 
for enlarging and aligning holes, removing burrs and starting taps. 


D KD-2043 TAPERED REAMER. Range 1/8” to 1/2” x 5-5/8” long. 
Handle can be removed when used with electric drill. 


E KD-2044 TAPERED REAMER. Range 7/16” to 1” x 6-3/4” long. 
Removable handle. 


F KD-3144 REAMER CUTTING OIL. Six one quart cans with squirt 
spout of especially prepared oil for reamers. Prevents grabbing, galling, 
chattering and squealing. A free cutting tool will last longer and produce a 
smoother, longer lasting bearing surface, saving many times its cost on 
repairs and re-sharpening. 
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A FACE SHIELDS. Head pads are soft, sweat-absorbent, foam 
plastic with self-adhesive for easy replacement. Metal bound window 
fastens to front piece by means of snap fasteners. 6”’ long window, made 
of quality cellulose acetate, about 1/64” thickness. 


DC-1105-C6 FACE SHIELD, Clear Window. 
DC-1105-DG6 FACE SHIELD, Dark Green Window. 
DC-26602-C Replacement Window for DC-1105-C6. 
DC-26602-DG Replacement Window for DC-1105-DG6. 


B HE-185 CARBON BRUSH. Has 1/4” shank diameter to fit electric 
drills. 1-1/8” diameter. Made from .020 diameter music wire. 


Cc DC-44I-SVAC GRINDERS’ GOGGLE. Has acetate lens. 3/64” 
thick for flexibility, light weight yet strong enough for impact hazards. 
The soft viny! frame is translucent. Amply ventilated. 


D GRINDING WHEELS. Wheels come complete with plastic inserts 
that will adapt to 1/2”, 5/8” and 3/4” arbors. 


Part No. Description 
CC-HA-30F ...... aie, Bh went naerales et Snide Atle ane ae 6” x 3/4” x 1” Fine 
CCSHA-SOM” a iad oS able © aie ce adeno a cielo . 6" x 3/4” x 1” Medium 
CCHA S06 6. cb omic a win m eae oe. ere sD Heels 6” x 3/4” x 1” Coarse 
CCHA:3S2M cieccisuageees eee eee 6X 1” x 1” Medium 
CO-HA-L3ZE a4 ces time ROS TSS HER Ow Oe He 6” x 1 x 1” Coarse 
CGHAGEM cscci i antatad ivaweerwe ens 7” x 1" x 1” Medium 
CG HA SCC a: fava wies Wo era te ere shore ie eee ee TX 1" x 1” Coarse 
CC-HA-42M cic ce Om we HE ww ermaie a10s 8” x 1” x 1” Medium 


E AN-07141 END BRUSH. 1” x 1/4” shank. Used to remove 
carbon from heads, piston valve ports, also for removing rust, paint, 
scales and in welding preparation work. 


F DC-96-18-5 WELDING SPECTACLE GOGGLE. Designed to fit 
over all prescription glasses. 


DC-60-13 Goggle Strap only. 


G WIRE WHEEL BRUSHES 


Part No. Description 
AN-00264) os.0 ais awmas o& SO Wiis 2M. Hae 6" x 1/2” to 2” x 1-1/8" 
AN-OOZGR: is Gis pects norm e@ue oan we 7" x 1/2" to 2" x 1-1/4” 
PANSQOSTA: face: ai iahin tein ia feta Wouters St oo) i ei 8” x 1/2” to 2” x 1-3/8” 
AN00074 sa cmiiecd se oes «www we 6” x 1/2” to 2” x 7/8" 


H AN-13664 6” KNOTTED WHEEL BRUSH. 1/2” wide. Used for 
cleaning of heavy surface deposits, tire buffing, armature cleaning, 
carbon removal from valves. 


I MA-544-LL GASOLINE BRUSH. Made with nylon fibers that 
resist flaring and will outlast ordinary brush fibers. 10” O.A., 3/4” 
diameter, 1-7/8” trim. 


MA-546-LL GASOLINE BRUSH. (Not Illustrated) 11” O.A., 
1-1/4” diameter, 1-7/8” trim. 


J WD-O GRINDING WHEEL DRESSER. Each set of cutters is 
provided with a sleeve which eliminates undue spindle wear. New cutters 
are easily inserted when old ones wear out. 


WD-O-1 Extra Cutters for WD-0. 
K MA-A40 WIRE BRUSH. The stiff wire bristles are firmly secured 


in the synthetic handle. 3 rows, 1-3/16” length wire, 1” wide block, 6” 
brush part, 14” O.A. length. 


A KD-3098 SOLID TYPE VALVE GUIDE REAMER. .313 x 7” O.A. 


BUSHING REMOVING AND INSERTING SETS. The individual 
tools in these sets are made of high grade steel, heat treated and tempered 
for hard use and long life. They will handle all passenger cars and nearly all 
trucks, busses, and tractors, plus farm and road construction equipment 
bushings. 


B KD-3143 BUSHING REMOVING AND INSERTING SET. Contains 
one each of the adaptors listed below plus the driver and nut in a metal 
box. 


No. Diameter Diameter 
1-5/16" 
KD-3143-2 1-11/32" 1-1/2” 


KD-3143-3 1-7/16" 1-9/16"" 
KD-3143-4 1-1/2” 1-5/8” 
KD-3143-5 1-9/16” 1-11/16" 
KD-3143-6 1-19/32" 1-3/4" 


1-3/4" 1-7/8" 
KD-3143-8 Driver only. 
KD-3143-9 Nut for KD-3143-8. 


Cc KD-3142 BUSHING SET. Contains one each of the adaptors listed 
below plus three drivers and two nuts in a metal box. 


Sele 
a Diameter Diameter 


7/16" 
KD-3142-2 1/2” 
KD-3142-3 9/16" 
5/8” 
39/64”-5/8” 43/64"-11/16" 
5/8" 3/4" 
KD-3142-7 11/16” 13/16" 
KD-3142-8 47/64"'-3/4"" 55/64"-7/8" 
KD-3142-9 13/16" 15/16”" 
KD-3142-10 55/64”-7/8” 63/64"-1" 
KD-3142-11 15/16” 1-1/16” 
KD-3142-12 12 1-1/8” 
KD-3142-13 1-1/16” 1-3/16" 
KD-3142-14 1-1/8” 1-1/4” 
KD-3142-15 1-3/16” 1-5/16" 
KD-3142-16 1-1/4” 


KD-3142-17 Driver, small size. 

KD-3142-18 Driver, medium size. 

KD-3142-19 Driver, large size. 

KD-3142-20 Nut for KD-3142-17 & KD-3142-18. 
KD-3142-21 Nut for KD-3142-19. 


TAPERED REAMERS. Made of high grade tool steel, properly heat 
treated and accurately machined to give long satisfactory service. Useful 
for enlarging and aligning holes, removing burrs and starting taps. 


D KD-2043 TAPERED REAMER. Range 1/8” to 1/2’ x 5-5/8” long. 
Handle can be removed when used with electric drill. 


E KD-2044 TAPERED REAMER. Range 7/16” to 1” x 6-3/4” long. 
Removable handle. 


F KD-3144 REAMER CUTTING OIL. Six one quart cans with squirt 
spout of especially prepared oil for reamers. Prevents grabbing, galling, 
chattering and squealing. A free cutting tool will last longer and produce a 
smoother, longer lasting bearing surface, saving many times its cost on 
repairs and re-sharpening. 


A cCORNWELL-ALLIED QUICK CHANGE 
PULLERS—STRAIGHT JAWS. 


3” 
| 9" st 3/4" __—([ 8-5/16" 
PU-243-2 Center Screw only. 


B PU-247 AXLE PULLER. The bolt circle range is from 44” 
to 5%”, covering all major cars and trucks. Four slots in the 
adaptor allow this tool to be used on either 4, 5, or 6 bolt or stud 
designs. 


PU-247-1 YOKE ONLY. 


C  PU-247E YOKE FOR VALIANT AND LANCER. 


D = PU-247F ADAPTOR AXLE SHAFT REMOVER. A much | 
needed adaptor for removal of axle shafts on Rambler and 
Chrysler products excluding Valiant and Lancer. This adaptor is 
threaded 5/8”—18 in the center with 3/4—16 thread on one end 
and 7/8”—14 on the other. 


E PU-192 UNIVERSAL JOINT PULLER. Removing or 
installing universal joint bearings can be done in one simple 
operation with safety. 


PU-192-2 Center Screw. 


F PU-196 PULLEY PULLER. Designed to remove pressed on 
1 or 2 groove pulleys found on alternators and power steering 
pumps—also to remove alternator bearings. The attached jaws fit 
over the flange affording a firm grip. 


G CORNWELL-ALLIED QUICK CHANGE 
PULLERS—REVERSIBLE JAWS. 


Part No. 


PU-241 5/8” 
PU-242 3/4" 8-5/16”" 


PU-241-1 Yoke only. 

PU-241-2 Center Screw only. 

PU-241-3A Pin Link (PU-241,PU-254,PU-257 & PU-258) 

PU-241-5 Jaw only. 

PU-242-1 Yoke only. 

PU-242-2 Center Screw. 

PU-242-3A Pin Link (PU-242,PU-243 PU-255 & PU-256) 

PU-242-4A Lock Link (PU-242, PU-243, PU-255 & 
PU-256) 


H WG-9015 WHEEL HUB PULLER. Works on all sizes. Bolt 
circles up to and including 7%” diameter. 


WG-9012 Leg only. 


I PU-57 DIFFERENTIAL SIDE CARRIER BEARING 
PULLER. Designed for cars and light trucks. The pull is on inner 
race, eliminates strain on bearing. Three adaptors provided plug 
axle shaft holes and provide a center for the forcing screw. 
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A ADJUSTABLE 3 JAW GEAR PULLERS. Cornwell-Allied three jaw 
gear pullers provide a 3-point grip and the extra power very often needed 
on especially difficult pulling jobs. 


Part No. Description 
PULZ6S! csc ckaes Dew eea s oH eee se os 5%" Reach x 7” Spread 
PUL256: som cies gw wa eee eles 9” Reach x 10” Spread 


B ADJUSTABLE GEAR PULLERS. Cornwell-Allied adjustable gear 
pullers are capable of handling a wide variety of jobs. Yoke and jaws are 
drop forged from alloy steel, and entire tool is precision heat treated. Hex 
head center screws have buttress thread for increased pulling power. 


Part No. Description 
PULZ69! assis se eee bon cme w Be ore 11” Reach x 12” Spread 
PU-250 ..... Ce ee eee ee ea 15” Reach x 14” Spread 


Cc REVERSIBLE 3 JAW GEAR PULLERS. Cornwell-Allied reversible 
three jaw pullers are designed to handle a variety of tough jobs. The three 
jaws provide a three point grip and especially hard jobs are done quickly. 


Part No. Description 
PUPZGS 1.5 6s Bw Ww Te Hema wise Hes 3%" Reach x 0” to 6” Spread 
PUS2Z6G. cis Dec ane GAs Hs ade s&s 5%" Reach x 0” to 8” Spread 


D BEARING SPLITTERS. Cornwell-Allied bearing splitters are 
designed for removing gears, bearings, bearing cones, and similar parts 
where ordinary puller jaws will not reach. The knife edges are flush on one 
side to get behind the work for easy pulling. 


Part No. Description 
PU-261 waeweee es (ASeKRS SEED RAT Ss OO HS 0” to 2%” Capacity 
PUTS? sch eK CdD aeDH ER HD Oe RHE TO ws 0” to 4%” Capacity 


E PU-190 HARMONIC BALANCING PULLER. Four slots in the 
yoke allows the tool to be used in two or three hole applications. 


PU-4004 a eerecee 2 6 paw © A we we ws i Yoke only 
PU-1Q0-2 6 eas ee Re oO Center Screw only 
PUISOS! kof ole te awe ae ee Dw Swivel and Spring 
PUSIOOA cok ie ne ewe ls Sw, w SHE 5/16”-18 x 2” Bolt only 
PUPTISOS oe ee Es ee we LE 3/8"-24 x 2” Bolt only 
PUNS7E cnn ak i os mraweneo™ 3/8”-16 x 4” Bolt only 


F PU-187 UNIVERSAL STEERING WHEEL PULLER. Three sets of 
side screws are furnished as follows: 3/8”-16, 5/16”-18, & 5/16”-24. The 
sturdy cross arm is slotted for maximum adjustment and is 4” O.A. The 
center screw is 5/8”-18 thread and is 4” O.A. 


PUCTOT=1 ie ce eee eee se ewan ws Cross Arm only 
PLIPIGES 28 6G iio se 3/2 Gs Oo Spring and Swivel 
PULIS7:4 cee were ears rants 5/16”-18 x 4%” Bolt only 
PUIS7°5. 62 ites ew oes we Re 5/16"-24 x 3%” Bolt only 
PUFIS7S: os nS craw fee! ohare 8 aw ae 3/8”-16 x 4” Bolt only 


G PU-191 UNIVERSAL PITMAN ARM PULLER. This puller is used 
to pull pitman arms on most cars and light trucks. 


PU-198 PITMAN ARM PULLER FOR COMPACTS. The PU-198 
pitman arm puller is used on compacts. This tool affords a safe and steady 


pull. It was developed for use on compact cars having smaller pitman arms. 
The complete tool is made of alloy steel. 
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A PU-245 FORD POWER STEERING PUMP PULLEY 
INSTALLER. Designed to install the pulley found on Ford 
power steering pumps. An arbor press or hydraulic press cannot 
perform the installing operation due to the design of the pump 
housing. 


PU-245A PILOT. The PU-245A is used in conjunction 
with the PU-245 to remove the power steering pump pulleys on 
1968 Chrysler products. 


B PU-193 BEARING PULLER. This type of bearing puller 
can be used for removing flywheel pilot bearings on 
automobiles, trucks, and tractors where working space is 
limited. Capacity, % minimum, 1%” maximum. Set complete 
with extra set of jaws for smaller bearings from 3/8” minimum 
to 1-3/8” maximum. 7%” O.A. 


PU-193-3 Screw Assembly only. 
PU-193-6 Large Jaws only. 
PU-193-7 Small Jaws only. 


C PU-202 ALTERNATOR DIODE REMOVER AND 
INSTALLER. Eliminates the need for using an arbor press or 
hammer when replacing one or a set of diodes. Keeps diode 
accurately aligned as it is pressed into the housing or heat sink. 
Will work on alternators having pre-pressed diodes on brands 
such as Delcotron, Motorola, Leece-Neville, Chrysler, and Presto 
Lite. 


D  PU-229 COTTER PIN & SEAL PULLER. This tool is 
specifically designed for removal of seals on transmissions, and 
most other oil seals; adaptable even though the shaft cannot be 
removed. Another application is the removal of cotter pins. The 
knurled handle allows the mechanic to hold the tool in the 
proper position while tapping with a hammer on the inside of 
the back part of the tool. 


PU-229-2 Extra Tip and 2 Pins. 


E VM-V150C ALL PURPOSE PULLER SET. Quality alloy 
steel construction. Eliminates jaw spread. Minimizes damage to 
parts. Finer threads give greater leverage. Comes complete in a 
metal box with three sets of jaws and wall hanger. Set contains 
the following: 


Part No. Description 
VNEVIST are omc Gale % Oe we & & Puller Forcing Screw 
VIVE 152 9. oo. pad we me Oe Re Regular Jaw (2 required) 
VNEVIGS 5 oc macaw ha meee ee Short Jaw (2 required) 
WIVES: 25. is: sania ce? ar ah tae te ate i Ry wie Wee Puller Crossbar 
VNEWISS: nosis Ba ee Ge we ew d Internal Jaw (2 required) 
VIM 156) os. vee cee, ace Gh aw ws! we Bie BF eo es Puller Yoke 
VMEV158: «os ca ee de es BER DES BS Line Center 


WVNEWASS! ¢ oo bw ao a We SO eS SRR © Lew Metal Box 
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A __ BF-500-SET SEAL PULLER SET. Cornwell offers in one 
| neat metal protective container a complete seal and pilot bearing 

puller set for the mechanic. Will pull all sizes of seals and most 
pilot bearings. Set consists of the following: 


Part No. Description 
BE-5OOA sian sc Sew eww De wae Re we Rw eo Body Tool 
BE-50C4 ciasck ceases & a & Aw heed Seal Puller Attachment 
BE S0CG) a 2% Beis, W Hw rere ere Seal Puller Attachment 
BE-5006 aasae ae hee hme ew Bearing Puller Attachment 
PU-19S 7 ccc cee ae hae ee Oe Ow Re EOE Small Jaws 
BFE-500-15(3) csc cee ccawe wee ee a Saws Extra Screws 
SH-MT105-110 ........... Magic Tip Screw w/Adaptor 
BESTA? 103 ae ee ew we RO BUR s Bs woe Hs Plastic Insert 
BX-SIA:. acc tome RR RR RES RE OR RS Metal Box 


* BF-500 Tools only. 


B BF-500A BODY TOOL & SEAL PULLER. The BF-500A 

employs a self-tapping metal screw firmly held on a broached hex 
by tightening a knurled cone. The operation consists of placing 
the screw against the middle of the seal and using a push-blow 
with the sliding hammer which starts the screw. Then turn the 
screw in and a series of pull-blows with the sliding hammer does 
the rest. Sturdy disc guard protects the user’s hand. Handle is 
grooved plastic. Tool is 19” 0.A. 


BF-500-15 Replacement Screw. 


C_BF-500-4 SEAL PULLING ATTACHMENT. When used 
with the BF-500A Seal Puller, this is an invaluable aid for those 
hard to get at seal pulling jobs such as grease retainers, bearing 
races and pilot bearings. 


D _—BF-500-5 TRANSMISSION SEAL PULLER. To be used 
with our BF-500A Seal Puller. Works on 90% of automatic 
transmissions in operation today, mainly G.M. 4-3/4” O.A. 


E BF-500-6 PILOT BEARING PULLER ATTACHMENT. 
This puller was designed specifically for use with our BF-500A 
Slide Hammer for close quarter pilot bearing removal jobs, such 
as are found when working on autos, trucks, tractors, generators 
and magnetos. Long jaws make bronze or oilite bushing removal 
easy without damaging or marring the bearing surface. 


| F PU-193-7 SMALL JAWS. Use in conjunction with BF-500-6 
for small pilot bearing removal jobs where the inside diameter of 
| the bearing or seal is very small. 


G_ —s SH-MT105-110 MAGIC TIP SCREW. Use with BF-500A 
when removing large seals, such as are found on off-the-road 
equipment. Will remove the most difficult seal in minutes. 


SH-MT105-110 ........ Magic Tip Screw w/Adaptor 
SPEMUE VOD) nc ee te ewe Magic Tip Screw only 
SHMNAO) cing aa EO OSS Be 7/16-14 Adaptor 
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A ZB-1834 3/8” VARIABLE SPEED REVERSIBLE DRILL. Every 
drilling speed from 0 to 1000 rpm plus positive reverse switch. Extremely 
versatile drill for any drilling job. Multi-ball thrust bearing, iable speed 
trigger switch and reversing switch, mirror finish, K6\4 


B ZB-1831 3/8” FULL TORQUE aN al provides full 
torque at all speeds to 1000 rpm. thrust bearing, variable speed 
trigger switch, auxiliary handle awt 


Cc ZB-520 HE Coty O.. REVERSIBLE DRILL. SHOPMATE 
heavy-duty %'¢ \ elops % HP for tough drilling jobs. Drills 4” steel, 
1” hardwood. Wositive reversing switch prevents bit jamming, breakage. 
Multi-ball thrust bearing, 3-jaw geared chuck, aluminum housing with 
mirror finish, pipe-type auxiliary handle for positive control. 


D VA-1155 THREADIT 13 pc. SET. 1/16 to 1/4 in. by 64ths. 
Practically indestructible molded plastic case. Fits in shirt pocket, hang it 
on a hook, toss it in tool box. Each drill is easily accessible, yet firmly held 
in place. Sizes marked clearly, and include: 1/16, 5/64, 3/32, 7/64, 1/8, 
9/64, 5/32, 11/64, 3/16, 13/64, 7/32, 15/64, 1/4 inch. Space provided for 
center punch. 


VA-1157 THREADIT 14 pc. SET. Same as 1155 but with center 
punch, 


E VA-1524 THREADIT 15 pc. SET. 1/16 to 1/2 in. Especially 
designed for user not needing accuracy of larger 32nd and 64th sizes but 
needing full range. Sizes 1/4 and up have 1/4 in. reduced shanks. Packed in 
heavy-duty molded plastic box. 1/16 in. center punch and full fractional 
drill range including sizes: 1/16, 5/64, 3/32, 7/64, 1/8, 9/64, 5/32, 3/16, 
7/32, 1/4, 5/16, 3/8, 7/16, 1/2 inch. 


F VA-1520 THREADIT 5 pc. SET. 5/16 to 1/2 in. In tough molded 
plastic box. Set consists of 1/16 in. center punch with 1/4” shank drills 
5/16, 3/8, 7/16, 1/2 inch. 


box protects drills. Indexes open for easy selection, are clearly marked 
with sizes. Complete range of Jobber Drills. 
VA-1055 DRILL INDEX ONLY. 


G VA-1052 DRILL 29 pc. SET. 1/16 to 1/2 in. by 64ths. Sturdy steel " 


VA-1051 DRILL 15 pc. SET. 1/16 to 1/2 in. by 32nds. Sturdy steel 
box, hinged index with drill sizes clearly marked. Closed, it protects—opens 
for quick selection. Contains drills: 1/16, 3/32, 1/8, 5/32, 3/16,°7/32, 1/4, 
9/32, 5/16, 11/32, 3/8, 13/32, 7/16, 15/32, 1/2 inch. 

VA-1056 DRILL INDEX ONLY. 


VA-1050 DRILL 13 pc. SET. 1/16 to 1/4 in. by 64ths. Easy to use 
index in sturdy metal box. Contains sizes: 1/16, 5/64, 3/32, 7/64, 1/8, 
9/64, 5/32, 11/64, 3/16, 13/64, 7/32, 15/64, 1/4 inch. 

VA-1057 DRILL INDEX ONLY. 


H VA-1281 DRILL 60 pc. SET. Wire Gauge Sizes 1-60. Numbered 
drill sizes 1 to 60 in sturdy steel container. Each drill number clearly 
marked on index— opens for easy access. Closed, it protects. Range of sizes 
to meet most exacting job requirements. 

VA-1282 DRILL INDEX ONLY. 


VA-1283 DRILL 20 pc. SET. Wire Gauge sizes 61-80. These small 
numbered drill sizes 61 to 80 are protected in a sturdy metal index—opens 
for easy access. 

VA-1284 DRILL INDEX ONLY. 


| VA-1133 ALUMINUM DRILL STAND—-29 SIZE. Holds 29 
fractional size drills. Sizes 1/16 to 1/2 inch by 64ths. Doubles as handy 
gauge for sizing drills. 
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A WIRE GAUGE HIGH SPEED DRILLS 


i 
Part No. Gauge No. Part No. Gauge No. 
CCRT) ae 22 ae | a | 
wagon ule I gd a 
Cer ee ey | a a 
lVA-1204 4 ~~ ~—s|| WA1244—— 
'VA-1206 = =—=6  ——i—‘dSC CVA 1245 C(t 
lvA-12006 6 sii VA-1246——( (ss 
CTS). a a | <a 
'VA-1208 = 8 ——~di | SVA-1248——“(iCi‘;«CC KSC 
lvA-1209,—COD—“(i;*‘“‘;*™C*dYS:CWAT1Ds— “<=es 
lVA-1210 =i 10——“ w;—“‘;sié‘idYTCWN-12HO.—— ss 5 
Vag ag ae 
B73 i) aS ee | 7) > 
VAC 2iguee. wien Wgse es S| yarqggg gg | 
VA-1214 14 | VA-1254 54 
IVA1216e0. 0 o04B |W AR26R BB 
VA-1216 16 | vaA-1256 
VA-1217 17 (| VvA-1257— 57 
lvA1218 18 CdCI 
VA-1219 19 [| VA-1259 i“ 
VII te OO || IO | 
VA-1221—21—ss—~—‘idCYT:CWVAAN-71260— TT 
[VA-122200 22s VA-1262 62 
[VA-1223. 2t—“‘;‘“;*CYS:CVN-1286DB_—_—s3.————id 
[VA-1224 ss ( —~—“‘SC#Ci*YY:COWVN-12064—“‘(‘ eS CCS OY 
VA-1225 25 || VA-1265 65 
lVA-1226 = Gi (es—~—“‘CédYYSC#CVAN-I2GSU—“‘(‘‘ 
ES ey | es | 7, ry 
IWA:1228-. 2B. = | VA-1268 68 
lvA-1229 ss s—“(;s*‘séi*riYSCWNT12GQ— “aes 
[VA-1230 ss 0—~—CSC~idCSYLCSCW X10 70 
a aa | a; 
CS a a | a 
VA-1233 33 I| VA-1273 73 
IVA-1294)- gg, dN Vg A 
VA 1295 —— ee A 
[VA-1236 ss 8G————s—“‘*‘“;‘~drYSCCVAN-1.2.76G—Cir‘CWO O76 OC 
[a ae ee | ee a 
| VA-1238 38 |] VA-1278 78 
lvaA-1239—— se —“‘ts‘“;‘*Cé‘*dUYSCWN-1.2.790— se 79 
VA-1240 40 [| vAi280 80 —=*d 


B 1/4” SHANK DRILLS. These drills fit all electric drills and drill 
presses. Ideal for any user. 


Part No. Description 
MASTOUD iteee 550 o ws oe tes erate Ge a onl iat be 5/16” Drill x 1/4” Shank 
VASBTR ac Shad EA we Bie ale eee 3/8” Drill x 1/4” Shank 
VAMBIG: «ols is*s s ae steer in ee * 7/16” Drill x 1/4” Shank 
VAMIGIS ih a6 wet epee Re oe ew OB 1/2” Drill x 1/4” Shank 


Cc 1/2” SHANK DRILLS. These Drills fit any 1/2” drill or drill press. 
Precision made in the following sizes: 


Part No Description 
VASTIOA owe, ae, eb Ss a TP ate eceta! « 5/8” Drill x 1/2” Shank 
VANI06 saci towne os oe Ome Bo 11/16” Drill x 1/2” Shank 
VATTZOB! sic se sua ee ae F ae me aS 3/4” Drill x 1/2” Shank 
NAREUIAG) sie 3 SP eee ies eae wt of ee ow 13/16” Drill x 1/2’ Shank 
VACTAI2 fa sh Sa sa oe eH a wa 7/8” Drill x 1/2” Shank 
VANE 2c 2 cea eae rhe os eS See 15/16” Drill x 1/2” Shank 
VATAIG ccc cee ee iw ee Oe OR STR 1” Drill x 1/2” Shank 


D FRACTIONAL HIGH SPEED DRILLS 


Length Length 


Diameter Overall of Twist 

Inches Inches Inches 

ok Se CE a ES 
VA-1007 
1-3/4 
lva-toio | = 6/a2 | tT 
[va-1013_ || ~—13/64 sis] 35/B 27/16 _| 
[vA-1015 | 15/64 =| 3-7/8 Sid] 25/8 
CET ae CR MR 
'vA-1020. | Bye me] Bate 
iva-tos | ap | | 
VA-1031 
va-towe, | t/2 | ea 
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TAP AND DIE SETS. Hard chrome finish. Professional 
quality for shop, farm and home workshop. Taps and dies made 
of extra-tough tool steel. Sharp, clean cutting edges . . . hardened 
and tempered to cut smooth threads. All taps and dies have hard 
chrome finish which resists rust and will not tarnish. Plug taps are 
furnished in all sets, in sizes to fill most requirements. Dies are 
available in solid or adjustable round, and hexagon styles. 

All tap and die tools furnished are top quality. Sets are 
packaged in handsomely finished wooden or practically 
indestructible molded plastic cases. Sets in molded plastic cases 
are easily displayed. 


A VA-5641 MASTER MECHANIC'S 58 pc. SET—(Adijustable 
round dies) in molded plastic case. 24 cuts, 24 taps, 13 one-inch 
adjustable round dies, 2 one-inch solid pipe dies, 9 1%4”’ adjustable 
round dies. See sizes and types of threads in table below. Also 
includes 2 (VA-6304 & VA-6306) tap and reamer wrenches, 2 
(VA-6350 & VA-6375) Adjustable die stocks, T-handle tap 
wrench (VA-6312). 1 (VA-6399) screw pitch gauge, 1 (No.5) 
screw driver, Nos.1-5 screw extractors. 


SIZE AND THREADS PER INCH 

8-32 10-24 12-24 %-20 
he-14 2-138 He-12_—He-11 —%-10 
10-32 %-28 = %6r24  %-24 —Hhe-20_ 2-20 Hg 18 
5-18 %-16 
Ya -18 


%-16 


4-18 


B  —-VA-6041 MECHANIC’S 24 pc. SET—(Hexagon Dies) in 
wooden case, 11 cuts, 11 1’” hexagon dies, 11 taps, 1 (VA-6385) 
die stock, 1 (VA-6308) tap wrench. 


SIZE AND THREADS PER INCH 


NC Ya-20 Hu-18 %-16 He 14 Ya-13 
NF %-28 e-24 Ya-24 o-20 Y2-20 
NPT Ye-27 
(8 8 Ee 1 KAe) 
GYR) _ — Cc VA-6040 SUPER MECHANIC'S 40 pc. SET—(Hexagon 


Dies) in molded plastic case. 17 cuts, 17 taps, 17 one-inch hex 
dies, 1 (VA-6385) die stock, 1 (VA-6304) tap wrench, 2 
(VA-6312 & VA-6324) T-handle wrenches, 1 (VA-6399) screw 
pitch gauge and 1 (No. 5) screw driver. 


SIZE AND THREADS PER INCH 
4-40 6-32 8-32 10-24 12-24 Y% -20 


o-18 ¥% -16 %he- 14 Va -13 
10-32 V4 -28 6-24 ¥Y% -24 %-20 V2 -20 


Ye -27 


D VA-5242 FARM AND AUTO 27 pc. SET—(Round solid 
dies) in molded plastic case, 11 cuts, 11 taps, 11 one-inch solid 
(or adjustable) dies, 1 (VA-6360) die stock, 1 (VA-6304) tap 
wrench, 1 (VA-6312) T-handle tap wrench, 1 (VA-6399) screw 
pitch gauge, 1 (No. 5) screw driver. 


SIZE AND THREADS PER INCH 
Y%4-20 Ho-18 ¥%e-16 
Ya -28 Hye-24 %-24 %e-20 
Ye-27 


he 14 Ya-13 
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A VA-5245 MECHANIC'S 39 pc. SET. (Solid round 
dies). Packed in molded plastic case. Contains 17 cuts, 
17 taps, 17 one-inch round dies, 1 (VA-6304) tap and 
reamer wrench, 1 (VA-6350) die stock, 1 (VA-6312) 
-handle wrench, 1 (VA-6399) screw pitch gauge and 1 


(No. 5) screw driver. 
SIZE AND THREADS PER INCH 


12-24 Ya -20 


%o-20 


V2-20 


B  VA-5250 TAP & DIE 12 pc. SET. (Solid round 
dies). Packed in molded case. 5 cuts, 5 machine screw 
size taps, 5 machine screw size one-inch solid dies, one 
(VA-6360) die stock and one (VA-6308) tap wrench. 


SIZE AND THREADS PER INCH 
6-32 
= 10-32 
C VA-5644 PROFESSIONAL TAP & DIE 26 pc. 
SET. (Adjustable round dies). Packed in wooden case. 
11 cuts, 11 taps, 6—1%” adjustable round dies, one 12” 
solid pipe die, four 2’ adjustable round dies. See sizes 
and types of threads in table below. Also includes one 
(VA-6307) tap wrench, two die stocks (VA-6375 & 
VA-6376) and one (No. 6) screw driver. 


SIZE AND THREADS PER INCH 
5-11 
%-18 


8-32 10-24 12-24 


%-10 %-9 
%-16 %e-14 


D VA-5549 METRIC TAP & DIE 27 pc. SET. 11 
cuts, 11 taps, 11 one-inch hexagon dies, 1 (No. 6304) 
tap and reamer wrench, 1 (No. 6385) die stock, 1 (No. 
6324) tee handle, tap wrench, 1 (No. 6398) metric 


thread gauge, and 1 (No. 5) screwdriver. 
SIZE AND THREADS PER INCH 


10MM—1.50 
12MM—1.50 
12MM—1.75 


7MM—1.00 
8MM—1.25 


9MM—1.25 


Yg—28 British Standard Pipe 


E  VA-4042D ELECTRICIAN’S TAP & DRILL 13 
pc. SET. Packed in molded plastic case which holds six 
chromed taps and six high speed twist drills to match, 
plus T-handle wrench (VA-6312). Parts perfectly fitted 
in practically indestructible molded plastic case. Tap 
sizes: 4-40, 6-32, 8-32, 10-24, 10-32, %-20. Drill sizes: 
Nos. 43,36,29,25,21,7. Set is opened for display and 
skin-packed. 


3MM— .60 
4MM— .70 
5MM— .80 
6MM—1.00 


or Prawn 
SODOCHE 
Pe?) a (A) 
ver ey Oy ee 


Preteons! Qty feast 888, RE) 
Vv VERMONT AMBRICAN || 


TAP & DRILL SET|__| 


TAP & DIE SETS 


B&C DIES. Vermont American dies are made of 
highest quality carbon tool steel to exacting 
specifications. All dies are furnished with special bright, 
hard-chrome finish that is rust-resistant and will not 
tarnish, resulting in extremely long shelf life. 


1” HEX DIES 
Part No. Die Size 
VA-GOO1 (2:6 40% koe. Hee a Swe 4-40NC 
VA-6002 «cn we © hw we hy we w* Hw 6-32NC 
WA GOCS is. hci wh eH, ede ee ee ee 8-32NC 
VA-GOG4) ese ei eS Se Si ee Sa eee le 10-24NC 
VA-6005 - ok. eh wk me ew 10-32NF 
VA-GO0G ead & mw aoe mn wee ie ewe R Dol 12-24NC 
VAGOOF 20 i be Ge eek et ck es 1 
WA-GOOG cs. ai ae eta ik ae Bat et a terme 3/16-24NS 
VA-6009) i ae ae ee ww wee ws 3/16-32NS 
VASGOIG: go 2c © 3m oe ae wD HE HG 1/4-20NC 
WASGOTT sce. ey we a Se mee Sw ee 1/4-28NF 
VA-G012? ec. ei © Hs Bowe Se we Be 5/16-18NC 
VA-60TS) om oo wk ee we we eR ae 5/16-24NF 
VA-6014. «a4 6 bs ae Be we Hw 3/8-16NC 
A TAPS. Vermont American taps are made of Megat Se 
super-tough carbon tool steel to exacting MABOTT . bg we ok eas whee ee 7/16-20NF 
specifications, heat-treated, and tempered to insure VA-6018 ....... 06 ew ee ee 1/2-13NC 
long life and clean, accurate threads. All taps are VAI! ok ee Rk Oe Oe ee we 1/2-10NF 
furnished in right-hand threads with special bright, MAES ig eS C-P  e ew SD 1/8-27NPT 
hard-chrome finish. Chromed taps are rust resistant \ 
and will not tarnish, resulting in extremely long 1” SOLID ROUND DIES 
shelf life. Part No. Die Size 
VA-6201 5 & oo 6 & eee ae BE Ce 4-36NS 
WA=5202) «6 a% a Ow Wd ew este Ser ee 4-40NC 
[few [rome] Yaw imme] Yagi SSS se 
Size _| Per In. Size __|Per In. VA-5204 8-32NC 
va-aio1|4 |4onc |va-43o9 [7/16 |1anc_|  vasoog |.) 1) i)! laozane 
lva-4102/4 _|36ns_[\va-4310 7/16 |20NF_| vasog .......~.«. «1 «WL 10-32NF 
\va-4103|5 _ |40NC__[|va-4311|1/2_ [13NC_| vasoo7......~.~.~.~..~..~.O. 12-24NC 
vA-4104|6 _|32NC__[\vA-4312|1/2_ |20NF_ | vaso20g................ 14-20NS 
1VA-4105|8 |32NC__||vA-4313|9/16 |12NC_| vaAs209............... 3/16-24NS 
lvA-4106|10 |24nc_ ||va-4314|9/16 |18NF_ | VAS5210............... 3/16-32NS 
IVA-4107|10 [32NF_|lva-4315 [5/8 [41INC | VA5211............... 1/4-20NC 
lva-4108|12 |24nc |lva-43ie|5/8 |ignF | VAS212............... 1/4-28NF 
1VA-4109|14 |20NS__||VA-4317 [11/16 |11NS | VA-S213 «6 ee we www Oe Pe we 5/16-18NC 
|VA-4301 |3/16 |24NS_||VA-4318 11/16 |16NS | VA-S214 ow bee eee eR ee 5/16-24NF 
| VA-4302 [3/16 |32NS__||vA-4319|3/4 |10NC | VA62Z15 « se bh ew we ee wm we Bes 3/8-16NC 
'vA-4303 11/4 |20nc_ |\va-4320/3/4 |16NF VAG «6s 4 we a eS te we eG 3/8-24NF 
1/4_|2enF_iva-aszi|7/ajonc | VAP2IT oe 
[VA-4305 |5/16 |18NC_[|vA-4322|7/8 |14NF_ | \aroig 1/2-13NC 
[VA-4306 [5/16 |24NF_|[VA-4323/1 BNC | acon | 1/2-20NF 
\vA-4307 |3/8 |16NC_|[vA-4324|1 2NF_ | vason1 ....))).) SL 1/8-27NPT 
1VA-4308 |3/8_|24nF_||va-4325|1__14NS_ | vaso22.. dt 1/4-18NPT 


A SPARK PLUG TAPS 


prtno. | ___TapSie | Thread per inh 
VA-4701_ 


Dimension 
Across 


uv 
J 
= 
- 
ie 
S 


Die Size 
A-60 
= a 
VA-6024 


D VA-6399 SCREW PITCH GAUGE. Made with flat U.S. thread 
form on top of each blade. Gives screw pitches on V-threads. 2 pitches 
from 9 to 40. Packed in red vinyl pouch. 


D VA-6398 METRIC SCREW PITCH GAUGE. Made with flat thread 
forms on top of each blade — gives screw pitches on “V’’ threads. Gauge 
range 0.45 to 2.50MM. 


E VA-6312 T-HANDLE TAP WRENCH. Sliding T-handle with spring 
tension to hold handle in place, self-equalizing jaws, knurled round nut. 
For use with tap sizes No. 0 to 1/4”. 


VA-6314 T-HANDLE TAP WRENCH. Same as No. 6312 except 
for use with tap sizes 1/4” to 1/2”. 


homeowners. Cuts or cleans threads in electrical boxes, lighting fixtures, 
all thin metals and plastics. Three sizes in one tool: 6/32, 8/32, 10/24. 


% F VA-6332 TAP-TREE. For electricians, mechanics, craftsmen and 
Sturdy comfortable handle. Overall length 6-1/2”. 


G VA-6304 PROFESSIONAL QUALITY TAP AND REAMER 
WRENCH. Hardened steel jaws. Adjusts easily by turning handles. Takes 
taps 4-MS to 1/2”. 


VA-6306 TAP & REAMER WRENCH. Takes taps from 1/4” to 
3/4”. 


H VA-6308 ECONOMY TAP & REAMER WRENCH. For taps up to 
1/2". Chrome finished knurled handles, black center. 


| VA-6350 ADJUSTABLE DIE STOCK. For 1” round dies. 
VA-6375 Same as VA-6350 except for 1%” Dies. 


VA-6360 ECONOMY DIE STOCK. For 1” round dies. 


FOR Usk OM SIZE DRILL 
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124 REMOVER SETS 


Advanced CORNWELL engineering and manufacturing skill has produced 
this concentric type Stud Remover and Resetter which is recognized the 
world over as the finest, fastest and most trouble free. By using this tool, 
the pull is applied to all sides of the stud at the same time; therefore it does 
not tend to twist or destroy the stud. 


This is just another reason why these CORNWELL tools are exceptionally 
popular with aircraft mechanics as well as automotive, truck and diesel 
mechanics and millrights. The application of even pressure eliminates 
thread damage whether removing or setting the stud, so that studs may be 
reused. 


Another popular feature is that extra long studs can be easily cleared 
throughout the entire assembly. An accurately milled hexagon is provided 
so that a standard wrench can be used if excessive clearance height is 
required. 


CORNWELL Stud tools do not depend upon thread pitch or style for 
gripping. Each size insert adaptor can be used for N.C. and N.F. pitch as 
well as right and left hand threads, thereby eliminating costly duplication 
of equipment. All parts are easily and inexpensively replaced if necessary. 


A SMK-1016S STUD REMOVER SET. Set contains the following: 


Part No. Description 
SMS-1016 - Shell for 5/16” to 1/2” Adaptors 
SMA-10 -5/16” Stud size insert Adaptor 
SMA-12 . 3/8’ Stud size insert Adaptor 
SMA-14 -7/16” Stud size insert Adaptor 
SMA-16 . 1/2" Stud size insert Adaptor 
BX-31 -Metal Box 


B KEZ-4S TAPERED SCREW EXTRACTOR SET. A very useful set 
of fine quality extractors for removing broken screws from 1/4’’ through 
3/4” thread sizes. Set contains the following: 


Part No. Description 
EZ-2 . 1/8” Screw Extractor 
EZ-4 . 5/32" Screw Extractor 
EZ-6 . 1/4 Screw Extractor 
E2-8 - 5/16” Screw Extractor 
K-40 . Kit Bag 


Cc RO-101 RODDICK EXTRACTOR 15 pc. SET. Consists ‘of sizes 
1/8” through 9/16” in compact box. 


RO-100 RODDICK EXTRACTOR 10 pc. SET. Consists of sizes 
1/8” through 13/32” in compact box. (Not illustrated). 


D OF-7332 FLUTED TYPE SCREW EXTRACTOR SET. Five piece 
set. These extractors have sharp edges that bite positively. Gradual tapering 
of flutes prevent wedging and binding. Objects with right or left hand 
threads can be removed. Special alloy steel. Set contains the following: 


Part No. Description 
OF-6961 . 1/8" Extractor 
OF-6962 . 11/64” Extractor 
OF-6963 . 13/64” Extractor 
OF-6964 . 19/64” Extractor 
OF-6965 . 11/32” Extractor 
SJ-K20 . Kit Bag 


E VA-6212 THREAD TYPE SCREW EXTRACTOR SET. Five piece 
set that will remove broken screws and bolts from 3/16” to 3/4”. 


A TAPERED SCREW EXTRACTORS. Designed with a left 
hand twist on the tapered end so that when the extractor is 
driven into the hole a deep, positive bite is obtained allowing the 
screw to be broken loose and permitting easier removal. The 
shank is square to accomodate standard wrenches for turning. 


Size Length Used On 


1/8” | 1/4", 5/16” 
5/16" 4-1/4" | 11/64" | 3/8", 7/16” 
/3"" 4-1/2" | 9/32" | 1/2", 9/16" 


5/16” | 4-5/8" | 11/32” | 5/8”,11/16"",3/4" 


B  WEDGE-PRUF EXTRACTORS. Designed to remove 
broken parts without breaking or jamming. Will turn broken part 
out easily and quickly, permitting highest torque without 


expansion. 
Cn | te 
Hole Size Hole Size 
5/32" || RO-109 


RO-107 

C FLUTED TYPE SCREW EXTRACTORS. These new 
Cornwell Extractors have sharp edges that bite 
positively ... gradual tapering of flutes prevent wedging and 
binding. Objects with right or left threads may be removed. 
Special alloy steel. Extra-rugged design for longer life. 


| Eceieaion 
’ 


To Fit 


7/32" 


1/8" Extractor 


| 19/64" Extractor | 3" 
11/32” Extractor 


D THREAD TYPE SCREW EXTRACTORS. The quick, easy 
way to remove broken screws, pipes, bolts and studs. Drill size 
permanently marked on extractor. Made of strong tool steel, 
heat-treated, sizes one through five have center punch point. 


0/9 |O/OjO 
Tyan )n)n | 
DD |D |H | 
OO |O | | 
DD | | | 
O/B | |N |= 


Screw To remove 
Extractor Diameter 
Scre 


E PU-SM1 ECCENTRIC TYPE STUD REMOVER. The 
knurled eccentric wheel bites firmly as the user tightens down 
with a 1/2” drive handle. Releases immediately when handle is 
turned in opposite direction. Capacity; 1/4” to 5/8”. 


<|</K<I< 
oie ee 
DID | | 
NIN NIN 
5 |9 jo |o 
B® In | 

lo 
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A X-9001 OIL SENDING UNIT AND STOPLIGHT SWITCH 
SOCKET. This dual purpose 3/8” square drive socket has two 
openings, 1” and 1-1/16”, especially designed to fit the oil 
pressure sending units and stoplight switches on late model cars. 
2-1/8” O.A. 


B X-9003 1/2” FAN BLADE WRENCH. 1/2” Double Hex 
Opening. 


C vm-v176 1/2” FAN BLADE WRENCH. Works on fans 
up to 22” diameter even if shrouded or difficult to reach. 
7/16” hex adapter (included) inserts into permanent 1/2” 
socket. One wrench fits both bolt sizes. 


D  ow-1818 FORD MANIFOLD WRENCH. Provided with | 
9/16” 12 point box opening on each end, this wrench is 11” 
O.A. 


D OW-1616 GM DOOR HINGE BOLT WRENCH. Has two 
1/2” 12 pt. openings 11-3/8” O.A. 


E TUP-3220 1/2” x 5/8” SPECIAL HEAD BOLT 
UNIVERSAL—“BALL TYPE”. To remove or replace head bolts 
on Chevrolet V-8 engines where clearance in recessed bolt holes 
is needed. 


F X-9034 SHOCK ABSORBER SOCKET. Opening is 3/16” 
x 1/4”, 3/8" square drive for Ford and Nash shocks. 15/16” 
O.A. 


X-9035 SHOCK ABSORBER SOCKET. Opening is 5/16” 
x 1/4”, 3/8" square drive. Works on Dart, Chevrolet, Corvair, 
Tempest, Pontiac, Valiant, Buick, Nash, Cadillac and Lancer 
shocks. 15/16” O.A. 


G__LS-54500 FUEL PUMP INSTALLATION TOOL. Holds 
the push rod in the “up” position while installing the pump. 
Has a nylon tip to protect the push rod. Works on all Chevrolet 
fuel pumps. 


H LS-49500 STARTER SNAP RING TOOL. Designed to 
allow easy removal and installation of the starter snap ring on 
Delco starters. Instruction sheet with each tool. 


| LS-49900 STARTER SNAP RING TOOL (Ford). 
Now-—snap them off and snap them on in seconds. You don’t 
lose the ring, bend it, or damage the shaft. Slip the tool under 
the ring ends and pry it off — turn the tool over and reverse 
the procedure to replace the ring. 


J BB-HJ5 HOOD JACK. Extends from 26-1/2” to 50” to 
fit all cars. Replacement tips available. 


BB-HJ5TL Large Replacement Tip. 
BB-HJ5TS Small Replacement Tip. 


K DE-145 FLY WHEEL TURNER. Applicable to most cars 
and trucks for clutch work, bearing work and ring installation. 


DE-145-1 Loop only. 


SPECIAL 
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| RATCHETING BOX WRENCHES. These wrenches will speed up 
your operation when working in limited space and on manifold nuts, 
exhaust nuts and body bolts. Thin yet sturdy construction, polished 
chrome finish. 


A RATCHETING BOX WRENCHES. (Single Hex) 


Part No. Size 
AB-BIO s.6 es ee me ee eo we we Re Bee ARIS” 
RB-1214 eee ee av Goan te a ae eS & & SS IG. 
RB-1618 ae Rade Phe'S owe we wee ot oe M2 SS" 


B RATCHETING WRENCHES. (Double Hex) 


Part No. Size 
| RB-O10D. wi eee ae we we we ew ee ee eT BIB” 
ABAZUD. xa cca cae kes hae ea a SRY RTIIE" 
RBAGIED «.<2y ive mis oo a & eae, te. MSKOLIE” 
NAGE 4: wake, ond oe wee we 2 ee 
RB2024 "ck spe e ea eS RED ES ee SIBERIA 
RB-2428 6 we we wt te tt tw ew oe BAX 7/8" 
AB2630" Aen tee, w are we & wee we 19/16" 18/16% 


Cc CORNWELL ADJUSTABLE WRENCHES. These tools are drop 
forged from the finest alloy steel for strength and durability and are made 
with extra thin jaws to reach into difficult spots. The jaws and other vital 
areas are induction hardened and tests have shown that CORNWELL 
adjustable wrenches will last up to 10 times as long as ordinary adjustable 
wrenches. Beautiful chrome plate finish. 


Part No. Length 
AJ-4B See ee eee ee a a Se eS oe RE 
AJ-6B i aa)’ Saran, hs Ue 6” 
AJ-8B J F 8” 
AJ-10B 10” 
AJ-12B 12” 
AJ-15B 15” 


REPAIR PARTS: 
Add -1 after Part No. for Jaw only. 
Add -2 after Part No. for Knurl, pin & spring. 


D CHAIN WRENCH ADAPTOR. The TIGER CLAW chain wrench 
adaptor quickly and easily slips into r aqj 7a ely to 
convert it toa r on emapsyny FRTLY ape nut, bolt, 
or threaded foot oo 7 apacity. 


TT-8 TIGER CLAW for 8” adjustables. 
TT-10 TIGER CLAW for 10” adjustables. 


E PIPE WRENCHES. Heavy duty Pipemasters will take the roughest 
treatment. You'll like their feel and fast, easy adjustment. A calibrated 
hook jaw and double action spring make Pipemaster’s bite, ratchet, and 
release more positive than other wrenches. The steel jaws are forged, milled 
and trip perfect hardness. 


REPAIR PARTS: 
Add -1 after Part No. for Hook Jaw only. 
Add -2 after Part No. for Heel Jaw & Pin. 
Add -3 after Part No. for Nut only. 

Add -4 after Part No. for Spring only. 
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A EXTENSION REEL LIGHTS. CORNWELL Reel Lights 
are convenient and easy to use. Reel mechanism does not depend 
on weight of pawl for latching. Trouble light handle is made of 
high impact, oil resistant phenolic. Guard is swing open type; | 
cord is oil resistant neoprene. Unit is UL approved. 


AL-25 REEL LIGHT, 2 conductor with 25 ft. cord. 
AL-50 REEL LIGHT, 2 conductor with 50 ft. cord. 
AL-25-1 HANDLE with guard. 

AL-50-3 REEL LIGHT, 3 conductor with 45 ft. cord. 


B UNBREAKABLE PLASTIC FLASHLIGHTS. Both 
flashlights, 6-7/8’ O.A. 


FL-282 UNBREAKABLE FLASHLIGHT. 
FL-284 UNBREAKABLE FLASHLIGHT (w/magnet). 


that = ea Oret Agile. BATE Pbk: dab dnt cable 


D EXTENSION LIGHTS. O.S.H.A. approved, 4000 volt 
insulated PVC grounded guard, 3 wire cord and plug (18/3 sg 
rubber cord). 


GE-OSHA-25 25 ft. Extension Light. 

GE-OSHA-50_ ‘50 ft. Extension Light. 

GE-1425-SG 25 ft. Heavy Duty Extension Light. 3 Wire 
Conductor. 

GE-1450-SG_ 50 ft. Heavy Duty Extension Light. 3 Wire 
Conductor. 


E GE-3-2 ADAPTOR. Use for three prong extension to two 
prong outlet. 


F SOCKET HOLDERS COMPLETE. ¢ 
VMEV5420 wise cw owccamn reavamse male 1/4” Drive (skin packed) 
VENISON on citnt a Aven seme et seus 3/8” Drive (skin packed) 
MIMEVEA22 sr: eins dio ta maactaas war 1/2” Drive (skin packed) 
NAIVE AA DA saiciaiss enspernee breriai earns toeccnahenetee 3/4” Drive (skin packed) 


G VM-V-423 SOCKET HOLDER SET. Consisting of one 
each VM-V420, VM-V421, VM-V422 skin packed. 


H LO-L31 ELECTRIC MARKING PENCIL. Operates from 
either a 6 volt or 12 volt battery or from a transformer. 8” O.A. 


“hard-to-get-at” freeze plugs, this tool eliminates the need fo 
removing head and cutting through fire wall. 


J TE- mt Se penta. EKED RIR of 
r fea 


molded n het bearing seals. 
No need t IS ee or crankshaft. 


I AP-18FP FREEZE PLUG TOOL. To reach so 


K PU-NC12 NUT SPLITTING TOOL. Features a two 
position chisel action cutter of specially hardened steel. 


L HS-HE42F ee SCA fi made of 
flexible EIFS God Goad Ti ye We doa ip which 
h gau 


doubles a ge. ansaid in 32nds and 64ths. 
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A CF-149 INSPECTION MIRROR. 2-3/8” x 3-3/8” rectangle, handle 
extension to 16” O.A. 


CF-149-1 Refill Mirror only. 


B CF-142 INSPECTION MIRROR. 2-1/2” diameter circular mirror. 
Telescopes to 14-1/2”’ O.A. 


CF-142-1 Refill Mirror only. 


CF-144 INSPECTION MIRROR. 3-3/4” diameter circular mirror. 
Telescopes to 14-1/2” O.A. 


CF-144-1 Refill Mirror only. 


Cc CF-51 THUMB-ACTION RATCHET MIRROR. This mirror is 
11/16” x 2-9/16" x 16-1/2” O.A. 


CF-51-1 Refill Mirror only. 


D CF-143 INSPECTION MIRROR. 1-1/4” round, handle extends to 
8” OA. 


CF-143-1 Refill Head Assembly. 


CF-147 INSPECTION MIRROR. 3/4” round, handle extends to 
7-1/2" OA. 


CF-147-1 Refill Head Assembly. 


E CF-157 INSPECTION MIRROR. 1” x 2” oval, handle extends to 9” 
O.A. 


CF-157-1 Refill Mirror only. 


) F CF-161 MAGNETIC PICKUP TOOL. You can reach practically any 


place with this long, slim tool that extends from 16-3/4” to 26-3/4” O.A. 
CF-161-1 Magnet Head Assembly. 


G CF-159 MAGNETIC PICKUP TOOL. This is an intermediate length 
magnetic tool which will reach to 8-1/2” O.A. Comes with pocket clip. 


CF-159-1 Magnet Head Assembly. 


H TB-LM6 POCKET MAGNETIC PICKUP TOOL. Fits in your shirt 
pocket. 6” O.A. 


| CF-164 FLEXIBLE MAGNETIC TOOL. This magnetic pickup tool 
bends in any direction to get in those tight places. 21” O.A. with knurled 
handle, 


TB-FM18 FLEXIBLE MAGNETIC PICKUP TOOL. 1/2” diameter 
tip, 17” O.A. 


J CF-121 FLEXIBLE FINGER. Featuring four matched music wire 
blades! Bends to and works in any position. 


CF-114 FLEXIBLE MECHANICAL FINGER. 17-1/2” O.A. with an 
8” flexible section. 


K CF-85 WINDSHIELD ARM REMOVING TOOL. Removes and 
replaces all windshield wiper arms. 


Lace EEL CETNTET INE Bodoves oe 


M TE-GA70 RADIATOR HOSE REMOVER. Specially curved prong 
permits wedging action that will break seal. Will also remove windshield 
seals, extract cotter pins and pull back springs. 
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GENERAL SERVICE 


A COLUMBIAN VISES. Top quality vises with swivel bases. 


CB-414 AUTOMOTIVE VISE 4” CAPACITY 
CB-D45M4 WORKSHOP VISE 5” CAPACITY 


Bs cF-410 SPRING LOADED NUT HOLDER. Sliding grip takes all | 
nuts from No. 4 thru 9/16”’—hex or square shaped—2nd holds securely and 
firmly while bolt is started. 


Cc WS-M1 METAL SHEAR. Designed for left hand cuts. Shear will 
produce a cut depth of 1%” with a single squeeze of the handle. 10” O.A. 


WS-M2 METAL SHEAR. Designed for right hand cuts. Shear will 
produce a cut depth of 1%” with a single squeeze of the handle. 10’ O.A. 


WS-M3 METAL SHEAR. Designed for straight cutting. Shear will 
produce a cut depth of 1%” with a single squeeze of the handle. 10” O.A. 


WS-M5 METAL SHEAR. A real work horse with special leverage for 
exceptionally tough metal cutting. 10°” O.A. 


WS-WGR6 RUBBER GRIPS. (Not illustrated). Protective grips for 
all illustrated metal shears. 


D TINNERS’ SNIPS. Regular pattern. Solid steel accurately tempered 
jaws and strong bolts. Polished blades, grey enameled handles. 


Part No. Description 
WAS AD icie. ct taratiaua sates Si teats. Swe 12-1/2” TINNERS’ SNIPS, 3” cut 
WSAI2 ccc tenw io ae ROE CEES 8” TINNERS’ SNIPS, 2” cut 


E CF-83 GASKET ALIGNMENT DOWEL SET. For placement of 
head gasket and cylinder heads. Six dowels furnished: 3 for 7/16” bolt size 
and 3 for 1/2” bolt size. 


F CORNWELL CREEPERS. Will roll easily over rough floor, electric 
wires and other minor obstructions. 


CR-5A HEAD’S UP CREEPER. Creeper adjusts through six 
positions from flat to 30 degree tilt. Uses CR-77 steel casters. 


CR-10 CREEPER. Uses CR-77 steel casters. 


CR-10HR Head Rest only. 
G CR-S20A LO-BOY CREEPER SEAT. 


H AIR WRENCH TUNE-UP KITS. Prevent costly repairs with regular 
tune-ups which result in longer tool life, plus dependable service when you 
need it most. 


RP-SK230 Repair Kit for 1R-230 

RP-TK230 Repair Kit for 1R-230 (Blister Pak) 
RP-SK401 Repair Kit for 1R-401 

RP-TK401 Repair Kit for 1R-401 (Blister Pak) 
RP-SK402 Repair Kit for 1R-402 

RP-TK402 Repair Kit for IR-402 (Blister Pak) 
RP-SK403 Repair Kit for 1R-403B 

RP-TK403 Repair Kit for 1R-403B (Blister Pak) 
RP-SK405 Repair Kit for 1R-405 

RP-TK405 Repair Kit for 1R-405 (Blister Pak) 
RP-SK406 Repair Kit for 1R-406 

RP-TK406 Repair Kit for 1R-406 (Blister Pak) 
RP-SK732 Repair Kit for CP-732 

RP-TK732 Repair Kit for CP-732 (Blister Pak) 
RP-SK734 Repair Kit for CP-734 

RP-TK734 Repair Kit for CP-734 (Blister Pak) 
RP-SK740 Repair Kit for CP-740 

RP-TK740 Repair Kit for CP-740 (Blister Pak) 
RP-SK740B Repair Kit for CP-740B 
RP-TK740B Repair Kit for CP-740B (Blister Pak) 


A CR-77 STEEL REPLACEMENT CASTERS. Set of 4, for 
use on all Cornwell Creepers. 


LS-8N4 NYLON REPLACEMENT CASTERS. Set of 4, for 
use on all Cornwell Creepers and most other brands. 


EV-K1 KEY KADDY. Clips on your belt to stop 
misplacement of keys. 


C  BB-MS1A MECHANICS STETHOSCOPE. Saves time in 
locating and diagnosing knocks, squeaks, bearing noise, water 
pump, tappet noises, etc. 


D _LS-22000 OIL FILTER WRENCH. This much needed tool 
makes removal of “spin-on” oil filters easy, even when they’re 
frozen. Use any %” socket or wrench to turn it. 


E LS-53500 OIL FILTER WRENCH. Even the toughest to 
turn can be quickly removed. The harder you turn the tighter it 
grips. Swivel handle makes it easy to reach and easy to turn even 
in the hard-to-reach and down-under locations. Fits all standard 
size oil filters. 


F PU-11 OIL FILTER REMOVER. This tool is unique in its 
design to enable the mechanic to remove the oil filter regardless 
of obstructions above, below, behind or in front of the filter. A 
3/8" square drive wrench is provided for normal use. However, if 
an extension is needed or more leverage is necessary, a Cornwell 
3/8” square drive ratchet, hinge handle or T-handle can be used. 
The more pressure exerted, the tighter the PU-11 clamps to the 
filter. Fits all standard size oil filters. 


4 GASKET KLIP 
INSTALL FROM ABOVE 
H i BE 
NEW! } A 
| EM 


W8co0e 


G VM-V95 ENGINE LIFT. Lifts 1,000 pounds. Cadmium 
plated, made of alloy steel. 


H MB-700 GASKET CLIPS. Use this set of twelve sturdy 
spring steel clips to hold the gasket in place when replacing the oil 
pan. 


l LS-18000 CAMSHAFT BEARING TOOL. Now you can 
remove and insert camshaft bearings in all engines from compact 
cars to heavy trucks with one economical tool—packed in a steel 
box suitable for permanent storage. Its dimensions are 3” x 3%” 
x 24’. Complete instructions and a parts diagram are included. 
Range of tool is 1.120” to 2.690”. Consists of driving shaft, shaft 
extension, expander unit, 5 split driving plugs, 2 drive collars, 
centering cone, & steel box. 


J PU-CA8 CLUTCH ALIGNING TOOL. Set contains 6 pilot 
adaptors with 2 sizes on each, a pilot cone and shaft. 


K NS-304 PROTECTIVE SEAT COVER. 54” x 27” grease 
resistant cover. Made especially for cars with headrests. 


L NS-203TH PROTECTIVE FENDER COVER. 40” x 25” 
rease resistant cover. Designed with tool holding feature. 
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A _— SM-150 MOLDING CLIP PLIER. Used to stake the molding 
clips in place and are especially designed to provide exceptional 
leverage with very little effort. 


B  YO-MMLS36 STEEL LETTER STAMPS. Made from fine 
quality steel. 27 piece set—3/16” letters—A through Z. 


YO-MMLS36-1 Single Letter A to Z. 


C __LS-56500 WIRE TERMINAL TOOL. Designed to help the 
mechanic easily remove wires from terminal blocks without 
damage to either the wire or terminal. The tool is compact for 
ease in handling and fits most common sizes of terminal blocks of 
American makes and models, plus some imports. 


D  TA-046 CRIMCUT TOOL. This is a combination plier for 
insulated or non-insulated terminals.. It also strips wire from 10 
gauge through 20 gauge. 


E LB-733B SPEEDEX WIRE STRIPPER. A precision tool 
used to strip the insulation off in a flash. The LB-733B will 
handle wire sizes 10-12-14-16-18. Comes complete with a guide 
to keep all wire stripped the same length. 


LB-3WB Replacement Blade. 
LB-3WI Aircraft Blade. 


F GC-5001 SQUARE WELDING TORCH LIGHTER. The 
flint holder contains three flints and can be rotated into a new 
position as each flint wears out. 


GC-5001X Extra Flints. Set of three in holder. 
G GC-2001 ROUND WELDING TORCH LIGHTER. Specially 


designed hood which protects the file and forms a pocket for the 
gas to ignite. 8’ O.A. 


GC-2501X Extra Flints. Package of six. 


H VM-P79 GASKET OR HOLLOW PUNCH SET. Use on fibre 
or cork gaskets. The set contains seven popular sizes of punches 


as follows: 

Part No. Description 
MIME SRSB) ise, i ee em a See wt we A 1/4” Punch 
VMETSPAS oo. dw ew bee ee ee ae we SY 5/16” Punch « 
VM-79P-10 wesc mae ce ee eRe RE AR RO 3/8” Punch 
VMETOPATT os es ee st Be Be 3/16" Punch 
NVM-79PM2) 6 6s sk a eS BS RE OE SSeS oe 1/2” Punch 
VM:7OPM13 2.2: eb oP HER He Ow HH 9/16” Punch 
NM=7OR-TA: ak Sk awe We mw eee re & 5/8” Punch 
VIMZOR15" cs: a. Se He eS AS Dore SS Rw Mandrel 


l VA-7775 KEYHOLE SAW. This versatile saw is the one 
Keyhole Saw for every user. With three easily changed blades, it 
cuts almost any material including drywall, plaster, plastics, 
wood, sheet metal, conduit, cable, pipe, nails, and many others. 
Has adjustable chuck. 


INT AMERICAN CORPORATION 
HARDWARE DIVISION + LINCOLNTON. NORTH CAROLINA 
~ seen il REA. so Neve eer rene ~ 
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A TA-TE440 ARMATURE GROWLER. Quickly locates loose 
connections, transposed lead, defective wiring and other defects 
found on automotive and domestic type generator and starter 
amatures. 


B  BE-AT1 ELECTRIC ARMATURE UNDERCUTTER. 
Makes a cut the full length of the segment and at the proper 
depth. The complete. tool includes the four saw blades listed 


below. 

Part No. Description 
BE-ATILIAA acc nent acer enwnsae 010 Saw Blade Only 
BEAT EOS) ¢4. ce cies we FR OES OH TER 015 Saw Blade Only 
BE-AT1214G6 in. Bak ck oe i we .020 Saw Blade Only 
BE-AT1-14D cc: iwi sew wee meena d 025 Saw Blade Only 


C i BE-BT1 ARMATURE TURNER. Hand operated, simple to 
use, yet guaranteed accurate within .002 of an inch. It is held by 

the shaft bearing end, giving a positive center in cutting the 

commutator. The chuck is mounted in tandem spindle bearings 
and has a very fine threaded feed, leaving a super-smooth cut. 
Five bushings listed below will fit armature shafts on Ford, 
Chrysler, and General Motors as well as most other cars. Special 
adaptors are available. Tool steel cutter is furnished with each 
BE-BT1 Armature Turner. 


Part No. Description 
BE-Bi1G), 26a caw ea He Tool Steel Cutter for BE-BT 1 
| BNC ERE ig ie he ee 4 BOO SSO 1/2’ 1.D. Bushing 
BE-Bk2-G2ic66c8 08 GF WER DO Re 9/16” 1.D. Bushing 
BE-BU2-6Qhini eect eee e ecm ae we 5/8” 1.D. Bushing 
BE-Bi2 GA ccm ee ae eimai wees .591” 1.D. Bushing 
BE-BI2SOiiiis Gc ee ee es .393” 1.D. Bushing 
WE-D550PK SOLDERING GUN SET IN PLASTIC 


D 
CARRYING CASE. Manual and instructions included. This set 
consists of; one heavy copper soldering tip, one smoothing tip, 
one cutting tip for thermo-plastics, tile, etc., one nickel plated tip 
changing wrench, one coil of 60/40 resin core solder, and one 
WE-D550 Heavy Duty soldering gun. 


WE-D550 SOLDERING GUN ONLY. 

WE-7250 COPPER SOLDERING TIP. 

WE-6140 SMOOTHING TIP WITH TIP NUTS. 
E WE-8200PK SOLDERING GUN IN PLASTIC CARRYING 
CASE. Manual and instructions included. This set consists of: 
three copper soldering tips, one tip changing wrench, one flux 
brush, one soldering aid tool, one coil of 60/40 resin core solder, 


and one WE-8200 soldering gun. 


WE-7135 COPPER SOLDERING TIP. 
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J SAFETY 
CUT-OFF BLADE 


A SAFETY CUT OFF BLADES. Vermont American safety cut off 
blades are made of doubly reinforced, resinoid bonded silicon carbide. 
Used by contractors, carpenters, repairmen, mechanics, farmers and home 
craftsmen. For cutting all types of masonry, concrete, concrete block, 
brick limestone, tile, cast iron, and non-ferrous metals. 


VA-6700) sc cance cen umes 5-7/8" SAFETY CUT OFF BLADE 
VA%8701 acces se wwe 6-1/2" SAFETY CUT OFF BLADE 
A a ce ee 7” SAFETY CUT OFF BLADE 
VA-87038 ss cstiamecsianegas 8” SAFETY CUT OFF BLADE 


B SB-100T POCKET KNIFE. Blades are made of high carbon cutting 
steel and are all hand sharpened. 3-3/8" O.A. 


PK-658 POCKET KNIFE. Economy model. 3-3/8” O.A. 


Cc EV-01 ADJUSTABLE UTILITY KNIFE. Die cast zinc, enameled 
finish, blade locks in three positions: fully extended, carton opening, or 
closed for maximum safety. Surgical quality, extra heavy precision blades. 
Five blades included with each knife at no extra cost. 


EV-01R Blades only for EV-01. 


D EV-03 ADJUSTABLE MINI-KNIFE. Triple chrome plated die 
casting with key chain. For a thousand and one cutting, slitting, and 
trimming jobs. Blade adjusts to three positions. Complete with two blades. 


EV-03R Replacement Blades for EV-03. 


E EV-L8% THIN LOCKING TAPE. Case is as thin as a watch and is 
exactly 2’’ wide. Replaceable blade. 


F LOCKING POWER TAPES. Positive locking power rewind tape 
chrome plated zinc case exactly 2%’’ wide for easier inside measuring. 
Locking device conveniently located on the side of the case near the 
mouth. Press to lock—release and the blade returns automatically. 


EVCEPIO wins veges ss wame mea es 10’ LOCKING TAPE 
EV-LPI2. o4 ae te SER DS RT lee 12’ LOCKING TAPE 
ENSLPGIMLE: ice. stig: i apse cap ‘a Sa at tance 6’ Met/Eng. LOCKING TAPE 


G__sREPLACEMENT BLADES. 


EV-8%WR for Tool No. EV-L8%. 
EV-110WR for EV-LP10. 
EV-112WR for EV-LP12. 
EV-106WR M/E for EV-LP6 M/E. 


H EVANS LONG TAPES. Ideal for anyone who needs a long tape. 
Triple chrome-plated zinc die-cast case fits the hand comfortably. 3/8” 
wide white steel tape has large black numerals for visibility. New hook ring 
on blade measures from zero at outside of ring and inside of hook. Hook 
ring locks tightly when blade is in case. Pop-open folding handle with 
longer extension for fast, easy rewinding. 


Fe ae IO, tA Ole Hts an DM eee eae we 50’ TAPE. 


[POM OA Se aw Se Re Me eK RA 100’ TAPE. 
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A’ RA-10560 DELUXE AUTO AIR CONDITIONER 

SERVICE TOOL SET. This set of tools in addition to a vacuum 

pump provides the auto service facility with the equipment 

required to test, evacuate, leak check and recharge automotive air 

conditioners. Manifold includes gauges, hoses, hose holders and 
ook. Set contains the following: 


FACTORY APPROVED 

SERVICE TOOLS 

AND EQUIPMENT 
for 


Part No. Description 
RA-CMN-4-6 yang oS eles ee ee Manifold with accessories 
RA10586 £.0ate'Gaiifiw wa ww ae ee Propane Leak Detector 
RAST2008 tists ts Sal ewe we es we Serviceman’s Goggles 
RA10559 <666ses creat Hee ODS Ratchet Wrench 
BA-TUGOE cao oe He ews Dial Thermometer (25° to 125°F) 
RA-VGB01 fk wine ee eee ee Valve Core Removal Kit 
RA-11004: ieee Se mee aw ees Multi-Can Dispensing Valve 
RA10544O Gi dee baa eae Molded Plastic Carrying Case 
B RA-10565 BASIC AUTO AIR CONDITIONER SERVICE 
TOOL SET. For automotive or recreation vehicle air conditioning 
units. Manifold and Gauge set has color coded gauges and 3 ft. 


RAs1OSG1re a8 ass ce we oes Basic Service Training Manual 


c RA-12467 VACUUM PUMP. Rotary vane compressor is 
rated the most efficient, low cost pump on the market — capable 
of reducing pressure to within .3 inches (approx. 7500 microns) 


charging lines. Set contains the following: 

Part No. Description 
RACGCMNSESO eis ema eee aes Manifold and Gauge Set 
oe a Thermometer (25° to 125°F) 
RA-10559) at we eee Ratchet Wrench 3/16” 4’, %4"",9/16" 
RA-V1000I 2 Sea ce ae eee Taps-All Refrigerant Can Valve 
of barometric pressure or 29.62 inches of mercury at 29.92 
inches barometric pressure. Water or moisture in a refrigerant 
system is recognized as the major cause of system breakdowns. 
Excessive moisture will freeze at the expansion ‘valve resulting in 
system failure. Small amounts of moisture, when combined with 
refrigerants at high temperatures, form acids which attack the 
metal parts of the car compressor causing rust and corrosion and 
eventual failure. Hand valve with teflon seat assures positive 


shut-off. Capacity of .8 CFM, % HP-115 volt motor—3 position 
starting switch and overload relay protector. 


D RA-CMN-4F-A-6 DOUBLE PORT MANIFOLD WITH 
ACCESS VALVE. With front hand wheels. Equipped with side 
access valve fitting having a built-in flow check that permits the 
system to be evacuated and recharged without disconnecting any 
lines from the manifold, thus avoiding possible atmospheric 
contamination. Same quality construction features as 
RA-CMN-4-6. Includes four (4) color coded charging lines (1) 72” 
yellow for vacuum connection, (1) 72’ white for refrigerant, (1) 
36” blue for low side (suction), (1) 36” red for high side 
(discharge). 
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A RA-CMN-4-6 STANDARD MANIFOLD WITH SIDE 
WHEELS. With side hand wheels, color coded 2%" gauges and 
three (3) charging lines: (1) 36” blue, (1) 36” red and (1) 72” 
white. Complete with hose holders and hook. 


B RA-10413 E.P.R. VALVE TEST GAUGE KIT. 36 in. blue 
line with %” male flare x %” female flare quick coupler with valve 
depressor provides ample hose length to reduce hazard of moving 
fan blades. 2%’’ blue compound gauge, 30” vacuum x 120 Ibs. 
(with 250 Ib. retard) restrictor screw and recalibrator, 1/8’ MPT 
connection. Gauge Coupler — 1/8’ FPT x %” female flare. Kit 
packed in metal box. 


Cc RA-CM-93 HIGH SIDE TEST GAUGE KIT. 12” red 
charging line with %” male flare x %” female flare quick coupler 
with valve depressor. 2%” red pressure gauge, 0 to 500 Ibs. with | 
restrictor screw and recalibrator, 1/8’ MPT connection. Gauge 
Coupler — 1/8” FPT x %” female flare quick coupler unit. Kit | 
packed in metal box. 


D RA-CM1K 4-WAY CONVERSION KIT. Converts any 
Robinair manifold with side wheels into a permanent style 4-way 
unit. Consists of conversion elbow, two (2) hose holders, quick 
coupler and two (2) service valves. Valve connection 4” S.A.E. 
male flare. 


E RA-10536 3-WAY GAUGE CONVERSION KIT. Where 
three (3) gauge readings are desirable, such as on Chrysler 
conditioners, you can quickly and easily make up your own 
outfit by simply connecting a Robinair front wheel manifold unit 
and the RA-10536 Single Gauge Unit which includes a 2” brass 
nipple, 2%" blue compound gauge 0 to 30” x 120 P.S.I. with 
restrictor screw and recalibrator, 4 male flare connector, hose 
holder and hand valve. 


F ACCESS VALVE ADAPTERS. These adapters are used to 
depress Access Valve Cores during evacuation and recharging. 4” 
female flare x %’’ male flare connections. Rubber seat gasket in 
swivel nut permits finger tightening. 


Part No. Description 
RA-4615-S4 oe ewe eae 90° Elbow Adapter 
RAAGIOSA: «6 ests & mee SS Wu ee wo Straight Adapter 


RA-CH-109-6 Replacement Gasket. 
RA-CH-100-6 Replacement Valve Depressor. 


G  RA-V6301 VALVE CORE REMOVAL KIT. Designed to 
quickly remove and replace all access fitting valve cores. Has 
removable threaded cap for storage of six (6) extra valve cores 
included with tool. 


H RA-VC5344-6 Replacement Valve Core. 
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REPLACEMENT GAUGES. Pressure Gauges range—0 to 
500 Ibs. Vacuum Gauges range 0-30” vacuum x 120 Ibs. pressure 
with 250 Ib. retard. Temperature scale for R-12 and R-22. Gauges 
equipped with recalibrator and restrictor screw. 


RA-11693 2%-INCH RED PRESSURE GAUGE. 
B RA-11692 2%-INCH BLUE COMPOUND GAUGE. 
RA-CM-5800 Replacement Lens for RA-11692 and 
RA-11693 gauges. 


CHARGING LINE SETS. Brass barb, ferrule and quick 
coupler nut for easy finger tight connections. Hose is capable ot 
withstanding working pressures up to 500 PSI with an average 
burst pressure of 2000 PSI. Access valve depressor in elbow end 
included on all lines...won’t pop out under refrigerant 
pressure .. . may easily be removed if not required. 


C  —-RA-10571 3-WAY COLOR CODED SET. Consists of 
2—36 in. quality rubber covered lines. (1) blue for low side, (1) 
red for high side; and (1) 72 in. white line for vacuum or 
refrigerant. 


D RA-10572 4-WAY COLOR CODED SET. Four color lines 
especially for use with Robinair’s new 4-Way Testing Units. 
Eliminates line tracing. (1) 72 in. yellow for vacuum, (1) 72 in. 
white for refrigerant, (1) 36 in. blue for low side and (1) 36 in. 
red for high side. 


—E SINGLE CHARGING HOSES 


Part No. Description 
CH-36-ET-B wissinnete wie eS oe ware ase Gs 36” Blue 
CH-3G6-E1-Ri oa gals es Ome eae Ow HB ww ee 36” Red 
CHSG-EUY 6c ee steht dG SS 6 kes wee & 36” Yellow 
CHIZELS wou et ettliicdiuwos so ca ew eT es 72” Blue 
GHI2-EG-R 2...08 05 ea ahs sere gamers sae 72" Red 
CHIZETY occur tise eae oe i srn eee wees 72” Yellow 


F RA-10678 REFRIGERANT CHECK VALVE. Connected 
between compressor and dispensing valve. Prevents accidental 
pressure fill of freon container if connected to high side with 
compressor running. 


G RA-10515 EVACUATING AND CHARGING VALVE. 
Greatly reduces the time required to evacuate and charge air 
conditioner systems with Core fittings. Tool is assembled in-line 
between the charging line and the compressor access fittings. It 
repositions and holds captive the valve core thereby removing it 
as a restriction to the refrigerant flow. Complete operating 
instructions are furnished with tool. 
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A RA-VQ-4S QUICK COUPLER VALVE WITH 
DEPRESSOR. When connected to high side of air conditioning 
system, it provides positive shut-off before disconnecting charging | 
hose, insuring against personal injury to the serviceman from 
refrigerant remaining in charging line. 


B RA-11004 MULTI-CAN DISPENSING VALVE. A large 
proportion of cars require 3 Ibs. 12 oz. refrigerant charge. 
Therefore, four 1 Ib. (15 oz.) cans dispensed with this valve will 
provide an accurate system charge. Refrigerant can be dispensed 1 
can at a time or 2, 3 and 4 cans simultaneously. Same 
construction and clamp principle as RA-11001 valve. 


© RA-11001 REFRIGERANT CAN “TAPS-ALL” VALVE. 
For flat top and screw top cans. Same construction features as 
RA-CAC-10, except design permits tapping all styles of 1 Ib. 
refrigerant containers now on the market. Holding clamp slips on 
easily and tightening screw allows for safe, secure dispensing of 
refrigerant. 


RA-11001-26 Replacement Gasket. 


D RA-CAC-10 REFRIGERANT CAN DISPENSING VALVE. 
For Spud Screw Top Cans. All brass forged body, sturdy metal 
hand wheels, hardened tool steel piercing needles plus Zytel seat 
for positive leak proof shut-off. 


E RA-10570-H PORTABLE CHARGING STATION. This 
Charging Station utilizes the commercial air conditioning 
industry’s renowned patented “Dial-A-Charge” Cylinder in 
conjunction with controlled electric heat as specified under 
12550-H Heated Dial-A-Charge Cylinder. Complete with vacuum 
pump (RA-12467), manifold, color coded gauges, and 84-inch 
color coded charging lines, this unit requires only one hook-up to 
the car for complete diagnosing, evacuating and recharging of the 
system. The portable feature makes it the most practical piece of 
equipment for the automotive air conditioning technician. 
Construction—1” tubular steel framing, rigid sheet metal support 
plates, mounted on 1%” x 10” semi-pneumatic tires, ball bearing 
wheels for easy movement throughout service area—National Blue 
enamel finish. Web strap and bracket at rear of station provides 
for mounting of 25 or 50 Ib. refrigerant drums. Includes second 
compound (low side) gauge for checking evaporator pressure 
relief valves (EPR). 


F RA-10576 COMPRESSOR OIL INJECTOR. Adding oil to 
air conditioning compressors is at best a slow process without this 
tool on cars without shut-off valves. The refrigerant charge is 
wasted and some disassembly required. RA-10576 is used in 
conjunction with a gauge manifold assembly. It utilizes the 
pressure differential from the high to the low side of the system 
to inject 2 oz. of oil into the unit. 
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A RA-14470 TRANSISTORIZED DUO-RANGE 
REFRIGERANT LEAK GUN. This Leak Gun is light weight and 
cordless. Trigger knob duals as an On-Off switch and sensitivity 
control. Turn trigger knob on and a piercing squeal is heard: 
continue turning knob in same direction until slow ticking sound 
is heard. You are now ready to probe for leaks. Built-in reference 
leak permits actual check. 5-ft. flexible lead. Holster available. 
There is a 2-position switch on top of gun... SEARCH finds 
general area of leak and PINPOINT locates exact point of leak. 
Can shape to reach areas impossible to get at with straight solid 
probe. The new tip protector protects against grease and dirt, can 
be easily cleaned. Size is 6%” high by 7%” long. Weight is 1 Ib. 9 
oz. Leak detection capability is % oz. per year and reference leak 
rate is % oz. per year. Voltage is 1.5 volts DC and power source is 
2 standard “D” cell flashlight batteries. Will not fatigue or 
become contaminated if exposed to high concentrations of 
halogen gases. The gun housing is high impact resistant molded 
plastic chrome plated and battery life is approximately 40 hours. 


B RA-10538 PROPANE LEAK DETECTOR. Provides an 
inexpensive method of locating refrigerant leaks. Utilizes the 
“flame color” principle by drawing leaking refrigerant through 
the sniffer tube, thus causing the flame to change color and also 
increase its intensity. Easy to ignite—no priming necessary. 


Cc RA-10540 POCKET THERMOMETER. Temperature range 
25 deg. to 125 deg. F. A standard precision glass pocket 
thermometer complete with metal carrying case. Five inches long 
with red spirity on white background. The minimum requirement 
for every air conditioner serviceman. 


D RA-10569 BI-METAL DIAL THERMOMETER. 
Temperature range 25 deg. to 125 deg. F. This handy, accurate 
dial thermometer with 5” stem is a must for determining 
discharge duct temperatures during diagnosis and after recharging. 
Accuracy within 1/2 deg. Shock-resistant carrying tube with 
convenient pocket clip. 


RA-10596 —40 deg. to +160 deg. F. DIAL 
THERMOMETER. 


RA-10597 0 deg. to +220 deg. F. DIAL 
THERMOMETER. 


E RA-14145 ILLUMINATED INSPECTION MIRROR. 
Powered by standard “‘pen-lite”’ batteries this inspection mirror is 
intended primarily to inspect installation of the “O”’ ring seal in 
the shaft housing while compressor is still mounted on the car. 


F RA-14282 “UNI-FL UTE” DRILL. Drill has 3/4” diameter 
x 1/4” diameter shank. This drill is especially recommended for 
drilling evaporator drain hose openings through floor boards. 
Tool design permits drilling through floor mats and carpeting 
cleanly and efficiently without unraveling carpeting pile. 
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A RA-14313 STANDARD STYLE SWAGING TOOL. This tool 
simplifies enlarging one end of tube so that two pieces of the same size 
tube can be soldered together. Sizes plainly marked on each tool for 
identification. Gauge lines insure uniform, accurate work. Contains one 
each 1/4”, 3/8”, 1/2”, and 5/8”. 


B RA-10418 CLUTCH HUB HOLDING TOOL. (G.M. Compressor) 
When compressor has failed electrically and clutch cannot be energized or 
when servicing on a work bench, compressor shaft nut cannot be loosened 
unless clutch hub is held, this tool does the job. 


Cc RA-10522 UNIVERSAL COMPRESSOR TOOL KIT. For 
“On-The-Car” field servicing of all models of G.M., Ford, Chrysler, AMC 
and all after-market auto air conditioner compressors. This set contains the 
following: 


Part No. Description 
PASIOGOS)? aici. HiME o cetalttad oleae ese Pulley Puller Set 
RA-10802 nics we ne das Pulley Installer/Bearing Remover & Installer 
RASIOG08” aa ole e% & a) eae Aue eine alot Seal Assembly & Installer 
MA O04: is ais whi eels: areeneine Hub Drive Plate Remover (G.M. 6 cyl.) 
RA-10604-3 1:2... cc ew wee Hub Drive Plate Remover (G.M. 5 cyl.) 
RARGOIA: 15.5. Sie grs iets end 2.6 wat eae a eae Shaft Seal Protector 
RASTOSOT': as eine eb hah wel teaaleute Seal Seat Remover & Installer 
RAP IOSRS yf cna wre 56s aie aiees Sadeelled Stare Max “O” Ring Remover 
RASOG0S) xii ge Ga es. fe Hw emilee aie aud enw cles “OQ” Ring Installer 
FRAP TOOOG icin. a. cate: se eared ie Hub Driver Plate Installer (G.M. 6 cyl.) 
RA-10506-1 2 nee a niws Hub Driver Plate Installer (G.M. 5 cyl.) 
RAT OGIO ss aia 6 ales aes edie BR) oh te he Snap Ring Installer 
RASTOG4S 4 ss.sinmee oo Moisi d a oem ea ke Oil Dip Stick 
PAA OBAG > cig) eit) ge Sisud a a ecav ad otaey Stas Clutch Spanner Wrench 
la 7 i ee ae are eee Seal Installer & Seal Plate Aligner 
FA T0GES 6 seis) sern an he eb ele oh ale aod Ae Clutch Removing Bolts 
RA10049 as ii smemme ci calm Gane aoe ete Shaft Seal Puller 
RASIOGET Aiea s x See we tata eee “EPR” Valve Remover & Installer 
RAIAIGT Sed is ale ie ae arora ee Internal Snap Ring Pliers No. 21 
MASIOIG? ecceiw whe wip eons poles External Snap Ring Pliers No, 22 
RATAN 5 oid wis, suet 'm cne eeei'e, oo Internal Snap Ring Pliers No. 23 
RAA14166: nics Ce Rew wwe press External Snap Ring Pliers No. 26 
BA T0613" fa be cac twas Ceramic Seal Seat Remover & Installer 
PAIGE ZOP ea ca tec oe Se anil eirere (etter cited ee Tool Board with Hooks 


D RA-10500 GM-6 CYLINDER COMPRESSOR TOOL KIT. The 
compressor is the driving force of the automobile air conditioning system. 
Since it, in turn, is driven by the engine crankshaft by means of a drive 
pulley, belt and electric clutch, the major causes of inoperative 
compressors are worn bearings and defective shaft seals. Field service of the 
compressor is thus usually confined to replacement of these Parts. 
However, failure to use the correct tools during seal replacement can cause 
compressor damage and replacement seal failure. This set contains the 
following: 


Part No. Description 
BAHIOBOD) aaiid cto ettes td thle ee ae okt Pulley Puller Kit 
RA-10602 ........ Pulley Installer—Bearing Remover & Installer Kit 
RAM0608 ) ssintis.c ce SER Eines Seal Assembly Remover & Installer 
BASTOBOF sia wimiw wre wim ieuw ik Zsa waar Hub Drive Plate Remover Kit 
RA-F0G06) etc ce bs wi cw e's Hub and Drive Plate Assembly Installer 
RAS10607! cc aieis tee ewe read Seal Seat Remover and Installer 
RAA0G08 os i ilelsia wake noeema eee “O” Ring Remover 
FRA FORO! cia) atin salon sav aries apes Sue Sec wnat ate! ahdicrhe “O”’ Ring Installer 
FRAREOR TO) os is vw ca wine aya ishald <<.g) ec wismiegr-e ce Snap Ring Installer 
RAsTOBUS. 5.3 as We ee: Keecal wile ¥ Ceramic Seal Remover and Installer 


RAM1OBIA A aescce cet mae aed Simiete TR k Shaft Seal Protector 


A RA-10598 V.I.R. SERVICE TOOL SET. 1973 GM 
cars are equipped with a new receiver dryer which 
contains TX and POA valves. Three tools are required to 
service these valves. Schrader core, and to re-install the 

pick-up tube retainer ring. This set contains the 
following: 
| RA-10589 Pick-up Tube Retainer Ring Tool. 
| Specially designed for easy installation of liquid pick-up 
, tube retaining ring. 


RA-10587 Valve Core Remover and _ Installer. 
Designed to pick up stem of Schrader core for removal 
or installation. 


% RA-10581 TX & POA Valve Removal Tool. This is 

| a combination tool for removal of TX and POA valves. 

Swivel end is used for removal of TX valve and tapered 
end for removal of POA valve. Removing these valves by 
any other means will damage them. 


B  RA-14401 MULTI-HEAD FIN STRAIGHTENER. 

Six fin straighteners in one — 6 in 1 — will clean and 
straighten condensor and evaporator coil fins having 
spacings of 8,9,10,12,14,15 fins per inch. Small, 
compact, easy to use in confined spaces. The need to 
keep condensor and evaporator fins free of debris makes 
this tool a must for auto air conditioning servicemen. 


C  RA-10517 GM COMPRESSOR TEST PLATE. 
Attaches to rear head of compressor over high and low 
pressure ports to allow checking of high and low side 
pressures 


) D RA-10640 BELT TENSION GAUGE. For checking 
) strand tension of belts to air conditioning compressors, 
® power steering, fans and generators. Faster... easier 
. ... More accurate because of many new features. 
Positive stop insures accurate readings and repeatability. 
Use of reset button and lazy hand pointer enables the 
technician to reach awkward locations, make a check 
and remove the gauge to take his reading. All steel 
constructed case makes gauge rugged and durable, able 
to withstand real punishment in your service area. 
Packaged complete with belt strand tension 
specifications. 


CONDITIONER SERVICE 


AIR 


Bane 


A RA-10662 MITYVAC. Some of the many automotive 
applications of the Mityvac are: *Check distributor vacuum 
advance relative to specifications on a component — Checking 
carburetor vacuum break units for choke and throttle control — 
*Checking vacuum modulator on transmission: checking for oil 
leaks and modulation — Check operation of C.C.S. units in air 
cleaner — *Check out operation of air conditioning vacuum hoses 
and vent doors — Check vacuum door and trunk locks — 
Checking headlamp vacuum door and hoses — *Checking 
headlamp switches for vacuum leak — Check leak at vacuum 
reservoirs — *Check cruise control switches and transducer 
operation — *Check thermo vacuum switches — *Check water 
temperature valves — Can also be used to transfer other than 
volatile liquids. 


*Asterisk indicates those parts that can be checked at the bench, 
thereby eliminating needless replacement of good parts. 


RA-10681 Adaptor Kit consists of 2 rubber molded 
adaptors used in testing for valve seal leaks on passenger cars and 
trucks. (Not Illustrated) 


B RB-ACR-1 AIR CONDITIONING RATCHET. A short 5” 
wrench for close quarters, with a solid 1/2” hex end for packing 
gland fittings, mounting bolts on compressors, clutch bolts and 
various tube fittings and cap nuts. The other end is a reversible 
1/4" square opening for service or shut-off valves and pl ug 
fittings. 


C  RB-204 AIR CONDITIONING AND REFRIGERATION 
RATCHET. The solid end has both 1/2 and 9/16 hex openings. 
The combination of these sizes handles a large variety of jobs i.e. 
packing gland fittings, mounting bolts on compressors, clutch 
bolts and various tube fittings and cap nuts. The 9/16” hex also is 
used on the dust cap for Schrader type valves, and the oil check 
plug on York Compressors. The reversible end with 1/4’ and 
3/16” square openings is used on service valves, plug fittings, and 
compressor valves. The 3/16” square was widely used on the 
older refrigerant charging tanks. 


D RB-304 AIR CONDITIONING AND REFRIGERATION 
RATCHET. A 7” wrench featuring reversible gear wheels with the 
same openings as the RB-204 (9/16 & 1/2” hex and 1/4 & 3/16” 
square). Where space permits, this wrench provides more leverage 
on the same adaptations as listed above. The added feature of 
reversing gear wheels allows tightening or loosening valves or 
fittings without removing the wrench. 


E ML-222C AIR CONDITIONING RETAINING RING 
PLIER. This retaining ring plier is specially designed for rapid 
removal of the seal retaining ring from GM Automotive Air 
Conditioning Compressors. Features exact “pin to pin hole” 
alignment, can be used without actually seeing the ring. (R and R 
time reduced substantially due to elimination of need to remove 
the A/C compressor from the automobile.) PVC Handgrips, rust 
preventative finish, hardened tips and riveted construction 
combine to assure the user of long service life. 


AIR 
CONDITIONER SERVICE 


A BX-25 TWO DRAWER TOOL BOx. A real beauty 
in appearance and design. Ruggedness and utility in a 
small box such as this puts it far ahead of others in its 
) price range. Furnished with comfortable, suitcase-type 

carrying handle on top of the lid. Full length tote tray 

with hand fitting handle for transporting tools to the 

job. Full width, roomy drawers are spill proof and free 
running on their compound slides. Locking bar 
automatically and positively secures drawers when cover 
is closed. Hardware is chrome plated. 


BX-25 SPECIFICATIONS 


SIZE Width—20”, Depth—8-5/8", Height—9-1/2”’ 
2 Drawers 2-1/4” x 8” x 18” 

Tote Tray 5-5/8” x 7-5/8” x 19-3/8” 

Weight 20 Ibs. 


B  BX-17 MECHANIC’S BOX. Ample storage space is 
provided in the body of the box and also there is a full 
length lift-out tote tray with three compartments. The 
entire chest is constructed of heavy gauge metal with 
electronically spot welded seams. For extra strength and 
rigidity the lid is fastened to the box with a full length 
piano hinge. Size: 20” x 8-1/2” x 9-1/2”. 


BX-17T Tray only for BX-17. 


C  BX-23 UTILITY BOX. Compact steel portable box 
. with lift out tote tray. Use with TS-247S or for an all 
eé purpose box or for other 3/8’ square drive sets. Size 
19-1/4" x 5-5/8” x 4”. 


| C  BX-35 UTILITY BOX. A utility chest for all 
| mechanics. Made of electrically spot welded heavy gauge 
steel. With room for all your on-the-job tools, this box 
also features a full length tote tray with sturdy, 
comfortable carrying handle. The lid has exceptional 
rigidity and strength because of its continuous hinge and 
One piece construction. The carrying handle is 
comfortable suit case type made from polished cast 
® aluminum. Box finish is deep, smooth, red enamel. Use 
with TS-339S or for an all purpose box or for other 
1/2” square drive sets. Size: 19-3/8’’ x 6-3/4” x 4-7/8”. 


D  BX-51 UTILITY BOX. Compact heavy-duty steel 
box. Use with TS-517S or other 3/4” square drive sets. 
Size: 26” x 5-1/4” x 3-1/2”. 


E  BX-52 UTILITY BOX. Compact heavy-duty steel 
box. Use with TS-534S or other 3/4” square drive sets. 
Size: 28-1/4” x 9” x 3-1/2”. 


A BX-61 UTILITY BOX. Compact heavy-duty steel 
box. Use with TS-617S or other 1’’ square drive sets. 
Size: 35-3/4” x 7-3/4” x 5”. 


B  BR-1 TORQUE WRENCH BOX. Heavy-duty steel 
box especially made to protect and carry Cornwell’s 
TQ-55RA and TQ-65RA “Snap” torque wrenches. Size: 
37-3/8" x 2-3/4" x 1”. 


C  BX-31A UTILITY BOX. Compact heavy-duty steel 
box. Used in conjunction with BI-31A-1 plastic insert 
for TS-316S “Jet Set”, BI-31A2 plastic insert for 
BF-500 Set, BF-500BD Set, BF-500BD or BF-500. Can 
be used as an all purpose box. Size: 21” x 5-1/4” x 
2-1/4". 


D  BX-20A UTILITY BOX. Compact heavy-duty steel 
box. Used in conjunction with BI-20A-1 plastic insert 
for TS-039S or BI-20A-3 plastic insert for TSM-221S 
“Jet Set’. Size: 13-1/4” x 5” x 1-1/4”. 


E  BX-31 UTILITY BOX. Compact heavy-duty steel 
box. Use with SMK-1016S or as an all purpose box. 
Size: 6-1/2” x 1-3/4" x 2”. 


E  BX-32 UTILITY BOX. Compact heavy-duty steel 
box. Use with SKA-319S and SKA-507S or as an all 
purpose box. Size: 8-1/2” x 2-7/8" x 2-1/4”. 


F BX-10C UTILITY BOX. Compact heavy-duty steel 
box. Use with SKA-511S or as an all purpose box. Size: 
8-1/2” x 6” x 3”. 


G_ BX-21 UTILITY BOX. Compact heavy-duty steel 
box. Use with SKA-311S, SKA-211S, SKA-9S, 
TSU-217S and TSU-227S or as an all purpose box. Size: 
6-1/4” x 2-1/2" x 1”. 


H BX-02 UTILITY BOX. Compact heavy-duty steel 
box. Use as a utility box for small 1/4” square drive. 
Size: 7” x 3” x 5/8”. 


A SOCKET HOLDERS 


ST-1R_ | 4-3/8” Rail | ST-016, STM-017, STM-017L, 
TSMU-016, TSU-016 and TSU-026 


ST-2R_ | 5-7/8" Rail | ST-029L1 and ST-018L 


ST-0210, ST-0210L, TSUP-325 
and TSUP-325L 
and TSU-227 


ST-5R_ | 7-7/8" Rail | ST-218L, ST-228L, STI-228, STI-228L, 


TSMU-228, TSUP-227 and TSUP-227L 
ST-6R_ | 11-3/8” Rail | ST-2111L, ST-2211L, STM-2213, 
STM-2213L and STM-2214 


ST-11R | 17” Rail General Purpose 


Bs SOCKET CLIPS. For use with any of the above rails. 


Part No. Description 
STe0C on WS Saw ee RS Ce el as 1/4” Square Drive Clip 
STG ea nw Ws SRP SHE HEE ws eS 3/8” Square Drive Clip 
SUSG) stave eesintage etree a 1/2"’ Square Drive Clip 


eas fa Sal sl: fab ipsa See aa 3/4” Square Drive Clip 


Use for Set No. 
ST-029L1S 


ST-25 
sT-29 
ST-33 


S  sT-9 CROWFOOT HOLDER. 3/8” Square Bar for use with 
CFW-9S. 


TRAYS & CLIPS 


Use for Set No. 


nas he 
oe, 3 Pocket Kit Bag 
4-1/8” x 81/4" 
ian 4 Pocket Kit Bag 
4-3/4” x 6-1/8” 
4 Pocket Kit Bag 
5-7/8" x 9-1/4" 
5 Pocket Kit Bag 
6x7" 
5 Pocket Kit Bag 
9-7/8" x 8-3/4" 
5 Pocket Kit Bag WB1-5S, WC1-5LS 
9-3/4" x 17-1/2” KDPL-5S 
5 Pocket Kit Bag 
7-1/8" x 13-1/4” 


See 5 Pocket Kit Bag 


4-3/4" x 12" 


5 Pocket Kit Bag 
12-1/8" x 14” 
K-57 5 Pocket Kit Bag 
3-3/8" x 7-1/2" 
9 Pocket Kit Bag 
6-3/4" x 12-1/8” 
6 Pocket Kit Bag WCM-6S,WBS1-6S 
9-1/2” x 8-3/4” WCS1-6S,WE-6S 


6 Pocket Kit Bag 
13” x 19” 


Sad as GL 
3 


6 Pocket Kit Bag 
10-1/2” x 12” WT-6S, ZZ-RB6S 


7 Pocket Kit Bag 
15” x 17-1/2” WE-7S 
7 Pocket Kit Bag 
11-1/2” x 14-1/2” CWX-7S 
7 Pocket Kit Bag 
11-1/4” x 12-1/2” WC1-7S 
8 Pocket Kit Bag WF2-8S,WE-8S, 
14-1/2” x 15-3/4” WT-8S 


pee, 8 Pocket Kit Bag 
1104/2" x11" 


9 Pocket Kit Bag 
15-1/2” x 14” 

9 Pocket Kit Bag 
14” x 10” 

11 Pocket Kit Bag 
20” x 16-1/2” 


L 

Ma ee 14 Pocket Kit Bag 
26” x 12-3/4” 

aa 

Oba a 
2 A ow x 0 ar 

2 ll 5 — il OR 
22" x 20” 


17 Pocket Kit Bag 
21” x 19-1/2” 


= 


Use for Set No. 


iin 


Description 
21 Pocket Kit Bag 
35” x 20” 
10 Pocket Kit Bag 
26-1/8” x 26-1/2” 
10 Pocket Kit Bag 


WE-10S 
TR-BWK10S, 


KB-K100 — 
pe eg 


6-1/2” x 5-3/4” UP-HWK 11S 
9 Pocket Kit Bag UP-HWKQLS, 
7-7/8" x 9-1/2” UP-HWM9S 


8 Pocket Kit Bag 


KB-K82 
Bis 7-1/4” x 5-1/8” 
9 Pocket Kit Bag 
ater | 7 Pocket Kit Bag 


ZZ-WI8S 


WB 1-9S 


10-3/4” x 12” Z2Z-HS7S 
13 Pocket Kit Bag 
23x12" 
6 Pocket Kit Bag 
7-3/8" x 16” 
7 Pocket Kit Bag 
13” x 12-3/16” 
8 Pocket Kit Bag 
7-1/4” x 6-7/8" 
14 Pocket Kit Bag 
8-1/2” x 15-1/4” 
8 Pocket Kit Bag 
7-1/2" x 8” 
13 Pocket Kit Bag 
12-13/16” x 6-9/16” 
17 Pocket Kit Bag 


ZZ-RBM7S 


ZZ-W113S 


WA-17S 


21” x 19-1/2” 


Plastic Pouch STA-6S,Z2Z-SD3S, 
ZZ-208S 


Plastic Pouch ZZ-SD4S,WCM-7S 
Plastic Pouch 


Plastic Insert for BX-20A | TS-039S 
Plastic Insert for BX-20A }] TSM-221S 


TS-316S 


BF-500 Set,BF-500 
BF-500BD Set, 
BF-500BD 


SOCKET AND WRENCH OPENING SPECIFICATIONS CONVERTINGMILLIMETERS 
— ~- — : INTO INCHES 


BOLT OR SCREW DIAMETERS 


Nominal Wrench Opening Millimeters Inches _ Millimeters Inches 
Wrench Tolerance For NUTS, Hex and Square For BOLTS, Hex and Square 1 0.0394 51 2.0079 
Opening 2 0.0787 52 2.0472 
Min. Max. Finished Regular Heavy Mach. Sc. Regular Heavy Lag (Sq.) Set (Sq.) 3 0.1181 53 2.0866 
a eee ae oe ae Se Sees —— oo 4 0.1575 54 2.1260 
a 0.158 0.163 te we 0,1 st ‘a wh 5% 5 0.1968 55 2.1653 
A 0.190 0.195 ‘ies vie a 2,3 ir we a8 10 é 0.2362 56 2.2047 
Y, 0.220 0.225 rm wi as = eg _ F 12 7 0.2756 57 2.2441 
“ 0.252 0.257 oc ae = 4 53 <4 Ys 8 0.3150 58 2.2835 
9 0.3543 59 23228 
Ya 0.283 0.288 a a A 7: 7 ae 10 4% 10 0.3937 60 2.3622 
Ae (0.316 0.322 : eS 5,6 < . - Ne 1 0.4331 61 2.4016 
Way 0.347 0.353 ee re ae 8 - ave i oe 12 0.4724 62 2.4409 
% 0.378 0.384 a oe ts 10 “Us a “ % 13 0.5118 63 2.4803 
14 0.5512 64 2.5197 
A 0.440 0.446 “a “ ii 12,% Ya if ' he 15 0.5905 65 2.5590 
Y 0.504 0.510 He ; Ys ; Ae ; Ae Ya 16 0.6299 66 2.5984 
Ne 0.566 0.573 % Ae He He % a % Ae 17 0.6693 67 2.6378 
x 0.629 0.636 is % a % Ae ‘ Ns Ys 18 0.7087 68 2.6772 
19 0.7480 69 2.7165 
4g 0.692 0.699 hs % - : sk fe os 20 0.7874 70 2.7559 
% 0.755 0.763 Y %e se 3s Vy . Y ~ 21 0.8268 71 2.7953 
1 0.818 0.826 ; Yr . s Ae ‘ on 22 0.8661 72 2.8346 
% 0.880 0.888 Ae Ae Ya ; a Ya ‘ % 23 0.9055 73 2.8740 
24 0.9449 74 2.9134 
"Ae 0.9.44 0.953 i He a % - h : 25 0.9842 75 2.9527 
| 1.006 1.015 ~ - . “ . o 1 26 1.0236 76 2.9921 
1%6 1.068 1.077 % ais ‘ % ee . 7 1.0630 77 3.0315 
1Y% 1.132 1.142 % % : a % a % 1% 28 1.1024 78 3.0709 
2 1.141 z 3.1102 
1% 1.257 1.267 % % : % ; 1% a3 a a2 3.1496 
1% 1.320 1.331 % % + + Ah oo % a 31 1.2205 81 3.1890 
1% 1.383 1.394 "i a " i 1% 32 1.2598 82 3.2283 
1% 1.446 1.457 h - 9 A o . 33 1.2992 83 3.2677 
4 33 4 3.3071 
oe 1.520 1 1 “a 1 | " 35 13779 85 3.3464 
‘; 1.634 1.646 i ; 1 - wi a “ 36 1.4173 86 3.3858 
Ye 1.696 1.708 1% 1% : 1“ ‘ 1% 37 1.4567 87 3.4252 
He 1.822 1.835 . : l”% * " 1% 3 ais 38 1.4961 88 3.4646 
J -5039 
1% 1.885 1.898 1% 1% : 1% 9 1% . ii a 3 pid 
2 2.011 2.025 1% 7 1% i - iy 113142 91 35827 
2"%e6 2.074 2.088 1% 1% ss . 1% ae : ‘ 42 1.6535 92 3.6220 
2% 2.200 2.215 1% aie ‘ts 1% a sie 43 1.6929 93 3.6614 
‘ 4 3.7008 
2% 2.262 2.277 1” 1” . 1” " a re ieee He 3.7401 
2% 2.388 2.404 2 1" sag 1" ; ‘ 46 1.8110 96 3.7795 
2% = 2.450 2.466 1% 1% 7 1% : =i - 47 1.8504 97 3.8189 
2% 2.576 2.593 = 1% \% et 48 1.8898 98 3.8583 
3 3.8976 
2% 2.639 2.656 1% 1% 7 1% . ed ced 18 Eee 
2% 2.766 2.783 x i 1% i 1% . . oe ft 
2'%e 2.827 2.845 1% f . 7 ‘ a . pat ‘ - 
y y American American 
2% 2.954 2.973 s . 1% : 1% vs “ mae Hall oe . 
= Gage & Sharp U.S. Gage &Sharp_ US. 
3M rape: aia = . 2 at 2 a _ No. (Other Standard No. (Other Standard 
3% 31393 3.414 2% 2% aE na 2” ; : _ Metals) (Steel) Metals) (Steel) 
3% 3.518 3.540 ‘ : 2% , a 2% 5 oor? Ee 18 Dane eyes 
3% 3.770 3.793 2% 2%” ‘ 2% zi 3 :2294 :2500 18 .04030 .0500 
3% 3.895 3.918 a 2” ifs 246 2% 4 :2043 -2343 19 .03589 .0437 
4V, 4,147 4.172 2% 2% “ 2% a 5 -1819 -2187 20 8.03196 .0375 
mee. ee oe - $e Tel BR BME Bie 
Av 4.524 4.550 3 3 : on 3 ;: 8 -1285 -1718 23 .02257 .0281 
4% 4.649 4.676 i 3 ‘. 3 9 1144 1562 24 .02010 .0250 
4A 4.900 4.928 ti oi 5 ve 3% 10 = =—.1019 -1406 25 01790 .0218 
5 5.026 5.055 i fi 3% 2 ate iW OSD 7s -1250 2s aaee pair 
12 -0808 -1093 2 O14 i 
5% 5.277 5.307 ‘ ~ ig 3% 13. 07196 .0937 28 .01264 .0156 
5% 5.403 5.434 a ape 3% : 14 .06408 .0781 29 -01126 .0140 
5% 5.654 5.686 3% sii é m 3% . os a 15 .05707 .0703 30 .01003 .0125 
5% 5.780 5.813 : . 3% ‘i oa . : oe = __ 
DECIMAL EQUIVALENTS DRILL SIZES FOR TAPPING THREADS 
0156 N.C. N.F. 
.0312 a wl Screw Pitch Drill Decimal Pitch Drill Decimal 
oie % : Size (Coarse) Size Equiv. (Fine) Size Equiv. 
‘ ae — - ___- — - — 
.0781 i No 0 80 Ya 0469 
-0937 Wog—__———_ No 1 64 #53 -0595 72 #53 -0595 
-1093 No 2 56 #50 -0700 64 #50 -7000 
Y— -1250 4— — No 3 48 #47 .0785 56 #45 -0820 
-1406 . No 4 40 #43 -0890 48 #42 -0935 
-1562 e—_—_—_———. , No 5 40 #38 -1015 44 #37 -1040 
-1718 . No 6 32 #36 -1065 40 #33 -1130 
-1875 Wg——————__—_——__ No 8 32 #29 -1360 36 #29 -1360 
-2031 No 10 24 #25 1495 32 #21 -1590 
-2187 2349 No 12 24 #16 .1770 28 #14 -1820 
.2343 P U 20 #7 -2010 28 #3 -2130 
“s -2500 ” = - s Ne 18 F .2570 24 ! -2720 
-2656 - 5 % 16 A -3125 24 Q -3320 
-2812 25/49 ——_—__— # "Ae 14 U -3680 20 254 -3906 
-2968 . Yr 13 274 4219 20 2 4531 
-3125 1Y%4.——_ -—_-—_—_—_—. < Ne 12 Vea 4844 18 hy -5156 
-3281 - % 1 Yo I012 18 3% .5781 
-3437 %——_—_—_———._ ” 10 Vy -6562 16 1% -6875 
-3593 % 9 4% 7656 14 He -8125 
¥% -3750 h_— —— 1 8 / .8750 14 he 9375 
234,—— .3906 l%, 7 636, -9844 12 1% 1.0469 
1%. .4062 %—___—_— . 1% 7 1% 1.1094 12 1a 1.1719 
274 4218 z 1% 6 1% 1.2187 12 1% 1.2969 
a ASD 1{,.—_—_—_—____—_—_ 3 1’ 6 1 1.3437 12 12%, 1.4219 
2% 4531 E 1% 5 1%. 1.5625 
e—— —— .4687 3Y%q——__— i 2 4” 12549 1.7812 
3s 4843 2% 4" 2a 2.0312 
Va -5000 1 2” 4 2% 2.2500 


CORNWELL 


Prefix 
Letters 


C=Tapping Screw 
I= Power Impact 


M= Magnetic 
MS= Magnetic Spring Loaded 


T=Thin Wall 
TM= Thinwall Metric 


P= Power 

PS= Set Screw Socket 
EL= Elbow Sockets 
DL=Drag Link 

S= Surface Drive 


Prefix 
Letters 


A= Adaptor (Hand) 

AP= Adaptor (Power) 
ASD= Adaptor Spline Drive 
D=Driver or Shank 

E= Extension (Hand) 


EP= Extension (Power) 
_U= Universal (Hand) 
UJ= Universal Joint (Hand) 
UP= Universal (Power) 
UPJ= Universal Joint (Power) 


Prefix 
Letters 


AW= Angle Wrenches 

BW= Box Wrs, - 12 Pt. 
BWM= Box Wrench Half Moon 
BWS= Box Wrs. - 6 Pt. 


CW=Combination Wrs. - 12 Pt. 
CWF= Combination - Flare Nut 
CWO= Combination Offset 
CWX= Combination Flex Socket 
EW=End Wrenches 


IW= Ignition Wrenches 
TW=Tappet Wrenches 


Prefix 
Letters 


HF= Flex (Hinged) 


HL="L" Handle 

HN= Spinner 

HS= Speeder 

HST= Sliding "T” 
HT="T” Handle (Solid) 


JRF= Ratchet Flex 


NUMBERING SYSTEM 


STANDARD STOCK ITEM NUMBERING SYSTEM 


(MAJOR GROUPS) 


“Cc” LINE 
SOCKETS 
2nd Digit — Type Opening 


1st Digit — Drive Size Final Digits — Size Opening 


« given in 32nds 


O=%" 3=%" 5= %" (Number of Poinf%) Goonies 
2=%" 4=%" 6= 1” 1 = 12 Pts. 3 = 8 Pts. 16 ='%" = "A" 
28 = %"= %" 
2= 6Pts. 4=4 Pts. 34 = 34q" = 1%" 
Suffix 1=Intermediate Length $= Extra Short Length SP= Spark Plug 
Letters L=Long or Deep Length B= Black Finish 
Examples—Sockets P- 3 2 28 }/ 51 40L T- 3216 8B 
| ths %" Opening | Deep Length | Black Finish 
6 Point 1%" Opening Ya" Opening 
Yr" Sq. Drive 12 Point 6 Point 
Power Socket %," Sq. Drive Yo" Sq. Dr. 
Power Impact Thinwall 


ATTACHMENTS 


Suffix HD=Heavy Duty WD= Wobble Drive 


Letters L=Long Deep Length 


Examples—Adaptors A-23 AP - 56 
L Ya" Male Sq. | L 1” Male Sq. 
¥%" Female Sq. %," Female Sq. 
Adaptor (Hand) Adaptor (Power) 
Extensions E-3 10 EP- 6-9 
| (= 10” Long | 9” Long 
Yo" Fe. x Y2" Male Dr. 1” Fe. x 1” Male Dr. 
Extension (Hand) Extension (Power) 
Universals U- 22 22 UPJ - 3 


| lx Ya" Fe. x Y2" Male Drive 
Universal Joint (Power) 


Universal ole 


WRENCHES 


Suffix B= Black Finish S= Short Lengths SP= Special Purpose 


Letters L=Long Lengths MM= Metric 
Examples— EW- 18 20 CWw- 30 30 BWS- 14 16 
| ” Opening | 1%" Opening | c& Yn" Opening 
we Opening 1%6" Opening %" Opening 
End Wrench Comb. Wr. Box Wr. 6 Pt. 
CWX- 14 CW- 22 22 S 
L %s" Opening | L Short Length 
Comb. Flex Skt. Ye” Opening 
Ye" Opening 
Comb. Wr. 
HANDLES 


Suffix P= Plastic Handle 
Letters PN= Pin Retainer 


PS= Square Drive In Grip 


Examples— HF- 3 18 HL- 3 TL 12 
| ik 18” Long Le Long 
Yo" Sq. Drive " Offset 
Flex Handle Lee Sq. Drive 
“L" Handle 
HST- 6 30 HN- 0 2 P HN- 0 2 PN 
L 30” Long | L plastic Handle | Ne Pin Retainer 
1” Sq. Drive 2" Shank Length 2” Shank Lgth. 
Sliding "T" %," Sq. Drive Ys" Sq. Drive 
Spin Handle Spin. Handle 


149 


Adaptors (Socket) 
Adjustable Wrenches 


Chicago Pneumatic 

Drills 

Grinders 

Sanders 

Valve Lifter 
Allen Wrenches & Sets 
Alternator Diode Puller 
Alternator Generator Tester 
Alternator Pulley Puller 
Alternator Tools 
Amp Meters 
Angle Wrenches 


Ball Joint Press 

Ball Peen Hammers 
Battery Booster Cables 
Battery Carrier 


Bearing Pullers 
Bearing Separators 
Bit & Bit Holder Sets 41-42-43 


44—45 


Hack Saw 96 
Keyhole Saw 97-132 
Safety Cut-off 


Body Panel Cutters 
Body Picks 

Body Repair Jacks 

Box Wrenches (Ratchet) 
Box Wrenches 

Boxes, Tool 

Brake Bleeder 

Brake Cylinder Hones 
Brake Drum Puller 
Brake Pedal Jack 


Bubble Balancer 


150 INDEX 


Bronze Hammer 
Brushes 
Gasoline 
Port 
Wire 
Budd Wheel Socket 
Bushing Drivers 
Bushing & Reamer Tools 


=c- 


Cabinets, Tool 
Cam Shaft Tool Set 


Carbon Scrapers 
Carburetor Tools 
Caster-Camber Tools 
Casters (Roll-Cabinet) 
Center Punches 
Channellock Products 
Hammers 
Pliers 
Chests, Tool 
Chisels 
Chisel & Punch Holder 
Circuit Testers 
Cleaning Brushes 
Clutch Aligning Tool 
Clutch Screw Drivers 
Coil Tester 
Coil Spring Compressors 
Combination Wrenches (Black) 
Combination Wrenches (Chrome) 49 
Compression Testers 
Compressors (Ring) 
Compressors (Valve Spring) 
Cotter Key Pullers 
Couplers (Pneumatic) 
Creepers 
Creeper Casters 
Crowfoot Wrenches 
Current Indicators 
Cutting & Flaring Tools 
Cutting Pliers 
Cylinder Deglazing Tools 
Cylinder Groove Cleaner 
Cylinder Hones 
Cylinder Ridge Reamers 


=p 


Deglazing Tools 
Diagonal Cutters 
Dial Torque Wrenches 
Diamond Point Chisels 


Rethreader 
Diode Puller 
Diode Tester 
Dist. & Carburetor Tools 
Dist. & Plug Service 
Dividers, Drawer 
Door Handle Tools 
Drag Link Sockets 
Drift Punches 
Drill Bits 
Drill Sets 
Drivers 


Electrical Systems Analyzer 
End Cutters 

End Wrenches (Black) 
End Wrenches (Chrome) 
Engine Lift 

Etching Pencil 

Evans Tape Measures 
Extension Bars 
Extension Lights 
Extractor Sets 

Eye Shields 


Fan Blade Wrench 
Feeler Gauges 
Fender & Seat Covers 
File Handles 

Files 

Flare Nut Wrenches 
Flashlights 

Flat Chisels 

Flex Head Wrenches 
Flex-stones 

Flints 

Flip Spout (Oil Can) 
Flywheel Turner 
Folding Shelf 
Fractional Drill Bits 
Front End Tools 
Fuse Puller 


Gasket Alignment Set 
Gasket Clips 
Gasket Punch Set 
Gasket Scraper 
Gauges 
Compression 
Current Indicating 
Feeler 
Hydrometer 
Vacuum 
Wheel Balancing 
Gear Puller 
General Service Pullers 
General Service 
Generator Tools 
Generator—Regulator Tester 
Goggles 
Grease Gun 
Grinding Face Shields 
Grinding Wheel Dresser 
Grinding Wheels 
Gripping Pliers 
Growler, Armature 


Hacksaws 
Hammers 
Ball Peen 
Blacksmith 
Body Repair 
Bronze 
Engineering 


84—85—86-—87 
75 


114 thru 117 
127 thru 134 


Mallet (Rubber) 
Nail 
Plastic Tip 
Pneumatic Powered 
Rubber 
Hammer Handles 
Harmonic Balancer Puller 


Pre-Set Torque 
Speed 
Standard 
Holders 
Abrasive Body File 
Feeler Gauge 
File 
Flex File 


Hydraulic Valve Lifter Tool 
Hydrometer 


Ignition Feeler Gauge 
Ignition Pliers 

Ignition Point Files 
Ignition Tools 

Ignition Wrenches & Sets 
Impact Attachments 
Impakdriver 

Inspection Mirrors 
Inside Micrometer Set 
Internal Ret. Ring Pliers 


= 


jake Brake Socket 


Key Holder 
Kit Bags 
Knives, Pocket 
Knives, Utility 


Light Cords 

Lights, Reel 
Lineman’s Pliers~ 
Long Tapered Punches 


—M— 


Magnetic Pickup Tools 
Magnetic Sockets 
Mallet (Rubber) 
Marking Tools, Electric 
Measuring Cans, Oil 


Metal Cutting Shears 
Meters 
Alternator-Generator 


102—103 


143-144-145 
4-5-6-7 
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68 


Armature Growler 
Battery Cell Tester 
Coil & Condenser 
Diode 
Ignition 
Ohmmeter 
Regulator 
Tach Dwell 
Vacuum 
Metric Tap & Die Set 
Metric Tools 
Metric Wrenches 
Micrometers 
Mirrors, Inspection 
Moulding Clip Pliers 
Muffler Chisel, Air 
Multi-Spline Wrenches 


ape 


Needle Nose Pliers 
Nut Cracker 
Nut Drivers & Sets 
Nut Holder 


Ohmmeter 

Oilers 

Oil Filter Wrench 

Oil Gauge Sender Wrench 

Oil Seal Installer 

Oil Spouts 

Open End Wrenches (Black) 
Open End Wrenches (Chrome) 
Outlet—3-Prong Adaptor 


=f... 


Panel Cutter 
Parts Cleaning Brushes 
Phillips Bits 
Phillips Screw Drivers 
Pick-up Tools 
Pilot Bearing Puller 
Pin Punches 
Pinch Bars 
Pipe Wrenches 
Piston & Cylinder Service 
Piston Groove Cleaner 
Piston Ring Compressor 
Piston Ring Expander 
Pitman Arm Puller 
Plastic Pouches 
Plastic Tip Hammer 
Pliers 
Battery 
Bezel Nut 
Brake Spring 
Combination Cut-Grip 
Cutters 
Diagonal 
Duck Bill 
End Cutters 
Gripping 
Hose Clamp 
Ignition 
Lineman’s 
Lock Ring 
Miniature 


36 thru 40 
38-39-40 


Needle Nose 
Piston Ring 
Plier Handle Grips 
Retaining Ring 
Spark Plug Wire 
Wheel Weight 
Wire Stripper 
Pliers, Special Service 
Pneumatic Chisels 
Pneumatic Tools 
Point Files 
Power Mate Push-Pull Jack 
Power Pulls 
Power Socket Sets 
Power Sockets 
Power Universal Sockets 
Pre-Set Torque Wrenches 


Battery Cable 

Bearing 

Body Dent 

Brake Drum 

Bushing 

Cotter Key 

Gear 

Harmonic Balancer 

Hub 

Pitman Arm 

Pulley 

Set 

Seal 

Steering Wheel 

Universal Joint 

Universal Set 

Windshield Wiper Arm 
Punch & Chisel Sets 
Punches 
Putty Knives 


Quick Couplers, Air 


Ratchets 

1/4” Drive 

3/8” Drive 

1/2” Drive 

3/4” Drive 

1” Drive 

Black 
Ratchet Adaptor 
Ratchet, Air Conditioner 
Ratcheting Box Wrenches 
Reamers 
Rear Main Oil Seal Installer 
Reels, Drop Light 
Regulator Tester 
Remote Starter Switches 
Rethreading Tools 
Reversible Snap Ring Pliers 
Ridge Reamers 
Ring Compressors 
Ring Groove Cleaners 
Roll-Cabs 
Rules, Steel Tape 
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128—134 


Sanders 
Sanding Discs 
Saws, Hole 
Saws, Jab 
Saws, Utility 
Scrapers 
Scratch Awls 
Screw Drivers 
Bits 
Clutch 
Magnetic Tip 
Offset Phillips 
Opel Cap Screw 
Phillips 
Pozi-Driv 
Reversible 
Spark Testing 
Torx 
Triple Square 
Screw Driver Sets 
Screw-Extractors 
Screw Extractor Sets 
Scriber 
Screw Starters 
Sets 
Body Man 
“Jet Set” 
Mechanic’s Basic 
Mechanic’s Deluxe 
Mechanic’s Master 
Mechanic’s Standard 
Mechanic's Starter 
Metric Wrench 
Nut Driver 
Shears, Metal Cutting 
Short Finder 
Sliding “T” Bars 
Snap Ring Pliers 
Snips 
Socket Sets 
1/4” Drive 
3/8” Drive 
1/2” Drive 
Ball Joint 
Power 
Metric 
Weatherhead 
Sockets 
1/4” Drive 
3/8” Drive 
1/2” Drive 
3/4” Drive 
1” Drive 
Bit 11—15—19—21 
Budd Wheel 32 
Crowfoot (Open End) 15 
Drag Link 11—15—18—21 
“Flip” 
Metric 
Opel Cap Screw 
Plastic Nut 
Shock Absorber 
Spark Plug 
Stop Light Switch 
Sockets, Impact 
5/8” Drive 
3/4” Drive 
1” Drive 


152 INDEX 


Sockets, Magnetic 
Sockets, Power 
Sockets, Power Metric 
Sockets, Special Power 
Sockets, Universal 

1/4” Drive 

3/8” Drive 

1/2” Drive 

Metric 
Sockets, Universal Power 

Metric 
Sockets, Weatherhead 
Soldering Guns 
Spark Plug Gapper 
Spark Plug Gauge 
Spark Plug Screw Drivers 
Spark Plug Sockets 
Spark Plug Starter 
Spark Plug Tap 
Spark Testers 
Special Purpose Pliers 
Special Purpose Wrenches 
Special Screw Drivers 
Speeders 
Spouts, Can 
Stamps, Figure 
Starter Current Indicator 
Starter Switch, Remote 
Steel Tape Rules 
Steering Wheel Pullers 
Stethoscope 
Stop Light Switch Socket 
Stud Removers 
Suction Gun 


a 
Tach-Dwell Meters 
Tachometers 
Tail Pipe Tools 
Tap Handles 
Taps 
Tap & Die Displays 
Tap & Die Sets 
Tapered Punches 
Tapes, Measuring 
Tappet Wrenches 
Thread Gauge 
Thread Restorers 
Tie Rod Tools 
Timing Lights 
Tinners’ Snips 
Tire Gauges 
Tire Valve Tool 
Tool Cabinets 
Tool Set, Master 
Tool Sets 
1/4” Drive 
3/8” Drive 
1/2” Drive 
3/4” Drive 
1” Drive 
Torch Lighters 
Torque Wrenches 
Transmission Filler 
Tread Saver 
Tube Benders 
Tube Cutters 
Tube Flaring Tools 
Tube Flaring Tools, Metric 
Tune Up 


Undercutters, Armature 
Universal Joints 
Universal Joint, Puller 
Utility Knife 


Vacuum Cup 

Vacuum Gauge 

Vacuum Pump, Air Cond. 
Valve Lifters 

Valve Seat & Ref. Gr. Whis. 
Valve Service 

Valve Spring Compressors 
Vernier Calipers 

Vise Grips 

Vises 

Vixen Files 

Volt Amp Meters 

Volt Meter 


Water Nozzles 
Welding Clamp 
Welding Goggles 
Wheel Bearing Packer 
Wheel Dresser 
Wheel Puller 
Wheel Weight Pliers 
Windshield Arm Tool 
Windshield Knife 
Wire Strippers 
Wire Wheel Brushes 
Wobble Drive Extensions 
Wrenches 
Adjustable 
Angle 
Box 
Brake 
Caster-Camber 
Chain Adaptor 
Combination 
Combination Flex 
Crowfoot 
Distributor 
End 
Fan Blade 
Filter 
Flare Nut 
Half-Moon 
Hex Head 
Ignition 
Industrial 
Metric 
Multi-Spline 
Nut Drivers 
Offset Box 
Oil Gauge Sender 
Open End (Black) 
Open End (Chrome) 
Pipe 
Ratcheting Box 
Special Service 
Tappet 
Tire & Wheel 
Torque 
Volkswagen Axle 
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CORNWELL 
The Choice of Professionals 


SUPPLIER IDENTIFICATION CODE 


Supplier a ee ee 
SH 


ode Supplier 
Amflo EY Ezy-Way 


Keysco 


Power Pull FA Fairmount Steck 

Anderson GC Shurlite Spede 

All Power GP Blue Dart Sturtevant 

Apex HL Heller T.B. Miner 
Cornwell-Allied KD K-D Mfg. Imperial 
Columbian LB Speedex Torque Control 
Carborundum MT Milton Thexton 

Central OF Old Forge Cornwell-Skidmore 
Channellock PL Plews Ullman 

Cromag Corp. PO H.K. Porter Vermont American 
Chicago-Pneumatic RA Robinair Vise Grip 

Dockson RO Roddick Durston-Vim 

Drier RP Rotopower Weller 

Erie SF Shur-Fire Wiss 


Evans SG Snap-Gap 


tpiattnds GUARANTEE 7” 


All tools manufactured by Cornwell 
are guaranteed to be free of defects 
in workmanship and materials. Any 
tool which fails to conform to our 
guarantee will be repaired or re- 
placed without charge upon being 
returned to our factory. Tools 
which have failed because of wear, 
abuse, repair by others, or mis-used- 
intentionally or unintentionally, are 
not covered by this guarantee. 
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